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DOCUMENT 00 01 15

LIST OF DRAWINGS
02/11

PART 1   GENERAL

1.1   SUMMARY

This section lists the drawings for the project pursuant to contract clause 
"DFARS 252.236-7001, Contract Drawings, Maps and Specifications."

1.2   CONTRACT DRAWINGS

Contract drawings are as follows:

DRAWING 
NO.

REVISION 
NO.

NAVFAC 
DWG NO.

TITLE

GI-01
GI-02

GI-03
GI-04
C-01
C-02
C-03
C-04
C-05
C-06
C-07

C-08

C-09

C-10
C-11

E-01
E-02
E-03

_____ 12729088
12729089

12729090
12729091
12729092
12729093
12729094
12729095
12729096
12729097
12729098

12729099

12729100

12729101
12729102

12729103
12729104
12729105

Cover Sheet, Vicinity Maps
General Notes, Table of Contents, Construction 
Sequence
New and Existing Hydraulic Profiles
Existing Conditions
Demolition Plan
New Work and Piping Plan
Demolition Plan - Holding Basin and Sections
New Work-Piping at Holding Basin
New Work - Irrigation Basin Plan and Section
New Storage Tanks Plan View and Sections
Filter Recirculation Pump Station Demolition 
and New Work
Recirculating Sand Filter Demolition and New 
Work
Sprinkler Pump Station and Meter Vault 
Demolition Plan
Miscellaneous Details
Sedimentation & Erosion Notes, Legend and 
Details
Electrical Symbols and Abbreviations
Electrical Site Plan
Electrical One-Line Diagrams, Details and 
Schedules

1.3   SUPPLEMENTARY DRAWINGS

These supplementary drawings may not be a part of the contract but are 
included with the drawings for information.

1.3.1   Subsurface Data
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Subsurface data, not specified or indicated, have been obtained by the 
Government at the station.  The data are available for examination by 
prospective bidders The soils report is included as part of the solicitation.

    -- End of Document --

DOCUMENT 00 01 15  Page 2



Repair Wastewater System BT-11 WO6474600

SECTION 01 11 00

SUMMARY OF WORK
08/15

PART 1   GENERAL

1.1   WORK COVERED BY CONTRACT DOCUMENTS

1.1.1   Project Description

The work includes repairs to the wastewater drip irrigation system by 
converting it from a spray irrigation system to an above ground 
infiltration system and incidental related work.

1.1.2   Location

The work is located at the BT-11, approximately as indicated.  The exact 
location will be shown by the Contracting Officer.

1.2   OCCUPANCY OF PREMISES

Building(s) will be occupied during performance of work under this 
Contract.  Occupancy notifications will be posted in a prominent location 
in the work area.

Before work is started, arrange with the Contracting Officer a sequence of 
procedure, means of access, space for storage of materials and equipment, 
and use of approaches, corridors, and stairways.

1.3   EXISTING WORK

In addition to "FAR 52.236-9, Protection of Existing Vegetation, 
Structures, Equipment, Utilities, and Improvements":

a.  Remove or alter existing work in such a manner as to prevent injury or 
damage to any portions of the existing work which remain.

b.  Repair or replace portions of existing work which have been altered 
during construction operations to match existing or adjoining work, as 
approved by the Contracting Officer.  At the completion of operations, 
existing work must be in a condition equal to or better than that which 
existed before new work started.

1.4   LOCATION OF UNDERGROUND UTILITIES

It shall be the responsibility of the contractor to locate all existing
underground utilities that are within the limits of work, prior to any
excavation activities. These include but are not limited to the following
buried utilities: water lines, sanitary and storm sewers, steam
condensate, fuel lines, gas lines, electrical ducts and direct buried
conductors, commercial telephone, Base telephone, commercial cable TV, Base
instructional cable TV, EMCS and fire alarm. The contractor shall employ
the services of a qualified Utility locating company to locate, identify,
and mark all underground utilities. The entire construction limits shall
be thoroughly scanned and researched to determine existing utility
locations. Any existing utilities that are indicated on the project
drawings shall be considered for reference use by the locating company and
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shall be verified. All underground utilities shall be clearly marked with
flags, paint or stakes prior to any digging operation except that required
to determine exact utility location and depth. CAUTION shall be used when
trenching or excavating around or near buried utilities. The contractor
shall be responsible for the timely repair and/or replacement of direct and
collateral damage on any and all underground utilities that are severed,
crushed, broken, displaced or otherwise disturbed by the construction
operation. The Government shall not incur any additional cost for such
repair or replacement. The contractor shall notify the FEAD a minimum of
three working days prior to utility location. Do not continue with
excavation or installation of new work without resolving elevation
discrepancies and conflicts.

1.4.1   Notification Prior to Excavation

Notify the Contracting Officer at least 15 days prior to starting 
excavation work.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
        -- End of Section --
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SECTION 01 14 00

WORK RESTRICTIONS
02/16

PART 1   GENERAL

1.1   SPECIAL SCHEDULING REQUIREMENTS

b.  Have materials, equipment, and personnel required to perform the work 
at the site prior to the commencement of the work.  

c.  The WWTP will remain in operation during the entire construction 
period.  The Contractor must conduct his operations so as to cause the 
least possible interference with normal operations of the activity.

d.  Permission to interrupt any Activity roads, railroads, and/or utility 
service must be requested in writing a minimum of 15 calendar days 
prior to the desired date of interruption.

1.2   CONTRACTOR ACCESS AND USE OF PREMISES

1.2.1   Activity Regulations

Ensure that Contractor personnel employed on the Activity become familiar 
with and obey Activity regulations including safety, fire, traffic and 
security regulations.  Keep within the limits of the work and avenues of 
ingress and egress.  Wear hard hats in designated areas.  Do not enter any 
restricted areas unless required to do so and until cleared for such 
entry.  Mark Contractor equipment for identification.

1.2.1.1   Subcontractors and Personnel Contacts

Provide a list of contact personnel of the Contractor and subcontractors 
including addresses and telephone numbers for use in the event of an 
emergency.  As changes occur and additional information becomes available, 
correct and change the information contained in previous lists.

1.2.1.1.1   Identification Badges and Installation Access

Application for and use of badges will be as directed.  Obtain access to 
the installation by participating in the Navy Commercial Access Control 
System (NCACS), or by obtaining passes each day from the Base Pass and 
Identification Office.  Costs for obtaining passes through the NCACS are 
the responsibility of the Contractor.  One-day passes, issued through the 
Base Pass and Identification Office, will be furnished without charge.

NCACS Program:   NCACS is a voluntary program in which Contractor 
personnel (and their sub-contractor personnel) who enroll, and are 
approved, are subsequently granted access to the installation for 
a period up to one year, or the length of the contract, whichever 
is less, and are not required to obtain a new pass from the Base 
Pass and Identification Office for each visit.  Throughout the 
year the Contractor employee must continue to meet background 
screening standards.  Periodic background screenings are conducted 
to verify continued NCACS participation and installation access 
privileges.  Information on costs and requirements to participate 
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and enroll in NCACS is available at http://www.rapidgate.com or by 
calling 1-877-727-4342.  Contractors should be aware that the 
costs incurred to obtain NCACS credentials, or costs related to 
any means of access to an Installation, are not reimbursable.   
Any time invested, or price(s) paid, for obtaining NCACS 
credentials will not be compensated in any way or approved as a 
cost of any contract with the Department of the Navy.

1.2.1.2   No Smoking Policy

Smoking is prohibited within and outside of all buildings on installation,  
except in designated smoking areas.  This applies to existing buildings, 
buildings under construction and buildings under renovation.  Discarding 
tobacco materials other than into designated tobacco receptacles is 
considered littering and is subject to fines.  The Contracting Officer will 
identify designated smoking areas.

1.2.2   Working Hours

Regular working hours shall consist of an 8 1/2 hour period normally 
between the hours of 7:00 am to 3:30 pm, Monday through Thursday, and 8:30 
am to 4:30 pm on Friday,excluding Government holidays.

1.2.3   Work Outside Regular Hours

Work outside regular working hours requires Contracting Officer approval.  
Make application 15 calendar days prior to such work to allow arrangements 
to be made by the Government for inspecting the work in progress, giving 
the specific dates, hours, location, type of work to be performed, contract 
number and project title.  Based on the justification provided, the 
Contracting Officer may approve work outside regular hours.  During periods 
of darkness, the different parts of the work must be lighted in a manner 
approved by the Contracting Officer.  

1.2.4   Occupied Buildings

The Contractor shall be working around existing buildings which are 
occupied.  Do not enter the buildings without prior approval of the 
Contracting Officer.

1.2.5   Utility Cutovers and Interruptions

a.  Make utility cutovers and interruptions after normal working hours or 
on Saturdays, Sundays, and Government holidays.  Conform to procedures 
required in the paragraph "Work Outside Regular Hours."

b.  Ensure that new utility lines are complete, except for the connection, 
before interrupting existing service.

c.  Interruption to water, sanitary sewer, storm sewer, telephone service, 
electric service, air conditioning, heating, fire alarm,  and compressed air
 are considered utility cutovers pursuant to the paragraph entitled "Work 
Outside Regular Hours." 

d.  Operation of Station Utilities:  The Contractor must not operate nor 
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disturb the setting of control devices in the station utilities system, 
including water, sewer, electrical, and steam services.  The Government 
will operate the control devices as required for normal conduct of the 
work.  The Contractor must notify the Contracting Officer giving reasonable 
advance notice when such operation is required.

1.3   SECURITY REQUIREMENTS

1.3.1   Station Regulations

No employee or representative of the contractor will be admitted to the 
work site without an Identification Badge or is specifically authorized 
admittance to the work site by the FEAD, Facilities Engineering & 
Acquisition Division.

IMPORTANT NOTE: FEAD personnel (Construction Managers, 
Engineers/Architects, Engineering Technicians, Contract Specialists, or 
Contract Surveillance Representatives) will not receive, process, 
re-transmit or otherwise handle IN ANY WAY Personally Identifiable 
Information (PII) related to the badging process. Do NOT forward any of 
this information to the FEAD

1.3.2   Contractor Access to MCAS Cherry Point and Outlying Areas

1.  Documentation requirements for granting access to MCAS Cherry Point for 
commercial and contract employers and employees.  This document is an aid 
in meeting ASO 5560.6A requirements and is not a substitute for the order.

2.  In response to new and emerging Department of Defense (DoD) and 
Headquarters Marine Corps requirements, MCAS Cherry Point has made 
significant changes which directly impact how vendors, contractors, and 
service providers currently access the Installation.  These changes were 
fully implemented on April 4, 2016.

3.  To further enhance compliance with these new directives, MCAS Cherry 
Point has implemented a program known as RAPIDGate, which will also be used 
at Camp Lejeune and MCAS New River.  We recognize the important role that 
contractors play in our day-to-day operations and feel that RAPIDGate 
offers the best solution to meet complex and challenging requirements 
associated with Installation access control.  This program will enhance our 
security while offering a streamlined access request procedure for 
contractors, sub-contractors, vendors, suppliers, and service providers 
with sustained, long-term access requirements (in excess of 1 day), that 
are otherwise not approved to receive the DoD Common Access Card (CAC).

4.  Contractors should be aware that the costs incurred to obtain RAPIDGate 
credentials, or costs related to any means of access to this Installation, 
are not reimbursable.  Any time invested, or price(s) paid, for obtaining 
RAPIDGate credentials will not be compensated in any way or approved as a 
cost of any contract with the Department of the Navy.

5.  Upon issuance, the RAPIDGate credential will allow cardholders to 
access MCAS Cherry Point Gates in the same way as the CAC.

6.  The RAPIDGate credential is the ONLY long-term credential that can be 
issued in excess of one year and to authorized contractors whose employers 
are enrolled and participating in the RAPIDGate Program.  Local long-term 
credentials will NO LONGER BE ISSUED. During the enrollment process, you 
may apply to receive a ONE-TIME, pre-enrollment pass (valid for 30 days) at 
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the Pass & Identification Office at Building 251.  All currently issued 
contractor badges will maintain their existing expiration dates but are 
scheduled to be COLLECTED on April 4, 2016.

7.  The Pass & Identification Office at Building 251 will issue RAPIDGate 
Credentials to authorized contractors who complete the process below.  
Sub-Contractors and suppliers must coordinate through the Prime-Contractor:

a.  The Contractor's RAPIDGate Company Administrator (RCA) must 
enroll in RAPIDGate at www.rapidgate.com or 1-877-RAPIDGate 
(1-877-727-4342).

b.  The RAPIDGate Program representative will confirm Contractor 
Company Approval by Installation.  Note:  Upon awarding a new 
construction, architect-engineer, or service contract, the 
Facilities Engineering & Acquisition Division (FEAD) (Tenant 
Sponsor) contract specialist will forward contract information to 
Pass & Identification Office.  This information will also specify 
whether flightline and/or FRCE access is required.

c.  The RAPIDGate Program Representative will provide the Company 
RCA the "Company Code" to be used for employee enrollment.

d.  The Contractor Employee registers using the RAPIDGate Kiosk 
machine located at the Pass & Identification Office Building 251. 
(RAPIDGate "Company Code" is needed for this step).

e.  The RAPIDGate Company Administrator (RCA) verifies Employee 
Information.

f.  An Initial Background check is conducted by RAPIDGate.  

g.  RAPIDGate Credential is manufactured and sent to the Pass & 
Identification Office at Building 251 for Issuance.

h.  The RCA and Employee are notified that the RAPIDGate Program 
Credential is ready for pickup.  

i.  The Employee should make an appointment to pick up credential 
at Building 251.

j.  After review of Acceptable Identity Documents, RAPIDGate 
Program Credential is activated issued to Contractor Employee.

k.  RAPIDGate credentials are issued to cover the entire employer 
contract timeframe and are renewed through RAPIDGate Gate.

l.  RAPIDGate credentials must be returned to the RAPIDGate.

8.  Criminal Activity. In accordance with ASO 5560.6A, the below list of 
criminal activities within an applicant's record are considered not in the 
best interest of the Marine Corps and will be grounds for automatic denial 
of access aboard the Installation:

a.  Conviction of any felony offense.

b.  Conviction of any misdemeanor offense, which was the result of 
a plea bargain of a felony offense.
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c.  Conviction of any offense involving a weapon.

d.  Conviction of any drug offense involving manufacturing or 
trafficking.

e.  More than one misdemeanor conviction of drug related offenses 
over the applicant's lifetime or one misdemeanor drug related 
offense within the last five years.

f.  Conviction of any assault charge.

g.  Conviction of any offense involving theft or larceny.

h.  Conviction of any offense of domestic violence.

i.  Conviction of any offense related to the abuse/neglect of a 
child

j.  Conviction of any sexual in nature related offense or 
registration as a sex offender.  .

k.  Commission of any grievous criminal offense/misconduct while 
aboard any Federal installation, including blatant disregard for 
rules and regulations of the Installation, but excluding minor 
traffic offenses.

l.  Other than Honorable, Bad Conduct, and Dishonorable discharges 
from the U.S. Military. 

m.  Those identified as undocumented citizens.

n.  Those on the National Terrorist Watch List.

o.  Any individual who attempts to hide or purposely fails to 
disclose all past criminal history during the vetting process.

p.  Any individual that the Provost Marshal's Office determines to 
present a risk to the security and safety of the Installation and 
whose access is deemed not in the best interest of the Marine 
Corps.  

q.  Any individual who has been debarred from the Installation by 
the Installation Commander or is currently listed as debarred from 
any other Federal installation. 

r.  Any individual with an outstanding warrant for their arrest or 
apprehension.

s.  Any individual with a pending criminal court case that, if 
convicted, would result in access denial in accordance with the 
criteria listed above.
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1.3.3   TRANSPORTATION TO AND FROM PINEY ISLAND

1.3.3.1   Contractor Responsibilities

Contractor shall be required to provide everything for his personnel such 
as transportation to and from site, toilet facilities, dining facilities, 
etc.  Use of Government transportation to and from Piney Island (BT-11) 
will not be permitted.

Contractor will be allowed to off-load and load barges at the current barge 
facility at Piney Island (BT-11) (next to Control Bldg)  A barge may be 
parked there as long as it is not hampering government or other 
contractor's activities.  Due to limited space, the contractor should keep 
amount of equipment at site to a minimum.  It may be permitted to have a  
crane barge pull up to the dock at the fuel facility to load and off-load 
heavy material.  The contractor shall determine channel depths prior to 
construction to verify the channel is deep enough to accommodate the 
contractor's equipment barges and cranes.

1.3.4   Staging Area

As indicated on the plans, the Contractor staging area will be (PM to 
coordinate).  Amount of material on site shall be kept to a minimum and 
shall only be material that is pertinent to the work currently being 
performed.  All stockpiling of equipment and materials shall be closely 
coordinated with the Government and shall not disrupt activities at the 
site.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --
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SECTION 01 20 00.00 20

PRICE AND PAYMENT PROCEDURES
11/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EP-1110-1-8 (2009) Construction Equipment Ownership 
and Operating Expense Schedule

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-01 Preconstruction Submittals

Schedule of Prices; G

1.3   SCHEDULE OF PRICES

1.3.1   Data Required

Within 15 calendar days of notice of award, prepare and deliver to the 
Contracting Officer a Schedule of Prices (construction contract) as 
directed by the Contracting Officer.  Provide a detailed breakdown of the 
contract price, giving quantities for each of the various kinds of work, 
unit prices, and extended prices.  Costs shall be summarized and totals 
provided for each construction category.

1.3.2   Schedule Instructions

Payments will not be made until the Schedule of Prices has been submitted 
to and accepted by the Contracting Officer.  Identify the cost for site 
work, and include incidental work to the 5 ft line.  Identify costs for the 
building(s), and include work out to the 5 ft line.  Work out to the 5 ft 
line shall include construction encompassed within a theoretical line 5 ft 
from the face of exterior walls and shall include attendant construction, 
such as pad mounted HVAC cooling equipment, cooling towers, and 
transformers placed beyond the 5 ft line.

1.4   CONTRACT MODIFICATIONS

In conjunction with the Contract Clause "DFARS 252.236-7000, Modification 
Proposals-Price Breakdown," and where actual ownership and operating costs 
of construction equipment cannot be determined from Contractor accounting 
records, equipment use rates shall be based upon the applicable provisions 
of the EP-1110-1-8.

SECTION 01 20 00.00 20  Page 1



Repair Wastewater System BT-11 WO6474600

1.5   CONTRACTOR'S INVOICE AND CONTRACT PERFORMANCE STATEMENT

1.5.1   Content of Invoice

Requests for payment will be processed in accordance with the Contract 
Clause FAR 52.232-27, Prompt Payment Construction Contracts and FAR 
52.232-5, Payments Under Fixed-Price Construction Contracts.  The requests 
for payment shall include the documents listed below.

a.  The Contractor's invoice, on NAVFAC Form 7300/30 furnished by the 
Government, showing in summary form, the basis for arriving at the 
amount of the invoice.  Form 7300/30 shall include certification by 
Contractor and Quality Control (QC) Manager.

b.  The Estimate for Voucher/Contract Performance Statement on NAVFAC Form 
4330/54 furnished by the Government, showing in detail: the estimated 
cost, percentage of completion, and value of completed performance.  
Use NAVFAC Form 43300/54 on NAVFAC contracts when a Monthly Estimate 
for Voucher is required.

c.  Updated Project Schedule and reports required by the contract.

d.  Contractor Safety Self Evaluation Checklist.

e.  Other supporting documents as requested.

f.  Updated copy of submittal register.

g.  Invoices not completed in accordance with contract requirements will be 
returned to the Contractor for correction of the deficiencies.

h.  Contractor's Monthly Estimate for Voucher and Conractors Certification 
(NAVFAC Form 4330/54) with Subcontractor and supplier payment 
certification.

i.  Materials on Site.

1.5.2   Submission of Invoices

If DFARS Clause 5252.232-7006 is included in the contract, provide the 
documents listed in paragraph CONTENT OF INVOICE in their entirety as 
attachments in Wide Area Work Flow (WAWF) for each invoice submitted.  The 
maximum size of each WAWF attachment is two megabytes, but there are no 
limits on the number of attachments.  If a document cannot be attached in 
WAWF due to system or size restriction, provide it as instructed by the 
Contracting Officer.

Monthly invoices and supporting forms for work performed through the 
anniversary award date of the contract shall be submitted to the 
Contracting Officer within 5 calendar days of the date of invoice.  For 
example, contract award date is the 7th of the month, the date of each 
monthly invoice shall be the 7th and the invoice shall be submitted by the 
12th of the month.

1.5.3   Final Invoice

a.  A final invoice shall be accompanied by the certification required by 
DFARS 252.247.7023 TRANSPORTATION OF SUPPLIES BY SEA, and the 
Contractor's Final Release.  If the Contractor is incorporated, the 
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Final Release shall contain the corporate seal.  An officer of the 
corporation shall sign and the corporate secretary shall certify the 
Final Release.

b.  For final invoices being submitted via WAWF, the original Contractor's 
Final Release Form and required certification of Transportation of 
Supplies by Sea must be provided directly to the respective Contracting 
Officer prior to submission of the final invoice.  Once receipt of the 
original Final Release Form and required certification of 
Transportation of Supplies by Sea has been confirmed by the Contracting 
Officer, the Contractor shall then submit final invoice and attach a 
copy of the Final Release Form and required certification of 
Transportation of Supplies by Sea in WAWF.

c.  Final invoices not accompanied by the Contractor's Final Release and 
required certification of Transportation of Supplies by Sea will be 
considered incomplete and will be returned to the Contractor.

1.6   PAYMENTS TO THE CONTRACTOR

Payments will be made on submission of itemized requests by the Contractor 
which comply with the requirements of this section, and will be subject to 
reduction for overpayments or increase for underpayments made on previous 
payments to the Contractor.

1.6.1   Obligation of Government Payments

The obligation of the Government to make payments required under the 
provisions of this contract will, at the discretion of the Contracting 
Officer, be subject to reductions and suspensions permitted under the FAR 
and agency regulations including the following in accordance with FAR 
32.503-6:

a.  Reasonable deductions due to defects in material or workmanship;

b.  Claims which the Government may have against the Contractor under or in 
connection with this contract;

c.  Unless otherwise adjusted, repayment to the Government upon demand for 
overpayments made to the Contractor; and

d.  Failure to provide up to date record drawings not current as stated in 
Contract Clause "FAC 5252.236-9310, Record Drawings."

1.6.2   Payment for Onsite and Offsite Materials

Progress payments may be made to the contractor for materials delivered on 
the site, for materials stored off construction sites, or materials that 
are in transit to the construction sites under the following conditions:

a.  FAR 52.232-5(b) Payments Under Fixed Price Construction Contracts.

b.  Materials delivered on the site but not installed, including completed 
preparatory work, and off-site materials to be considered for progress 
payment shall be major high cost, long lead, special order, or 
specialty items, not susceptible to deterioration or physical damage in 
storage or in transit to the construction site.  Examples of materials 
acceptable for payment consideration include, but are not limited to, 
structural steel, non-magnetic steel, non-magnetic aggregate, 

SECTION 01 20 00.00 20  Page 3



Repair Wastewater System BT-11 WO6474600

equipment, machinery, large pipe and fittings,precast/prestressed 
concrete products, plastic lumber (e.g., fender piles/curbs), and 
high-voltage electrical cable.  Materials not acceptable for payment 
include consumable materials such as nails, fasteners, conduits, gypsum 
board, glass, insulation, and wall coverings.

c.  Materials to be considered for progress payment prior to installation 
shall be specifically and separately identified in the Contractor's 
estimates of work submitted for the Contracting Officer's approval in 
accordance with Schedule of Prices requirement of this contract.  
Requests for progress payment consideration for such items shall be 
supported by documents establishing their value and that the title 
requirements of the clause at FAR 52.232-5 have been met.

d.  Materials are adequately insured and protected from theft and exposure.

e.  Provide a written consent from the surety company with each payment 
request for offsite materials.

f.  Materials to be considered for progress payments prior to installation 
shall be stored either in Hawaii, Guam, Puerto Rico, or the Continental 
United States.  Other locations are subject to written approval by the 
Contracting Officer.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --
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SECTION 01 30 00

ADMINISTRATIVE REQUIREMENTS
08/15

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2014) Safety and Health Requirements 
Manual

1.2   SUBMITTALS

Government approval is required for all in accordance with Section 01 33 00 
SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

List of contact personnel

1.2.1   Contract Personnel

Furnish a list of contact personnel of the Contractor and subcontractors 
including addresses and telephone numbers for use in the event of an 
emergency.  As changes occur and additional information becomes available, 
correct and change the information contained in previous lists.

1.3   MINIMUM INSURANCE REQUIREMENTS

Provide the minimum insurance coverage required by FAR 28.307-2 LIABILITY,  
during the entire period of performance under this contract.  Provide other 
insurance coverage as required by North Carolina State law.

1.4   FIRST TIER CONTRACTOR REQUIREMENTS FOR ASBESTOS CONTAINING MATERIALS

Accomplish all contract requirements of Section 02 82 16.00 20 ENGINEERING 
CONTROL OF ASBESTOS CONTAINING MATERIALS, assigned to the Private Qualified 
Person, directly with a first tier subcontractor.

1.5   SUPERVISION

1.5.1   Minimum Communication Requirements

Have at least one qualified superintendent, or competent alternate, capable 
of reading, writing, and conversing fluently in the English language, on 
the job-site at all times during the performance of contract work.  In 
addition, if a Quality Control (QC) representative is required on the 
contract, then that individual must also have fluent English communication 
skills.
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1.5.2   Superintendent Qualifications

The project superintendent must have a minimum of 10 years experience in 
construction with at least 5 of those years as a superintendent on projects 
similar in size and complexity.  The individual must be familiar with the 
requirements of EM 385-1-1 and have experience in the areas of hazard 
identification and safety compliance.  The individual must be capable of 
interpreting a critical path schedule and construction drawings.  The 
qualification requirements for the alternate superintendent are the same as 
for the project superintendent.  The Contracting Officer may request proof 
of the superintendent's qualifications at any point in the project if the 
performance of the superintendent is in question.

1.5.2.1   Duties

The project superintendent is primarily responsible for managing and 
coordinating day-to-day production and schedule adherence on the project.  
The superintendent is required to attend NAVFAC Red Zone meetings, 
partnering meetings, and quality control meetings.  The superintendent or 
qualified alternative must be on-site at all times during the performance 
of this contract until the work is completed and accepted.

1.5.3   Non-Compliance Actions

The Project Superintendent is subject to removal by the Contracting Officer 
for non-compliance with requirements specified in the contract and for 
failure to manage the project to insure timely completion.  Furthermore, 
the Contracting Officer may issue an order stopping all or part of the work 
until satisfactory corrective action has been taken.  No part of the time 
lost due to such stop orders is acceptable as the subject of claim for 
extension of time for excess costs or damages by the Contractor.

1.6   PRECONSTRUCTION MEETING

After award of the contract but prior to commencement of any work at the 
site, meet with the Contracting Officer to discuss and develop a mutual 
understanding relative to the administration of the value engineering and 
safety program, preparation of the schedule of prices or earned value 
report, shop drawings, and other submittals, scheduling programming, 
prosecution of the work, and clear expectations of the "Interim DD Form 
1354" Submittal.  Major subcontractors who will engage in the work must 
also attend.

1.7   PARTNERING

To most effectively accomplish this contract, the Government requires the 
formation of a cohesive partnership within the Project Team whose members 
are from the Government, the Contractor and their Subcontractors.  Key 
personnel from the Supported Command, the End User (who will occupy the 
facility), the Government Design and Construction team and Subject Matter 
Experts, the Installation, the Contractor and Subcontractors, and the 
Designer of Record will be invited to participate in the Partnering 
process.  The Partnership will draw on the strength of each organization in 
an effort to achieve a project that is without any safety mishaps, conforms 
to the Contract, and stays within budget and on schedule.

The Contracting Officer will provide Information on the Partnering Process 
and a list of key and optional personnel who should attend the Partnering 
meeting.
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1.7.1   Informal Partnering

The Contracting Officer will organize the Partnering Sessions with key 
personnel of the project team, including Contractor personnel and 
Government personnel.

The Initial Partnering session should be a part of the Pre-Construction 
Meeting.  Partnering sessions will be held at a location agreed to by the 
Contracting Officer and the Contractor (typically a conference room 
provided by the PWD FEAD/ROICC office or the Contractor).  The Initial 
Informal Partnering Session will be conducted and facilitated using 
electronic media (a video and accompanying forms) provided by the 
Contracting Officer.  The Partners will determine the frequency of the 
follow-on sessions, at no more than 3 to six month intervals.

1.8   ELECTRONIC MAIL (E-MAIL) ADDRESS

Establish and maintain electronic mail (e-mail) capability along with the 
capability to open various electronic attachments as text files, pdf files, 
and other similar formats.  Within 10 days after contract award, provide 
the Contracting Officer a single (only one) e-mail address for electronic 
communications from the Contracting Officer related to this contract 
including, but not limited to contract documents, invoice information, 
request for proposals, and other correspondence.  The Contracting Officer 
may also use email to notify the Contractor of base access conditions when 
emergency conditions warrant, such as hurricanes or terrorist threats.  
Multiple email addresses are not allowed.

It is the Contractor's responsibility to make timely distribution of all 
Contracting Officer initiated e-mail with its own organization including 
field office(s).  Promptly notify the Contracting Officer, in writing, of 
any changes to this email address.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --

SECTION 01 30 00  Page 3



Repair Wastewater System BT-11 WO6474600

SECTION 01 32 16.00 20

SMALL PROJECT CONSTRUCTION PROGRESS SCHEDULES
02/15

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for Contractor Quality Control 
approval.  Submit the following in accordance with Section 01 33 00 
SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Construction Schedule; G

SD-07 Certificates

Monthly Updates

1.2   ACCEPTANCE

Prior to the start of work, prepare and submit to the Contracting Officer 
for acceptance a construction schedule in the form of a Bar Chart Schedule 
in accordance with the terms in Contract Clause "FAR 52.236-15, Schedules 
for Construction Contracts," except as modified in this contract.

The acceptance of a Baseline Construction Schedule is a condition precedent 
to:

a. The Contractor starting work on the demolition or construction stage(s) 
of the contract.

b. Processing Contractor's invoice(s) for construction activities/items of 
work.

c. Review of any schedule updates.

Submittal of the Baseline Schedule, and subsequent schedule updates, is 
understood to be the Contractor's certification that the submitted schedule 
meets all of the requirements of the Contract Documents, represents the 
Contractor's plan on how the work will be accomplished, and accurately 
reflects the work that has been accomplished and how it was sequenced 
(as-built logic).

1.3   SCHEDULE FORMAT

1.3.1   Bar Chart Schedule

The Bar Chart must, as a minimum, show work activities, submittals, 
Government review periods, material/equipment delivery, utility outages, 
on-site construction, inspection, testing, and closeout activities.  The 
Bar Chart must be time scaled and generated using an electronic spreadsheet 
program.
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1.3.2   Schedule Submittals and Procedures

Submit Bar Chart Schedules and updates in hard copy and on electronic media 
that is acceptable to the Contracting Officer. Submit an electronic back-up 
of the project schedule in an import format compatible with the 
Government's scheduling program.

1.4   SCHEDULE MONTHLY UPDATES

Update the Construction Schedule at monthly intervals or when the schedule 
has been revised. The updated schedule must be kept current, reflecting 
actual activity progress and plan for completing the remaining work. Submit 
copies of purchase orders and confirmation of delivery dates as directed by 
the Contracting Officer.

a.  Narrative Report: Provide with schedule updates.  Identify and justify;

(1) Progress made in each area of the project

(2) Critical Path

(3) Date/time constraint(s), other than those required by the contract

(4) Changes in the following; added or deleted activities, original 
and remaining durations for activities that have not started, 
logic, milestones, planned sequence of operations, and critical 
path

(5) Status of Contract Completion Date and interim milestones;

(6) Current and anticipated delays (describe cause of delay and 
corrective actions(s) and mitigation measures to minimize);

(7) Description of current and future schedule problem areas.

Each entry in the narrative report must cite the respective Activity ID and 
Activity Description, the date and reason for the change, and description 
of the change.

1.5   CONTRACT MODIFICATION

Submit a Time Impact Analysis (TIA) with each cost and time proposal for a 
proposed change.  TIA must illustrate the influence of each change or delay 
on the Contract Completion Date or milestones.  No time extensions will be 
granted nor delay damages paid unless a delay occurs which consumes all 
available Project Float, and extends the Projected Finish beyond the 
Contract Completion Date.

a.  Each TIA must be in both narrative and schedule form.  The narrative 
must define the scope and conditions of the change; provide start and 
finish dates of impact, successor and predecessor activity to impact 
period, responsible party, describe how it originated, and how it 
impacts the schedule.  The schedule submission must consist of three 
native files:

(1) Fragnet used to define the scope of the changed condition

(2) Most recent accepted schedule update as of the time of the 
proposal or claim submission that has been updated to show all 
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activity progress as of the time of the impact start date.

(3) The impacted schedule that has the fragnet inserted in the updated 
schedule and the schedule "run" so that the new completion date is 
determined.

b.  For claimed as-built project delay, the inserted fragnet TIA method 
must be modified to account for as-built events known to occur after 
the data date of schedule update used.

c.  All TIAs must include any mitigation, and must determine the 
apportionment of the overall delay assignable to each individual 
delay.  The associated narrative must clearly describe the findings in 
a chronological listing beginning with the earliest delay event.

(1) Identify types of delays as follows:

(a) Excusable Delay: Force-Majeure (e.g. weather) - Contractor may 
receive time extension, but time will not be compensable.

(b) Inexcusable Delay: Contractor Responsibility - Contractor will 
not receive time extension.

(c) Compensable Delay: Government Responsibility - Contractor may 
receive compensable time extension.

(2) If a combination of any of the delay types outlined above occurs, 
it is considered a Concurrent Delay, which will require an 
analysis of the facts to determine compensability and entitlement 
to any time extension under the applicable contract clauses.

d.  Submit Data disks containing the narrative and native schedule files.

e.  Unless the Contracting Officer requests otherwise, only add conformed 
contract modifications into the Project NAS.

1.6   3-WEEK LOOK AHEAD SCHEDULE

Prepare and issue a 3-Week Look Ahead schedule to provide a more detailed 
day-to-day plan of upcoming work identified on the Construction Schedule.  
Key the work plans to activity numbers when a NAS is required and update 
each week to show the planned work for the current and following two-week 
period.  Additionally, include upcoming outages, closures, preparatory 
meetings, and initial meetings.  Identify critical path activities on the 
Three-Week Look Ahead Schedule.  The detail work plans are to be bar chart 
type schedules, maintained separately from the Construction Schedule on an 
electronic spreadsheet program and printed on 8-1/2 by 11 inch sheets as 
directed by the Contracting Officer.  Activities must not exceed 5 working 
days in duration and have sufficient level of detail to assign crews, tools 
and equipment required to complete the work.  Deliver three hard copies and 
one electronic file of the 3-Week Look Ahead Schedule to the Contracting 
Officer no later than 8 a.m. each Monday, and review during the weekly CQC 
Coordination or Production Meeting.

1.7   CORRESPONDENCE AND TEST REPORTS:

All correspondence (e.g., letters, Requests for Information (RFIs), 
e-mails, meeting minute items, Production and QC Daily Reports, material 
delivery tickets, photographs) must reference Schedule Activities that are 
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being addressed.  All test reports (e.g., concrete, soil compaction, weld, 
pressure) must reference Schedule Activities that are being addressed.

1.8   ADDITIONAL SCHEDULING REQUIREMENTS

Any references to additional scheduling requirements, including systems to 
be inspected, tested and commissioned, that are located throughout the 
remainder of the Contract Documents, are subject to all requirements of 
this section.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.

        -- End of Section --
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SECTION 01 33 00

SUBMITTAL PROCEDURES
05/11

PART 1   GENERAL

1.1   DEFINITIONS

1.1.1   Submittal Descriptions (SD)

Submittals requirements are specified in the technical sections.  
Submittals are identified by Submittal Description (SD) numbers and titles 
as follows:

SD-01 Preconstruction Submittals

Submittals which are required prior to or commencing work on site.

Certificates of insurance
Surety bonds
List of proposed Subcontractors
List of proposed products
Construction progress schedule
Submittal register
Schedule of prices
Health and safety plan
Work plan
Quality Control(QC) plan
Environmental protection plan

SD-02 Shop Drawings

Drawings, diagrams and schedules specifically prepared to illustrate 
some portion of the work.

Diagrams and instructions from a manufacturer or fabricator for use in 
producing the product and as aids to the Contractor for integrating the 
product or system into the project.

Drawings prepared by or for the Contractor to show how multiple systems 
and interdisciplinary work will be coordinated.

SD-03 Product Data

Catalog cuts, illustrations, schedules, diagrams, performance charts, 
instructions and brochures illustrating size, physical appearance and 
other characteristics of materials, systems or equipment for some 
portion of the work.

Samples of warranty language when the contract requires extended 
product warranties.

SD-04 Samples

Fabricated or unfabricated physical examples of materials, equipment or 
workmanship that illustrate functional and aesthetic characteristics of 
a material or product and establish standards by which the work can be 
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judged.

Color samples from the manufacturer's standard line (or custom color 
samples if specified) to be used in selecting or approving colors for 
the project.

Field samples and mock-ups constructed on the project site establish 
standards by which the ensuring work can be judged.  Includes 
assemblies or portions of assemblies which are to be incorporated into 
the project and those which will be removed at conclusion of the work.

SD-05 Design Data

Design calculations, mix designs, analyses or other data pertaining to 
a part of work.

SD-06 Test Reports

Report signed by authorized official of testing laboratory that a 
material, product or system identical to the material, product or 
system to be provided has been tested in accord with specified 
requirements.  Unless specified in another section, testing must have 
been within three years of date of contract award for the project.

Report which includes findings of a test required to be performed by 
the Contractor on an actual portion of the work or prototype prepared 
for the project before shipment to job site.

Report which includes finding of a test made at the job site or on 
sample taken from the job site, on portion of work during or after 
installation.

Investigation reports.
Daily logs and checklists.
Final acceptance test and operational test procedure.

SD-07 Certificates

Statements printed on the manufacturer's letterhead and signed by 
responsible officials of manufacturer of product, system or material 
attesting that the product, system, or material meets specification 
requirements.  Must be dated after award of project contract and 
clearly name the project.

Document required of Contractor, or of a manufacturer, supplier, 
installer or Subcontractor through Contractor.  The document purpose is 
to further promote the orderly progression of a portion of the work by 
documenting procedures, acceptability of methods, or personnel 
qualifications.

Confined space entry permits.
Text of posted operating instructions.

SD-08 Manufacturer's Instructions

Preprinted material describing installation of a product, system or 
material, including special notices and (SDS) concerning impedances, 
hazards and safety precautions.
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SD-09 Manufacturer's Field Reports

Documentation of the testing and verification actions taken by 
manufacturer's representative at the job site, in the vicinity of the 
job site, or on a sample taken from the job site, on a portion of the 
work, during or after installation, to confirm compliance with 
manufacturer's standards or instructions.  The documentation must be 
signed by an authorized official of a testing laboratory or agency and 
state the test results; and indicate whether the material, product, or 
system has passed or failed the test.

Factory test reports.

SD-10 Operation and Maintenance Data

Data that is furnished by the manufacturer, or the system provider, to 
the equipment operating and maintenance personnel, including 
manufacturer's help and product line documentation necessary to 
maintain and install equipment.  This data is needed by operating and 
maintenance personnel for the safe and efficient operation, maintenance 
and repair of the item.

This data is intended to be incorporated in an operations and 
maintenance manual or control system.

SD-11 Closeout Submittals

Documentation to record compliance with technical or administrative 
requirements or to establish an administrative mechanism.

Special requirements necessary to properly close out a construction 
contract.  For example, Record Drawings and as-built drawings.  Also, 
submittal requirements necessary to properly close out a major phase of 
construction on a multi-phase contract.

1.1.2   Approving Authority

Office or designated person authorized to approve submittal.

1.1.3   Work

As used in this section, on- and off-site construction required by contract 
documents, including labor necessary to produce submittals, construction, 
materials, products, equipment, and systems incorporated or to be 
incorporated in such construction.

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for Contractor QC review and 
certification prior to being submitted to the Government for approval.  
Submit the following in accordance with this section.

SD-01 Preconstruction Submittals

Submittal Register; G
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1.3   SUBMITTAL CLASSIFICATION

Submittals are classified as follows:

1.3.1   Government Approved (G)

Government approval is required for extensions of design, critical 
materials, deviations, equipment whose compatibility with the entire system 
must be checked, and other items as designated by the Contracting Officer.  
Within the terms of the Contract Clause SPECIFICATIONS AND DRAWINGS FOR 
CONSTRUCTION, they are considered to be "shop drawings."

1.4   FORWARDING SUBMITTALS REQUIRING GOVERNMENT APPROVAL

1.4.1   Submittals Required from the Contractor

As soon as practicable after award of contract, and before procurement of 
fabrication, forward to the Architect-Engineer:  AECOM Technical Services 
of North Carolina, 1600 Perimeter Park Drive, Suite 400, Morrisville, NC  
27560, submittals required in the technical sections of this specification, 
including shop drawings, product data and samples.

The Architect-Engineer for this project will review and approve for the 
Contracting Officer those submittals reserved for Contracting Officer 
approval to verify submittals comply with the contract requirements.

1.4.1.1   O&M Data

The Architect-Engineer for this project will review and approve for the 
Contracting Officer O&M Data to verify the submittals comply with the 
contract requirements; submit data specified for a given item within 30 
calendar days after the item is delivered to the contract site.

In the event the Contractor fails to deliver O&M Data within the time 
limits specified, the Contracting Officer may withhold from progress 
payments 50 percent of the price of the item with which such O&M Data 
are applicable.

1.5   PREPARATION

1.5.1   Transmittal Form

Transmit each submittal, except sample installations and sample panels to 
office of approving authority.  Transmit submittals with transmittal form 
prescribed by Contracting Officer and standard for project.  On the 
transmittal form identify Contractor, indicate date of submittal, and 
include information prescribed by transmittal form and required in 
paragraph IDENTIFYING SUBMITTALS.  Process transmittal forms to record 
actions regarding samples.

1.5.2   Identifying Submittals

When submittals are provided by a Subcontractor, the Prime Contractor is to 
prepare, review and stamp with Contractor's certification all specified 
submittals prior to submitting for Government approval.

Identify submittals, except sample installations and sample panels, with 
the following information permanently adhered to or noted on each separate 
component of each submittal and noted on transmittal form.  Mark each copy 
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of each submittal identically, with the following:

a.  Project title and location.

b.  Construction contract number.

c.  Date of the drawings and revisions.

d.  Name, address, and telephone number of subcontractor, supplier, 
manufacturer and any other subcontractor associated with the submittal.

e.  Section number of the specification section by which submittal is 
required.

f.  Submittal description (SD) number of each component of submittal.

g.  When a resubmission, add alphabetic suffix on submittal description, 
for example, submittal 18 would become 18A, to indicate resubmission.

h.  Product identification and location in project.

1.5.3   Format for SD-02 Shop Drawings

Shop drawings are not to be less than 8 1/2 by 11 inches nor more than 30 
by 42 inches, except for full size patterns or templates.  Prepare drawings 
to accurate size, with scale indicated, unless other form is required.  
Drawings are to be suitable for reproduction and be of a quality to produce 
clear, distinct lines and letters with dark lines on a white background.

Present 8 1/2 by 11 inches sized shop drawings as part of the bound volume 
for submittals required by section.  Present larger drawings in sets.

Include on each drawing the drawing title, number, date, and revision 
numbers and dates, in addition to information required in paragraph 
IDENTIFYING SUBMITTALS.

Number drawings in a logical sequence.  Contractors may use their own 
number system.  Each drawing is to bear the number of the submittal in a 
uniform location adjacent to the title block.  Place the Government 
contract number in the margin, immediately below the title block, for each 
drawing.

Reserve a blank space, no smaller than four inches on the right hand side 
of each sheet for the Government disposition stamp.

Dimension drawings, except diagrams and schematic drawings; prepare 
drawings demonstrating interface with other trades to scale.  Use the same 
unit of measure for shop drawings as indicated on the contract drawings.  
Identify materials and products for work shown.

Include the nameplate data, size and capacity on drawings.  Also include 
applicable federal, military, industry and technical society publication 
references.

Submit drawings in PDF format.

1.5.4   Format of SD-03 Product Data and SD-08 Manufacturer's Instructions

Present product data submittals for each section as a complete, bound volume.  
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Include table of contents, listing page and catalog item numbers for 
product data.

Indicate, by prominent notation, each product which is being submitted; 
indicate specification section number and paragraph number to which it 
pertains.

Supplement product data with material prepared for project to satisfy 
submittal requirements for which product data does not exist.  Identify 
this material as developed specifically for project, with information and 
format as required for submission of SD-07 Certificates.

Include the manufacturer's name, trade name, place of manufacture, and 
catalog model or number on product data.  Also include applicable federal, 
military, industry and technical society publication references.  Should 
manufacturer's data require supplemental information for clarification, 
submit as specified for SD-07 Certificates.

Where equipment or materials are specified to conform to industry and 
technical society reference standards of the organizations such as American 
National Standards Institute (ANSI), ASTM International (ASTM), National 
Electrical Manufacturer's Association (NEMA), Underwriters Laboratories 
(UL), and Association of Edison Illuminating Companies (AEIC), submit proof 
of such compliance.  The label or listing by the specified organization 
will be acceptable evidence of compliance.  In lieu of the label or 
listing, submit a certificate from an independent testing organization, 
competent to perform testing, and approved by the Contracting Officer.  
State on the certificate that the item has been tested in accordance with 
the specified organization's test methods and that the item complies with 
the specified organization's reference standard.

Collect required data submittals for each specific material, product, unit 
of work, or system into a single submittal and marked for choices, options, 
and portions applicable to the submittal.  Mark each copy of the product 
data identically.  Partial submittals will not be accepted for expedition 
of construction effort.

Submit manufacturer's instructions prior to installation.

1.5.5   Format of SD-04 Samples

Furnish samples in sizes below, unless otherwise specified or unless the 
manufacturer has prepackaged samples of approximately same size as 
specified:

a.  Sample of Equipment or Device:  Full size.

b.  Sample of Materials Less Than 2 by 3 inches:  Built up to 8 1/2 by 11 
inches.

c.  Sample of Materials Exceeding 8 1/2 by 11 inches:  Cut down to 8 1/2 by 
11 inches and adequate to indicate color, texture, and material 
variations.

d.  Sample of Linear Devices or Materials:  10 inch length or length to be 
supplied, if less than 10 inches.  Examples of linear devices or 
materials are conduit and handrails.

e.  Sample of Non-Solid Materials:  Pint.  Examples of non-solid materials 
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are sand and paint.

f.  Color Selection Samples:  2 by 4 inches.  Where samples are specified 
for selection of color, finish, pattern, or texture, submit the full 
set of available choices for the material or product specified.  Sizes 
and quantities of samples are to represent their respective standard 
unit.

g.  Sample Panel:  4 by 4 feet.

h.  Sample Installation:  100 square feet.

Samples Showing Range of Variation:  Where variations in color, finish, 
pattern, or texture are unavoidable due to nature of the materials, submit 
sets of samples of not less than three units showing extremes and middle of 
range.  Mark each unit to describe its relation to the range of the 
variation.

Reusable Samples:  Incorporate returned samples into work only if so 
specified or indicated.  Incorporated samples are to be in undamaged 
condition at time of use.

Recording of Sample Installation:  Note and preserve the notation of area 
constituting sample installation but remove notation at final clean up of 
project.

When color, texture or pattern is specified by naming a particular 
manufacturer and style, include one sample of that manufacturer and style, 
for comparison.

1.5.6   Format of SD-05 Design Data and SD-07 Certificates

Provide design data and certificates on 8 1/2 by 11 inches paper.  Provide 
a bound volume for submittals containing numerous pages.

1.5.7   Format of SD-06 Test Reports and SD-09 Manufacturer's Field Reports

Provide reports on 8 1/2 by 11 inches paper in a complete bound volume.

Indicate by prominent notation, each report in the submittal.  Indicate 
specification number and paragraph number to which it pertains.

1.5.8   Format of SD-10 Operation and Maintenance Data (O&M)

Comply with the requirements specified in Section 01 78 23 OPERATION AND 
MAINTENANCE DATA for O&M Data format.

1.5.9   Format of SD-01 Preconstruction Submittals and SD-11 Closeout 
Submittals

When submittal includes a document which is to be used in project or become 
part of project record, other than as a submittal, do not apply 
Contractor's certification stamp to document, but to a separate sheet 
accompanying document.

1.5.10   Source Drawings for Shop Drawings

The entire set of Source Drawing files (DWG) will not be provided to the 
Contractor.  Only those requested by the Contractor to prepare shop 
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drawings may be provided.  Request the specific Drawing Number only for the 
preparation of Shop Drawings.  These drawings may only be provided after 
award.

1.5.10.1   Terms and Conditions

Data contained on these electronic files must not be used for any purpose 
other than as a convenience in the preparation of construction data for the 
referenced project.  Any other use or reuse shall be at the sole risk of 
the Contractor and without liability or legal exposure to the Government.  
The Contractor must make no claim and waives to the fullest extent 
permitted by law, any claim or cause of action of any nature against the 
Government, its agents or sub consultants that may arise out of or in 
connection with the use of these electronic files.  The Contractor must, to 
the fullest extent permitted by law, indemnify and hold the Government 
harmless against all damages, liabilities or costs, including reasonable 
attorney's fees and defense costs, arising out of or resulting from the use 
of these electronic files.

These electronic Source Drawing files are not construction documents.  
Differences may exist between the Source Drawing files and the 
corresponding construction documents.  The Government makes no 
representation regarding the accuracy or completeness of the electronic 
Source Drawing files, nor does it make representation to the compatibility 
of these files with the Contractor hardware or software.  In the event that 
a conflict arises between the signed and sealed construction documents 
prepared by the Government and the furnished Source Drawing files, the 
signed and sealed construction documents govern.  The Contractor is 
responsible for determining if any conflict exists.  Use of these Source 
Drawing files does not relieve the Contractor of duty to fully comply with 
the contract documents, including and without limitation, the need to 
check, confirm and coordinate the work of all contractors for the project.  
If the Contractor uses, duplicates or modifies these electronic Source 
Drawing files for use in producing construction data related to this 
contract, remove all previous indicia of ownership (seals, logos, 
signatures, initials and dates).

1.6   QUANTITY OF SUBMITTALS

1.6.1   Number of Copies of SD-02 Shop Drawings

Submit six copies of submittals of shop drawings requiring review and 
approval by Contracting Officer.

1.6.2   Number of Copies of SD-03 Product Data and SD-08 Manufacturer's  
Instructions

Submit in compliance with quantity requirements specified for shop drawings.

1.6.3   Number of Samples SD-04 Samples

a.  Submit two samples, or two sets of samples showing range of variation, 
of each required item.  One approved sample or set of samples will be 
retained by approving authority and one will be returned to Contractor.

b.  Submit one sample panel or provide one sample installation where 
directed.  Include components listed in technical section or as 
directed.
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c.  Submit one sample installation, where directed.

d.  Submit one sample of non-solid materials.

1.6.4   Number of Copies SD-05 Design Data and SD-07 Certificates

Submit in compliance with quantity requirements specified for shop drawings.

1.6.5   Number of Copies SD-06 Test Reports and SD-09 Manufacturer's Field 
Reports

Submit in compliance with quantity and quality requirements specified for 
shop drawings other than field test results that will be submitted with QC 
reports.

1.6.6   Number of Copies of SD-10 Operation and Maintenance Data

Submit three copies of O&M Data to the Contracting Officer for review and 
approval.

1.6.7   Number of Copies of SD-01 Preconstruction Submittals and SD-11 
Closeout Submittals

Unless otherwise specified, submit three sets of administrative submittals.

1.7   INFORMATION ONLY SUBMITTALS

Normally submittals for information only will not be returned.  Approval of 
the Contracting Officer is not required on information only submittals.  
The Government reserves the right to require the Contractor to resubmit any 
item found not to comply with the contract.  This does not relieve the 
Contractor from the obligation to furnish material conforming to the plans 
and specifications; will not prevent the Contracting Officer from requiring 
removal and replacement of nonconforming material incorporated in the work; 
and does not relieve the Contractor of the requirement to furnish samples 
for testing by the Government laboratory or for check testing by the 
Government in those instances where the technical specifications so 
prescribe.

1.8   SUBMITTAL REGISTER

Prepare and maintain submittal register, as the work progresses.  Do not 
change data which is output in columns (c), (d), (e), and (f) as delivered 
by Government; retain data which is output in columns (a), (g), (h), and 
(i) as approved.  A submittal register showing items of equipment and 
materials for which submittals are required by the specifications is 
provided as an attachment.  This list may not be all inclusive and 
additional submittals may be required.  The Government will provide the 
initial submittal register with the following fields completed, to the 
extent that will be required by the Government during subsequent usage.

Column (c):  Lists specification section in which submittal is 
required.

Column (d):  Lists each submittal description (SD No. and type, 
e.g. SD-02 Shop Drawings) required in each specification section.

Column (e):  Lists one principal paragraph in specification 
section where a material or product is specified.  This listing is 
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only to facilitate locating submitted requirements.  Do not 
consider entries in column (e) as limiting project requirements.

Column (f):  Indicate approving authority for each submittal.

Thereafter, the Contractor is to track all submittals by maintaining a 
complete list, including completion of all data columns, including dates on 
which submittals are received and returned by the Government.

1.8.1   Use of Submittal Register

Submit submittal register.  Submit with QC plan and project schedule.  
Verify that all submittals required for project are listed and add missing 
submittals.  Coordinate and complete the following fields on the register 
submitted with the QC plan and the project schedule:

Column (a) Activity Number:  Activity number from the project 
schedule.

Column (g) Contractor Submit Date:  Scheduled date for approving 
authority to receive submittals.

Column (h) Contractor Approval Date:  Date Contractor needs 
approval of submittal.

Column (i) Contractor Material:  Date that Contractor needs 
material delivered to Contractor control.

1.8.2   Contractor Use of Submittal Register

Update the following fields in the Government-furnished submittal register 
with each submittal throughout contract.

Column (b) Transmittal Number:  Contractor assigned list of 
consecutive numbers.

Column (j) Action Code (k):  Date of action used to record 
Contractor's review when forwarding submittals to QC.

Column (l) List date of submittal transmission.

Column (q) List date approval received.

1.8.3   Approving Authority Use of Submittal Register

Update the following fields in the Government-furnished submittal register.

Column (b) Transmittal Number:  Contractor assigned list of 
consecutive numbers.

Column (l) List date of submittal receipt.

Column (m) through (p) List Date related to review actions.

Column (q) List date returned to Contractor.

1.8.4   Action Codes

Entries for columns (j) and (o), are to be used are as follows (others may 
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be prescribed by Transmittal Form):

1.8.4.1   Government Review Action Codes

"A" - "Approved as submitted"; "Completed"

"B" - "Approved, except as noted on drawings"; "Completed"

"C" - "Approved, except as noted on drawings; resubmission 
required"; "Resubmit"

"D" - "Returned by separate correspondence"; "Completed"

"E" - "Disapproved (See attached)"; "Resubmit"

"F" - "Receipt acknowledged"; "Completed"

"G" - "Other (Specify)"; "Resubmit"

"X" - "Receipt acknowledged, does not comply with contract 
requirements"; "Resubmit"

1.8.5   Copies Delivered to the Government

Deliver one copy of submittal register updated by Contractor to Government 
with each invoice request.

1.9   VARIATIONS

Variations from contract requirements require both Designer of Record (DOR) 
and Government approval pursuant to contract Clause FAR 52.236-21 and will 
be considered where advantageous to Government.

1.9.1   Considering Variations 

Discussion with Contracting Officer prior to submission, after consulting 
with the DOR, will help ensure functional and quality requirements are met 
and minimize rejections and re-submittals.  When contemplating a variation 
which results in lower cost, consider submission of the variation as a 
Value Engineering Change Proposal (VECP).

Specifically point out variations from contract requirements in transmittal 
letters.  Failure to point out deviations may result in the Government 
requiring rejection and removal of such work at no additional cost to the 
Government.

1.9.2   Proposing Variations

When proposing variation, deliver written request to the Contracting 
Officer, with documentation of the nature and features of the variation and 
why the variation is desirable and beneficial to Government, including the 
DOR's written analysis and approval.  If lower cost is a benefit, also 
include an estimate of the cost savings.  In addition to documentation 
required for variation, include the submittals required for the item.  
Clearly mark the proposed variation in all documentation.

1.9.3   Warranting that Variations are Compatible

When delivering a variation for approval, Contractor, including its 
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Designer(s) of Record, warrants that this contract has been reviewed to 
establish that the variation, if incorporated, will be compatible with 
other elements of work.

1.9.4   Review Schedule Extension

In addition to normal submittal review period, a period of 10 working days 
will be allowed for consideration by the Government of submittals with 
variations.

1.10   SCHEDULING

Schedule and submit concurrently submittals covering component items 
forming a system or items that are interrelated.  Include certifications to 
be submitted with the pertinent drawings at the same time.  No delay 
damages or time extensions will be allowed for time lost in late submittals.

a.  Coordinate scheduling, sequencing, preparing and processing of 
submittals with performance of work so that work will not be delayed by 
submittal processing.  Allow for potential resubmittal of requirements.

b.  Submittals called for by the contract documents will be listed on the 
register.  If a submittal is called for but does not pertain to the 
contract work, the Contractor is to include the submittal in the 
register and annotate it "N/A" with a brief explanation.  Approval by 
the Contracting Officer does not relieve the Contractor of supplying 
submittals required by the contract documents but which have been 
omitted from the register or marked "N/A."

c.  Re-submit register and annotate monthly by the Contractor with actual 
submission and approval dates.  When all items on the register have 
been fully approved, no further re-submittal is required.

d.  Carefully control procurement operations to ensure that each individual 
submittal is made on or before the Contractor scheduled submittal date 
shown on the approved "Submittal Register."

e.  Except as specified otherwise, allow review period, beginning with 
receipt by approving authority, that includes at least 20 working days 
for submittals for Contracting Officer approval.  Period of review for 
submittals with Contracting Officer approval begins when Government 
receives submittal from QC organization.

g.  Period of review for each resubmittal is the same as for initial 
submittal.

1.10.1   Reviewing, Certifying, Approving Authority

The QC organization is responsible for reviewing and certifying that 
submittals are in compliance with contract requirements.  Approving 
authority on submittals is the Government unless otherwise specified for 
specific submittal.  At each "Submittal" paragraph in individual 
specification sections, a notation "G," following a submittal item, 
indicates Contracting Officer is approving authority for that submittal 
item.
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1.10.2   Constraints

Conform to provisions of this section, unless explicitly stated otherwise 
for submittals listed or specified in this contract.

Submit complete submittals for each definable feature of work.  Submit at 
the same time components of definable feature interrelated as a system.

When acceptability of a submittal is dependent on conditions, items, or 
materials included in separate subsequent submittals, submittal will be 
returned without review.

Approval of a separate material, product, or component does not imply 
approval of assembly in which item functions.

1.10.3   QC Organization Responsibilities

a.  Note date on which submittal was received from Contractor on each 
submittal.

b.  Review each submittal; and check and coordinate each submittal with 
requirements of work and contract documents.

c.  Review submittals for conformance with project design concepts and 
compliance with contract documents.

d.  Act on submittals, determining appropriate action based on QC 
organization's review of submittal.

(1) When Contracting Officer is approving authority or when variation 
has been proposed, forward submittal to Government with certifying 
statement or return submittal marked "not reviewed" or "revise and 
resubmit" as appropriate.  The QC organization's review of 
submittal determines appropriate action.

e.  Ensure that material is clearly legible.

f.  Stamp each sheet of each submittal with QC certifying statement, except 
that data submitted in bound volume or on one sheet printed on two 
sides may be stamped on the front of the first sheet only.

(1) When approving authority is Contracting Officer, QC organization 
will certify submittals forwarded to Contracting Officer with the 
following certifying statement:

"I hereby certify that the (equipment) (material) (article) shown and 
marked in this submittal is that proposed to be incorporated with 
contract Number _____, is in compliance with the contract drawings and 
specification, can be installed in the allocated spaces, and is 
submitted for Government approval.

Certified by Submittal Reviewer _____________________, Date _______
(Signature when applicable)

Certified by QC Manager _____________________________, Date ______"
(Signature)

g.  Sign certifying statement.  The QC organization member designated in 
the approved QC plan is the person signing certifying statements.  The 
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use of original ink for signatures is required.  Stamped signatures are 
not acceptable.

h.  Update submittal register as submittal actions occur and maintain the 
submittal register at project site until final acceptance of all work 
by Contracting Officer.

i.  Retain a copy of approved submittals at project site, including 
Contractor's copy of approved samples.

1.11   GOVERNMENT APPROVING AUTHORITY

When approving authority is Contracting Officer, the Government will:

a.  Note date on which submittal was received from QC Manager.

b.  Review submittals for approval within scheduling period specified and 
only for conformance with project design concepts and compliance with 
contract documents.

c.  Identify returned submittals with one of the actions defined in 
paragraph REVIEW NOTATIONS and with markings appropriate for action 
indicated.

Upon completion of review of submittals requiring Government approval, 
stamp and date submittals.  2 copies of the submittal will be retained by 
the Contracting Officer and 4 copies of the submittal will be returned to 
the Contractor.

1.11.1   Review Notations

Submittals will be returned to the Contractor with the following notations:

a.  Submittals marked "approved" or "accepted" authorize the Contractor to 
proceed with the work covered.

b.  Submittals marked "approved as noted" or "approved, except as noted, 
resubmittal not required," authorize the Contractor to proceed with the 
work covered provided he takes no exception to the corrections.

c.  Submittals marked "not approved" or "disapproved," or "revise and 
resubmit," indicate noncompliance with the contract requirements or 
design concept, or that submittal is incomplete.  Resubmit with 
appropriate changes.  No work shall proceed for this item until 
resubmittal is approved.

d.  Submittals marked "not reviewed" will indicate submittal has been 
previously reviewed and approved, is not required, does not have 
evidence of being reviewed and certified by Contractor, or is not 
complete.  A submittal marked "not reviewed" will be returned with an 
explanation of the reason it is not reviewed.  Resubmit submittals 
returned for lack of review by Contractor or for being incomplete, with 
appropriate action, coordination, or change.

1.12   DISAPPROVED OR REJECTED SUBMITTALS

Make corrections required by the Contracting Officer.  If the Contractor 
considers any correction or notation on the returned submittals to 
constitute a change to the contract drawings or specifications; notice as 
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required under the FAR clause entitled CHANGES, is to be given to the 
Contracting Officer.  Contractor is responsible for the dimensions and 
design of connection details and construction of work.  Failure to point 
out deviations may result in the Government requiring rejection and removal 
of such work at the Contractor's expense.

If changes are necessary to submittals, make such revisions and submission 
of the submittals in accordance with the procedures above.  No item of work 
requiring a submittal change is to be accomplished until the changed 
submittals are approved.

1.13   APPROVED/ACCEPTED SUBMITTALS

The Contracting Officer's approval or acceptance of submittals is not to be 
construed as a complete check, and indicates only that the general method 
of construction, materials, detailing and other information are 
satisfactory.

Approval or acceptance will not relieve the Contractor of the 
responsibility for any error which may exist, as the Contractor under the 
Contractor Quality Control (CQC) requirements of this contract is 
responsible for dimensions, the design of adequate connections and details, 
and the satisfactory construction of all work.

After submittals have been approved or accepted by the Contracting Officer, 
no resubmittal for the purpose of substituting materials or equipment will 
be considered unless accompanied by an explanation of why a substitution is 
necessary.

1.14   APPROVED SAMPLES

Approval of a sample is only for the characteristics or use named in such 
approval and is not to be construed to change or modify any contract 
requirements.  Before submitting samples, the Contractor to assure that the 
materials or equipment will be available in quantities required in the 
project.  No change or substitution will be permitted after a sample has 
been approved.

Match the approved samples for materials and equipment incorporated in the 
work.  If requested, approved samples, including those which may be damaged 
in testing, will be returned to the Contractor, at his expense, upon 
completion of the contract.  Samples not approved will also be returned to 
the Contractor at its expense, if so requested.

Failure of any materials to pass the specified tests will be sufficient 
cause for refusal to consider, under this contract, any further samples of 
the same brand or make of that material.  Government reserves the right to 
disapprove any material or equipment which previously has proved 
unsatisfactory in service.

Samples of various materials or equipment delivered on the site or in place 
may be taken by the Contracting Officer for testing.  Samples failing to 
meet contract requirements will automatically void previous approvals.  
Contractor to replace such materials or equipment to meet contract 
requirements.

Approval of the Contractor's samples by the Contracting Officer does not 
relieve the Contractor of his responsibilities under the contract.
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PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --
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SECTION 01 35 26

GOVERNMENTAL SAFETY REQUIREMENTS
11/15

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)

ASSE/SAFE A10.34 (2001; R 2012) Protection of the Public on 
or Adjacent to Construction Sites

ASSE/SAFE A10.44 (2014) Control of Energy Sources 
(Lockout/Tagout) for Construction and 
Demolition Operations

ASSE/SAFE Z244.1 (2003; R 2014) Control of Hazardous Energy 
Lockout/Tagout and Alternative Methods

ASSE/SAFE Z359.0 (2012) Definitions and Nomenclature Used 
for Fall Protection and Fall Arrest

ASSE/SAFE Z359.1 (2007) Safety Requirements for Personal 
Fall Arrest Systems, Subsystems and 
Components

ASSE/SAFE Z359.11 (2014) Safety Requirements for Full Body 
Harnesses

ASSE/SAFE Z359.12 (2009) Connecting Components for Personal 
Fall Arrest Systems

ASSE/SAFE Z359.13 (2013) Personal Energy Absorbers and 
Energy Absorbing Lanyards

ASSE/SAFE Z359.14 (2014) Safety Requirements for 
Self-Retracting Devices for Personal Fall 
Arrest and Rescue Systems

ASSE/SAFE Z359.15 (2014) Safety Requirements for Single 
Anchor Lifelines and Fall Arresters for 
Personal Fall Arrest Systems

ASSE/SAFE Z359.2 (2007) Minimum Requirements for a 
Comprehensive Managed Fall Protection 
Program

ASSE/SAFE Z359.3 (2007) Safety Requirements for Positioning 
and Travel Restraint Systems

ASSE/SAFE Z359.4 (2013) Safety Requirements for 
Assisted-Rescue and Self-Rescue Systems, 
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Subsystems and Components

ASSE/SAFE Z359.6 (2009) Specifications and Design 
Requirements for Active Fall Protection 
Systems

ASSE/SAFE Z359.7 (2011) Qualification and Verification 
Testing of Fall Protection Products

ASME INTERNATIONAL (ASME)

ASME B30.20 (2013; INT Oct 2010 - May 2012) 
Below-the-Hook Lifting Devices

ASME B30.22 (2010) Articulating Boom Cranes

ASME B30.26 (2015; INT Jun 2010 - Jun 2014) Rigging 
Hardware

ASME B30.3 (2012) Tower Cranes

ASME B30.5 (2014) Mobile and Locomotive Cranes

ASME B30.8 (2010) Floating Cranes and Floating 
Derricks

ASME B30.9 (2014; INT Feb 2011 - Nov 2013) Slings

ASTM INTERNATIONAL (ASTM)

ASTM F855 (2015) Standard Specifications for 
Temporary Protective Grounds to Be Used on 
De-energized Electric Power Lines and 
Equipment

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE 1048 (2003) Guide for Protective Grounding of 
Power Lines

IEEE C2 (2012; Errata 2012; INT 1-4 2012; INT 5-7 
2013; INT 8-10 2014; INT 11 2015) National 
Electrical Safety Code

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA Z535.2 (2011)  Environmental and Facility Safety 
Signs

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 10 (2013) Standard for Portable Fire 
Extinguishers

NFPA 241 (2013; Errata 2015) Standard for 
Safeguarding Construction,Alteration, and 
Demolition Operations

NFPA 51B (2014) Standard for Fire Prevention During 
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Welding, Cutting, and Other Hot Work

NFPA 70 (2014; AMD 1 2013; Errata 1 2013; AMD 2 
2013; Errata 2 2013; AMD 3 2014; Errata 
3-4 2014; AMD 4-6 2014) National 
Electrical Code

NFPA 70E (2015; ERTA 1 2015) Standard for 
Electrical Safety in the Workplace

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2014) Safety and Health Requirements 
Manual

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910 Occupational Safety and Health Standards

29 CFR 1910.146 Permit-required Confined Spaces

29 CFR 1910.147 Control of Hazardous Energy (Lock Out/Tag 
Out)

29 CFR 1910.333 Selection and Use of Work Practices

29 CFR 1915 Confined and Enclosed Spaces and Other 
Dangerous Atmospheres in Shipyard 
Employment

29 CFR 1915.89 Control of Hazardous Energy 
(Lockout/Tags-Plus)

29 CFR 1926 Safety and Health Regulations for 
Construction

29 CFR 1926.1400 Cranes and Derricks in Construction

29 CFR 1926.16 Rules of Construction

29 CFR 1926.450 Scaffolds

29 CFR 1926.500 Fall Protection

CPL 2.100 (1995) Application of the Permit-Required 
Confined Spaces (PRCS) Standards, 29 CFR 
1910.146

1.2   DEFINITIONS

1.2.1   Competent Person (CP) 

The CP is a person designated in writing, who, through training, knowledge 
and experience, is capable of identifying, evaluating, and addressing 
existing and predictable hazards in the working environment or working 
conditions that are dangerous to personnel, and who has authorization to 
take prompt corrective measures with regards to such hazards.

SECTION 01 35 26  Page 3



Repair Wastewater System BT-11 WO6474600

1.2.2   Competent Person, Confined Space

The CP, Confined Space, is a person meeting the competent person 
requirements as defined EM 385-1-1 Appendix Q, with thorough knowledge of 
OSHA’s Confined Space Standard, 29 CFR 1910.146, and designated in writing 
to be responsible for the immediate supervision, implementation and 
monitoring of the confined space program, who through training, knowledge 
and experience in confined space entry is capable of identifying, 
evaluating and addressing existing and potential confined space hazards 
and, who has the authority to take prompt corrective measures with regard 
to such hazards.

1.2.3   Competent Person, Cranes and Rigging

The CP, Cranes and Rigging, as defined in EM 385-1-1 Appendix Q, is a 
person meeting the competent person, who has been designated in writing to 
be responsible for the immediate supervision, implementation and monitoring 
of the Crane and Rigging Program, who through training, knowledge and 
experience in crane and rigging is capable of identifying, evaluating and 
addressing existing and potential hazards and, who has the authority to 
take prompt corrective measures with regard to such hazards.

1.2.4   Competent Person, Excavation/Trenching

A CP, Excavation/Trenching, is a person meeting the competent person 
requirements as defined in EM 385-1-1 Appendix Q and 29 CFR 1926, who has 
been designated in writing to be responsible for the immediate supervision, 
implementation and monitoring of the excavation/trenching program, who 
through training, knowledge and experience in excavation/trenching is 
capable of identifying, evaluating and addressing existing and potential 
hazards and, who has the authority to take prompt corrective measures with 
regard to such hazards.

1.2.5   Competent Person, Fall Protection

The CP, Fall Protection, is a person meeting the competent person 
requirements as defined in EM 385-1-1 Appendix Q and in accordance with 
ASSE/SAFE Z359.0, who has been designated in writing by the employer to be 
responsible for immediate supervising, implementing and monitoring of the 
fall protection program, who through training, knowledge and experience in 
fall protection and rescue systems and equipment, is capable of 
identifying, evaluating and addressing existing and potential fall hazards 
and, who has the authority to take prompt corrective measures with regard 
to such hazards.

1.2.6   Competent Person, Scaffolding

The CP, Scaffolding is a person meeting the competent person requirements 
in EM 385-1-1 Appendix Q, and designated in writing by the employer to be 
responsible for immediate supervising, implementing and monitoring of the 
scaffolding program.  The CP for Scaffolding has enough training, knowledge 
and experience in scaffolding to correctly identify, evaluate and address 
existing and potential hazards and also has the authority to take prompt 
corrective measures with regard to these hazards.  CP qualifications must 
be documented and include experience on the specific scaffolding 
systems/types being used, assessment of the base material that the scaffold 
will be erected upon, load calculations for materials and personnel, and 
erection and dismantling.  The CP for scaffolding must have a documented, 
minimum of 8-hours of scaffold training to include training on the specific 
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type of scaffold being used (e.g. mast-climbing, adjustable, tubular 
frame), in accordance with EM 385-1-1 Section 22.B.02.

1.2.7   Competent Person (CP) Trainer

 A competent person trainer as defined in EM 385-1-1 Appendix Q, who is 
qualified in the material presented, and who possesses a working knowledge 
of applicable technical regulations, standards, equipment and systems 
related to the subject matter on which they are training Competent 
Persons.  A competent person trainer must be familiar with the typical 
hazards and the equipment used in the industry they are instructing.  The 
training provided by the competent person trainer must be appropriate to 
that specific industry.  The competent person trainer must evaluate the 
knowledge and skills of the competent persons as part of the training 
process.

1.2.8   High Risk Activities

High Risk Activities are activities that involve work at heights, crane and 
rigging, excavations and trenching, scaffolding, electrical work, and 
confined space entry.

1.2.9   High Visibility Accident

A High Visibility Accident is any mishap which may generate publicity or 
high visibility.

1.2.10   Load Handling Equipment (LHE)

LHE is a term used to describe cranes, hoists and all other hoisting 
equipment (hoisting equipment means equipment, including crane, derricks, 
hoists and power operated equipment used with rigging to raise, lower or 
horizontally move a load).

1.2.11   Medical Treatment

Medical Treatment is treatment administered by a physician or by registered 
professional personnel under the standing orders of a physician.  Medical 
treatment does not include first aid treatment even through provided by a 
physician or registered personnel.

1.2.12   Near Miss

A Near Miss is a mishap resulting in no personal injury and zero property 
damage, but given a shift in time or position, damage or injury may have 
occurred (e.g., a worker falls off a scaffold and is not injured; a crane 
swings around to move the load and narrowly misses a parked vehicle).

1.2.13   Operating Envelope

The Operating Envelope is the area surrounding any crane or load handling 
equipment. Inside this "envelope" is the crane, the operator, riggers and 
crane walkers, other personnel involved in the operation, rigging gear 
between the hook, the load, the crane's supporting structure (i.e. ground 
or rail), the load's rigging path, the lift and rigging procedure.

1.2.14   Qualified Person (QP)

The QP is a person designated in writing, who, by possession of a 
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recognized degree, certificate, or professional standing, or extensive 
knowledge, training, and experience, has successfully demonstrated their 
ability to solve or resolve problems related to the subject matter, the 
work, or the project.

1.2.15   Qualified Person, Fall Protection (QP for FP)

A QP for FP is a person meeting the requirements of EM 385-1-1 Appendix Q, 
and ASSE/SAFE Z359.0, with a recognized degree or professional certificate 
and with extensive knowledge, training and experience in the fall 
protection and rescue field who is capable of designing, analyzing, and 
evaluating and specifying fall protection and rescue systems.

1.2.16   Recordable Injuries or Illnesses

Recordable Injuries or Illnesses are any work-related injury or illness 
that results in:

a.  Death, regardless of the time between the injury and death, or the 
length of the illness;

b.  Days away from work (any time lost after day of injury/illness 
onset);

c.  Restricted work;

d.  Transfer to another job;

e.  Medical treatment beyond first aid;

f.  Loss of consciousness; or

g.  A significant injury or illness diagnosed by a physician or other 
licensed health care professional, even if it did not result in (a) 
through (f) above.

1.2.17   USACE Property and Equipment

Interpret "USACE" property and equipment specified in USACE EM 385-1-1 as 
Government property and equipment.

1.2.18   Load Handling Equipment (LHE) Accident or Load Handling Equipment 
Mishap

A LHE accident occurs when any one or more of the eight elements in the 
operating envelope fails to perform correctly during operation, including 
operation during maintenance or testing resulting in personnel injury or 
death; material or equipment damage; dropped load; derailment; 
two-blocking; overload; or collision, including unplanned contact between 
the load, crane, or other objects.  A dropped load, derailment, 
two-blocking, overload and collision are considered accidents, even though 
no material damage or injury occurs.  A component failure (e.g., motor 
burnout, gear tooth failure, bearing failure) is not considered an accident 
solely due to material or equipment damage unless the component failure 
results in damage to other components (e.g., dropped boom, dropped load, or 
roll over).  Document any mishap that meets the criteria described in the 
Contractor Significant Incident Report (CSIR) using the NAVFAC prescribed 
Navy Crane Center (NCC) form.
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1.3   SUBMITTALS

Government approval is required for all submittals in accordance with 
Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Accident Prevention Plan (APP)

SD-06 Test Reports

Monthly Exposure Reports

Notifications and Reports

Accident Reports

LHE Inspection Reports

SD-07 Certificates

Contractor Safety Self-Evaluation Checklist

Standard Lift Plan

Critical Lift Plan 

Naval Architecture Analysis

Activity Hazard Analysis (AHA)

Confined Space Entry Permit

Hot Work Permit

Certificate of Compliance

1.4   MONTHLY EXPOSURE REPORTS

Provide a Monthly Exposure Report and attach to the monthly billing 
request.  This report is a compilation of employee-hours worked each month 
for all site workers, both Prime and subcontractor.  Failure to submit the 
report may result in retention of up to 10 percent of the voucher.

1.5   CONTRACTOR SAFETY SELF-EVALUATION CHECKLIST

Contracting Officer will provide a "Contractor Safety Self-Evaluation 
checklist" to the Contractor at the pre-construction conference.  Complete 
the checklist monthly and submit with each request for payment voucher.  An 
acceptable score of 90 or greater is required.  Failure to submit the 
completed safety self-evaluation checklist or achieve a score of at least 
90 may result in retention of up to 10 percent of the voucher.

1.6   REGULATORY REQUIREMENTS

In addition to the detailed requirements included in the provisions of this 
contract, comply with the most recent edition of USACE EM 385-1-1, and the 
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following federal, state, and local laws, ordinances, criteria, rules and 
regulations.  Submit matters of interpretation of standards to the 
appropriate administrative agency for resolution before starting work.  
Where the requirements of this specification, applicable laws, criteria, 
ordinances, regulations, and referenced documents vary, the most stringent 
requirements govern.

1.6.1   Subcontractor Safety Requirements

For this contract, neither Contractor nor any subcontractor may enter into 
contract with any subcontractor that fails to meet the following 
requirements.  The term subcontractor in this and the following paragraphs 
means any entity holding a contract with the Contractor or with a 
subcontractor at any tier.

1.6.1.1   Experience Modification Rate (EMR)

Subcontractors on this contract must have an effective EMR less than or 
equal to 1.10, as computed by the National Council on Compensation 
Insurance (NCCI) or if not available, as computed by the state agency's 
rating bureau in the state where the subcontractor is registered, when 
entering into a subcontract agreement with the Prime Contractor or a 
subcontractor at any tier.  The Prime Contractor may submit a written 
request for additional consideration to the Contracting Officer where the 
specified acceptable EMR range cannot be achieved.  Relaxation of the EMR 
range will only be considered for approval on a case-by-case basis for 
special conditions and must not be anticipated as tacit approval.  
Contractor's Site Safety and Health Officer (SSHO) must collect and 
maintain the certified EMR ratings for all subcontractors on the project 
and make them available to the Government at the Government's request.

1.6.1.2   OSHA Days Away from Work, Restricted Duty, or Job Transfer (DART) 
Rate

Subcontractors on this contract must have a DART rate, calculated from the 
most recent, complete calendar year, less than or equal to 3.4 when 
entering into a subcontract agreement with the Prime Contractor or a 
subcontractor at any tier.  The OSHA Dart Rate is calculated using the 
following formula:

(N/EH) x 200,000

where:

N = number of injuries and illnesses with days away, restricted work, or 
job transfer

EH = total hours worked by all employees during most recent, complete 
calendar year

200,000 = base for 100 full-time equivalent workers (working 40 hours per 
week, 50 weeks per year)

The Prime Contractor may submit a written request for additional 
consideration to the Contracting Officer where the specified acceptable 
OSHA Dart rate range cannot be achieved for a particular subcontractor.  
Relaxation of the OSHA DART rate range will only be considered for approval 
on a case-by-case basis for special conditions and must not be anticipated 
as tacit approval.  Contractor's Site Safety and Health Officer (SSHO) must 
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collect and maintain self-certified OSHA DART rates for all subcontractors 
on the project and make them available to the Government at the 
Government's request.

1.7   SITE QUALIFICATIONS, DUTIES, AND MEETINGS

1.7.1   Personnel Qualifications

1.7.1.1   Site Safety and Health Officer (SSHO)

Provide an SSHO that meets the requirements of EM 385-1-1 Section 1.  The 
SSHO must ensure that the requirements of 29 CFR 1926.16 are met for the 
project.  Provide a Safety oversight team that includes a minimum of one 
(1) person at each project site to function as the Site Safety and Health 
Officer (SSHO).  The SSHO or an equally-qualified Alternate SSHO must be at 
the work site at all times to implement and administer the Contractor's 
safety program and government-accepted Accident Prevention Plan.  The SSHO 
and Alternate SSHO must have the required training, experience, and 
qualifications in accordance with EM 385-1-1 Section 01.A.17, and all 
associated sub-paragraphs.

If the SSHO is off-site for a period longer than 24 hours, an 
equally-qualified alternate SSHO must be provided and must fulfill the same 
roles and responsibilities as the primary SSHO.  When the SSHO is 
temporarily (up to 24 hours) off-site, a Designated Representative (DR), as 
identified in the AHA may be used in lieu of an Alternate SSHO, and must be 
on the project site at all times when work is being performed.  Note that 
the DR is a collateral duty safety position, with safety duties in addition 
to their full time occupation.

1.7.1.2   Contractor Quality Control (QC) Manager:

The Contractor Quality Control Manager can be the SSHO on this project.

1.7.1.3   Competent Person Qualifications

Provide Competent Persons in accordance with EM 385-1-1, Appendix Q and 
herein.  Competent Persons for high risk activities include confined space, 
cranes and rigging, excavation/trenching, fall protection, and electrical 
work.  The CP for these activities must be designated in writing, and meet 
the requirements for the specific activity (i.e. competent person, fall 
protection).

The Competent Person identified in the Contractor's Safety and Health 
Program and accepted Accident Prevention Plan, must be on-site at all times 
when the work that presents the hazards associated with their professional 
expertise is being performed.  Provide the credentials of the Competent 
Persons(s) to the the Contracting Officer for information in consultation 
with the Safety Office.

1.7.1.3.1   Competent Person for Confined Space Entry

Provide a Confined Space (CP) Competent Person who meets the requirements 
of EM 385-1-1, Appendix Q, and herein.  The CP for Confined Space Entry 
must supervise the entry into each confined space.

1.7.1.3.2   Competent Person for Scaffolding

Provide a Competent Person for Scaffolding who meets the requirements of 
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EM 385-1-1, Section 22.B.02 and herein.

1.7.1.3.3   Competent Person for Fall Protection

Provide a Competent Person for Fall Protection who meets the requirements 
of EM 385-1-1, Section 21.C.04 and herein.

1.7.1.4   Qualified Trainer Requirements

Individuals qualified to instruct the 40 hour contract safety awareness 
course, or portions thereof, must meet the definition of a Competent Person 
Trainer, and, at a minimum, possess a working knowledge of the following 
subject areas:  EM 385-1-1, Electrical Standards,Lockout/Tagout, Fall 
Protection, Confined Space Entry for Construction; Excavation, Trenching 
and Soil Mechanics, and Scaffolds in accordance with 29 CFR 1926.450, 
Subpart L.

Instructors are required to:

a.  Prepare class presentations that cover construction-related safety 
requirements.

b.  Ensure that all attendees attend all sessions by using a class roster 
signed daily by each attendee.  Maintain copies of the roster for at 
least five (5) years.  This is a certification class and must be 
attended 100 percent.  In cases of emergency where an attendee cannot 
make it to a session, the attendee can make it up in another class 
session for the same subject.

c.  Update training course materials whenever an update of the EM 385-1-1 
becomes available.

d.  Provide a written exam of at least 50 questions.  Students are required 
to answer 80 percent correctly to pass.

e.  Request, review and incorporate student feedback into a continuous 
course improvement program.

1.7.2   Personnel Duties

1.7.2.1   Duties of the Site Safety and Health Officer (SSHO)

The SSHO must: 

a.  Conduct daily safety and health inspections and maintain a written log 
which includes area/operation inspected, date of inspection, identified 
hazards, recommended corrective actions, estimated and actual dates of 
corrections. Attach safety inspection logs to the Contractors' daily 
production report.

b.  Conduct mishap investigations and complete required accident reports.  
Report mishaps and near misses.

c.  Use OSHA's Form 300 to log work-related injuries and illnesses 
occurring on the project site for Prime Contractors and 
subcontractors.  Post and maintain the Form 300 on the site Safety 
Bulletin Board.

d.  Maintain applicable safety reference material on the job site.
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e.  Attend the pre-construction conference, pre-work meetings including 
preparatory meetings, and periodic in-progress meetings.

f.  Review the APP and AHAs for compliance with EM 385-1-1, and approve, 
sign, implement and enforce them.

g.  Establish a Safety and Occupational Health (SOH) Deficiency Tracking 
System that lists and monitors outstanding deficiencies until 
resolution.

h.  Ensure subcontractor compliance with safety and health requirements.

i.  Maintain a list of hazardous chemicals on site and their material 
Safety Data Sheets (SDS).

j.  Maintain a weekly list of high hazard activities involving energy, 
equipment, excavation, entry into confined space, and elevation, and be 
prepared to discuss details during QC Meetings.

k.  Provide and keep a record of site safety orientation and indoctrination 
for Contractor employees, subcontractor employees, and site visitors.

Superintendent, QC Manager, and SSHO are subject to dismissal if the above 
duties are not being effectively carried out.  If Superintendent, QC 
Manager, or SSHO are dismissed, project work will be stopped and will not 
be allowed to resume until a suitable replacement is approved and the above 
duties are again being effectively carried out.

1.7.3   Meetings

1.7.3.1   Preconstruction Conference

a.  Contractor representatives who have a responsibility or significant 
role in accident prevention on the project must attend the 
preconstruction conference.  This includes the project superintendent, 
Site Safety and Occupational Health officer, quality control manager, 
or any other assigned safety and health professionals who participated 
in the development of the APP (including the Activity Hazard Analyses 
(AHAs) and special plans, program and procedures associated with it).

b.  Discuss the details of the submitted APP to include incorporated plans, 
programs, procedures and a listing of anticipated AHAs that will be 
developed and implemented during the performance of the contract.  This 
list of proposed AHAs will be reviewed at the conference and an 
agreement will be reached between the Contractor and the Contracting 
Officer as to which phases will require an analysis.  In addition, 
establish a schedule for the preparation, submittal, and Government 
review of AHAs to preclude project delays.

c.  Deficiencies in the submitted APP, identified during the Contracting 
Officer's review, must be corrected, and the APP re-submitted for 
review prior to the start of construction.  Work is not permitted to 
begin work until an APP is established that is acceptable to the 
Contracting Officer.

1.7.3.2   Safety Meetings

Conduct safety meetings to review past activities, plan for new or changed 
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operations, review pertinent aspects of appropriate AHA (by trade), 
establish safe working procedures for anticipated hazards, and provide 
pertinent Safety and Occupational Health (SOH) training and motivation. 
Conduct meetings at least once a month for all supervisors on the project 
location.  The SSHO, supervisors, foremen, or CDSOs must conduct meetings 
at least once a week for the trade workers.  Document meeting minutes to 
include the date, persons in attendance, subjects discussed, and names of 
individual(s) who conducted the meeting.  Maintain documentation on-site 
and furnish copies to the Contracting Officer on request.  Notify the 
Contracting Officer of all scheduled meetings 7 calendar days in advance.

1.8   ACCIDENT PREVENTION PLAN (APP)

A qualified person must prepare the written site-specific APP.  Prepare the 
APP in accordance with the format and requirements of EM 385-1-1, Appendix 
A, and as supplemented herein.  Cover all paragraph and subparagraph 
elements in EM 385-1-1, Appendix A.  The APP must be job-specific and 
address any unusual or unique aspects of the project or activity for which 
it is written.  The APP must interface with the Contractor's overall safety 
and health program referenced in the APP in the applicable APP element, and 
made site-specific.  Describe the methods to evaluate past safety 
performance of potential subcontractors in the selection process.  Also, 
describe innovative methods used to ensure and monitor safe work practices 
of subcontractors.  The Government considers the Prime Contractor to be the 
"controlling authority" for all work site safety and health of the 
subcontractors.  Contractors are responsible for informing their 
subcontractors of the safety provisions under the terms of the contract and 
the penalties for noncompliance, coordinating the work to prevent one craft 
from interfering with or creating hazardous working conditions for other 
crafts, and inspecting subcontractor operations to ensure that accident 
prevention responsibilities are being carried out.  The APP must be signed 
by an officer of the firm (Prime Contractor senior person), the individual 
preparing the APP, the on-site superintendent, the designated SSHO, the 
Contractor Quality Control Manager, and any designated Certified Safety 
Professional (CSP) or Certified Health Physicist (CIH).  The SSHO must 
provide and maintain the APP and a log of signatures by each subcontractor 
foreman, attesting that they have read and understand the APP, and make the 
APP and log available on-site to the Contracting Officer.  If English is 
not the foreman's primary language, the Prime Contractor must provide an 
interpreter.

Submit the APP to the Contracting Officer 15 calendar days prior to the 
date of the preconstruction conference for acceptance.  Work cannot proceed 
without an accepted APP.  Once reviewed and accepted by the Contracting 
Officer, the APP and attachments will be enforced as part of the contract.  
Disregarding the provisions of this contract or the accepted APP is cause 
for stopping of work, at the discretion of the Contracting Officer, until 
the matter has been rectified.  Continuously review and amend the APP, as 
necessary, throughout the life of the contract.  Changes to the accepted 
APP must be made with the knowledge and concurrence of the Contracting 
Officer, project superintendent, SSHO and Quality Control Manager.  
Incorporate unusual or high-hazard activities not identified in the 
original APP as they are discovered.  Should any severe hazard exposure ( 
i.e. imminent danger) become evident, stop work in the area, secure the 
area, and develop a plan to remove the exposure and control the hazard.  
Notify the Contracting Officer within 24 hours of discovery.  Eliminate and 
remove the hazard.  In the interim, take all necessary action to restore 
and maintain safe working conditions in order to safeguard onsite 
personnel, visitors, the public (as defined by ASSE/SAFE A10.34), and the 
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environment.

1.8.1   Names and Qualifications

Provide plans in accordance with the requirements outlined in Appendix A of 
EM 385-1-1, including the following:

a.  Names and qualifications (resumes including education, training, 
experience and certifications) of site safety and health personnel 
designated to perform work on this project to include the designated 
Site Safety and Health Officer and other competent and qualified 
personnel to be used.  Specify the duties of each position.

b.  Qualifications of competent and of qualified persons.  As a minimum, 
designate and submit qualifications of competent persons for each of 
the following major areas: excavation; scaffolding; fall protection; 
hazardous energy; confined space; health hazard recognition, evaluation 
and control of chemical, physical and biological agents; and personal 
protective equipment and clothing to include selection, use and 
maintenance.

1.8.2   Plans

Provide plans in the APP in accordance with the requirements outlined in 
Appendix A of EM 385-1-1, including the following:

1.8.2.1   Confined Space Entry Plan

Develop a confined or enclosed space entry plan in accordance with 
EM 385-1-1, applicable OSHA standards 29 CFR 1910, 29 CFR 1915, and 
29 CFR 1926, OSHA Directive CPL 2.100, and any other federal, state and 
local regulatory requirements identified in this contract.  Identify the 
qualified person's name and qualifications, training, and experience.  
Delineate the qualified person's authority to direct work stoppage in the 
event of hazardous conditions.  Include procedure for rescue by contractor 
personnel and the coordination with emergency responders.  (If there is no 
confined space work, include a statement that no confined space work exists 
and none will be created.)

1.8.2.2   Standard Lift Plan (SLP)

Plan lifts to avoid situations where the operator cannot maintain safe 
control of the lift.  Prepare a written SLP in accordance with EM 385-1-1, 
Section 16.A.03, using Form 16-2 for every lift or series of lifts (if duty 
cycle or routine lifts are being performed).  The SLP must be developed, 
reviewed and accepted by all personnel involved in the lift in conjunction 
with the associated AHA.  Signature on the AHA constitutes acceptance of 
the plan.  Maintain the SLP on the LHE for the current lift(s) being made.  
Maintain historical SLPs for a minimum of 3 months.

1.8.2.3   Critical Lift Plan - Crane or Load Handling Equipment

Provide a Critical Lift Plan as required by EM 385-1-1, Section 16.H.01, 
using Form 16-3.  Critical lifts require detailed planning and additional 
or unusual safety precautions.  Develop and submit a critical lift plan to 
the Contracting Officer 30 calendar days prior to critical lift.  Comply 
with load testing requirements in accordance with EM 385-1-1, Section 
16.F.03.
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In addition to the requirements of EM 385-1-1, Section 16.H.02, the 
critical lift plan must include the following:

a.  For lifts of personnel, demonstrate compliance with the requirements of 
29 CFR 1926.1400 and EM 385-1-1, Section 16.T.

b.  For barge mounted mobile cranes, provide a Naval Architecture Analysis 
and include an LHE Manufacturer's Floating Service Load Chart in 
accordance with the criteria from the selected standard in EM 385-1-1, 
Section 16.L.02.  The Floating Service Load Chart must provide a table 
of rated load versus boom angle and radius.  The Floating Service Load 
Chart must also provide the maximum allowable machine list and trim 
associated with the tabular loads and radii provided.  If the 
Manufacturer's Floating Service Load Chart is not available, a floating 
service load chart may be developed and provided by a qualified 
Registered Professional Engineer (RPE), competent in the field of 
floating cranes.  The Load Chart must be in accordance with the 
criteria from the selected standard in EM 385-1-1, Section 16.L; 
provide a table of rated load versus boom angle and radius; provide the 
maximum allowable machine list and machine trim associated with the 
tabular loads and radii provided; and be stamped by a RPE qualified and 
competent in the field of floating cranes.  The RPE, competent in the 
field of floating cranes must stamp and certify (sign) that the Naval 
Architectural Analysis (NAA) meets the requirements of EM 385-1-1, 
Section 16.L.03.

c.  Multi-purpose machines, material handling equipment, and construction 
equipment used to lift loads that are suspended by rigging gear, 
require proof of authorization from the machine OEM that the machine is 
capable of making lifts of loads suspended by rigging equipment.  
Demonstrate that the operator is properly trained and that the 
equipment is properly configured to make such lifts and is equipped 
with a load chart.

1.8.2.4   Fall Protection and Prevention (FP&P) Plan

The plan must comply with the requirements of EM 385-1-1, Section 21.D and 
ASSE/SAFE Z359.2, be site specific, and address all fall hazards in the 
work place and during different phases of construction.  Address how to 
protect and prevent workers from falling to lower levels when they are 
exposed to fall hazards above 6 feet.  A competent person or qualified 
person for fall protection must prepare and sign the plan documentation.  
Include fall protection and prevention systems, equipment and methods 
employed for every phase of work, roles and responsibilities, assisted 
rescue, self-rescue and evacuation procedures, training requirements, and 
monitoring methods.  Review and revise, as necessary, the Fall Protection 
and Prevention Plan documentation as conditions change, but at a minimum 
every six months, for lengthy projects, reflecting any changes during the 
course of construction due to changes in personnel, equipment, systems or 
work habits.  Keep and maintain the accepted Fall Protection and Prevention 
Plan documentation at the job site for the duration of the project.  
Include the Fall Protection and Prevention Plan documentation in the 
Accident Prevention Plan (APP).

1.8.2.5   Rescue and Evacuation Plan

Provide a Rescue and Evacuation Plan in accordance with EM 385-1-1 Section 
21.N and ASSE/SAFE Z359.2, and include in the FP&P Plan and as part of the 
APP.  Include a detailed discussion of the following: methods of rescue; 
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methods of self-rescue; equipment used; training requirement; specialized 
training for the rescuers; procedures for requesting rescue and medical 
assistance; and transportation routes to a medical facility.

1.8.2.6   Hazardous Energy Control Program (HECP)

Develop a HECP in accordance with EM 385-1-1 Section 12, 29 CFR 1910.147, 
29 CFR 1910.333, 29 CFR 1915.89, ASSE/SAFE Z244.1, and ASSE/SAFE A10.44.  
Submit this HECP as part of the Accident Prevention Plan (APP).  Conduct a 
preparatory meeting and inspection with all effected personnel to 
coordinate all HECP activities.  Document this meeting and inspection in 
accordance with EM 385-1-1, Section 12.A.02.  Ensure that each employee is 
familiar with and complies with these procedures.

1.8.2.7   Excavation Plan

Identify the safety and health aspects of excavation, and provide and 
prepare the plan in accordance with EM 385-1-1, Section 25.A.

1.9   ACTIVITY HAZARD ANALYSIS (AHA)

Before beginning each activity, task or Definable Feature of Work (DFOW) 
involving a type of work presenting hazards not experienced in previous 
project operations, or where a new work crew or subcontractor is to perform 
the work, the Contractor(s) performing that work activity must prepare an 
AHA.  AHAs must be developed by the Prime Contractor, subcontractor, or 
supplier performing the work, and provided for Prime Contractor review and 
approval before submitting to the Contracting Officer.  AHAs must be signed 
by the SSHO, Superintendent, QC Manager and the subcontractor Foreman 
performing the work.  Format the AHA in accordance with EM 385-1-1, Section 
1 or as directed by the Contracting Officer.  Submit the AHA for review at 
least 15 working days prior to the start of each activity task, or DFOW.  
The Government reserves the right to require the Contractor to revise and 
resubmit the AHA if it fails to effectively identify the work sequences, 
specific anticipated hazards, site conditions, equipment, materials, 
personnel and the control measures to be implemented.

AHAs must identify competent persons required for phases involving high 
risk activities, including confined entry, crane and rigging, excavations, 
trenching, electrical work, fall protection, and scaffolding.

1.9.1   AHA Management

Review the AHA list periodically (at least monthly) at the Contractor 
supervisory safety meeting, and update as necessary when procedures, 
scheduling, or hazards change.  Use the AHA during daily inspections by the 
SSHO to ensure the implementation and effectiveness of the required safety 
and health controls for that work activity.

1.9.2   AHA Signature Log

Each employee performing work as part of an activity, task or DFOW must 
review the AHA for that work and sign a signature log specifically 
maintained for that AHA prior to starting work on that activity.  The SSHO 
must maintain a signature log on site for every AHA.  Provide employees 
whose primary language is other than English, with an interpreter to ensure 
a clear understanding of the AHA and its contents.
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1.10   DISPLAY OF SAFETY INFORMATION

1.10.1   Safety Bulletin Board

Within one calendar day(s) after commencement of work, erect a safety 
bulletin board at the job site.  Where size, duration, or logistics of 
project do not facilitate a bulletin board, an alternative method, 
acceptable to the Contracting Officer, that is accessible and includes all 
mandatory information for employee and visitor review, may be deemed as 
meeting the requirement for a bulletin board.  Include and maintain 
information on safety bulletin board as required by EM 385-1-1, Section 
01.A.06.  Additional items required to be posted include:

a.  Confined space entry permit.

b.  Hot work permit. 

1.10.2   Safety and Occupational Health (SOH) Deficiency Tracking System

Establish a SOH deficiency tracking system that lists and monitors the 
status of SOH deficiencies in chronological order.  Use the tracking system 
to evaluate the effectiveness of the APP.  A monthly evaluation of the data 
must be discussed in the QC or SOH meeting with everyone on the project. 
The list must be posted on the project bulletin board and updated daily, 
and provide the following information:

a.  Date deficiency identified;

b.  Description of deficiency;

c.  Name of person responsible for correcting deficiency;

d.  Projected resolution date;

e.  Date actually resolved.

1.11   SITE SAFETY REFERENCE MATERIALS

Maintain safety-related references applicable to the project, including 
those listed in paragraph REFERENCES.  Maintain applicable equipment 
manufacturer's manuals.

1.12   EMERGENCY MEDICAL TREATMENT

Contractors must arrange for their own emergency medical treatment.  
Government has no responsibility to provide emergency medical treatment.

1.13   NOTIFICATIONS and REPORTS

1.13.1   Mishap Notification

Notify the Contracting Officer as soon as practical, but no more than 
twenty-four hours, after any mishaps, including recordable accidents, 
incidents, and near misses, as defined in EM 385-1-1 Appendix Q,  any 
report of injury, illness, load handling equipment (LHE) or rigging 
mishaps, or any property damage.  The Contractor is responsible for 
obtaining appropriate medical and emergency assistance and for notifying 
fire, law enforcement, and regulatory agencies.  Immediate reporting is 
required for electrical mishaps, to include Arc Flash; shock; uncontrolled 
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release of hazardous energy (includes electrical and non-electrical); load 
handling equipment or rigging; fall from height (any level other than same 
surface); and underwater diving.  These mishaps must be investigated in 
depth to identify all causes and to recommend hazard control measures.

Within notification include Contractor name; contract title; type of 
contract; name of activity, installation or location where accident 
occurred; date and time of accident; names of personnel injured; extent of 
property damage, if any; extent of injury, if known, and brief description 
of accident (for example, type of construction equipment used and PPE 
used).  Preserve the conditions and evidence on the accident site until the 
Government investigation team arrives on-site and Government investigation 
is conducted.  Assist and cooperate fully with the Government's 
investigation(s) of any mishap.

1.13.2   Accident Reports

a.  Conduct an accident investigation for recordable injuries and 
illnesses, property damage, and near misses as defined in EM 385-1-1, 
to establish the root cause(s) of the accident.  Complete the 
applicable NAVFAC Contractor Incident Reporting System (CIRS), and 
electronically submit via the NAVFAC Enterprise Safety Applications 
Management System (ESAMS).  The Contracting Officer will provide copies 
of any required or special forms. 

b.  Near Misses:  For Navy Projects, complete the applicable documentation 
in NAVFAC Contractor Incident Reporting System (CIRS), and 
electronically submit via the NAVFAC Enterprise Safety Applications 
Management System (ESAMS).  Near miss reports are considered positive 
and proactive Contractor safety management actions.

c.  Conduct an accident investigation for any load handling equipment 
accident (including rigging gear accidents) to establish the root 
cause(s) of the accident.  Complete the LHE Accident Report (Crane and 
Rigging Gear) form and provide the report to the Contracting Officer 
within 30 calendar days of the accident.  Do not proceed with crane 
operations until cause is determined and corrective actions have been 
implemented to the satisfaction of the Contracting Officer.  The 
Contracting Officer will provide a blank copy of the accident report 
form.

1.13.3   LHE Inspection Reports

Submit LHE inspection reports required in accordance with EM 385-1-1 and as 
specified herein with Daily Reports of Inspections.

1.13.4   Certificate of Compliance and Pre-lift Plan/Checklist for LHE and 
Rigging

Provide a FORM 16-1 Certificate of Compliance for LHE entering an activity 
under this contract and in accordance with EM 385-1-1.  Post certifications 
on the crane.

Develop a Standard Lift Plan (SLP) in accordance with EM 385-1-1, Section 
16.H.03 using Form 16-2 Standard Pre-Lift Crane Plan/Checklist for each 
lift planned.  Submit SLP to the Contracting Officer for approval within 15 
calendar days in advance of planned lift.

SECTION 01 35 26  Page 17



Repair Wastewater System BT-11 WO6474600

1.14   HOT WORK

1.14.1   Permit and Personnel Requirements

Submit and obtain a written permit prior to performing "Hot Work" (i.e. 
welding or cutting) or operating other flame-producing/spark producing 
devices, from the Fire Division.  A permit is required from the Explosives 
Safety Office for work in and around where explosives are processed, 
stored, or handled.  CONTRACTORS ARE REQUIRED TO MEET ALL CRITERIA BEFORE A 
PERMIT IS ISSUED.  Provide at least two 20 pound 4A:20 BC rated 
extinguishers for normal "Hot Work".  The extinguishers must be current 
inspection tagged, and contain an approved safety pin and tamper resistant 
seal.  It is also mandatory to have a designated FIRE WATCH for any "Hot 
Work" done at this activity.  The Fire Watch must be trained in accordance 
with NFPA 51B and remain on-site for a minimum of one hour after completion 
of the task or as specified on the hot work permit.

When starting work in the facility, require personnel to familiarize 
themselves with the location of the nearest fire alarm boxes and place in 
memory the emergency Fire Division phone number.  REPORT ANY FIRE, NO 
MATTER HOW SMALL, TO THE RESPONSIBLE FIRE DIVISION IMMEDIATELY.

1.14.2   Work Around Flammable Materials

Obtain services from a NFPA Certified Marine Chemist for "HOT WORK" within 
or around flammable materials (such as fuel systems or welding/cutting on 
fuel pipes) or confined spaces (such as sewer wet wells, manholes, or 
vaults) that have the potential for flammable or explosive atmospheres.

Whenever these materials, except beryllium and chromium (VI), are 
encountered in indoor operations, local mechanical exhaust ventilation 
systems that are sufficient to reduce and maintain personal exposures to 
within acceptable limits must be used and maintained in accordance with 
manufacturer's instruction and supplemented by exceptions noted in 
EM 385-1-1, Section 06.H

1.15   CONFINED SPACE ENTRY REQUIREMENTS.

Confined space entry must comply with Section 34 of EM 385-1-1, OSHA 
29 CFR 1926, OSHA 29 CFR 1910, OSHA 29 CFR 1910.146, and OSHA Directive 
CPL 2.100.  Any potential for a hazard in the confined space requires a 
permit system to be used.

1.15.1   Entry Procedures

Prohibit entry into a confined space by personnel for any purpose, 
including hot work, until the qualified person has conducted appropriate 
tests to ensure the confined or enclosed space is safe for the work 
intended and that all potential hazards are controlled or eliminated and 
documented.  Comply with EM 385-1-1, Section 34 for entry procedures.  
Hazards pertaining to the space must be reviewed with each employee during 
review of the AHA.

1.15.2   Forced Air Ventilation

Forced air ventilation is required for all confined space entry operations 
and the minimum air exchange requirements must be maintained to ensure 
exposure to any hazardous atmosphere is kept below its action level.
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1.15.3   Sewer Wet Wells

Sewer wet wells require continuous atmosphere monitoring with audible alarm 
for toxic gas detection.

1.15.4   Rescue Procedures and Coordination with Local Emergency Responders

Develop and implement an on-site rescue and recovery plan and procedures. 
The rescue plan must not rely on local emergency responders for rescue from 
a confined space.

1.16   SEVERE STORM PLAN

In the event of a severe storm warning, the Contractor must:

a.  Secure outside equipment and materials and place materials that could 
be damaged in protected areas.

b.  Check surrounding area, including roof, for loose material, equipment, 
debris, and other objects that could be blown away or against existing 
facilities.

c.  Ensure that temporary erosion controls are adequate.

PART 2   PRODUCTS

2.1   CONFINED SPACE SIGNAGE

Provide permanent signs integral to or securely attached to access covers 
for new permit-required confined spaces.  Signs for confined spaces must 
comply with NEMA Z535.2.  Signs wording:  "DANGER--PERMIT-REQUIRED CONFINED 
SPACE, DO NOT ENTER" in bold letters a minimum of one inch in height and 
constructed to be clearly legible with all paint removed.  The signal word 
"DANGER" must be red and readable from 5 feet.

PART 3   EXECUTION

3.1   CONSTRUCTION AND OTHER WORK

Comply with EM 385-1-1, NFPA 70, NFPA 70E, NFPA 241, the APP, the AHA, 
Federal and State OSHA regulations, and other related submittals and 
activity fire and safety regulations.  The most stringent standard prevails.

PPE is governed in all areas by the nature of the work the employee is 
performing.  Use personal hearing protection at all times in designated 
noise hazardous areas or when performing noise hazardous tasks.  Safety 
glasses must be worn or carried/available on each person.  Mandatory PPE 
includes: 

a.  Hard Hat

b.  Long Pants

c.  Appropriate Safety Shoes

d.  Appropriate Class Reflective Vests
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3.1.1   Worksite Communication

Employees working alone in a remote location or away from other workers 
must be provided an effective means of emergency communications (i.e., 
cellular phone, two-way radios, land-line telephones or other acceptable 
means).  The selected communication must be readily available (easily 
within the immediate reach) of the employee and must be tested prior to the 
start of work to verify that it effectively operates in the 
area/environment.  An employee check-in/check-out communication procedure 
must be developed to ensure employee safety.

3.1.2   Hazardous Material Use

Each hazardous material must receive approval from the Contracting Office 
or their designated representative prior to being brought onto the job site 
or prior to any other use in connection with this contract.  Allow a 
minimum of 10 working days for processing of the request for use of a 
hazardous material.

3.1.3   Hazardous Material Exclusions

Notwithstanding any other hazardous material used in this contract, 
radioactive materials or instruments capable of producing 
ionizing/non-ionizing radiation (with the exception of radioactive material 
and devices used in accordance with EM 385-1-1 such as nuclear density 
meters for compaction testing and laboratory equipment with radioactive 
sources) as well as materials which contain asbestos, mercury or 
polychlorinated biphenyls, di-isocyanates, lead-based paint, and hexavalent 
chromium, are prohibited.  The Contracting Officer, upon written request by 
the Contractor, may consider exceptions to the use of any of the above 
excluded materials.  Low mercury lamps used within fluorescent lighting 
fixtures are allowed as an exception without further Contracting Officer 
approval.  Notify the Radiation Safety Officer (RSO) prior to excepted 
items of radioactive material and devices being brought on base.

3.1.4   Unforeseen Hazardous Material

Contract documents identify materials such as PCB, lead paint, and friable 
and non-friable asbestos and other OSHA regulated chemicals (i.e. 29 CFR 
Part 1910.1000).  If material(s) that may be hazardous to human health upon 
disturbance are encountered during construction operations, stop that 
portion of work and notify the Contracting Officer immediately.  Within 14 
calendar days the Government will determine if the material is hazardous.  
If material is not hazardous or poses no danger, the Government will direct 
the Contractor to proceed without change.  If material is hazardous and 
handling of the material is necessary to accomplish the work, the 
Government will issue a modification pursuant to FAR 52.243-4, "Changes" 
and FAR 52.236-2, "Differing Site Conditions."

3.2   PRE-OUTAGE COORDINATION MEETING

Apply for utility outages at least 15 days in advance.  As a minimum, the 
request must include the location of the outage, utilities being affected, 
duration of outage and any necessary sketches.  Special requirements for 
electrical outage requests are contained elsewhere in this specification 
section.  Once approved, and prior to beginning work on the utility system 
requiring shut down, attend a pre-outage coordination meeting with the 
Contracting Officer to review the scope of work and the lock-out/tag-out 
procedures for worker protection.  No work will be performed on energized 
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electrical circuits unless proof is provided that no other means exist.

3.3   CONTROL OF HAZARDOUS ENERGY (LOCKOUT/TAGOUT)

Provide and operate a Hazardous Energy Control Program (HECP) in accordance 
with EM 385-1-1 Section 12, 29 CFR 1910.333, 29 CFR 1915.89, and paragraph 
HAZARDOUS ENERGY CONTROL PROGRAM (HECP).

3.4   FALL PROTECTION PROGRAM

Establish a fall protection program, for the protection of all employees 
exposed to fall hazards.  Within the program include company policy, 
identify roles and responsibilities, education and training requirements, 
fall hazard identification, prevention and control measures, inspection, 
storage, care and maintenance of fall protection equipment and rescue and 
evacuation procedures in accordance with ASSE/SAFE Z359.2 and EM 385-1-1, 
Sections 21.A and 21.D.

3.4.1   Training

Institute a fall protection training program.  As part of the Fall 
Protection Program, provide training for each employee who might be exposed 
to fall hazards.  Provide training by a competent person for fall 
protection in accordance with EM 385-1-1, Section 21.C.  Document training 
and practical application of the competent person in accordance with 
EM 385-1-1, Section 21.C.04 and ASSE/SAFE Z359.2 in the AHA.

3.4.2   Fall Protection Equipment and Systems

Enforce use of personal fall protection equipment and systems designated 
(to include fall arrest, restraint, and positioning) for each specific work 
activity in the Site Specific Fall Protection and Prevention Plan and AHA 
at all times when an employee is exposed to a fall hazard.  Protect 
employees from fall hazards as specified in EM 385-1-1, Section 21.

Provide personal fall protection equipment, systems, subsystems, and 
components that comply with EM 385-1-1 Section 21.I, 29 CFR 1926.500 
Subpart M,ASSE/SAFE Z359.0, ASSE/SAFE Z359.1, ASSE/SAFE Z359.2, 
ASSE/SAFE Z359.3, ASSE/SAFE Z359.4, ASSE/SAFE Z359.6, ASSE/SAFE Z359.7, 
ASSE/SAFE Z359.11, ASSE/SAFE Z359.12, ASSE/SAFE Z359.13, ASSE/SAFE Z359.14, 
and ASSE/SAFE Z359.15.

3.4.2.1   Additional Personal Fall Protection

In addition to the required fall protection systems, other protection such 
as safety skiffs, personal floatation devices, and life rings, are required 
when working above or next to water in accordance with EM 385-1-1, Sections 
21.O through 21.O.06.  Personal fall protection systems and equipment are 
required when working from an articulating or extendible boom, swing 
stages, or suspended platform.  In addition, personal fall protection 
systems are required when operating other equipment such as scissor lifts.  
The need for tying-off in such equipment is to prevent ejection of the 
employee from the equipment during raising, lowering, travel, or while 
performing work.

3.4.2.2   Personal Fall Protection Harnesses

Only a full-body harness with a shock-absorbing lanyard or self-retracting 
lanyard is an acceptable personal fall arrest body support device.  The use 
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of body belts is not acceptable.  Harnesses must have a fall arrest 
attachment affixed to the body support (usually a Dorsal D-ring) and 
specifically designated for attachment to the rest of the system.  Snap 
hooks and carabiners must be self-closing and self-locking, capable of 
being opened only by at least two consecutive deliberate actions and have a 
minimum gate strength of 3,600 lbs in all directions.  Use webbing, straps, 
and ropes made of synthetic fiber.  The maximum free fall distance when 
using fall arrest equipment must not exceed 6 feet, unless the proper 
energy absorbing lanyard is used.  Always take into consideration the total 
fall distance and any swinging of the worker (pendulum-like motion), that 
can occur during a fall, when attaching a person to a fall arrest system.  
All full body harnesses must be equipped with Suspension Trauma Preventers 
such as stirrups, relief steps, or similar in order to provide short-term 
relief from the effects of orthostatic intolerance in accordance with 
EM 385-1-1, Section 21.I.06.

3.4.3   Fall Protection for Roofing Work

Implement fall protection controls based on the type of roof being 
constructed and work being performed.  Evaluate the roof area to be 
accessed for its structural integrity including weight-bearing capabilities 
for the projected loading.

a.  Low Sloped Roofs:

(1) For work within 6 feet of an edge, on a roof having a slope less 
than or equal to 4:12 (vertical to horizontal), protect personnel 
from falling by use of personal fall arrest/restraint systems, 
guardrails, or safety nets.  A safety monitoring system is not 
adequate fall protection and is not authorized.  Provide in 
accordance with 29 CFR 1926.500.

(2) For work greater than 6 feet from an edge, erect and install 
warning lines in accordance with 29 CFR 1926.500 and EM 385-1-1, 
Section L.

b.  Steep-Sloped Roofs:  Work on a roof having a slope greater than 4:1 
(vertical to horizontal) requires a personal fall arrest system, 
guardrails with toe-boards, or safety nets.  This requirement also 
applies to residential or housing type construction.

3.4.4   Horizontal Lifelines (HLL)

Provide HLL in accordance with EM 385-1-1, Section 21.I.08.d.2.  
Commercially manufactured horizontal lifelines (HLL) must be designed, 
installed, certified and used, under the supervision of a qualified person, 
for fall protection as part of a complete fall arrest system which 
maintains a safety factor of 2 (29 CFR 1926.500).  The competent person for 
fall protection may (if deemed appropriate by the qualified person) 
supervise the assembly, disassembly, use and inspection of the HLL system 
under the direction of the qualified person.  Locally manufactured HLLs are 
not acceptable unless they are custom designed for limited or site specific 
applications by a Registered Professional Engineer who is qualified in 
designing HLL systems.

3.4.5   Guardrails and Safety Nets

Design, install and use guardrails and safety nets in accordance with 
EM 385-1-1, Section 21.F.01 and 29 CFR 1926 Subpart M.

SECTION 01 35 26  Page 22



Repair Wastewater System BT-11 WO6474600

3.4.6   Rescue and Evacuation Plan and Procedures

When personal fall arrest systems are used, ensure that the mishap victim 
can self-rescue or can be rescued promptly should a fall occur.  Prepare a 
Rescue and Evacuation Plan and include a detailed discussion of the 
following: methods of rescue; methods of self-rescue or assisted-rescue; 
equipment used; training requirement; specialized training for the 
rescuers; procedures for requesting rescue and medical assistance; and 
transportation routes to a medical facility.  Include the Rescue and 
Evacuation Plan within the Activity Hazard Analysis (AHA) for the phase of 
work, in the Fall Protection and Prevention (FP&P) Plan, and the Accident 
Prevention Plan (APP).  The plan must comply with the requirements of 
EM 385-1-1, ASSE/SAFE Z359.2, and ASSE/SAFE Z359.4.

3.5   WORK PLATFORMS

3.5.1   Scaffolding

Provide employees with a safe means of access to the work area on the 
scaffold.  Climbing of any scaffold braces or supports not specifically 
designed for access is prohibited.  Comply with the following requirements:

a.  Scaffold platforms greater than 20 feet in height must be accessed by 
use of a scaffold stair system.

 
b.  Ladders commonly provided by scaffold system manufacturers are 

prohibited for accessing scaffold platforms greater than 20 feet 
maximum in height.

c.  An adequate gate is required.

d.  Employees performing scaffold erection and dismantling must be 
qualified.

e.  Scaffold must be capable of supporting at least four times the maximum 
intended load or without appropriate fall protection as delineated in 
the accepted fall protection and prevention plan.

f.  Stationary scaffolds must be attached to structural building components 
to safeguard against tipping forward or backward. 

g.  Special care must be given to ensure scaffold systems are not 
overloaded. 

h.  Side brackets used to extend scaffold platforms on self-supported 
scaffold systems for the storage of material are prohibited.  The first 
tie-in must be at the height equal to 4 times the width of the smallest 
dimension of the scaffold base.

i.  Scaffolding other than suspended types must bear on base plates upon 
wood mudsills (2 in x 10 in x 8 in minimum) or other adequate firm 
foundation.

j.  Scaffold or work platform erectors must have fall protection during the 
erection and dismantling of scaffolding or work platforms that are more 
than six feet. 

k.  Delineate fall protection requirements when working above six feet or 
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above dangerous operations in the Fall Protection and Prevention (FP&P) 
Plan and Activity Hazard Analysis (AHA) for the phase of work.

3.5.2   Elevated Aerial Work Platforms (AWPs)

Workers must be anchored to the basket or bucket in accordance with 
manufacturer's specifications and instructions (anchoring to the boom may 
only be used when allowed by the manufacturer and permitted by the CP).  
Lanyards used must be sufficiently short to prohibit worker from climbing out 
of basket.  The climbing of rails is prohibited.  Lanyards with built-in 
shock absorbers are acceptable.  Self-retracting devices are not acceptable.  
Tying off to an adjacent pole or structure is not permitted unless a safe 
device for 100 percent tie-off is used for the transfer.

Use of AWPs must be operated, inspected, and maintained as specified in the 
operating manual for the equipment and delineated in the AHA.  Operators of 
AWPs must be designated as qualified operators by the Prime Contractor.  
Maintain proof of qualifications on site for review and include in the AHA.

3.6   EQUIPMENT

3.6.1   Material Handling Equipment (MHE)

a.  Material handling equipment such as forklifts must not be modified with 
work platform attachments for supporting employees unless specifically 
delineated in the manufacturer's printed operating instructions.  
Material handling equipment fitted with personnel work platform 
attachments are prohibited from traveling or positioning while 
personnel are working on the platform.

b.  The use of hooks on equipment for lifting of material must be in 
accordance with manufacturer's printed instructions.  Material Handling 
Equipment Operators must be trained in accordance with OSHA 29 CFR 1910, 
Subpart N.

c.  Operators of forklifts or power industrial trucks must be licensed in 
accordance with OSHA.

3.6.2   Load Handling Equipment (LHE)

a.  Equip cranes and derricks as specified in EM 385-1-1, Section 16.

b.  Notify the Contracting Officer 15 working days in advance of any LHE 
entering the activity, in accordance with EM 385-1-1, Section 16.A.02, 
so that necessary quality assurance spot checks can be coordinated.  
Prior to cranes entering federal activities, a Crane Access Permit must 
be obtained from the Contracting Officer.  A copy of the permitting 
process will be provided at the Preconstruction Conference.  
Contractor's operator must remain with the crane during the spot 
check.  Rigging gear must comply with OSHA, ASME B30.9 Standards safety 
standards.

c.  Comply with the LHE manufacturer's specifications and limitations for 
erection and operation of cranes and hoists used in support of the 
work.  Perform erection under the supervision of a designated person 
(as defined in ASME B30.5).  Perform all testing in accordance with the 
manufacturer's recommended procedures.

d.  Comply with ASME B30.5 for mobile and locomotive cranes, ASME B30.22 
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for articulating boom cranes, ASME B30.3 for construction tower cranes, 
ASME B30.8 for floating cranes and floating derricks, ASME B30.9 for 
slings, ASME B30.20 for below the hook lifting devices and ASME B30.26 
for rigging hardware.

e.  Under no circumstance must a Contractor make a lift at or above 90 
percent of the cranes rated capacity in any configuration.

f.  When operating in the vicinity of overhead transmission lines, 
operators and riggers must be alert to this special hazard and follow 
the requirements of EM 385-1-1 Section 11, and ASME B30.5 or ASME B30.22
 as applicable.

g.  Do not use crane suspended personnel work platforms (baskets) unless 
the Contractor proves that using any other access to the work location 
would provide a greater hazard to the workers or is impossible.  Do not 
lift personnel with a line hoist or friction crane.  Additionally, 
submit a specific AHA for this work to the Contracting Officer.  Ensure 
the activity and AHA are thoroughly reviewed by all involved personnel.

h.  Inspect, maintain, and recharge portable fire extinguishers as 
specified in NFPA 10, Standard for Portable Fire Extinguishers.

i.  All employees must keep clear of loads about to be lifted and of 
suspended loads.

j.  Use cribbing when performing lifts on outriggers.

k.  The crane hook/block must be positioned directly over the load.  Side 
loading of the crane is prohibited.

l.  A physical barricade must be positioned to prevent personnel access 
where accessible areas of the LHE's rotating superstructure poses a 
risk of striking, pinching or crushing personnel.

m.  Maintain inspection records in accordance by EM 385-1-1, Section 16.D, 
including shift, monthly, and annual inspections, the signature of the 
person performing the inspection, and the serial number or other 
identifier of the LHE that was inspected.  Records must be available 
for review by the Contracting Officer.

n.  Maintain written reports of operational and load testing in accordance 
with EM 385-1-1, Section 16.F, listing the load test procedures used 
along with any repairs or alterations performed on the LHE.  Reports 
must be available for review by the Contracting Officer.

o.  Certify that all LHE operators have been trained in proper use of all 
safety devices (e.g. anti-two block devices).

p.  Take steps to ensure that wind speed does not contribute to loss of 
control of the load during lifting operations.  At wind speeds greater 
than 20 mph, the operator, rigger and lift supervisor must cease all 
crane operations, evaluate conditions and determine if the lift may 
proceed.  Base the determination to proceed or not on wind calculations 
per the manufacturer and a reduction in LHE rated capacity if 
applicable.  Include this maximum wind speed determination as part of 
the activity hazard analysis plan for that operation.
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3.6.3   Machinery and Mechanized Equipment

a.  Proof of qualifications for operator must be kept on the project site 
for review.

b.  Manufacture specifications or owner's manual for the equipment must be 
on-site and reviewed for additional safety precautions or requirements 
that are sometimes not identified by OSHA or USACE EM 385-1-1.  
Incorporate such additional safety precautions or requirements into the 
AHAs.

3.6.4   USE OF EXPLOSIVES

Explosives must not be used or brought to the project site without prior 
written approval from the Contracting Officer.  Such approval does not 
relieve the Contractor of responsibility for injury to persons or for 
damage to property due to blasting operations.

Storage of explosives, when permitted on Government property, must be only 
where directed and in approved storage facilities.  These facilities must 
be kept locked at all times except for inspection, delivery, and withdrawal 
of explosives.

3.7   EXCAVATIONS

Soil classification must be performed by a competent person in accordance 
with 29 CFR 1926 and EM 385-1-1.

3.7.1   Utility Locations

Provide a third party, independent, private utility locating company to 
positively identify underground utilities in the work area in addition to 
any station locating service and coordinated with the station utility 
department.

3.7.2   Utility Location Verification

Physically verify underground utility locations, including utility depth, 
by hand digging using wood or fiberglass handled tools when any adjacent 
construction work is expected to come within three feet of the underground 
system.

3.7.3   Utilities Within and Under Concrete, Bituminous Asphalt, and Other 
Impervious Surfaces

Utilities located within and under concrete slabs or pier structures, 
bridges, parking areas, and the like, are extremely difficult to identify. 
Whenever contract work involves chipping, saw cutting, or core drilling 
through concrete, bituminous asphalt or other impervious surfaces, the 
existing utility location must be coordinated with station utility 
departments in addition to location and depth verification by a third 
party, independent, private locating company.  The third party, 
independent, private locating company must locate utility depth by use of 
Ground Penetrating Radar (GPR), X-ray, bore scope, or ultrasound prior to 
the start of demolition and construction.  Outages to isolate utility 
systems must be used in circumstances where utilities are unable to be 
positively identified.  The use of historical drawings does not alleviate 
the Contractor from meeting this requirement.
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3.8   ELECTRICAL 

Perform electrical work in accordance with EM 385-1-1, Appendix A, Sections 
11 and 12.

3.8.1   Conduct of Electrical Work

As delineated in EM 385-1-1, electrical work is to be conducted in a 
de-energized state unless there is no alternative method for accomplishing 
the work.  In those cases obtain an energized work permit from the 
Contracting Officer.  The energized work permit application must be 
accompanied by the AHA and a summary of why the equipment/circuit needs to 
be worked energized.  Underground electrical spaces must be certified safe 
for entry before entering to conduct work.  Cables that will be cut must be 
positively identified and de-energized prior to performing each cut.  
Attach temporary grounds in accordance with ASTM F855 and IEEE 1048.  
Perform all high voltage cable cutting remotely using hydraulic cutting 
tool.  When racking in or live switching of circuit breakers, no additional 
person other than the switch operator is allowed in the space during the 
actual operation.  Plan so that work near energized parts is minimized to 
the fullest extent possible.  Use of electrical outages clear of any 
energized electrical sources is the preferred method.

When working in energized substations, only qualified electrical workers 
are permitted to enter.  When work requires work near energized circuits as 
defined by NFPA 70, high voltage personnel must use personal protective 
equipment that includes, as a minimum, electrical hard hat, safety shoes, 
insulating gloves and electrical arc flash protection for personnel as 
required by NFPA 70E.  Insulating blankets, hearing protection, and 
switching suits may also be required, depending on the specific job and as 
delineated in the Contractor's AHA.  Ensure that each employee is familiar 
with and complies with these procedures and 29 CFR 1910.147.

3.8.2   Qualifications

Electrical work must be performed by QP personnel with verifiable 
credentials who are familiar with applicable code requirements.  Verifiable 
credentials consist of State, National and Local Certifications or Licenses 
that a Master or Journeyman Electrician may hold, depending on work being 
performed, and must be identified in the appropriate AHA.  
Journeyman/Apprentice ratio must be in accordance with State and Local 
requirements applicable to where work is being performed.

3.8.3   Arc Flash

Conduct a hazard analysis/arc flash hazard analysis whenever work on or 
near energized parts greater than 50 volts is necessary, in accordance with 
NFPA 70E.

All personnel entering the identified arc flash protection boundary must be 
QPs and properly trained in NFPA 70E requirements and procedures.  Unless 
permitted by NFPA 70E, no Unqualified Person is permitted to approach 
nearer than the Limited Approach Boundary of energized conductors and 
circuit parts.  Training must be administered by an electrically qualified 
source and documented.

3.8.4   Grounding

Ground electrical circuits, equipment and enclosures in accordance with 
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NFPA 70 and IEEE C2 to provide a permanent, continuous and effective path 
to ground unless otherwise noted by EM 385-1-1.

Check grounding circuits to ensure that the circuit between the ground and 
a grounded power conductor has a resistance low enough to permit sufficient 
current flow to allow the fuse or circuit breaker to interrupt the current.

3.8.5   Testing

Temporary electrical distribution systems and devices must be inspected, 
tested and found acceptable for Ground-Fault Circuit Interrupter (GFCI) 
protection, polarity, ground continuity, and ground resistance before 
initial use, before use after modification and at least monthly.  Monthly 
inspections and tests must be maintained for each temporary electrical 
distribution system, and signed by the electrical CP or QP.

        -- End of Section --
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SECTION 01 42 00

SOURCES FOR REFERENCE PUBLICATIONS
11/14

PART 1   GENERAL

1.1   REFERENCES

Various publications are referenced in other sections of the specifications 
to establish requirements for the work.  These references are identified in 
each section by document number, date and title.  The document number used 
in the citation is the number assigned by the standards producing 
organization (e.g.   ASTM B564 Standard Specification for Nickel Alloy 
Forgings).  However, when the standards producing organization has not 
assigned a number to a document, an identifying number has been assigned 
for reference purposes.

1.2   ORDERING INFORMATION

The addresses of the standards publishing organizations whose documents are 
referenced in other sections of these specifications are listed below, and 
if the source of the publications is different from the address of the 
sponsoring organization, that information is also provided.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)
444 North Capital Street, NW, Suite 249
Washington, DC  20001
Ph:   202-624-5800
Fax:  202-624-5806
E-Mail: info@aashto.org
Internet:  http://www.aashto.org

AMERICAN BEARING MANUFACTURERS ASSOCIATION (ABMA)
2025 M Street, NW, Suite 800
Washington, DC  20036
Ph:   202-367-1155
E-mail: info@americanbearings.org
Internet:  http://www.americanbearings.org

AMERICAN CONCRETE INSTITUTE INTERNATIONAL (ACI)
38800 Country Club Drive
Farmington Hills, MI  48331-3439
Ph:   248-848-3700
Fax:  248-848-3701
E-mail: bkstore@concrete.org
Internet:  http://www.concrete.org

AMERICAN CONCRETE PIPE ASSOCIATION (ACPA)
8445 Freeport Parkway, Suite 350
Irving, TX  75063-2595
Ph:   972-506-7216
Fax:  972-506-7682
E-mail:  info@concrete-pipe.org
Internet:  http://www.concrete-pipe.org
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AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)
1330 Kemper Meadow Drive
Cincinnati, OH  45240
Ph:   513-742-2020 or 513-742-6163
Fax:  513-742-3355
E-mail:  mail@acgih.org
Internet:  http://www.acgih.org

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)
1800 East Oakton Street
Des Plaines, IL  60018
Ph:  847-699-2929
Internet:  http://www.asse.org

AMERICAN WATER WORKS ASSOCIATION (AWWA)
6666 West Quincy Avenue
Denver, CO  80235-3098
Ph:  303-794-7711 
E-mail:  distribution@awwa.org
Internet:  http://www.awwa.org

AMERICAN WELDING SOCIETY (AWS)
13301 NW 47 Ave
Miami, FL 33054

Ph:   888-WELDING, 305-824-1177, 305-826-6192
Fax:  305-826-6195
E-mail:  customer.service@awspubs.com
Internet: http://www.aws.org

ASME INTERNATIONAL (ASME)
Two Park Avenue, M/S 10E
New York, NY 10016-5990
Ph:   800-843-2763
Fax:  973-882-1717
E-mail:  customercare@asme.org
Internet:  http://www.asme.org

ASTM INTERNATIONAL (ASTM)
100 Barr Harbor Drive, P.O. Box C700
West Conshohocken, PA  19428-2959
Ph:   877-909-2786
Internet:  http://www.astm.org

CONCRETE REINFORCING STEEL INSTITUTE (CRSI)
933 North Plum Grove Road
Schaumburg, IL  60173-4758
Ph:   847-517-1200
Fax:  847-517-1206
Internet:  http://www.crsi.org/

CSA GROUP (CSA)
178 Rexdale Blvd.
Toronto, ON, Canada M9W 1R3
Ph:   416-747-4044
Fax:  416-747-2510
E-mail:  sales@csagroup.org
Internet:  http://www.csagroup.org/us/en/home
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FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH 
(FCCCHR)
University of South California
Research Annex 219
3716 South Hope Street
Los Angeles, CA  90089-7700
Ph:   213-740-2032 or 866-545-6340
Fax:  213-740-8399
E-mail:  fccchr@usc.edu
Internet: http://www.usc.edu/dept/fccchr

GREEN SEAL (GS)
1001 Connecticut Avenue, NW
Suite 827
Washington, DC 20036-5525
Ph:   202-872-6400
Fax:  202-872-4324
Internet: http://www.greenseal.org

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)
445 and 501 Hoes Lane
Piscataway, NJ  08854-4141
Ph:   732-981-0060 or 800-701-4333
Fax:  732-562-9667
E-mail: onlinesupport@ieee.org
Internet:  http://www.ieee.org

INTERNATIONAL ELECTRICAL TESTING ASSOCIATION (NETA)
3050 Old Centre Ave. Suite 102
Portage, MI 49024
Ph:  269-488-6382
Internet:  http://www.netaworld.org

MASTER PAINTERS INSTITUTE (MPI)
2800 Ingleton Avenue
Burnaby, BC CANADA V5C 6G7
Ph: 1-888-674-8937
Fax: 1-888-211-8708
E-mail: info@paintinfo.com or techservices@mpi.net
Internet:  http://www.mpi.net/

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)
1300 North 17th Street, Suite 900
Arlington, VA  22209
Ph:   703-841-3200
Internet:  http://www.nema.org/

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
1 Batterymarch Park
Quincy, MA  02169-7471
Ph:   617-770-3000
Fax:  617-770-0700
Internet:  http://www.nfpa.org

NATIONAL PRECAST CONCRETE ASSOCIATION (NPCA)
1320 City Center Drive, Suite 200
Carmel, IN 46032
Ph: 317-571-9500 or 800 366 7731
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Fax: 317-571-0041
Internet:  www.precast.org

SOCIETY FOR PROTECTIVE COATINGS (SSPC)
40 24th Street, 6th Floor
Pittsburgh, PA  15222
Ph:  412-281-2331
Fax: 412-281-9992
E-mail:  info@sspc.org
Internet: http://www.sspc.org

TURFGRASS PRODUCERS INTERNATIONAL (TPI)
2 East Main Street
East Dundee, IL 60118
Ph:  847-649-5555
Fax: 847-649-5678
E-mail: info@turfgrasssod.org
Internet:  http://www.turfgrasssod.org

U.S. ARMY CORPS OF ENGINEERS (USACE)
CRD-C DOCUMENTS available on Internet:  
http://www.wbdg.org/ccb/browse_cat.php?c=68
Order Other Documents from:
USACE Publications Depot
Attn:  CEHEC-IM-PD
2803 52nd Avenue
Hyattsville, MD  20781-1102
Ph:  301-394-0081
Fax: 301-394-0084
E-mail: pubs-army@usace.army.mil
Internet:  http://www.publications.usace.army.mil/
     or   
http://www.hnc.usace.army.mil/Missions/Engineering/TECHINFO.aspx

U.S. FEDERAL HIGHWAY ADMINISTRATION (FHWA)
FHWA, Office of  Safety 
1200 New Jersey Ave., SE
Washington, DC  20590
Ph:   202-366-4000
Internet: http://www.fhwa.dot.gov
Order from:
Superintendent of Documents
U. S. Government Printing Office (GPO)
710 North Capitol Street, NW
Washington, DC 20401
Ph:   202-512-1800
Fax:  202-512-2104
E-mail: contactcenter@gpo.gov
Internet: http://www.gpoaccess.gov

U.S. GENERAL SERVICES ADMINISTRATION (GSA)
General Services Administration
1275 First St. NE
Washington, DC 20417
Ph: 202-501-1231
Internet:  http://www.gsaelibrary.gsa.gov/ElibMain/home.do
Obtain documents from:
Acquisition Streamlining and Standardization Information System 
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(ASSIST)
Internet:  https://assist.dla.mil/online/start/; account 
registration required

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)
8601 Adelphi Road 
College Park, MD 20740-6001
Ph:  866-272-6272
Fax: 301-837-0483
Internet: http://www.archives.gov
Order documents from:
Superintendent of Documents
U.S.Government Printing Office (GPO)
710 North Capitol Street, NW
Washington, DC  20401
Ph:   202-512-1800
Fax:  202-512-2104
E-mail: contactcenter@gpo.gov
Internet:  http://www.gpoaccess.gov 

UNDERWRITERS LABORATORIES (UL)
2600 N.W. Lake Road
Camas, WA 98607-8542
Ph:  877-854-3577
E-mail:  CEC.us@us.ul.com
Internet:  http://www.ul.com/
UL Directories available through IHS at http://www.ihs.com

PART 2   PRODUCTS

Not used

PART 3   EXECUTION

Not used

        -- End of Section --
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SECTION 01 45 00.00 20

QUALITY CONTROL
11/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2014) Safety and Health Requirements 
Manual

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES

SD-01 Preconstruction Submittals

Construction Quality Control (QC) Plan

Submit a Construction QC Plan within 20 days after receipt of 
Notice of Award.  The QC Plan shall include a preliminary 
submittal of the list of definable features of work that shall 
cover the first 90 days of construction.

Contract Document Review

SD-07 Certificates

CA Resume

1.3   INFORMATION FOR THE CONTRACTING OFFICER

Prior to commencing work on construction, the Contractor can obtain a 
single copy set of the current report forms from the Contracting Officer.  
The report forms will consist of the Contractor Production Report, 
Contractor Production Report (Continuation Sheet), Contractor Quality 
Control (CQC) Report, CQC Report (Continuation Sheet), Preparatory Phase 
Checklist, Initial Phase Checklist, Rework Items List, and Testing Plan and 
Log.

Deliver the following to the Contracting Officer during Construction:

a.  CQC Report:  Submit the report by 10:00 AM the next working day after 
each day that work is performed and for every seven consecutive 
calendar days of no-work.

b.  Contractor Production Report:  Submit the report by 10:00 AM the next 
working day after each day that work is performed and for every seven 
consecutive calendar days of no-work, attached to the CQC Report.
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c.  Preparatory Phase Checklist:  Submit the report in the same manner as 
the CQC Report for each Preparatory Phase held.

d.  Initial Phase Checklist:  Submit the report in the same manner as the 
CQC Report for each Initial Phase held.

e.  QC Specialist Reports:  Submit the report by 10:00 AM the next working 
day after each day that work is performed.

f.  Field Test Reports:  Within two working days after the test is 
performed, submit the report as an attachment to the CQC Report.

g.  Monthly Summary Report of Tests:  Submit the report as an attachment to 
the CQC Report at the end of each month.

h.  Testing Plan and Log:  Submit the report as an attachment to the CQC 
Report, at the end of each month.  Provide a copy of the final Testing 
Plan and Log to the OMSI preparer for inclusion into the OMSI 
documentation.

i.  Rework Items List:  Submit lists containing new entries daily, in the 
same manner as the CQC Report.

j.  CQC Meeting Minutes:  Within two working days after the meeting is 
held, submit the report as an attachment to the CQC Report.

k.  QC Certifications:  As required by the paragraph entitled "QC 
Certifications."

1.4   QC PROGRAM REQUIREMENTS

Establish and maintain a QC program as described in this section.  This QC 
program is a key element in meeting the objectives of NAVFAC Commissioning. 
The QC program consists of a QC Organization, QC Plan, QC Plan Meeting(s), 
a Coordination and Mutual Understanding Meeting, QC meetings, three phases 
of control, submittal review and approval, testing, completion inspections, 
QC certifications, and documentation necessary to provide materials, 
equipment, workmanship, fabrication, construction and operations which 
comply with the requirements of this Contract.  The QC program must cover 
on-site and off-site work and be keyed to the work sequence.  No 
construction work or testing may be performed unless the QC Manager is on 
the work site.  The QC Manager must report to an officer of the firm and 
not be subordinate to the Project Superintendent or the Project Manager.  
The QC Manager, Project Superintendent and Project Manager must work 
together effectively.  Although the QC Manager is the primary individual 
responsible for quality control, all individuals will be held responsible 
for the quality of work on the job.

1.4.1   Commissioning

Commissioning (Cx) is a systematic process of ensuring that all building 
systems meet the requirements and perform interactively according to the 
Contract.  The QC Program is a key to this process by coordinating, 
verifying and documenting measures to achieve the following objectives:

a.  Verify and document that the applicable equipment and systems are 
installed in accordance with the design intent as expressed through the 
Contract and according to the manufacturer's recommendations and 
industry accepted minimum standards.
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b.  Verify and document that equipment and systems receive complete 
operational checkout by the installing contractors.

c.  Verify and document proper performance of equipment and systems.

d.  Verify that Operation and Maintenance (O&M) documentation is complete.

e.  Verify the Training Plan and training materials are accurate and 
provide correct instruction and documentation on the critical elements 
of the products, materials, and systems in the constructed facility.  
Verify that all identified Government operating personnel are trained.

f.  Verify and document that all contract requirements for LEED fundamental 
commissioning are met.

1.4.2   Acceptance of the Construction Quality Control (QC) Plan

Acceptance of the QC Plan is required prior to the start of construction.  
The Contracting Officer reserves the right to require changes in the QC 
Plan and operations as necessary, including removal of personnel, to ensure 
the specified quality of work.  The Contracting Officer reserves the right 
to interview any member of the QC organization at any time in order to 
verify the submitted qualifications.  All QC organization personnel are 
subject to acceptance by the Contracting Officer.  The Contracting Officer 
may require the removal of any individual for non-compliance with quality 
requirements specified in the Contract.

1.4.3   Preliminary Construction Work Authorized Prior to Acceptance

The only construction work that is authorized to proceed prior to the 
acceptance of the QC Plan is mobilization of storage and office trailers, 
temporary utilities, and surveying.

 1.4.4   Notification of Changes

Notify the Contracting Officer, in writing, of any proposed changes in the 
QC Plan or changes to the QC organization personnel, a minimum of 10 work 
days prior to a proposed change.  Proposed changes are subject to 
acceptance by the Contracting Officer.

1.5   QC ORGANIZATION

1.5.1   QC Manager

1.5.1.1   Duties

Provide a QC Manager at the work site to implement and manage the QC program, 
and to serve as the Site Safety and Health Officer (SSHO) as detailed in 
Section 01 35 26 GOVERNMENTAL SAFETY REQUIREMENTS.  The QC Manager is 
required to attend the partnering meetings, QC Plan Meetings, Coordination 
and Mutual Understanding Meeting, conduct the QC meetings, perform the 
three phases of control, perform submittal review and certification, ensure 
testing is performed and provide QC certifications and documentation 
required in this Contract.  The QC Manager is responsible for managing and 
coordinating the three phases of control and documentation performed by 
testing laboratory personnel and any other inspection and testing personnel 
required by this Contract.  The QC Manager is the manager of all QC 
activities.  
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1.5.1.2   Qualifications

An individual with a minimum of 10 years combined experience in the 
following positions: Project Superintendent, QC Manager, Project Manager, 
Project Engineer or Construction Manager on similar size and type 
construction contracts which included the major trades that are part of 
this Contract.  The individual must have at least two years experience as a 
QC Manager.  The individual must be familiar with the requirements of 
EM 385-1-1, and have experience in the areas of hazard identification, 
safety compliance, and sustainability.

1.5.2   Commissioning Authority

1.5.2.1   Duties

Provide a Commissioning Authority (CA) as key person for the Cx and 
documentation thereof, who is subordinate to the QC Manager.  The CA 
directs and coordinates Cx activities and submits Cx reports to the 
Contracting Officer to meet the submittal and reporting requirements of 
Commissioning and develops the commissioning plan.  The CA coordinates the 
actions of the QC Specialists, Testing Laboratory personnel, eOMSI 
Preparer, and other inspection and testing personnel required by this 
Contract for building Cx.

1.5.2.2   Qualifications

The CA must be certified as a commissioning professional by the Associated 
Air Balance Council (AABC) Commissioning Group (ACG), the Association of 
Energy Engineers (AEE), the American Society of Heating, Refrigeration, and 
Air Conditioning Engineers (ASHRAE), the Commissioning Process Management 
Professional (CPMP), the Building Commissioning Association (BCA), the 
National Environmental Balancing Bureau (NEBB), or the University of 
Wisconsin - Madison (UWM).  CA resume is required, providing education, 
experience and management capabilities on at least two similar size and 
type contracts.  The CA may not have been involved with the project design, 
construction management, or supervision , and must be with a third-party 
firm that is not on the design team.

1.5.3   Construction Quality Management Training

In addition to the above experience and education requirements, the QC 
Manager must have completed the course entitled "Construction Quality 
Management (CQM) for Contractors."  If the QC Manager does not have a 
current certification, they must obtain the CQM for Contractors course 
certification within 90 days of award.  This course is periodically offered 
by the Naval Facilities Engineering Command and the Army Corps of 
Engineers.  Contact the Contracting Officer for information on the next 
scheduled class.

1.5.4   Alternate QC Manager Duties and Qualifications

Designate an alternate for the QC Manager at the work site to serve in the 
event of the designated QC Manager's absence.  The period of absence may 
not exceed two weeks at one time, and not more than 30 workdays during a 
calendar year.  The qualification requirements for the Alternate QC Manager 
must be the same as for the QC Manager.
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1.5.5   Submittal Reviewers Duties and Qualifications

Provide Submittal Reviewers, other than the QC Manager or CA, qualified in 
the disciplines being reviewed, to review and certify that the submittals 
meet the requirements of this Contract prior to certification or approval 
by the QC Manager.

1.6   QUALITY CONTROL (QC) PLAN

1.6.1   Construction Quality Control (QC) Plan

1.6.1.1   Requirements

Provide, for acceptance by the Contracting Officer, a Construction QC Plan 
submitted in a three-ring binder that includes a table of contents, with 
major sections identified with tabs, with pages numbered sequentially, and 
that documents the proposed methods and responsibilities for accomplishing 
quality control commissioning activities during the construction of the 
project:

a.  QC ORGANIZATION:  A chart showing the QC organizational structure.

b.  NAMES AND QUALIFICATIONS:  Names and qualifications, in resume format, 
for each person in the QC organization.  Include the CQM for 
Contractors course certifications for the QC Manager and Alternate QC 
Manager as required by the paragraphs entitled "Construction Quality 
Management Training" and "Alternate QC Manager Duties and 
Qualifications".

c.  DUTIES, RESPONSIBILITY AND AUTHORITY OF QC PERSONNEL:  Duties, 
responsibilities, and authorities of each person in the QC organization.

d.  OUTSIDE ORGANIZATIONS:  A listing of outside organizations, such as 
architectural and consulting engineering firms, that will be employed 
by the Contractor and a description of the services these firms will 
provide.

e.  APPOINTMENT LETTERS:  Letters signed by an officer of the firm 
appointing the QC Manager and Alternate QC Manager and stating that 
they are responsible for implementing and managing the QC program as 
described in this Contract.  Include in this letter the responsibility 
of the QC Manager and Alternate QC Manager to implement and manage the 
three phases of control, and their authority to stop work which is not 
in compliance with the Contract.  Letters of direction are to be issued 
by the QC Manager to all other QC Specialists outlining their duties, 
authorities, and responsibilities.  Include copies of the letters in 
the QC Plan.

f.  SUBMITTAL PROCEDURES AND INITIAL SUBMITTAL REGISTER:  Procedures for 
reviewing, approving, and managing submittals. Provide the name(s) of 
the person(s) in the QC organization authorized to review and certify 
submittals prior to submitting for approval.  Provide the initial 
submittal of the Submittal Register as specified in Section 01 33 00 
SUBMITTAL PROCEDURES.

g.  TESTING LABORATORY INFORMATION:  Testing laboratory information 
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required by the paragraphs entitled "Accreditation Requirements", as 
applicable.

h.  TESTING PLAN AND LOG:  A Testing Plan and Log that includes the tests 
required, referenced by the specification paragraph number requiring 
the test, the frequency, and the person responsible for each test.  Use 
Government forms to log and track tests.

i.  PROCEDURES TO COMPLETE REWORK ITEMS:  Procedures to identify, record, 
track, and complete rework items.  Use Government forms to record and 
track rework items.

j.  DOCUMENTATION PROCEDURES:  Use Government form.

k.  LIST OF DEFINABLE FEATURES:  A Definable Feature of Work (DFOW) is a 
task that is separate and distinct from other tasks and has control 
requirements and work crews unique to that task.  A DFOW is identified 
by different trades or disciplines and is an item or activity on the 
construction schedule.  Include in the list of DFOWs, but not be 
limited to, all critical path activities on the construction schedule.  
Include all activities for which this specification requires QC 
Specialists or specialty inspection personnel.  Provide separate DFOWs 
in the construction schedule for each design development stage and 
submittal package.

l.  PROCEDURES FOR PERFORMING THE THREE PHASES OF CONTROL:  Identify 
procedures used to ensure the three phases of control to manage the 
quality on this project.  For each DFOW, a Preparatory and Initial 
phase checklist will be filled out during the Preparatory and Initial 
phase meetings.  Conduct the Preparatory and Initial Phases and 
meetings with a view towards obtaining quality construction by planning 
ahead and identifying potential problems for each DFOW.

m.  PERSONNEL MATRIX:  A personnel matrix showing for each section of the 
specification who will review and certify submittals, who will perform 
and document the three phases of control, and who will perform and 
document the testing.

n.  PROCEDURES FOR COMPLETION INSPECTION:  Procedures for identifying and 
documenting the completion inspection process.  Include in these 
procedures the responsible party for punch out inspection, pre-final 
inspection, and final acceptance inspection.

o.  TRAINING PROCEDURES AND TRAINING LOG:  Procedures for coordinating and 
documenting the training of personnel required by the Contract.

p.  ORGANIZATION AND PERSONNEL CERTIFICATIONS LOG:  Procedures for 
coordinating, tracking and documenting all certifications on 
subcontractors, testing laboratories, suppliers, personnel, etc.  QC 
Manager will ensure that certifications are current, appropriate for 
the work being performed, and will not lapse during any period of the 
contract that the work is being performed.

1.7   COORDINATION AND MUTUAL UNDERSTANDING MEETING

After submission of the QC Plan, and prior to Government approval and the 
start of construction, the QC Manager will meet with the Contracting 
Officer to present the QC program required by this Contract.  When a new QC 
Manager is appointed, the coordination and mutual understanding meeting 
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must be repeated.

1.7.1   Purpose

The purpose of this meeting is to develop a mutual understanding of the QC 
details, including documentation, administration for on-site and off-site 
work, design intent, Cx, environmental requirements and procedures, 
coordination of activities to be performed, and the coordination of the 
Contractor's management, production, and QC personnel.  At the meeting, the 
Contractor will be required to explain in detail how three phases of 
control will be implemented for each DFOW, as well as how each DFOW will be 
affected by each management plan or requirement as listed below:

a.  Waste Management Plan.

b.  IAQ Management Plan.

c.  Procedures for noise and acoustics management.

d.  Environmental Protection Plan.

e.  Environmental regulatory requirements.

f.  Cx Plan.

1.7.2   Coordination of Activities

Coordinate activities included in various sections to assure efficient and 
orderly installation of each component.  Coordinate operations included 
under different sections that are dependent on each other for proper 
installation and operation.  Schedule construction operations with 
consideration for indoor air quality as specified in the IAQ Management 
Plan.  Coordinate prefunctional tests and startup testing with Cx.

1.7.3   Attendees

As a minimum, the Contractor's personnel required to attend include an 
officer of the firm, the Project Manager, Project Superintendent, QC 
Manager, Alternate QC Manager, CA, Environmental Manager, and subcontractor 
representatives.  Each subcontractor who will be assigned QC 
responsibilities must have a principal of the firm at the meeting.  Minutes 
of the meeting will be prepared by the QC Manager and signed by the 
Contractor and the Contracting Officer.  Provide a copy of the signed 
minutes to all attendees.

1.8   QC MEETINGS

After the start of construction, conduct QC meetings once every two weeks 
by the QC Manager at the work site with the Project Superintendent.  The QC 
Manager is to prepare the minutes of the meeting and provide a copy to the 
Contracting Officer within two working days after the meeting.  The 
Contracting Officer may attend these meetings.  As a minimum, accomplish 
the following at each meeting:

a.  Review the minutes of the previous meeting.

b.  Review the schedule and the status of work and rework.
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c.  Review the status of submittals.

d.  Review the work to be accomplished in the next two weeks and 
documentation required.

e.  Resolve QC and production problems (RFI, etc.).

f.  Address items that may require revising the QC Plan.

g.  Review Accident Prevention Plan (APP).

h.  Review environmental requirements and procedures.

i.  Review Waste Management Plan.

j.  Review IAQ Management Plan.

k.  Review Environmental Management Plan.

l.  Review the status of training completion.

m.  Review Cx Plan and progress.

1.9   DESIGN REVIEW AND DOCUMENTATION

1.9.1   Basis of Design and Design Intent

The CA must review the basis of design received from the Contracting 
Officer and the design intent.  The Basis of Design is not part of the 
contract documents, but will be provided by the Contracting Officer upon 
request.  Document the Basis of Design review in the Design Review report 
required below.

1.9.2   Design Review

The CA must review design documents to verify that each commissioned system 
meets the design intent relative to functionality, energy performance, 
water performance, maintainability, sustainability, system cost, indoor 
environmental quality, and local environmental impacts.  Fully document 
design review in written report.

1.9.3   Contract Document Review

The CA must review the Contract documents to verify that Cx is adequately 
specified, and that each commissioned system is likely to meet the design 
intent relative to functionality, energy performance, water performance, 
maintainability, sustainability, system cost, indoor environmental quality, 
and local environmental impacts.  Fully document contract document review 
in written report.

1.10   THREE PHASES OF CONTROL

Adequately cover both on-site and off-site work with the Three Phases of 
Control and include the following for each DFOW.

1.10.1   Preparatory Phase

Notify the Contracting Officer at least two work days in advance of each 
preparatory phase meeting.  The meeting will be conducted by the QC Manager 
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and attended by the Project Superintendent, the CA, and the foreman 
responsible for the DFOW.  When the DFOW will be accomplished by a 
subcontractor, that subcontractor's foreman must attend the preparatory 
phase meeting.  Document the results of the preparatory phase actions in 
the daily CQC Report and in the Preparatory Phase Checklist.  Perform the 
following prior to beginning work on each DFOW:

a.  Review each paragraph of the applicable specification sections.

b.  Review the Contract drawings.

c.  Verify that field measurements are as indicated on construction and/or 
shop drawings before confirming product orders, in order to minimize 
waste due to excessive materials.

d.  Verify that appropriate shop drawings and submittals for materials and 
equipment have been submitted and approved.  Verify receipt of approved 
factory test results, when required.

e.  Review the testing plan and ensure that provisions have been made to 
provide the required QC testing.

g.  Examine the work area to ensure that the required preliminary work has 
been completed.

h.  Coordinate the schedule of product delivery to designated prepared 
areas in order to minimize site storage time and potential damage to 
stored materials.

i.  Arrange for the return of shipping/packaging materials, such as wood 
pallets, where economically feasible.

j.  Examine the required materials, equipment and sample work to ensure 
that they are on hand and conform to the approved shop drawings and 
submitted data and are properly stored.

k.  Discuss specific controls used and construction methods, construction 
tolerances, workmanship standards, and the approach that will be used 
to provide quality construction by planning ahead and identifying 
potential problems for each DFOW.

l.  Review the APP and appropriate AHA to ensure that applicable safety 
requirements are met, and that required material Safety Data Sheets 
(SDS) are submitted.

m.  Review the Cx Plan and ensure all preliminary work items have been 
completed and documented.

1.10.2   Initial Phase

Notify the Contracting Officer at least two work days in advance of each 
initial phase.  When construction crews are ready to start work on a DFOW, 
conduct the initial phase with the Project Superintendent, and the foreman 
responsible for that DFOW.  Observe the initial segment of the DFOW to 
ensure that the work complies with Contract requirements.  Document the 
results of the initial phase in the daily CQC Report and in the Initial 
Phase Checklist.  Repeat the initial phase for each new crew to work 
on-site, or when acceptable levels of specified quality are not being met.  
Perform the following for each DFOW:
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a.  Establish level of workmanship and verify that it meets the minimum 
acceptable workmanship standards.  Compare with required sample panels 
as appropriate.

b.  Resolve any workmanship issues.

c.  Ensure that testing is performed by the approved laboratory.

d.  Check work procedures for compliance with the APP and the appropriate 
AHA to ensure that applicable safety requirements are met.

e.  Review project specific work plans (i.e. Cx, HAZMAT Abeatement, 
Stormwater Management) to ensure all preparatory work items have been 
completed and documented.

1.10.3   Follow-Up Phase

Perform the following for on-going work daily, or more frequently as 
necessary, until the completion of each DFOW and document in the daily CQC 
Report:

a.  Ensure the work is in compliance with Contract requirements.

b.  Maintain the quality of workmanship required.

c.  Ensure that testing is performed by the approved laboratory.

d.  Ensure that rework items are being corrected.

e.  Assure manufacturers representatives have performed necessary 
inspections if required and perform safety inspections.

f.  Review the Cx Plan and ensure all work items, testing, and 
documentation has been completed.

1.10.4   Additional Preparatory and Initial Phases

Conduct additional preparatory and initial phases on the same DFOW if the 
quality of on-going work is unacceptable, if there are changes in the 
applicable QC organization, if there are changes in the on-site production 
supervision or work crew, if work on a DFOW is resumed after substantial 
period of inactivity, or if other problems develop.

1.10.5   Notification of Three Phases of Control for Off-Site Work

Notify the Contracting Officer at least two weeks prior to the start of the 
preparatory and initial phases.

1.11   SUBMITTAL REVIEW AND APPROVAL

Procedures for submission, review and approval of submittals are described 
in Section 01 33 00 SUBMITTAL PROCEDURES.

1.12   TESTING

Except as stated otherwise in the specification sections, perform sampling 
and testing required under this Contract.
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1.12.1   Accreditation Requirements

Construction materials testing laboratories must be accredited by a 
laboratory accreditation authority and will be required to submit a copy of 
the Certificate of Accreditation and Scope of Accreditation.  The 
laboratory's scope of accreditation must include the appropriate ASTM 
standards (E 329, C 1077, D 3666, D 3740, A 880, E 543) listed in the 
technical sections of the specifications.  Laboratories engaged in 
Hazardous Materials Testing must meet the requirements of OSHA and EPA.  
The policy applies to the specific laboratory performing the actual 
testing, not just the Corporate Office.

1.12.2   Laboratory Accreditation Authorities

Laboratory Accreditation Authorities include the National Voluntary 
Laboratory Accreditation Program (NVLAP) administered by the National 
Institute of Standards and Technology at 
http://ts.nist.gov/ts/htdocs/210/214/214.htm , the American Association of 
State Highway and Transportation Officials (AASHTO) program at
http://www.amrl.net/amrlsitefinity/default/aap.aspx , International 
Accreditation Services, Inc. (IAS) at http://www.iasonline.org, U. S. Army 
Corps of Engineers Materials Testing Center (MTC) at 
http://gsl.erdc.usace.army.mil/SL/MTC/, and the American Association for 
Laboratory Accreditation (A2LA) program at http://www.a2la.org/.

1.12.3   Capability Check

The Contracting Officer retains the right to check laboratory equipment in 
the proposed laboratory and the laboratory technician's testing procedures, 
techniques, and other items pertinent to testing, for compliance with the 
standards set forth in this Contract.

1.12.4   Test Results

Cite applicable Contract requirements, tests or analytical procedures 
used.  Provide actual results and include a statement that the item tested 
or analyzed conforms or fails to conform to specified requirements.  If the 
item fails to conform, notify the Contracting Officer immediately.  
Conspicuously stamp the cover sheet for each report in large red letters 
"CONFORMS" or "DOES NOT CONFORM" to the specification requirements, 
whichever is applicable.  Test results must be signed by a testing 
laboratory representative authorized to sign certified test reports.  
Furnish the signed reports, certifications, and other documentation to the 
Contracting Officer via the QC Manager.  Furnish a summary report of field 
tests at the end of each month, in accordance with paragraph INFORMATION 
FOR THE CONTRACTING OFFICER.

1.12.5   Test Reports and Monthly Summary Report of Tests

Furnish the signed reports, certifications, and a summary report of field 
tests at the end of each month to the Contracting Officer.  Attach a copy 
of the summary report to the last daily CQC Report of each month.  Provide 
a copy of the signed test reports and certifications to the OMSI preparer 
for inclusion into the OMSI documentation.
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1.13   QC CERTIFICATIONS

1.13.1   CQC Report Certification

Contain the following statement within the CQC Report:  "On behalf of the 
Contractor, I certify that this report is complete and correct and 
equipment and material used and work performed during this reporting period 
is in compliance with the contract drawings and specifications to the best 
of my knowledge, except as noted in this report."

1.13.2   Invoice Certification

Furnish a certificate to the Contracting Officer with each payment request, 
signed by the QC Manager, attesting that as-built drawings are current, 
coordinated and attesting that the work for which payment is requested, 
including stored material, is in compliance with Contract requirements.

1.13.3   Completion Certification

Upon completion of work under this Contract, the QC Manager must furnish a 
certificate to the Contracting Officer attesting that "the work has been 
completed, inspected, tested and is in compliance with the Contract." 
Provide a copy of this final QC Certification for completion to the OMSI 
preparer for inclusion into the OMSI documentation.

1.14   COMPLETION INSPECTIONS

1.14.1   Punch-Out Inspection

Near the completion of all work or any increment thereof, established by a 
completion time stated in the Contract Clause entitled "Commencement, 
Prosecution, and Completion of Work," or stated elsewhere in the 
specifications, the QC Manager and the CA must conduct an inspection of the 
work and develop a "punch list" of items which do not conform to the 
approved drawings, specifications and Contract.  Include in the punch list 
any remaining items on the "Rework Items List", which were not corrected 
prior to the Punch-Out Inspection.  Include within the punch list the 
estimated date by which the deficiencies will be corrected.  Provide a copy 
of the punch list to the Contracting Officer.  The QC Manager, or staff, 
must make follow-on inspections to ascertain that all deficiencies have 
been corrected.  Once this is accomplished, notify the Government that the 
facility is ready for the Government "Pre-Final Inspection".

1.14.2   Pre-Final Inspection

The Government and QCM will perform this inspection to verify that the 
facility is complete and ready to be occupied.  A Government "Pre-Final 
Punch List" will be documented by the QCM as a result of this inspection.  
The QC Manager will ensure that all items on this list are corrected prior 
to notifying the Government that a "Final" inspection with the Client can 
be scheduled.  Any items noted on the "Pre-Final" inspection must be 
corrected in a timely manner and be accomplished before the contract 
completion date for the work,or any particular increment thereof, if the 
project is divided into increments by separate completion dates.

1.14.3   Final Acceptance Inspection

Notify the Contracting Officer at least 14 calendar days prior to the date 
a final acceptance inspection can be held.  State within the notice that 
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all items previously identified on the pre-final punch list will be 
corrected and acceptable, along with any other unfinished Contract work, by 
the date of the final acceptance inspection.  The Contractor must be 
represented by the QC Manager, the Project Superintendent, the CA, and 
others deemed necessary.  Attendees for the Government will include the 
Contracting Officer, other FEAD personnel, and personnel representing the 
Client.  Failure of the Contractor to have all contract work acceptably 
complete for this inspection will be cause for the Contracting Officer to 
bill the Contractor for the Government's additional inspection cost in 
accordance with the Contract Clause entitled "Inspection of Construction."

1.15   DOCUMENTATION

Maintain current and complete records of on-site and off-site QC program 
operations and activities.

1.15.1   Construction Documentation

Reports are required for each day that work is performed and must be 
attached to the CQC Report prepared for the same day.  Maintain current and 
complete records of on-site and off-site QC program operations and 
activities.  The forms identified under the paragraph "INFORMATION FOR THE 
CONTRACTING OFFICER" will be used.  Reports are required for each day work 
is performed.  Account for each calendar day throughout the life of the 
Contract.  Every space on the forms must be filled in.  Use N/A if nothing 
can be reported in one of the spaces.  The Project Superintendent and the 
QC Manager must prepare and sign the Contractor Production and CQC Reports, 
respectively.  The reporting of work must be identified by terminology 
consistent with the construction schedule.  In the "remarks" sections of 
the reports, enter pertinent information including directions received, 
problems encountered during construction, work progress and delays, 
conflicts or errors in the drawings or specifications, field changes, 
safety hazards encountered, instructions given and corrective actions 
taken, delays encountered and a record of visitors to the work site, QC 
problem areas, deviations from the QC Plan, construction deficiencies 
encountered, meetings held.  For each entry in the report(s), identify the 
Schedule Activity No. that is associated with the entered remark.

1.15.2   Quality Control Validation

Establish and maintain the following in a series of three ring binders.  
Binders must be divided and tabbed as shown below.  These binders must be 
readily available to the Contracting Officer during all business hours.

a.  All completed Preparatory and Initial Phase Checklists, arranged by 
specification section.

b.  All milestone inspections, arranged by Activity Number.

c.  An up-to-date copy of the Testing Plan and Log with supporting field 
test reports, arranged by specification section.

d.  Copies of all contract modifications, arranged in numerical order.  
Also include documentation that modified work was accomplished.

e.  An up-to-date copy of the Rework Items List.

f.  Maintain up-to-date copies of all punch lists issued by the QC staff to 
the Contractor and Sub-Contractors and all punch lists issued by the 
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Government.

g.  Commissioning documentation including Cx checklists, schedules, tests, 
and reports.

1.15.3   Testing Plan and Log

As tests are performed, the QC Manager will record on the "Testing Plan and 
Log" the date the test was performed and the date the test results were 
forwarded to the Contracting Officer.  Attach a copy of the updated 
"Testing Plan and Log" to the last daily CQC Report of each month, per the 
paragraph "INFORMATION FOR THE CONTRACTING OFFICER".  Provide a copy of the 
final "Testing Plan and Log" to the OMSI preparer for inclusion into the 
OMSI documentation.

1.15.4   Rework Items List

The QC Manager must maintain a list of work that does not comply with the 
Contract, identifying what items need to be reworked, the date the item was 
originally discovered, the date the item will be corrected by, and the date 
the item was corrected.  There is no requirement to report a rework item 
that is corrected the same day it is discovered.  Attach a copy of the 
"Rework Items List" to the last daily CQC Report of each month.  The 
Contractor is responsible for including those items identified by the 
Contracting Officer.

1.15.5   As-Built Drawings

The QC Manager is required to ensure the as-built drawings, required by 
Section 01 78 00 CLOSEOUT SUBMITTALS are kept current on a daily basis and 
marked to show deviations which have been made from the Contract drawings.  
Ensure each deviation has been identified with the appropriate modifying 
documentation (e.g. PC No., Modification No., Request for Information No., 
etc.).  The QC Manager must initial each revision.  Upon completion of 
work, the QC Manager will furnish a certificate attesting to the accuracy 
of the as-built drawings prior to submission to the Contracting Officer.

1.16   NOTIFICATION ON NON-COMPLIANCE

The Contracting Officer will notify the Contractor of any detected 
non-compliance with the Contract.  Take immediate corrective action after 
receipt of such notice.  Such notice, when delivered to the Contractor at 
the work site, is deemed sufficient for the purpose of notification.  If 
the Contractor fails or refuses to comply promptly, the Contracting Officer 
may issue an order stopping all or part of the work until satisfactory 
corrective action has been taken.  No part of the time lost due to such 
stop orders will be made the subject of claim for extension of time for 
excess costs or damages by the Contractor.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

3.1   PREPARATION

Designate receiving/storage areas for incoming material to be delivered 
according to installation schedule and to be placed convenient to work area 
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in order to minimize waste due to excessive materials handling and 
misapplication.  Store and handle materials in a manner as to prevent loss 
from weather and other damage.  Keep materials, products, and accessories 
covered and off the ground, and store in a dry, secure area.  Prevent 
contact with material that may cause corrosion, discoloration, or 
staining.  Protect all materials and installations from damage by the 
activities of other trades.

        -- End of Section --
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SECTION 01 50 00

TEMPORARY CONSTRUCTION FACILITIES AND CONTROLS
08/09

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA C511 (2007) Standard for Reduced-Pressure 
Principle Backflow Prevention Assembly

FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH 
(FCCCHR)

FCCCHR List (continuously updated) List of Approved 
Backflow Prevention Assemblies

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 241 (2013; Errata 2015) Standard for 
Safeguarding Construction,Alteration, and 
Demolition Operations

NFPA 70 (2014; AMD 1 2013; Errata 1 2013; AMD 2 
2013; Errata 2 2013; AMD 3 2014; Errata 
3-4 2014; AMD 4-6 2014) National 
Electrical Code

U.S. FEDERAL HIGHWAY ADMINISTRATION (FHWA)

MUTCD (2009) Manual on Uniform Traffic Control 
Devices

1.2   SUBMITTALS

Government approval is required for all submittals in accordance with 
Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Construction Site Plan
Traffic Control Plan

SD-06 Test Reports

Backflow Preventer Tests

SD-07 Certificates

Backflow Tester Certification
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Backflow Preventers Certificate of Full Approval

1.3   CONSTRUCTION SITE PLAN

Prior to the start of work, submit a site plan showing the locations and 
dimensions of temporary facilities (including layouts and details, 
equipment and material storage area (onsite and offsite), and access and 
haul routes, avenues of ingress/egress to the fenced area and details of 
the fence installation.  Identify any areas which may have to be graveled 
to prevent the tracking of mud.  Indicate if the use of a supplemental or 
other staging area is desired.  Show locations of safety and construction 
fences, site trailers, construction entrances, trash dumpsters, temporary 
sanitary facilities, and worker parking areas.

1.4   BACKFLOW PREVENTERS CERTIFICATE

Certificate of Full Approval from FCCCHR List, University of Southern 
California, attesting that the design, size and make of each backflow 
preventer has satisfactorily passed the complete sequence of performance 
testing and evaluation for the respective level of approval.  Certificate 
of Provisional Approval will not be acceptable.

1.4.1   Backflow Tester Certificate

Prior to testing, submit to the Contracting Officer certification issued by 
the State or local regulatory agency attesting that the backflow tester has 
successfully completed a certification course sponsored by the regulatory 
agency.  Tester must not be affiliated with any company participating in 
any other phase of this Contract.

1.4.2   Backflow Prevention Training Certificate

Submit a certificate recognized by the State or local authority that states 
the Contractor has completed at least 10 hours of training in backflow 
preventer installations.  The certificate must be current.

1.5   HURRICANE CONDITION OF READINESS

Unless directed otherwise, comply with:

a.  Condition FOUR (Sustained winds of 50 knots or greater expected within 
72 hours):  Normal daily jobsite cleanup and good housekeeping 
practices.  Collect and store in piles or containers scrap lumber, 
waste material, and rubbish for removal and disposal at the close of 
each work day.  Maintain the construction site including storage areas, 
free of accumulation of debris.  Stack form lumber in neat piles less 
than 4 feet high.  Remove all debris, trash, or objects that could 
become missile hazards.  Contact Contracting Officer for weather and 
Condition of Readiness (COR) updates and completion of required actions.

b.  Condition THREE (Sustained winds of 50 knots or greater expected within 
48 hours):  Maintain "Condition FOUR" requirements and commence 
securing operations necessary for "Condition ONE" which cannot be 
completed within 18 hours.  Cease all routine activities which might 
interfere with securing operations.  Commence securing and stow all 
gear and portable equipment.  Make preparations for securing 
buildings.  Review requirements pertaining to "Condition TWO" and 
continue action as necessary to attain "Condition THREE" readiness.  
Contact Contracting Officer for weather and COR updates and completion 
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of required actions.

c.  Condition TWO (Sustained winds of 50 knots or greater expected within 
24 hours):  Curtail or cease routine activities until securing 
operation is complete.  Reinforce or remove form work and scaffolding.  
Secure machinery, tools, equipment, materials, or remove from the 
jobsite.  Expend every effort to clear all missile hazards and loose 
equipment from general base areas.  Contact Contracting Officer for 
weather and Condition of Readiness (COR) updates and completion of 
required actions.

d.  Condition ONE.  (Sustained winds of 50 knots or greater expected within 
12 hours):  Secure the jobsite, and leave Government premises.

PART 2   PRODUCTS

2.1   TEMPORARY TRAFFIC CONTROL

2.1.1   Haul Roads

Construct access and haul roads necessary for proper prosecution of the 
work under this contract.  Construct with suitable grades and widths; sharp 
curves, blind corners, and dangerous cross traffic are be avoided.  Provide 
necessary lighting, signs, barricades, and distinctive markings for the 
safe movement of traffic.  The method of dust control, although optional, 
must be adequate to ensure safe operation at all times.  Location, grade, 
width, and alignment of construction and hauling roads are subject to 
approval by the Contracting Officer.  Lighting must be adequate to assure 
full and clear visibility for full width of haul road and work areas during 
any night work operations.

2.1.2   Barricades

Erect and maintain temporary barricades to limit public access to hazardous 
areas.  Whenever safe public access to paved areas such as roads, parking 
areas or sidewalks is prevented by construction activities or as otherwise 
necessary to ensure the safety of both pedestrian and vehicular traffic 
barricades will be required.  Securely place barricades clearly visible 
with adequate illumination to provide sufficient visual warning of the 
hazard during both day and night.

2.1.3   Fencing

Provide fencing along the construction site at all open excavations and 
tunnels to control access by unauthorized people.  

a.  The safety fencing must be a high visibility orange colored, high 
density polyethylene grid or approved equal, a minimum of 48 inches 
high and maximum mesh size of 2 inches, supported and tightly secured 
to steel posts located on maximum 10 foot centers, constructed at the 
approved location.  Install fencing to be able to restrain a force of 
at least 250 pounds against it.

2.1.4   Temporary Wiring

Provide temporary wiring in  accordance with NFPA 241 and NFPA 70.  Include 
frequent inspection of all equipment and apparatus.
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2.1.5   Backflow Preventers

Reduced pressure principle type conforming to the applicable requirements 
of AWWA C511.  Provide backflow preventers complete with 150 pound flanged 
cast iron, bronze orbrass mounted gate valve and strainer, 304 stainless 
steel or bronze, internal parts.  The particular make, model/design, and 
size of backflow preventers to be installed must be included in the latest 
edition of the List of Approved Backflow Prevention Assemblies issued by 
the FCCCHR List and be accompanied by a Certificate of Full Approval from 
FCCCHR List.  

PART 3   EXECUTION

3.1   EMPLOYEE PARKING

Contractor employees will park privately owned vehicles in an area 
designated by the Contracting Officer.  This area will be within reasonable 
walking distance of the construction site.  Contractor employee parking 
must not interfere with existing and established parking requirements of 
the government installation.

3.2   AVAILABILITY AND USE OF UTILITY SERVICES

3.2.1   Temporary Utilities

Provide temporary utilities required for construction.  Materials may be 
new or used, must be adequate for the required usage, not create unsafe 
conditions, and not violate applicable codes and standards.

3.2.2   Utilities at Special Locations

a.  Reasonable amounts of utilities will be made available to the 
Contractor at the prevailing Government rates.  These rates may be 
obtained upon application to the Commanding Officer, by way of the 
Contracting Officer.  A $300.00 deposit will be required before 
connecting electricity.  The Contractor will be responsible for making 
connections, providing transformers and meters,  (THE CONTRACTOR MUST 
CERTIFY THAT ALL TRANSFORMERS INSTALLED FOR TEMPORARY POWER DURING THIS 
CONTRACT ARE PCB FREE), and making disconnections; and for providing 
backflow preventer devices on connections to domestic water lines.  
Under no circumstances will taps to base fire hydrants be allowed for 
obtaining domestic water.  Neither potable water nor sanitary 
facilities will be available at the main Contractor laydown area at 
Marine Corps Air Station (MCAS), Cherry Point, NC.

3.2.3   Sanitation

a.  Provide adequate sanitary conveniences of a type approved for the 
use of persons employed on the work, properly secluded from public 
observation, and maintained in such a manner as required and approved 
by the Contracting Officer.  Maintain these conveniences at all times 
without nuisance.  Upon completion of the work, remove the conveniences 
from the premises, leaving the premises clean and free from nuisance.  
Dispose of sewage through connection to a municipal, district sanitary 
sewage system.  Where such systems are not available, use chemical 
toilets or comparably effective units, and periodically empty wastes 
into a municipal, district sanitary sewage system, or remove waste to a 
commercial facility.  Obtain approval from the system owner prior to 
discharge into any municipal, district, or commercial sanitary sewer 
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system.  Any penalties and/or fines associated with improper discharge 
shall be the responsibility of the Contractor.

3.2.4   Telephone

Make arrangements and pay all costs for telephone facilities desired.

3.2.5   Fire Protection

Provide temporary fire protection equipment for the protection of personnel 
and property during construction.  Remove debris and flammable materials  
daily to minimize potential hazards.

3.3   TRAFFIC PROVISIONS

3.3.1   Maintenance of Traffic

a.  Conduct operations in a manner that will not close any thoroughfare or 
interfere in any way with traffic on railways or highways except with 
written permission of the Contracting Officer at least 15 calendar days 
prior to the proposed modification date, and provide a Traffic Control 
Plan detailing the proposed controls to traffic movement for approval.  
The plan must be in accordance with State and local regulations and the 
MUTCD, Part VI.  Make all notifications and obtain any permits required 
for modification to traffic movements outside Station's jurisdiction.  
Contractor may move oversized and slow-moving vehicles to the worksite 
provided requirements of the highway authority have been met.

b.  Conduct work so as to minimize obstruction of traffic, and maintain 
traffic on at least half of the roadway width at all times.  Obtain 
approval from the Contracting Officer prior to starting any activity 
that will obstruct traffic.

c.  Provide, erect, and maintain, at contractors expense, lights, barriers, 
signals, passageways, detours, and other items, that may be required by 
the Life Safety Signage, overhead protection authority having 
jurisdiction.

3.3.2   Protection of Traffic

Maintain and protect traffic on all affected roads during the construction 
period except as otherwise specifically directed by the Contracting 
Officer.  Measures for the protection and diversion of traffic, including 
the provision of watchmen and flagmen, erection of barricades, placing of 
lights around and in front of equipment the work, and the erection and 
maintenance of adequate warning, danger, and direction signs, will be as 
required by the State and local authorities having jurisdiction.  Protect 
the traveling public from damage to person and property.  Minimize the 
interference with public traffic on roads selected for hauling material to 
and from the site.  Investigate the adequacy of existing roads and their 
allowable load limit.  Contractor is responsible for the repair of any 
damage to roads caused by construction operations.

3.3.3   Rush Hour Restrictions

Do not interfere with the peak traffic flows preceding and during normal 
operations without notification to and approval by the Contracting Officer.
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3.3.4   Dust Control

Dust control methods and procedures must be approved by the Contracting 
Officer.  Treat dust abatement on access roads with applications of calcium 
chloride, water sprinklers, or similar methods or treatment.

3.4   Safety

Protect the integrity of any installed safety systems or personnel safety 
devices.  If entrance into systems serving safety devices is required, the 
Contractor must obtain prior approval from the Contracting Officer.  If it 
is temporarily necessary to remove or disable personnel safety devices in 
order to accomplish contract requirements, provide alternative means of 
protection prior to removing or disabling any permanently installed safety 
devices or equipment and obtain approval from the Contracting Officer.

3.5   Storage Area

Construct a temporary 6 foot high chain link fence around trailers and 
materials.  Include plastic strip inserts, colored green, so that 
visibility through the fence is obstructed.  Fence posts may be driven, in 
lieu of concrete bases, where soil conditions permit.  Do not place or 
store Trailers, materials, or equipment outside the fenced area unless such 
trailers, materials, or equipment are assigned a separate and distinct 
storage area by the Contracting Officer away from the vicinity of the 
construction site but within the installation boundaries.  Trailers, 
equipment, or materials must not be open to public view with the exception 
of those items which are in support of ongoing work on any given day.  Do 
not stockpile materials outside the fence in preparation for the next day's 
work.  Park mobile equipment, such as tractors, wheeled lifting equipment, 
cranes, trucks, and like equipment within the fenced area at the end of 
each work day.

3.6   Supplemental Storage Area

Upon Contractor's request, the Contracting Officer will designate another 
or supplemental area for the Contractor's use and storage of trailers, 
equipment, and materials.  This area may not be in close proximity of the 
construction site but will be within the installation boundaries.  Fencing 
of materials or equipment will not be required at this site; however, the 
Contractor is responsible for cleanliness and orderliness of the area used 
and for the security of any material or equipment stored in this area.  
Utilities will not be provided to this area by the Government.

3.7   Appearance of Trailers

a.  Trailers utilized by the Contractor for administrative or material 
storage purposes must present a clean and neat exterior appearance and 
be in a state of good repair.  Trailers which, in the opinion of the 
Contracting Officer, require exterior painting or maintenance will not 
be allowed on installation property.

3.8   Maintenance of Storage Area

a.  Keep fencing in a state of good repair and proper alignment.  Grassed 
or unpaved areas, which are not established roadways, will be covered 
with a layer of gravel as necessary to prevent rutting and the tracking 
of mud onto paved or established roadways, should the Contractor elect 
to traverse them with construction equipment or other vehicles; gravel 
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gradation will be at the Contractor's discretion.  Mow and maintain 
grass located within the boundaries of the construction site for the 
duration of the project.  Grass and vegetation along fences, buildings, 
under trailers, and in areas not accessible to mowers will be edged or 
trimmed neatly.

3.9   Security Provisions

Provide adequate outside security lighting at the Contractor's temporary 
facilities.  The Contractor will be responsible for the security of its own 
equipment; in addition, the Contractor will notify the appropriate law 
enforcement agency requesting periodic security checks of the temporary 
project field office.

3.10   Weather Protection of Temporary Facilities and Stored Materials

Take necessary precautions to ensure that roof openings and other critical 
openings in the building are monitored carefully.  Take immediate actions 
required to seal off such openings when rain or other detrimental weather 
is imminent, and at the end of each workday.  Ensure that the openings are 
completely sealed off to protect materials and equipment in the building 
from damage.

3.10.1   Building and Site Storm Protection

When a warning of gale force winds is issued, take precautions to minimize 
danger to persons, and protect the work and nearby Government property.  
Precautions must include, but are not limited to, closing openings; 
removing loose materials, tools and equipment from exposed locations; and 
removing or securing scaffolding and other temporary work.  Close openings 
in the work when storms of lesser intensity pose a threat to the work or 
any nearby Government property.

3.11   TEMPORARY PROJECT SAFETY FENCING

As soon as practicable, but not later than 15 days after the date 
established for commencement of work, furnish and erect temporary project 
safety fencing at the work site.  Maintain the safety fencing during the 
life of the contract and, upon completion and acceptance of the work, will 
become the property of the Contractor and be removed from the work site.

3.12   CLEANUP

Remove construction debris, waste materials, packaging material and the 
like from the work site daily.  Any dirt or mud which is tracked onto paved 
or surfaced roadways must be cleaned away.  Store any salvageable materials 
resulting from demolition activities within the fenced area described above 
or at the supplemental storage area.  Neatly stack stored materials not in 
trailers, whether new or salvaged.

3.13   RESTORATION OF STORAGE AREA

Upon completion of the project remove the bulletin board, signs, 
barricades, haul roads, and any other temporary products from the site.  
After removal of trailers, materials, and equipment from within the fenced 
area, remove the fence that will become the property of the Contractor.  
Restore areas used by the Contractor for the storage of equipment or 
material, or other use to the original or better condition.  Remove gravel 
used to traverse grassed areas and restore the area to its original 
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condition, including top soil and seeding as necessary.

        -- End of Section --
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SECTION 01 57 19

TEMPORARY ENVIRONMENTAL CONTROLS
11/15

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910.120 Hazardous Waste Operations and Emergency 
Response

40 CFR 112 Oil Pollution Prevention

40 CFR 241 Guidelines for Disposal of Solid Waste

40 CFR 243 Guidelines for the Storage and Collection 
of Residential, Commercial, and 
Institutional Solid Waste

40 CFR 258 Subtitle D Landfill Requirements

40 CFR 260 Hazardous Waste Management System:  General

40 CFR 261 Identification and Listing of Hazardous 
Waste

40 CFR 261.7 Residues of Hazardous Waste in Empty 
Containers

40 CFR 262 Standards Applicable to Generators of 
Hazardous Waste

40 CFR 262.31 Standards Applicable to Generators of 
Hazardous Waste-Labeling

40 CFR 262.34 Standards Applicable to Generators of 
Hazardous Waste-Accumulation Time

40 CFR 263 Standards Applicable to Transporters of 
Hazardous Waste

40 CFR 264 Standards for Owners and Operators of 
Hazardous Waste Treatment, Storage, and 
Disposal Facilities

40 CFR 265 Interim Status Standards for Owners and 
Operators of Hazardous Waste Treatment, 
Storage, and Disposal Facilities

40 CFR 266 Standards for the Management of Specific 
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Hazardous Wastes and Specific Types of 
Hazardous Waste Management Facilities

40 CFR 268 Land Disposal Restrictions

40 CFR 273 Standards For Universal Waste Management

40 CFR 273.2 Standards for Universal Waste Management - 
Batteries

40 CFR 273.4 Standards for Universal Waste Management - 
Mercury Containing Equipment

40 CFR 273.5 Standards for Universal Waste Management - 
Lamps

40 CFR 279 Standards for the Management of Used Oil

40 CFR 300 National Oil and Hazardous Substances 
Pollution Contingency Plan

40 CFR 300.125 National Oil and Hazardous Substances 
Pollution Contingency Plan - Notification 
and Communications

40 CFR 355 Emergency Planning and Notification

40 CFR 403 General Pretreatment Regulations for 
Existing and New Sources of Pollution

40 CFR 50 National Primary and Secondary Ambient Air 
Quality Standards

40 CFR 61 National Emission Standards for Hazardous 
Air Pollutants

40 CFR 64 Compliance Assurance Monitoring

40 CFR 745 Lead-Based Paint Poisoning Prevention in 
Certain Residential Structures

40 CFR 761 Polychlorinated Biphenyls (PCBs) 
Manufacturing, Processing, Distribution in 
Commerce, and Use Prohibitions

49 CFR 171 General Information, Regulations, and 
Definitions

49 CFR 172 Hazardous Materials Table, Special 
Provisions, Hazardous Materials 
Communications, Emergency Response 
Information, and Training Requirements

49 CFR 172.101 Hazardous Material Regulation-Purpose and 
Use of Hazardous Material Table

49 CFR 173 Shippers - General Requirements for 
Shipments and Packagings
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49 CFR 178 Specifications for Packagings

1.2   DEFINITIONS

1.2.1   Class I and II Ozone Depleting Substance (ODS)

Class I ODS is defined in Section 602(a) of The Clean Air Act.  A list of 
Class I ODS can be found on the EPA website at the following weblink. 
http://www.epa.gov/ozone/science/ods/classone.html.

Class II ODS is defined in Section 602(s) of The Clean Air Act.  A list of 
Class II ODS can be found on the EPA website at the following weblink. 
http://www.epa.gov/ozone/science/ods/classtwo.html.

1.2.2   Contractor Generated Hazardous Waste

Contractor generated hazardous waste is materials that, if abandoned or 
disposed of, may meet the definition of a hazardous waste.  These waste 
streams would typically consist of material brought on site by the 
Contractor to execute work, but are not fully consumed during the course of 
construction.  Examples include, but are not limited to, excess paint 
thinners (i.e. methyl ethyl ketone, toluene), waste thinners, excess 
paints, excess solvents, waste solvents, excess pesticides, and 
contaminated pesticide equipment rinse water.

1.2.3   Electronics Waste

Electronics waste is discarded electronic devices intended for salvage, 
recycling, or disposal.

1.2.4   Environmental Pollution and Damage

Environmental pollution and damage is the presence of chemical, physical, 
or biological elements or agents which adversely affect human health or 
welfare; unfavorably alter ecological balances of importance to human life; 
affect other species of importance to humankind; or degrade the environment 
aesthetically, culturally or historically.

1.2.5   Environmental Protection

Environmental protection is the prevention/control of pollution and habitat 
disruption that may occur to the environment during construction.  The 
control of environmental pollution and damage requires consideration of 
land, water, and air; biological and cultural resources; and includes 
management of visual aesthetics; noise; solid, chemical, gaseous, and 
liquid waste; radiant energy and radioactive material as well as other 
pollutants.

1.2.6   Hazardous Debris

As defined in paragraph SOLID WASTE, debris that contains listed hazardous 
waste (either on the debris surface, or in its interstices, such as pore 
structure) in accordance with 40 CFR 261.  Hazardous debris also includes 
debris that exhibits a characteristic of hazardous waste in accordance with 
40 CFR 261.

1.2.7   Hazardous Materials

Hazardous materials as defined in 49 CFR 171 and listed in 49 CFR 172.
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Hazardous material is any material that:  Is regulated as a hazardous 
material in accordance with 49 CFR 173; or requires a Safety Data Sheet 
(SDS) in accordance with 29 CFR 1910.120; or during end use, treatment, 
handling, packaging, storage, transportation, or disposal meets or has 
components that meet or have potential to meet the definition of a 
hazardous waste as defined by 40 CFR 261 Subparts A, B, C, or D.  
Designation of a material by this definition, when separately regulated or 
controlled by other sections or directives, does not eliminate the need for 
adherence to that hazard-specific guidance which takes precedence over this 
section for "control" purposes.  Such material includes ammunition, 
weapons, explosive actuated devices, propellants, pyrotechnics, chemical 
and biological warfare materials, medical and pharmaceutical supplies, 
medical waste and infectious materials, bulk fuels, radioactive materials, 
and other materials such as asbestos, mercury, and polychlorinated 
biphenyls (PCBs).

1.2.8   Hazardous Waste

Hazardous Waste is any material that meets the definition of a solid waste 
and exhibit a hazardous characteristic (ignitability, corrosivity, 
reactivity, or toxicity) as specified in 40 CFR 261, Subpart C, or contains 
a listed hazardous waste as identified in 40 CFR 261, Subpart D.

1.2.9   Land Application

Land Application means spreading or spraying discharge water at a rate that 
allows the water to percolate into the soil.  No sheeting action, soil 
erosion, discharge into storm sewers, discharge into defined drainage 
areas, or discharge into the "waters of the United States" must occur.  
Comply with federal, state, and local laws and regulations.

1.2.10   Municipal Separate Storm Sewer System (MS4) Permit

MS4 permits are those held by installations to obtain NPDES permit coverage 
for their stormwater discharges.

1.2.11   National Pollutant Discharge Elimination System (NPDES)

The NPDES permit program controls water pollution by regulating point 
sources that discharge pollutants into waters of the United States. 

1.2.12   Oily Waste

Oily waste are those materials that are, or were, mixed with Petroleum, 
Oils, and Lubricants (POLs) and have become separated from that POLs.  Oily 
wastes also means materials, including wastewaters, centrifuge solids, 
filter residues or sludges, bottom sediments, tank bottoms, and sorbents 
which have come into contact with and have been contaminated by, POLs and 
may be appropriately tested and discarded in a manner which is in 
compliance with other state and local requirements.

This definition includes materials such as oily rags, "kitty litter" 
sorbent clay and organic sorbent material.  These materials may be land 
filled provided that:  It is not prohibited in other state regulations or 
local ordinances; the amount generated is "de minimus" (a small amount); it 
is the result of minor leaks or spills resulting from normal process 
operations; and free-flowing oil has been removed to the practicable extent 
possible.  Large quantities of this material, generated as a result of a 

SECTION 01 57 19  Page 4



Repair Wastewater System BT-11 WO6474600

major spill or in lieu of proper maintenance of the processing equipment, 
are a solid waste.  As a solid waste, perform a hazardous waste 
determination prior to disposal.  As this can be an expensive process, it 
is recommended that this type of waste be minimized through good 
housekeeping practices and employee education.

1.2.13   Regulated Waste

Regulated waste are solid wastes that have specific additional federal, 
state, or local controls for handling, storage, or disposal.

1.2.14   Sediment

Sediment is soil and other debris that have eroded and have been 
transported by runoff water or wind.

1.2.15   Solid Waste

Solid waste is a solid, liquid, semi-solid or contained gaseous waste.  A 
solid waste can be a hazardous waste, non-hazardous waste, or non-Resource 
Conservation and Recovery Act (RCRA) regulated waste.  Types of solid waste 
typically generated at construction sites may include:

1.2.15.1   Debris

Debris is non-hazardous solid material generated during the construction, 
demolition, or renovation of a structure that exceeds 2.5-inch particle 
size that is: a manufactured object; plant or animal matter; or natural 
geologic material (for example, cobbles and boulders), broken or removed 
concrete, masonry, and rock asphalt paving; ceramics; roofing paper and 
shingles.  Inert materials may be reinforced with or contain ferrous wire, 
rods, accessories and weldments.  A mixture of debris and other material 
such as soil or sludge is also subject to regulation as debris if the 
mixture is comprised primarily of debris by volume, based on visual 
inspection.

1.2.15.2   Green Waste

Green waste is the vegetative matter from landscaping, land clearing and 
grubbing, including, but not limited to, grass, bushes, scrubs, small trees 
and saplings, tree stumps and plant roots.  Marketable trees, grasses and 
plants that are indicated to remain, be re-located, or be re-used are not 
included.

1.2.15.3   Material not regulated as solid waste

Material not regulated as solid waste is nuclear source or byproduct 
materials regulated under the Federal Atomic Energy Act of 1954 as amended; 
suspended or dissolved materials in domestic sewage effluent or irrigation 
return flows, or other regulated point source discharges; regulated air 
emissions; and fluids or wastes associated with natural gas or crude oil 
exploration or production.

1.2.15.4   Non-Hazardous Waste

Non-hazardous waste is waste that is excluded from, or does not meet, 
hazardous waste criteria in accordance with 40 CFR 263.
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1.2.15.5   Recyclables

Recyclables are materials, equipment and assemblies such as doors, windows, 
door and window frames, plumbing fixtures, glazing and mirrors that are 
recovered and sold as recyclable, wiring, insulated/non-insulated copper 
wire cable, wire rope, and structural components.  It also includes 
commercial-grade refrigeration equipment with Freon removed, household 
appliances where the basic material content is metal, clean polyethylene 
terephthalate bottles, cooking oil, used fuel oil, textiles, high-grade 
paper products and corrugated cardboard, stackable pallets in good 
condition, clean crating material, and clean rubber/vehicle tires.  Metal 
meeting the definition of lead contaminated or lead based paint 
contaminated may not be included as recyclable if sold to a scrap metal 
company.  Paint cans that meet the definition of empty containers in 
accordance with 40 CFR 261.7 may be included as recyclable if sold to a 
scrap metal company.

1.2.15.6   Surplus Soil

Surplus soil is existing soil that is in excess of what is required for 
this work, including aggregates intended, but not used, for on-site mixing 
of concrete, mortars, and paving.  Contaminated soil meeting the definition 
of hazardous material or hazardous waste is not included and must be 
managed in accordance with paragraph HAZARDOUS MATERIAL MANAGEMENT.

1.2.15.7   Scrap Metal

This includes scrap and excess ferrous and non-ferrous metals such as 
reinforcing steel, structural shapes, pipe, and wire that are recovered or 
collected and disposed of as scrap.  Scrap metal meeting the definition of 
hazardous material or hazardous waste is not included.

1.2.15.8   Wood

Wood is dimension and non-dimension lumber, plywood, chipboard, hardboard.  
Treated or painted wood that meets the definition of lead contaminated or 
lead based contaminated paint is not included.  Treated wood includes, but 
is not limited to, lumber, utility poles, crossties, and other wood 
products with chemical treatment.

1.2.16   Surface Discharge

Surface discharge means discharge of water into drainage ditches, storm 
sewers, creeks or "waters of the United States".  Surface discharges are 
discrete, identifiable sources and require a permit from the governing 
agency.  Comply with federal, state, and local laws and regulations.

1.2.17   Wastewater

Wastewater is the used water and solids from a community that flow to a 
treatment plant.

1.2.17.1   Stormwater

Stormwater is any precipitation in an urban or suburban area that does not 
evaporate or soak into the ground, but instead collects and flows into 
storm drains, rivers, and streams.
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1.2.18   Waters of the United States

Waters of the United States means Federally jurisdictional waters, 
including wetlands, that are subject to regulation under Section 404 of the 
Clean Water Act or navigable waters, as defined under the Rivers and 
Harbors Act.

1.2.19   Wetlands

Wetlands are those areas that are inundated or saturated by surface or 
groundwater at a frequency and duration sufficient to support, and that 
under normal circumstances do support, a prevalence of vegetation typically 
adapted for life in saturated soil conditions.

1.2.20   Universal Waste

The universal waste regulations streamline collection requirements for 
certain hazardous wastes in the following categories: batteries, 
pesticides, mercury-containing equipment (for example, thermostats), and 
lamps (for example, fluorescent bulbs).  The rule is designed to reduce 
hazardous waste in the municipal solid waste (MSW) stream by making it 
easier for universal waste handlers to collect these items and send them 
for recycling or proper disposal.  These regulations can be found at 
40 CFR 273.

1.3   SUBMITTALS

Government approval is required for allsubmittals in accordance with 
Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

SD-06 Test Reports

SD-07 Certificates

SD-11 Closeout Submittals

Disposal Documentation for Hazardous and Regulated Waste

Contractor Hazardous Material Inventory Log

Hazardous Waste/Debris Management

1.4   ENVIRONMENTAL PROTECTION REQUIREMENTS

Provide and maintain, during the life of the contract, environmental 
protection as defined.  Plan for and provide environmental protective 
measures to control pollution that develops during construction practice.  
Plan for and provide environmental protective measures required to correct 
conditions that develop during the construction of permanent or temporary 
environmental features associated with the project.  Protect the 
environmental resources within the project boundaries and those affected 
outside the limits of permanent work during the entire duration of this 
Contract.  Comply with federal, state, and local regulations pertaining to 
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the environment, including water, air, solid waste, hazardous waste and 
substances, oily substances, and noise pollution.

Tests and procedures assessing whether construction operations comply with 
Applicable Environmental Laws may be required.  Analytical work must be 
performed by qualified laboratories; and where required by law, the 
laboratories must be certified.

1.5   SPECIAL ENVIRONMENTAL REQUIREMENTS

Comply with the special environmental requirements listed here.

1.6   QUALITY ASSURANCE

1.6.1   Non-Compliance Notifications

The Contracting Officer will notify the Contractor in writing of any 
observed noncompliance with federal, state or local environmental laws or 
regulations, permits, and other elements of the Contractor's EPP.  After 
receipt of such notice, inform the Contracting Officer of the proposed 
corrective action and take such action when approved by the Contracting 
Officer.  The Contracting Officer may issue an order stopping all or part 
of the work until satisfactory corrective action has been taken.  No time 
extensions will be granted or equitable adjustments allowed for any such 
suspensions.  This is in addition to any other actions the Contracting 
Officer may take under the contract, or in accordance with the Federal 
Acquisition Regulation or Federal Law.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

3.1   PROTECTION OF NATURAL RESOURCES

Minimize interference with, disturbance to, and damage to fish, wildlife, 
and plants, including their habitats.  Prior to the commencement of 
activities, consult with the Installation Environmental Office, regarding 
rare species or sensitive habitats that need to be protected.  The 
protection of rare, threatened, and endangered animal and plant species 
identified, including their habitats, is the Contractor's responsibility.

Preserve the natural resources within the project boundaries and outside 
the limits of permanent work.  Restore to an equivalent or improved 
condition upon completion of work that is consistent with the requirements 
of the Installation Environmental Office or as otherwise specified.  
Confine construction activities to within the limits of the work indicated 
or specified.

3.1.1   Flow Ways

Do not alter water flows or otherwise significantly disturb the native 
habitat adjacent to the project and critical to the survival of fish and 
wildlife, except as specified and permitted.

3.1.2   Vegetation

Except in areas to be cleared, do not remove, cut, deface, injure, or 
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destroy trees or shrubs without the Contracting Officer's permission.  Do 
not fasten or attach ropes, cables, or guys to existing nearby trees for 
anchorages unless authorized by the Contracting Officer.  Where such use of 
attached ropes, cables, or guys is authorized, the Contractor is 
responsible for any resultant damage.

Protect existing trees that are to remain to ensure they are not injured, 
bruised, defaced, or otherwise damaged by construction operations.  Remove 
displaced rocks from uncleared areas.  Coordinate with the Contracting 
Officer and Installation Environmental Office to determine appropriate 
action for trees and other landscape features scarred or damaged by 
equipment operations.

3.1.3   Streams

Stream crossings must allow movement of materials or equipment without 
violating water pollution control standards of the federal, state, and 
local governments.  Construction of stream crossing structures must be in 
compliance with any required permits including, but not limited to, Clean 
Water Act Section 404, and Section 401 Water Quality.

The Contracting Officer's approval and appropriate permits are required 
before any equipment will be permitted to ford live streams.  In areas 
where frequent crossings are required, install temporary culverts or 
bridges.  Obtain Contracting Officer's approval prior to installation.  
Remove temporary culverts or bridges upon completion of work, and repair 
the area to its original condition unless otherwise required by the 
Contracting Officer.

3.2   STORMWATER

Do not discharge stormwater from construction sites to the sanitary sewer.  
If the water is noted or suspected of being contaminated, it may only be 
released to the storm drain system if the discharge is specifically 
permitted.  Obtain authorization in advance from the Installation 
Environmental Office for any release of contaminated water.

3.2.1   Erosion and Sediment Control Measures

Provide erosion and sediment control measures in accordance with state and 
local laws and regulations.  Preserve vegetation to the maximum extent 
practicable.

Erosion control inspection reports may be compiled as part of a stormwater 
pollution prevention plan inspection reports.

3.2.2   Work Area Limits

Mark the areas that need not be disturbed under this Contract prior to 
commencing construction activities.  Mark or fence isolated areas within 
the general work area that are not to be disturbed.  Protect monuments and 
markers before construction operations commence.  Where construction 
operations are to be conducted during darkness, any markers must be visible 
in the dark.  Personnel must be knowledgeable of the purpose for marking 
and protecting particular objects.

3.2.3   Contractor Facilities and Work Areas

Place field offices, staging areas, stockpile storage, and temporary 
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buildings in areas designated on the drawings or as directed by the 
Contracting Officer.  Move or relocate the Contractor facilities only when 
approved by the Government.  Provide erosion and sediment controls for 
onsite borrow and spoil areas to prevent sediment from entering nearby 
waters.  Control temporary excavation and embankments for plant or work 
areas to protect adjacent areas.

3.2.4   Municipal Separate Storm Sewer System (MS4) Management

Comply with the Installation's MS4 permit requirements.

3.3   SURFACE AND GROUNDWATER

3.3.1   Cofferdams, Diversions, and Dewatering 

Construction operations for dewatering, removal of cofferdams, tailrace 
excavation, and tunnel closure must be constantly controlled to maintain 
compliance with existing state water quality standards and designated uses 
of the surface water body.  Comply with the State of North Carolina water 
quality standards and anti-degradation provisions.  Do not discharge 
excavation ground water to the sanitary sewer, storm drains, or to surface 
waters without prior specific authorization in writing from the 
Installation Environmental Office.  Discharge of hazardous substances will 
not be permitted under any circumstances.  Use sediment control BMPs to 
prevent construction site runoff from directly entering any storm drain or 
surface waters.

If the construction dewatering is noted or suspected of being contaminated, 
it may only be released to the storm drain system if the discharge is 
specifically permitted.  Obtain authorization for any contaminated 
groundwater release in advance from the Installation Environmental Officer 
and the federal or state authority, as applicable.  Discharge of hazardous 
substances will not be permitted under any circumstances.

3.3.2   Waters of the United States

Do not enter, disturb, destroy, or allow discharge of contaminants into 
waters of the United States.  The protection of waters of the United States 
shown on the drawings in accordance with paragraph LICENSES AND PERMITS is 
the Contractor's responsibility.  Authorization to enter specific waters of 
the United States identified does not relieve the Contractor from any 
obligation to protect other waters of the United States within, adjacent 
to, or in the vicinity of the construction site and associated boundaries.

3.4   AIR RESOURCES

Equipment operation, activities, or processes will be in accordance with 
40 CFR 64 and state air emission and performance laws and standards.

3.4.1   Burning 

Burning is prohibited on the Government premises. 

3.4.2   Class I and II ODS Prohibition

Class I and II ODS are Government property and must be returned to the 
Government for appropriate management.  Coordinate with the Installation 
Environmental Office to determine the appropriate location for turn in of 
all reclaimed refrigerant.
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3.4.3   Accidental Venting of Refrigerant

Accidental venting of a refrigerant is a release and must be reported 
immediately to the Contracting Officer.

3.4.4   EPA Certification Requirements

Heating and air conditioning technicians must be certified through an 
EPA-approved program.  Maintain copies of certifications at the employees' 
places of business; technicians must carry certification wallet cards, as 
provided by environmental law.

3.4.5   Dust Control

Keep dust down at all times, including during nonworking periods.  Sprinkle 
or treat, with dust suppressants, the soil at the site, haul roads, and 
other areas disturbed by operations.  Dry power brooming will not be 
permitted.  Instead, use vacuuming, wet mopping, wet sweeping, or wet power 
brooming.  Air blowing will be permitted only for cleaning nonparticulate 
debris such as steel reinforcing bars.  Only wet cutting will be permitted 
for cutting concrete blocks, concrete, and bituminous concrete.  Do not 
unnecessarily shake bags of cement, concrete mortar, or plaster.

3.4.5.1   Particulates

Dust particles, aerosols and gaseous by-products from construction 
activities, and processing and preparation of materials (such as from 
asphaltic batch plants) must be controlled at all times, including 
weekends, holidays, and hours when work is not in progress.  Maintain 
excavations, stockpiles, haul roads, permanent and temporary access roads, 
plant sites, spoil areas, borrow areas, and other work areas within or 
outside the project boundaries free from particulates that would exceed 
40 CFR 50, state, and local air pollution standards or that would cause a 
hazard or a nuisance.  Sprinkling, chemical treatment of an approved type, 
baghouse, scrubbers, electrostatic precipitators, or other methods will be 
permitted to control particulates in the work area.  Sprinkling, to be 
efficient, must be repeated to keep the disturbed area damp.  Provide 
sufficient, competent equipment available to accomplish these tasks.  
Perform particulate control as the work proceeds and whenever a particulate 
nuisance or hazard occurs.  Comply with state and local visibility 
regulations.

3.4.6   Odors

Control odors from construction activities.  The odors must be in 
compliance with state regulations and local ordinances and may not 
constitute a health hazard.

3.5   WASTE MINIMIZATION

Minimize the use of hazardous materials and the generation of waste.  
Include procedures for pollution prevention/ hazardous waste minimization 
in the Hazardous Waste Management Section of the EPP.  Obtain a copy of the 
installation's Pollution Prevention/Hazardous Waste Minimization Plan for 
reference material when preparing this part of the EPP.  If no written plan 
exists, obtain information by contacting the Contracting Officer.  Describe 
the anticipated types of the hazardous materials to be used in the 
construction when requesting information.
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3.5.1   Salvage, Reuse and Recycle

Identify anticipated materials and waste for salvage, reuse, and 
recycling.  Describe actions to promote material reuse, resale or 
recycling.  To the extent practicable, all scrap metal must be sent for 
reuse or recycling and will not be disposed of in a landfill.

Include the name, physical address, and telephone number of the hauler, if 
transported by a franchised solid waste hauler.  Include the destination 
and, unless exempted, provide a copy of the state or local permit (cover) 
or license for recycling.

3.6   WASTE MANAGEMENT AND DISPOSAL

3.6.1   Solid Waste Management

3.6.1.1   Control and Management of Solid Wastes

Pick up solid wastes, and place in covered containers that are regularly 
emptied.  Do not prepare or cook food on the project site.  Prevent 
contamination of the site or other areas when handling and disposing of 
wastes.  At project completion, leave the areas clean.  Employ segregation 
measures so that no hazardous or toxic waste will become co-mingled with 
non-hazardous solid waste.  Transport solid waste off Government property 
and dispose of it in compliance with 40 CFR 260, state, and local 
requirements for solid waste disposal.  A Subtitle D RCRA permitted 
landfill is the minimum acceptable offsite solid waste disposal option.  
Verify that the selected transporters and disposal facilities have the 
necessary permits and licenses to operate. Solid waste disposal offsite 
must comply with most stringent local, state, and federal requirements, 
including 40 CFR 241, 40 CFR 243, and 40 CFR 258.

Manage hazardous material used in construction, including but not limited 
to, aerosol cans, waste paint, cleaning solvents, contaminated brushes, and 
used rags, in accordance with 49 CFR 173.

3.6.2   Control and Management of Hazardous Waste

Do not dispose of hazardous waste on Government property.  Do not discharge 
any waste to a sanitary sewer, storm drain, or to surface waters or conduct 
waste treatment or disposal on Government property without written approval 
of the Contracting Officer.

3.6.2.1   Hazardous Waste/Debris Management

Identify construction activities that will generate hazardous waste or 
debris.  Provide a documented waste determination for resultant waste 
streams.  Identify, label, handle, store, and dispose of hazardous waste or 
debris in accordance with federal, state, and local regulations, including 
40 CFR 261, 40 CFR 262, 40 CFR 263, 40 CFR 264, 40 CFR 265, 40 CFR 266, and 
40 CFR 268.

Manage hazardous waste in accordance with the approved Hazardous Waste 
Management Section of the EPP.  Store hazardous wastes in approved 
containers in accordance with 49 CFR 173 and 49 CFR 178.  Hazardous waste 
generated within the confines of Government facilities is identified as 
being generated by the Government.  Prior to removal of any hazardous waste 
from Government property, hazardous waste manifests must be signed by 
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personnel from the Installation Environmental Office.  Do not bring 
hazardous waste onto Government property.  Provide the Contracting Officer 
with a copy of waste determination documentation for any solid waste 
streams that have any potential to be hazardous waste or contain any 
chemical constituents listed in 40 CFR 372-SUBPART D.

3.6.2.2   Waste Storage/Satellite Accumulation/90 Day Storage Areas

Accumulate hazardous waste at satellite accumulation points and in 
compliance with 40 CFR 262.34 and applicable state or local regulations.  
Individual waste streams will be limited to 55 gallons of accumulation (or 
1 quart for acutely hazardous wastes).  If the Contractor expects to 
generate hazardous waste at a rate and quantity that makes satellite 
accumulation impractical, the Contractor may request a temporary 90 day 
accumulation point be established.  Submit a request in writing to the 
Contracting Officer and provide the following information (Attach Site Plan 
to the Request):

Contract Number

Contractor

Haz/Waste or Regulated Waste POC

Phone Number

Type of Waste

Source of Waste

Emergency POC

Phone Number

Location of the Site

Attach a Waste Determination form for the expected waste streams.  Allow 10 
working days for processing this request.  Additional compliance 
requirements (e.g. training and contingency planning) that may be required 
are the responsibility of the Contractor.  Barricade the designated area 
where waste is being stored and post a sign identifying as follows:

"DANGER - UNAUTHORIZED PERSONNEL KEEP OUT"

3.6.2.3   Hazardous Waste Disposal

3.6.2.3.1   Responsibilities for Contractor's Disposal

Provide hazardous waste manifest to the Installations Environmental Office 
for review, approval, and signature prior to shipping waste off Government 
property.

3.6.2.3.1.1   Services

Provide service necessary for the final treatment or disposal of the 
hazardous material or waste in accordance with 40 CFR 260, local, and 
state, laws and regulations, and the terms and conditions of the Contract 
within 60 days after the materials have been generated.  These services 
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include necessary personnel, labor, transportation, packaging, detailed 
analysis (if required for disposal or transportation, include manifesting 
or complete waste profile sheets, equipment, and compile documentation).

3.6.2.3.1.2   Samples

Obtain a representative sample of the material generated for each job done 
to provide waste stream determination.

3.6.2.3.1.3   Analysis

Analyze each sample taken and provide analytical results to the Contracting 
Officer.  See paragraph WASTE DETERMINATION DOCUMENTATION.

3.6.2.3.1.4   Labeling

Determine the Department of Transportation's (DOT's) proper shipping names 
for waste (each container requiring disposal) and demonstrate to the 
Contracting Officer how this determination is developed and supported by 
the sampling and analysis requirements contained herein.  Label all 
containers of hazardous waste with the words "Hazardous Waste" or other 
words to describe the contents of the container in accordance with 
40 CFR 262.31 and applicable state or local regulations.

3.6.2.3.2   Contractor Disposal Turn-In Requirements

Hazardous waste generated must be disposed of in accordance with the 
following conditions to meet installation requirements:

a.  Drums must be compatible with waste contents and drums must meet 
DOT requirements for 49 CFR 173 for transportation of materials.

b.  Band drums to wooden pallets.

c.  No more than three 55 gallon drums or two 85 gallon over packs are 
to be banded to a pallet.

d.  Band using 1-1/4 inch minimum band on upper third of drum.

e.  Provide label in accordance with 49 CFR 172.101.

f.  Leave 3 to 5 inches of empty space above volume of material.

3.6.2.4   Universal Waste Management

Manage the following categories of universal waste in accordance with 
federal, state, and local requirements and installation instructions:

a.  Batteries as described in 40 CFR 273.2

b.  Lamps as described in 40 CFR 273.5

c.  Mercury-containing equipment as described in 40 CFR 273.4

Mercury is prohibited in the construction of this facility, unless 
specified otherwise, and with the exception of mercury vapor lamps and 
fluorescent lamps.  Dumping of mercury-containing materials and devices 
such as mercury vapor lamps, fluorescent lamps, and mercury switches, in 
rubbish containers is prohibited.  Remove without breaking, pack to prevent 
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breakage, and transport out of the activity in an unbroken condition for 
disposal as directed.

3.6.2.5   Electronics End-of-Life Management

Recycle or dispose of electronics waste, including, but not limited to, 
used electronic devices such computers, monitors, hard-copy devices, 
televisions, mobile devices, in accordance with 40 CFR 260-262, state, and 
local requirements, and installation instructions.

3.6.2.6   Disposal Documentation for Hazardous and Regulated Waste

Contact the Contracting Officer for the facility RCRA identification number 
that is to be used on each manifest.

3.6.3   Releases/Spills of Oil and Hazardous Substances

3.6.3.1   Response and Notifications

Exercise due diligence to prevent, contain, and respond to spills of 
hazardous material, hazardous substances, hazardous waste, sewage, 
regulated gas, petroleum, lubrication oil, and other substances regulated 
in accordance with 40 CFR 300.  Maintain spill cleanup equipment and 
materials at the work site.  In the event of a spill, take prompt, 
effective action to stop, contain, curtail, or otherwise limit the amount, 
duration, and severity of the spill/release.  In the event of any releases 
of oil and hazardous substances, chemicals, or gases; immediately (within 
15 minutes) notify the Installation Fire Department, the Installation 
Command Duty Officer, the Installation Environmental Office, the 
Contracting Officer.

Submit verbal and written notifications as required by the federal (
40 CFR 300.125 and 40 CFR 355), state, local regulations and instructions.  
Provide copies of the written notification and documentation that a verbal 
notification was made within 20 days.  Spill response must be in accordance 
with 40 CFR 300 and applicable state and local regulations.  Contain and 
clean up these spills without cost to the Government.

3.6.3.2   Clean Up

Clean up hazardous and non-hazardous waste spills.  Reimburse the 
Government for costs incurred including sample analysis materials, 
clothing, equipment, and labor if the Government will initiate its own 
spill cleanup procedures, for Contractor- responsible spills, when: Spill 
cleanup procedures have not begun within one hour of spill 
discovery/occurrence; or, in the Government's judgment, spill cleanup is 
inadequate and the spill remains a threat to human health or the 
environment.

3.6.4   Mercury Materials

Immediately report to the Environmental Office and the Contracting Officer 
instances of breakage or mercury spillage.  Clean mercury spill area to the 
satisfaction of the Contracting Officer.

Do not recycle a mercury spill cleanup; manage it as a hazardous waste for 
disposal.
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3.6.5   Wastewater

3.6.5.1   Disposal of wastewater must be as specified below.

3.6.5.1.1   Treatment

Do not allow wastewater from construction activities, such as onsite 
material processing, concrete curing, foundation and concrete clean-up, 
water used in concrete trucks, and forms to enter water ways or to be 
discharged prior to being treated to remove pollutants.  Dispose of the 
construction- related waste water off-Government property in accordance 
with 40 CFR 403, state, regional, and local laws and regulations.

3.6.5.1.2   Surface Discharge

For discharge of ground water,surface discharge in accordance with federal, 
state, and local laws and regulations.

3.7   HAZARDOUS MATERIAL MANAGEMENT

Include hazardous material control procedures in the Safety Plan, in 
accordance with Section 01 35 26 GOVERNMENTAL SAFETY REQUIREMENTS.  Address 
procedures and proper handling of hazardous materials, including the 
appropriate transportation requirements.  Do not bring hazardous material 
onto Government property that does not directly relate to requirements for 
the performance of this contract.  Submit an SDS and estimated quantities 
to be used for each hazardous material to the Contracting Officer prior to 
bringing the material on the installation.  Typical materials requiring SDS 
and quantity reporting include, but are not limited to, oil and latex based 
painting and caulking products, solvents, adhesives, aerosol, and petroleum 
products.  Use hazardous materials in a manner that minimizes the amount of 
hazardous waste generated.  Containers of hazardous materials must have 
National Fire Protection Association labels or their equivalent.  Certify 
that hazardous materials removed from the site are hazardous materials and 
do not meet the definition of hazardous waste, in accordance with 40 CFR 261.

3.7.1   Contractor Hazardous Material Inventory Log

Submit the "Contractor Hazardous Material Inventory Log"(found at: 
http://www.wbdg.org/ccb/NAVGRAPH/graphtoc.pdf), which provides information 
required by (EPCRA Sections 312 and 313) along with corresponding SDS, to 
the Contracting Officer at the start and at the end of construction (30 
days from final acceptance), and update no later than January 31 of each 
calendar year during the life of the contract.  Keep copies of the SDSs for 
hazardous materials onsite. At the end of the project, provide the 
Contracting Officer with copies of the SDSs, and the maximum quantity of 
each material that was present at the site at any one time, the dates the 
material was present, the amount of each material that was used during the 
project, and how the material was used.

The Contracting Officer may request documentation for any spills or 
releases, environmental reports, or off-site transfers.

3.8   PREVIOUSLY USED EQUIPMENT

Clean previously used construction equipment prior to bringing it onto the 
project site.  Equipment must be free from soil residuals, egg deposits 
from plant pests, noxious weeds, and plant seeds.  Consult with the U.S. 
Department of Agriculture jurisdictional office for additional cleaning 
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requirements.

3.9   CONTROL AND MANAGEMENT OF ASBESTOS-CONTAINING MATERIAL (ACM)

Manage and dispose of asbestos- containing waste in accordance with 
40 CFR 61.    Manifest asbestos-containing waste and provide the manifest 
to the Contracting Officer.  Notifications to the state and Installation 
Air Program Manager are required before starting any asbestos work.

3.10   CONTROL AND MANAGEMENT OF LEAD-BASED PAINT (LBP)

Manage and dispose of lead-contaminated waste in accordance with 40 CFR 745 
and Manifest any lead-contaminated waste and provide the manifest to the 
Contracting Officer.

3.11   CONTROL AND MANAGEMENT OF POLYCHLORINATED BIPHENYLS (PCBS)

Manage and dispose of PCB-contaminated waste in accordance with 40 CFR 761 .

3.12   CONTROL AND MANAGEMENT OF LIGHTING BALLAST AND LAMPS CONTAINING PCBS

Manage and dispose of contaminated waste in accordance with 40 CFR 761.

3.13   MILITARY MUNITIONS

In the event military munitions, as defined in 40 CFR 260, are discovered 
or uncovered, immediately stop work in that area and immediately inform the 
Contracting Officer.

3.14   PETROLEUM, OIL, LUBRICANT (POL) STORAGE AND FUELING

POL products include flammable or combustible liquids, such as gasoline, 
diesel, lubricating oil, used engine oil, hydraulic oil, mineral oil, and 
cooking oil.  Store POL products and fuel equipment and motor vehicles in a 
manner that affords the maximum protection against spills into the 
environment.  Manage and store POL products in accordance with EPA 
40 CFR 112, and other federal, state, regional, and local laws and 
regulations.  Use secondary containments, dikes, curbs, and other barriers, 
to prevent POL products from spilling and entering the ground, storm or 
sewer drains, stormwater ditches or canals, or navigable waters of the 
United States.  

3.14.1   Used Oil Management

Manage used oil generated on site in accordance with 40 CFR 279.  Determine 
if any used oil generated while onsite exhibits a characteristic of 
hazardous waste.  Used oil containing 1,000 parts per million of solvents 
is considered a hazardous waste and disposed of at the Contractor's 
expense.  Used oil mixed with a hazardous waste is also considered a 
hazardous waste.  Dispose in accordance with paragraph HAZARDOUS WASTE 
DISPOSAL.

3.14.2   Oil Storage Including Fuel Tanks

Provide secondary containment and overfill protection for oil storage 
tanks.  A berm used to provide secondary containment must be of sufficient 
size and strength to contain the contents of the tanks plus 5 inches 
freeboard for precipitation.  Construct the berm to be impervious to oil 
for 72 hours that no discharge will permeate, drain, infiltrate, or 
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otherwise escape before cleanup occurs.  Use drip pans during oil transfer 
operations; adequate absorbent material must be onsite to clean up any 
spills and prevent releases to the environment.  Cover tanks and drip pans 
during inclement weather.  Provide procedures and equipment to prevent 
overfilling of tanks.  If tanks and containers with an aggregate 
aboveground capacity greater than 1320 gallons will be used onsite (only 
containers with a capacity of 55 gallons or greater are counted), provide 
and implement a SPCC plan meeting the requirements of 40 CFR 112.  Do not 
bring underground storage tanks to the installation for Contractor use 
during a project.  Submit the SPCC plan to the Contracting Officer for 
approval.

Monitor and remove any rainwater that accumulates in open containment dikes 
or berms.  Inspect the accumulated rainwater prior to draining from a 
containment dike to the environment, to determine there is no oil sheen 
present.

3.15   INADVERTENT DISCOVERY OF PETROLEUM-CONTAMINATED SOIL OR HAZARDOUS 
WASTES

If petroleum-contaminated soil, or suspected hazardous waste is found 
during construction that was not identified in the Contract documents, 
immediately notify the Contracting Officer.  Do not disturb this material 
until authorized by the Contracting Officer.

3.16   CHLORDANE

Evaluate excess soils and concrete foundation debris generated during the 
demolition of housing units or other wooden structures for the presence of 
chlordane or other pesticides prior to reuse or final disposal.

3.17   SOUND INTRUSION

Make the maximum use of low-noise emission products, as certified by the 
EPA.  Blasting or use of explosives are not permitted without written 
permission from the Contracting Officer, and then only during the 
designated times.  

Keep construction activities under surveillance and control to minimize 
environment damage by noise.  

3.18   POST CONSTRUCTION CLEANUP

Clean up areas used for construction in accordance with Contract Clause: 
"Cleaning Up".  Unless otherwise instructed in writing by the Contracting 
Officer, remove traces of temporary construction facilities such as haul 
roads, work area, structures, foundations of temporary structures, 
stockpiles of excess or waste materials, and other vestiges of construction 
prior to final acceptance of the work.  Grade parking area and similar 
temporarily used areas to conform with surrounding contours.

    -- End of Section --
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SECTION 01 78 00

CLOSEOUT SUBMITTALS
08/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E1971 (2005; R 2011) Stewardship for the 
Cleaning of Commercial and Institutional 
Buildings

GREEN SEAL (GS)

GS-37 (2000; R 2009) Industrial and 
Institutional Cleaners

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

As-Built Record of Equipment and Materials
Warranty Management Plan
Warranty Tags
Final Cleaning
Spare Parts Data

SD-08 Manufacturer's Instructions

Preventative Maintenance
Condition Monitoring (Predictive Testing)
Inspection
Posted Instructions

SD-10 Operation and Maintenance Data

Operation and Maintenance Manuals

SD-11 Closeout Submittals

Record Drawings

Interim Form DD1354; G
Checklist for Form DD1354; G
NAVFAC Sustainable & Energy Data Record Card; G
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1.3   PROJECT RECORD DOCUMENTS

1.3.1   Record Drawings

Drawings showing final as-built conditions of the project.  This paragraph 
covers record drawings complete, as a requirement of the contract.  The 
terms "drawings," "contract drawings," "drawing files," "working record 
drawings" and "final record drawings" refer to contract drawings which are 
revised to be used for final record drawings showing as-built conditions.  
The final record drawings must consist of one set of electronic PDF drawing 
files in the specified format, 2 sets of prints, and one set of the 
approved working Record drawings. 

1.3.1.1   Working Record and Final Record Drawings

Revise 2 sets of paper drawings by red-line process to show the as-built 
conditions during the prosecution of the project.  Keep these working 
as-built marked drawings current on a weekly basis and at least one set 
available on the jobsite at all times.  Changes from the contract plans 
which are made in the work or additional information which might be 
uncovered in the course of construction must be accurately and neatly 
recorded as they occur by means of details and notes.  Prepare final record 
(as-built) drawings after the completion of each definable feature of work 
as listed in the Contractor QC Plan (Foundations, Utilities, Structural 
Steel, etc., as appropriate for the project).  The working as-built marked 
prints and final record (as-built) drawings will be jointly reviewed for 
accuracy and completeness by the Contracting Officer and the Contractor 
prior to submission of each monthly pay estimate.  If the Contractor fails 
to maintain the working and final record drawings as specified herein, the 
Contracting Officer will deduct from the monthly progress payment an amount 
representing the estimated cost of maintaining the record drawings.  This 
monthly deduction will continue until an agreement can be reached between 
the Contracting Officer and the Contractor regarding the accuracy and 
completeness of updated drawings.  Show on the working and final record 
drawings , but not limited to, the following information:

a.  The actual location, kinds and sizes of all sub-surface utility lines.  
In order that the location of these lines and appurtenances may be 
determined in the event the surface openings or indicators become 
covered over or obscured, show by offset dimensions to two permanently 
fixed surface features the end of each run including each change in 
direction on the record drawings.  Locate valves, splice boxes and 
similar appurtenances by dimensioning along the utility run from a 
reference point.  Also record the average depth below the surface of 
each run.

b.  The location and dimensions of any changes within the building 
structure.

c.  Correct grade, elevations, cross section, or alignment of roads, 
earthwork, structures or utilities if any changes were made from 
contract plans.

d.  Changes in details of design or additional information obtained from 
working drawings specified to be prepared and/or furnished by the 
Contractor; including but not limited to fabrication, erection, 
installation plans and placing details, pipe sizes, insulation 
material, dimensions of equipment foundations, etc.
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e.  The topography, invert elevations and grades of drainage installed or 
affected as part of the project construction.

f.  Changes or modifications which result from the final inspection.

g.  Where contract drawings or specifications present options, show only 
the option selected for construction on the final as-built prints.

h.  If borrow material for this project is from sources on Government 
property, or if Government property is used as a spoil area, furnish a 
contour map of the final borrow pit/spoil area elevations.

i.  Systems designed or enhanced by the Contractor, such as HVAC controls, 
fire alarm, fire sprinkler, and irrigation systems.

j.  Modifications (include within change order price the cost to change 
working and final record drawings to reflect modifications) and 
compliance with the following procedures.

(1)  Follow directions in the modification for posting descriptive 
changes.

(2)  Place a Modification Circle at the location of each deletion.

(3)  For new details or sections which are added to a drawing, place a 
Modification Circle by the detail or section title.

(4)  For minor changes, place a Modification Circle by the area 
changed on the drawing (each location).

(5)  For major changes to a drawing, place a Modification Circle by 
the title of the affected plan, section, or detail at each 
location.

(6)  For changes to schedules or drawings, place a Modification Circle 
either by the schedule heading or by the change in the schedule.

(7)  The Modification Circle size shall be 1/2 inch diameter unless 
the area where the circle is to be placed is crowded.  Smaller 
size circle shall be used for crowded areas.

1.3.1.2   Drawing Preparation

Modify the record drawings as may be necessary to correctly show the 
features of the project as it has been constructed by bringing the contract 
set into agreement with approved working as-built prints, and adding such 
additional drawings as may be necessary.  These working as-built marked 
prints must be neat, legible and accurate.  These drawings are part of the 
permanent records of this project and must be returned to the Contracting 
Officer after approval by the Government.  Any drawings damaged or lost by 
the Contractor must be satisfactorily replaced by the Contractor at no 
expense to the Government.

1.3.1.3   Payment

No separate payment will be made for record drawings required under this 
contract, and all costs accrued in connection with such drawings are 
considered a subsidiary obligation of the Contractor.
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1.3.2   As-Built Record of Equipment and Materials

Furnish 2 copies of preliminary record of equipment and materials used on 
the project 15 days prior to final inspection.  This preliminary submittal 
will be reviewed and returned 2 days after final inspection with Government 
comments.  Submit 2 sets of final record of equipment and materials 10 days 
after final inspection.  Key the designations to the related area depicted 
on the contract drawings.  List the following data:

RECORD OF DESIGNATED EQUIPMENT AND MATERIALS DATA

Description Specification 
Section

Manufacturer 
and Catalog, 
Model, and 
Serial Number

Composition 
and Size

Where Used

1.3.3   Final Approved Shop Drawings

Furnish final approved project shop drawings 30 days after transfer of the 
completed facility.

1.3.4   Real Property Equipment

Furnish a list of installed equipment furnished under this contract.  
Include all information usually listed on manufacturer's name plate.  In 
the "EQUIPMENT-IN-PLACE LIST" include, as applicable, the following for 
each piece of equipment installed:  description of item, location (by room 
number), model number, serial number, capacity, name and address of 
manufacturer, name and address of equipment supplier, condition, spare 
parts list, manufacturer's catalog, and warranty.  Furnish a draft list at 
time of transfer.  Furnish the final list 30 days after transfer of the 
completed facility.

1.4   SPARE PARTS DATA

  Submit two copies of the Spare Parts Data list.

a.  Indicate manufacturer's name, part number, nomenclature, and stock 
level required for maintenance and repair.  List those items that may 
be standard to the normal maintenance of the system.

b.  Supply items of each part for spare parts inventory.  Provision of 
spare parts does not relieve the Contractor of responsibilities listed 
under the contract guarantee provisions.

1.5   PREVENTATIVE MAINTENANCE

Submit Preventative Maintenance, Condition Monitoring (Predictive Testing) 
and Inspection schedules with instructions that state when systems should 
be retested.

a.  Define the anticipated length of each test, test apparatus, number of 
personnel identified by responsibility, and a testing validation 
procedure permitting the record operation capability requirements 
within the schedule.  Provide a signoff blank for the Contractor and 
Contracting Officer for each test feature; e.g., gpm, rpm, psi.  
Include a remarks column for the testing validation procedure 
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referencing operating limits of time, pressure, temperature, volume, 
voltage, current, acceleration, velocity, alignment, calibration, 
adjustments, cleaning, or special system notes.  Delineate procedures 
for preventative maintenance, inspection, adjustment, lubrication and 
cleaning necessary to minimize corrective maintenance and repair.

b.  Repair requirements must inform operators how to check out, 
troubleshoot, repair, and replace components of the system.  Include 
electrical and mechanical schematics and diagrams and diagnostic 
techniques necessary to enable operation and troubleshooting of the 
system after acceptance.

1.6   CERTIFICATION OF EPA DESIGNATED ITEMS

Submit the Certification of EPA Designated Items as required by FAR 
52.223-9, "Certification and Estimate of Percentage of Recovered Material 
Content for EPA Designated Items".  Include on the certification form the 
following information: project name, project number, Contractor name, 
license number, Contractor address, and certification.  The certification 
will read as follows and be signed and dated by the Contractor.  "I hereby 
certify the information provided herein is accurate and that the 
requisition/procurement of all materials listed on this form comply with 
current EPA standards for recycled/recovered/biobased materials content.  
The following exemptions may apply to the non-procurement of 
recycled/recovered/biobased content materials: 1) The product does not meet 
appropriate performance standards; 2) The product is not available within a 
reasonable time frame; 3) The product is not available competitively (from 
two or more sources); 4) The product is only available at an unreasonable 
price (compared with a comparable non-recycled content product)."  Record 
each product used in the project that has a requirement or option of 
containing recycled, recovered, or biobased content, noting total price, 
total value of post-industrial recycled content, total value of 
post-consumer recycled content, total value of biobased content, exemptions 
(1, 2, 3, or 4, as indicated), and comments.  Recycled and biobased content 
values may be determined by weight or volume percent, but must be 
consistent throughout.

1.7   WARRANTY MANAGEMENT

1.7.1   Warranty Management Plan

Develop a warranty management plan.  Include within the warranty management 
plan all required actions and documents to assure that the Government 
receives all warranties to which it is entitled.  The plan must be in 
narrative form and contain sufficient detail to render it suitable for use 
by future maintenance and repair personnel, whether tradesmen, or of 
engineering background, not necessarily familiar with this contract.  The 
term "status" as indicated below must include due date and whether item has 
been submitted or was accomplished.  Warranty information made available 
during the construction phase must be submitted to the Contracting Officer 
for approval prior to each monthly pay estimate.  Assemble approved 
information in a binder and turn over to the Government upon acceptance of 
the work.  The construction warranty period will begin on the date of 
project acceptance and continue for the full product warranty period.  A 
joint 4 month and 9 month warranty inspection will be conducted, measured 
from time of acceptance, by the Contractor, Contracting Officer and the 
Customer Representative.  Include within the warranty management plan , but 
not limited to, the following:
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a.  Roles and responsibilities of all personnel associated with the 
warranty process, including points of contact and telephone numbers 
within the organizations of the Contractors, Sub-Contractors, 
manufacturers or suppliers involved.

b.  Furnish with each warranty the name, address, and telephone number of 
each of the guarantor's representatives nearest to the project location.

c.  Listing and status of delivery of all Certificates of Warranty for 
extended warranty items, to include roofs, HVAC balancing, pumps, 
motors, transformers, and for all commissioned systems such as fire 
protection and alarm systems, sprinkler systems, lightning protection 
systems, etc.

d.  A list for each warranted equipment, item, feature of construction or 
system indicating:

(1)  Name of item.
(2)  Model and serial numbers.
(3)  Location where installed.
(4)  Name and phone numbers of manufacturers or suppliers.
(5)  Names, addresses and telephone numbers of sources of spare parts.
(6)  Warranties and terms of warranty.  Include one-year overall 

warranty of construction, including the starting date of warranty 
of construction.  Items which have extended warranties must be 
indicated with separate warranty expiration dates.

(7)  Cross-reference to warranty certificates as applicable.
(8)  Starting point and duration of warranty period.
(9)  Summary of maintenance procedures required to continue the 

warranty in force.
(10) Cross-reference to specific pertinent Operation and Maintenance 

manuals.
(11) Organization, names and phone numbers of persons to call for 

warranty service.
(12) Typical response time and repair time expected for various 

warranted equipment.

e.  The Contractor's plans for attendance at the 4 and 9 month 
post-construction warranty inspections conducted by the Government.

f.  Procedure and status of tagging of all equipment covered by extended 
warranties.

g.  Copies of instructions to be posted near selected pieces of equipment 
where operation is critical for warranty and/or safety reasons.

1.7.2   Performance Bond

The Contractor's Performance Bond must remain effective throughout the 
construction period.

a.  In the event the Contractor fails to commence and diligently pursue any 
construction warranty work required, the Contracting Officer will have 
the work performed by others, and after completion of the work, will 
charge the remaining construction warranty funds of expenses incurred 
by the Government while performing the work, including, but not limited 
to administrative expenses.

b.  In the event sufficient funds are not available to cover the 
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construction warranty work performed by the Government at the 
Contractor's expense, the Contracting Officer will have the right to 
recoup expenses from the bonding company.

c.  Following oral or written notification of required construction 
warranty repair work, respond in a timely manner.  Written verification 
will follow oral instructions.  Failure of the Contractor to respond 
will be cause for the Contracting Officer to proceed against the 
Contractor.

1.7.3   Pre-Warranty Conference

Prior to contract completion, and at a time designated by the Contracting 
Officer, meet with the Contracting Officer to develop a mutual 
understanding with respect to the requirements of this section.  
Communication procedures for Contractor notification of construction 
warranty defects, priorities with respect to the type of defect, reasonable 
time required for Contractor response, and other details deemed necessary 
by the Contracting Officer for the execution of the construction warranty 
will be established/reviewed at this meeting.  In connection with these 
requirements and at the time of the Contractor's quality control completion 
inspection, furnish the name, telephone number and address of a licensed 
and bonded company which is authorized to initiate and pursue construction 
warranty work action on behalf of the Contractor.  This point of contact 
will be located within the local service area of the warranted 
construction, be continuously available, and be responsive to Government 
inquiry on warranty work action and status.  This requirement does not 
relieve the Contractor of any of its responsibilities in connection with 
other portions of this provision.

1.7.4   Warranty Tags

At the time of installation, tag each warranted item with a durable, oil 
and water resistant tag approved by the Contracting Officer.  Attach each 
tag with a copper wire and spray with a silicone waterproof coating.  Also, 
submit two record copies of the warranty tags showing the layout and 
design.  The date of acceptance and the QC signature must remain blank 
until the project is accepted for beneficial occupancy.  Show the following 
information on the tag.
Type of 
product/material
Model number

Serial number

Contract number

Warranty period from/to

Inspector's signature

Construction Contractor

Address

Telephone number
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Warranty contact

Address

Telephone number

Warranty response time 
priority code
WARNING - PROJECT PERSONNEL TO PERFORM ONLY OPERATIONAL MAINTENANCE 
DURING THE WARRANTY PERIOD.

1.8   COMMISSIONING

1.8.1   Building Commissioning

All contract requirements for building commissioning shall be completed 
prior to contract completion.

1.9   OPERATION AND MAINTENANCE MANUALS

Submit three copies of the project operation and maintenance manuals 30 
calendar days prior to testing the system involved.  Update and resubmit 
data for final approval no later than 30 calendar days prior to contract 
completion.

1.9.1   Configuration

Operation and Maintenance Manuals must be consistent with the 
manufacturer's standard brochures, schematics, printed instructions, 
general operating procedures, and safety precautions.  Bind information in 
manual format and grouped by technical sections.  Test data must be legible 
and of good quality.  Light-sensitive reproduction techniques are 
acceptable provided finished pages are clear, legible, and not subject to 
fading.  Pages for vendor data and manuals must be bound in 3-ring, 
loose-leaf binders.  Organize data by separate index and tabbed sheets, in 
a loose-leaf binder.  Binder must lie flat with printed sheets that are 
easy to read.  Caution and warning indications must be clearly labeled.

1.9.2   Training and Instruction

Submit classroom and field instructions in the operation and maintenance of 
systems equipment where required by the technical provisions.  These 
services must be directed by the Contractor, using the manufacturer's 
factory-trained personnel or qualified representatives.  Contracting 
Officer will be given 7 calendar days written notice of scheduled 
instructional services.  Instructional materials belonging to the 
manufacturer or vendor, such as lists, static exhibits, and visual aids, 
must be made available to the Contracting Officer.

1.10   CLEANUP

Provide final cleaning in accordance with ASTM E1971 and submit two copies 
of the listing of completed final clean-up items.  Leave premises "broom 
clean."  Comply with GS-37 for general purpose cleaning and bathroom 
cleaning.  Use only nonhazardous cleaning materials, including natural 
cleaning materials, in the final cleanup.  Clean interior and exterior 
glass surfaces exposed to view; remove temporary labels, stains and foreign 
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substances; polish transparent and glossy surfaces; vacuum carpeted and 
soft surfaces.  Clean equipment and fixtures to a sanitary condition. Clean 
filters of operating equipment and comply with the Indoor Air Quality (IAQ) 
Management Plan.  Clean debris from roofs, gutters, downspouts and drainage 
systems.  Sweep paved areas and rake clean landscaped areas.  Remove waste 
and surplus materials, rubbish and construction facilities from the site.  
Recycle, salvage, and return construction and demolition waste from project 
in accordance with the Waste Management Plan.  Promptly and legally 
transport and dispose of any trash.  Do not burn, bury, or otherwise 
dispose of trash on the project site.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --
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SECTION 01 78 23

OPERATION AND MAINTENANCE DATA
08/15

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E1971 (2005; R 2011) Stewardship for the 
Cleaning of Commercial and Institutional 
Buildings

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-10 Operation and Maintenance Data

O&M Database; G
Training Plan; G
Training Outline; G
Training Content; G

SD-11 Closeout Submittals

Training Video Recording; G
Validation of Training Completion; G

1.3   OPERATION AND MAINTENANCE DATA

Submit Operation and Maintenance (O&M) Data for the provided equipment, 
product, or system, defining the importance of system interactions, 
troubleshooting, and long-term preventive operation and maintenance.  
Compile, prepare, and aggregate O&M data to include clarifying and updating 
the original sequences of operation to as-built conditions.  Organize and 
present information in sufficient detail to clearly explain O&M 
requirements at the system, equipment, component, and subassembly level.  
Include an index preceding each submittal.  Submit in accordance with this 
section and Section 01 33 00 SUBMITTAL PROCEDURES.

1.3.1   Package Quality

Documents must be fully legible.  Operation and Maintenance data must be 
consistent with the manufacturer's standard brochures, schematics, printed 
instructions, general operating procedures, and safety precautions.

1.3.2   Package Content

Provide data package content in accordance with paragraph SCHEDULE OF 
OPERATION AND MAINTENANCE DATA PACKAGES.  Comply with the data package 
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requirements specified in the individual technical sections, including the 
content of the packages and addressing each product, component, and system 
designated for data package submission, except as follows.  Use Data 
Package 5 for commissioned items without a specified data package 
requirement in the individual technical sections.  Provide a Data Package 5 
instead of Data Package 1 or 2, as specified in the individual technical 
section, for items that are commissioned.

1.3.3   Changes to Submittals

Provide manufacturer-originated changes or revisions to submitted data if a 
component of an item is so affected subsequent to acceptance of the O&M 
Data.  Submit changes, additions, or revisions required by the Contracting 
Officer for final acceptance of submitted data within 30 calendar days of 
the notification of this change requirement.

1.4   O&M DATABASE

Develop an editable, electronic spreadsheet based on the equipment in the 
Operation and Maintenance Manuals that contains the information required to 
start a preventive maintenance program.  As a minimum, provide list of 
system equipment, location installed, warranty expiration date, 
manufacturer, model, and serial number.

1.5   OPERATION AND MAINTENANCE MANUAL FILE FORMAT

Assemble data packages into electronic Operation and Maintenance Manuals.  
Assemble each manual into a composite electronically indexed file using the 
most current version of Adobe Acrobat or similar software capable of 
producing PDF file format.  Provide compact disks (CD) or data digital 
versatile disk (DVD) as appropriate, so that each one contains operation, 
maintenance and record files, project record documents, and training 
videos.  Include a complete electronically linked operation and maintenance 
directory.

1.5.1   Organization

Bookmark Product and Drawing Information documents using the current 
version of CSI Masterformat numbering system, and arrange submittals using 
the specification sections as a structure.  Use CSI Masterformat and UFGS 
numbers along with descriptive bookmarked titles that explain the content 
of the information that is being bookmarked.

1.5.2   CD or DVD Label and Disk Holder or Case

Provide the following information on the disk label and disk holder or case:

a.  Building Number

b.  Project Title

c.  Activity and Location

d.  Construction Contract Number

e.  Prepared For: (Contracting Agency)

f.  Prepared By: (Name, title, phone number and email address)
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g.  Include the disk content on the disk label

h.  Date

i.  Virus scanning program used

1.6   TYPES OF INFORMATION REQUIRED IN O&M DATA PACKAGES

The following are a detailed description of the data package items listed 
in paragraph SCHEDULE OF OPERATION AND MAINTENANCE DATA PACKAGES.

1.6.1   Operating Instructions

Provide specific instructions, procedures, and illustrations for the 
following phases of operation for the installed model and features of each 
system:

1.6.1.1   Safety Precautions and Hazards

List personnel hazards and equipment or product safety precautions for 
operating conditions.  List all residual hazards identified in the Activity 
Hazard Analysis provided under Section 01 35 26 GOVERNMENTAL SAFETY 
REQUIREMENTS.  Provide recommended safeguards for each identified hazard.

1.6.1.2   Operator Prestart

Provide procedures required to install, set up, and prepare each system for 
use.

1.6.1.3   Startup, Shutdown, and Post-Shutdown Procedures

Provide narrative description for Startup, Shutdown and Post-shutdown 
operating procedures including the control sequence for each procedure.

1.6.1.4   Normal Operations

Provide Control Diagrams with data to explain operation and control of 
systems and specific equipment.  Provide narrative description of Normal 
Operating Procedures.

1.6.1.5   Emergency Operations

Provide Emergency Procedures for equipment malfunctions to permit a short 
period of continued operation or to shut down the equipment to prevent 
further damage to systems and equipment.  Provide Emergency Shutdown 
Instructions for fire, explosion, spills, or other foreseeable 
contingencies.  Provide guidance and procedures for emergency operation of 
utility systems including required valve positions, valve locations and 
zones or portions of systems controlled.

1.6.1.6   Operator Service Requirements

Provide instructions for services to be performed by the operator such as 
lubrication, adjustment, inspection, and recording gauge readings.

1.6.1.7   Environmental Conditions

Provide a list of Environmental Conditions (temperature, humidity, and 
other relevant data) that are best suited for the operation of each 
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product, component or system.  Describe conditions under which the item 
equipment should not be allowed to run.

1.6.1.8   Operating Log

Provide forms, sample logs, and instructions for maintaining necessary 
operating records.

1.6.2   Preventive Maintenance

Provide the following information for preventive and scheduled maintenance 
to minimize repairs for the installed model and features of each system.  
Include potential environmental and indoor air quality impacts of 
recommended maintenance procedures and materials.

1.6.2.1   Lubrication Data

Include the following preventive maintenance lubrication data, in addition 
to instructions for lubrication required under paragraph OPERATOR SERVICE 
REQUIREMENTS:

a.  A table showing recommended lubricants for specific temperature ranges 
and applications.

b.  Charts with a schematic diagram of the equipment showing lubrication 
points, recommended types and grades of lubricants, and capacities.

c.  A Lubrication Schedule showing service interval frequency.

1.6.2.2   Preventive Maintenance Plan, Schedule, and Procedures

Provide manufacturer's schedule for routine preventive maintenance, 
inspections, condition monitoring (predictive tests) and adjustments 
required to ensure proper and economical operation and to minimize 
repairs.  Provide instructions stating when the systems should be 
retested.  Provide manufacturer's projection of preventive maintenance 
work-hours on a daily, weekly, monthly, and annual basis including craft 
requirements by type of craft.  For periodic calibrations, provide 
manufacturer's specified frequency and procedures for each separate 
operation.

a.  Define the anticipated time required to perform each test (work-hours), 
test apparatus, number of personnel identified by responsibility, and a 
testing validation procedure permitting the record operation capability 
requirements within the schedule.  Provide a remarks column for the 
testing validation procedure referencing operating limits of time, 
pressure, temperature, volume, voltage, current, acceleration, 
velocity, alignment, calibration, adjustments, cleaning, or special 
system notes.  Delineate procedures for preventive maintenance, 
inspection, adjustment, lubrication and cleaning necessary to minimize 
repairs.

b.  Repair requirements must inform operators how to check out, 
troubleshoot, repair, and replace components of the system.  Include 
electrical and mechanical schematics and diagrams and diagnostic 
techniques necessary to enable operation and troubleshooting of the 
system after acceptance.
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1.6.2.3   Cleaning Recommendations

Provide environmentally preferable cleaning recommendations in accordance 
with ASTM E1971.

1.6.3   Repair

Provide manufacturer's recommended procedures and instructions for 
correcting problems and making repairs for the installed model and features 
of each system.  Include potential environmental and indoor air quality 
impacts of recommended maintenance procedures and materials.

1.6.3.1   Troubleshooting Guides and Diagnostic Techniques

Provide step-by-step procedures to promptly isolate the cause of typical 
malfunctions.  Describe clearly why the checkout is performed and what 
conditions are to be sought.  Identify tests or inspections and test 
equipment required to determine whether parts and equipment may be reused 
or require replacement.

1.6.3.2   Wiring Diagrams and Control Diagrams

Provide point-to-point drawings of wiring and control circuits including 
factory-field interfaces.  Provide a complete and accurate depiction of the 
actual job specific wiring and control work.  On diagrams, number 
electrical and electronic wiring and pneumatic control tubing and the 
terminals for each type, identically to actual installation configuration 
and numbering.

1.6.3.3   Repair Procedures

Provide instructions and a list of tools required to repair or restore the 
product or equipment to proper condition or operating standards.

1.6.3.4   Removal and Replacement Instructions

Provide step-by-step procedures and a list of required tools and supplies 
for removal, replacement, disassembly, and assembly of components, 
assemblies, subassemblies, accessories, and attachments.  Provide 
tolerances, dimensions, settings and adjustments required.  Use a 
combination of text and illustrations.

1.6.3.5   Spare Parts and Supply Lists

Provide lists of spare parts and supplies required for repair to ensure 
continued service or operation without unreasonable delays.  Special 
consideration is required for facilities at remote locations.  List spare 
parts and supplies that have a long lead-time to obtain.

1.6.3.6   Repair Work-Hours

Provide manufacturer's projection of repair work-hours including 
requirements by type of craft.  Identify, and tabulate separately, repair 
that requires the equipment manufacturer to complete or to participate.

1.6.4   Appendices

Provide information required below and information not specified in the 
preceding paragraphs but pertinent to the maintenance or operation of the 
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product or equipment.  Include the following:

1.6.4.1   Product Submittal Data

Provide a copy of SD-03 Product Data submittals documented with the 
required approval.

1.6.4.2   Manufacturer's Instructions

Provide a copy of SD-08 Manufacturer's Instructions submittals documented 
with the required approval.

1.6.4.3   O&M Submittal Data

Provide a copy of SD-10 Operation and Maintenance Data submittals 
documented with the required approval.

1.6.4.4   Parts Identification

Provide identification and coverage for the parts of each component, 
assembly, subassembly, and accessory of the end items subject to 
replacement.  Include special hardware requirements, such as requirement to 
use high-strength bolts and nuts.  Identify parts by make, model, serial 
number, and source of supply to allow reordering without further 
identification.  Provide clear and legible illustrations, drawings, and 
exploded views to enable easy identification of the items.  When 
illustrations omit the part numbers and description, both the illustrations 
and separate listing must show the index, reference, or key number that 
will cross-reference the illustrated part to the listed part.  Group the 
parts shown in the listings by components, assemblies, and subassemblies in 
accordance with the manufacturer's standard practice.  Parts data may cover 
more than one model or series of equipment, components, assemblies, 
subassemblies, attachments, or accessories, such as typically shown in a 
master parts catalog.

1.6.4.5   Warranty Information

List and explain the various warranties and clearly identify the servicing 
and technical precautions prescribed by the manufacturers or contract 
documents in order to keep warranties in force.  Include warranty 
information for primary componentsof the system.  Provide copies of 
warranties required by Section 01 78 00 CLOSEOUT SUBMITTALS.

1.6.4.6   Extended Warranty Information

List all warranties for products, equipment, components, and sub-components 
whose duration exceeds one year.  For each warranty listed, indicate the 
applicable specification section, duration, start date, end date, and the 
point of contact for warranty fulfillment.  Also, list or reference the 
specific operation and maintenance procedures that must be performed to 
keep the warranty valid.  Provide copies of warranties required by Section 
01 78 00 CLOSEOUT SUBMITTALS.

1.6.4.7   Personnel Training Requirements

Provide information available from the manufacturers that is needed for  
use in training designated personnel to properly operate and maintain the 
equipment and systems.
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1.6.4.8   Testing Equipment and Special Tool Information

Include information on test equipment required to perform specified tests 
and on special tools needed for the operation, maintenance, and repair of 
components.  Provide final set points.

1.6.4.9   Testing and Performance Data

Include completed prefunctional checklists, functional performance test 
forms, and monitoring reports.  Include recommended schedule for retesting 
and blank test forms.  Provide final set points.

1.6.4.10   Field Test Reports

Provide a copy of Field Test Reports (SD-06) submittals documented with the 
required approval.

1.6.4.11   Contractor Information

Provide a list that includes the name, address, and telephone number of the 
General Contractor and each Subcontractor who installed the product or 
equipment, or system.  For each item, also provide the name address and 
telephone number of the manufacturer's representative and service 
organization that can provide replacements most convenient to the project 
site.  Provide the name, address, and telephone number of the product, 
equipment, and system manufacturers.

1.7   SCHEDULE OF OPERATION AND MAINTENANCE DATA PACKAGES

Provide the O&M data packages specified in individual technical sections.  
The information required in each type of data package follows:

1.7.1   Data Package 1

a.  Safety precautions and hazards

b.  Cleaning recommendations

c.  Maintenance and repair procedures

d.  Warranty information

e.  Extended warranty information

f.  Contractor information

g.  Spare parts and supply list

1.7.2   Data Package 2

a.  Safety precautions and hazards

b.  Normal operations

c.  Environmental conditions

d.  Lubrication data

e.  Preventive maintenance plan, schedule, and procedures
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f.  Cleaning recommendations

g.  Maintenance and repair procedures

h.  Removal and replacement instructions

i.  Spare parts and supply list

j.  Parts identification

k.  Warranty information

l.  Extended warranty information

m.  Contractor information

1.7.3   Data Package 3

a.  Safety precautions and hazards

b.  Operator prestart

c.  Startup, shutdown, and post-shutdown procedures

d.  Normal operations

e.  Emergency operations

f.  Environmental conditions

g.  Operating log

h.  Lubrication data

i.  Preventive maintenance plan, schedule, and procedures

j.  Cleaning recommendations

k.  Troubleshooting guides and diagnostic techniques

l.  Wiring diagrams and control diagrams

m.  Maintenance and repair procedures

n.  Removal and replacement instructions

o.  Spare parts and supply list

p.  Product submittal data

q.  O&M submittal data

r.  Parts identification

s.  Warranty information

t.  Extended warranty information
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u.  Testing equipment and special tool information

v.  Testing and performance data

w.  Contractor information

x.  Field test reports

1.7.4   Data Package 4

a.  Safety precautions and hazards

b.  Operator prestart

c.  Startup, shutdown, and post-shutdown procedures

d.  Normal operations

e.  Emergency operations

f.  Operator service requirements

g.  Environmental conditions

h.  Operating log

i.  Lubrication data

j.  Preventive maintenance plan, schedule, and procedures

k.  Cleaning recommendations

l.  Troubleshooting guides and diagnostic techniques

m.  Wiring diagrams and control diagrams

n.  Repair procedures

o.  Removal and replacement instructions

p.  Spare parts and supply list

q.  Repair work-hours

r.  Product submittal data

s.  O&M submittal data

t.  Parts identification

u.  Warranty information

v.  Extended warranty information

w.  Personnel training requirements

x.  Testing equipment and special tool information

y.  Testing and performance data
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z.  Contractor information

aa. Field test reports

1.7.5   Data Package 5

a.  Safety precautions and hazards

b.  Operator prestart

c.  Start-up, shutdown, and post-shutdown procedures

d.  Normal operations

e.  Environmental conditions

f.  Preventive maintenance plan, schedule, and procedures

g.  Troubleshooting guides and diagnostic techniques

h.  Wiring and control diagrams

i.  Maintenance and repair procedures

j.  Removal and replacement instructions

k.  Spare parts and supply list

l.  Product submittal data

m.  Manufacturer's instructions

n.  O&M submittal data

o.  Parts identification

p.  Testing equipment and special tool information

q.  Warranty information

r.  Extended warranty information

s.  Testing and performance data

t.  Contractor information

u.  Field test reports

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

3.1   TRAINING

Prior to acceptance of the facility by the Contracting Officer for 
Beneficial Occupancy, provide comprehensive training for the systems and 
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equipment specified in the technical specifications.  The training must be 
targeted for the building maintenance personnel, and applicable building 
occupants.  Instructors must be well-versed in the particular systems that 
they are presenting.  Address aspects of the Operation and Maintenance 
Manual submitted in accordance with Section 01 78 00 CLOSEOUT SUBMITTALS.  
Training must include classroom or field lectures based on the system 
operating requirements.  The location of classroom training requires 
approval by the Contracting Officer.

3.1.1   Training Content

The core of this training must be based on manufacturer's recommendations 
and the operation and maintenance information.  The QC Manager is 
responsible for overseeing and approving the content and adequacy of the 
training.  Spend 95 percent of the instruction time during the presentation 
on the OPERATION AND MAINTENANCE DATA.  Include the following for each 
system training presentation:

a.  Start-up, normal operation, shutdown, unoccupied operation, seasonal 
changeover, manual operation, controls set-up and programming, 
troubleshooting, and alarms.

b.  Relevant health and safety issues.

c.  Discussion of how the feature or system is environmentally responsive.  
Advise adjustments and optimizing methods for energy conservation.

d.  Design intent.

e.  Use of O&M Manual Files.

f.  Review of control drawings and schematics.

g.  Interactions with other systems.

h.  Special maintenance and replacement sources.

i.  Tenant interaction issues.

3.1.2   Training Outline

Provide the Operation and Maintenance Manual Files (Bookmarked PDF) and a 
written course outline listing the major and minor topics to be discussed 
by the instructor on each day of the course to each trainee in the course.  
Provide the course outline 14 calendar days prior to the training.

3.1.3   Unresolved Questions from Attendees

If, at the end of the training course, there are questions from attendees 
that remain unresolved, the instructor must send the answers, in writing, 
to the Contracting Officer for transmittal to the attendees, and the 
training video must be modified to include the appropriate clarifications.

3.1.4   Validation of Training Completion

Ensure that each attendee at each training session signs a class roster 
daily to confirm Government participation in the training.  At the 
completion of training, submit a signed validation letter that includes a 
sample record of training for reporting what systems were included in the 
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training, who provided the training, when and where the training was 
performed, and copies of the signed class rosters.  Provide two copies of 
the validation to the Contracting Officer, and one copy to the Operation 
and Maintenance Manual Preparer for inclusion into the Manual's 
documentation.

3.1.5   Quality Control Coordination

Coordinate this training with the QC Manager.

        -- End of Section --
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SECTION 01 80 00

REPORTS
04/15

PART 1   GENERAL

1.1   REPORTS INCLUDED

   Soil Scientist Report, Three Oaks Engineering, January 2017

1.2   USE OF INFORMATION

1.2.1   Warranty

The information disclosed in the referenced reports is based on data 
obtained in specific locations and is assumed to be representative of 
conditions throughout the site.  This information is furnished without 
warranty and is only for general information to be used by the contractor 
in the preparation of his bid and work schedule.  It is not intended as a 
replacement for personal investigation and judgment, or interpretation of 
the information furnished, as required of the contractor in the performance 
of this contract.

1.2.2   Site Visit

Bidders should visit the site and acquaint themselves with all existing 
conditions prior to preparing their bid.  This will include a review of the 
conditions contained in the enclosed report as they relate to the site.  
The contractor is responsible for including in his bid and work schedule, 
procedures for handling existing site conditions delineated in the included 
reports in accord with applicable laws and regulations as those conditions 
may affect the work.

1.2.3   Application of Information

Recommendations contained in the reports are to be used by the contractor 
only to the extent that these recommendations comply with applicable laws, 
regulations, and other sections of the these specifications.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

3.1   VARYING CONDITIONS

If during the course of the work, conditions are encountered which are not 
covered in the included reports or are different from conditions that would 
be reasonably anticipated from the included reports, the contractor shall 
immediately notify the Contracting Officer.  If such conditions are 
hazardous or the continuation of work would cause a hazardous condition to 
develop, he shall stop work and proceed as directed by the Contracting 
Officer as directed by provisions contained in other sections of this 
specification.  This may include modifications to, or the development of a 
new, Health and Safety Plan for this project, and alternate or additional 
appropriate abatement procedures.
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3.2   CHANGES TO THE CONTRACT

Any changes to the contract made as a result of site conditions which 
differ from those delineated in the report may result in an adjustment of 
the contract amount.  The adjustment will be an increase or decrease 
depending on the scope and nature of the change and will be in accord with 
other provisions of these specifications.

       -- End of Section --
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Soil Media Application Plan 

 
The following outlines the guidelines for choosing and installing the required soil media for 

the proposed waste water disposal system.  If there are any questions regarding these 

guidelines, design and installation personnel should contact Three Oaks for clarification.  

These guidelines are presented as Three Oaks’ professional opinion, and are not dictated by 

the NC DWR.  However, the NC DWR retains the right to determine what constitutes proper 

installation. 

 

Fill material composition: 

 

The recommended soil media should consist of 85 to 90 percent sand on a volume basis 

with no more than 10 to 15 percent fines.  It shall consist of no more than 10 percent of 

rock fragments (> 2 mm in size), organic material, etc.  Once a source of soil media is found, 

a sample should be submitted to Three Oaks personnel so that a particle size analysis and 

fertility analysis can be conducted, unless results can be provided by the supplier. 

   

Note:  Extreme care should be taken to reduce negative impacts to subsoils during soil 

media application.  Site work should be conducted during favorable soil conditions (i.e. 

periods of infrequent rainfall, average to low tides).   

 

1. Remove existing fill material to apply approximately 4.75 feet of soil media.  The 

excavated surface should be lightly tilled.   

2. Three (3) inches of soil media should be applied to the disposal area and tilled into 

the existing fill material.   

3. Another three (3) inches should be applied to the area and lightly rolled with a lawn 

roller filled approximately one third (1/3) full of water (or equivalent technique).  The 

soil should not be overly compacted during this process.   

4. Continue step 3 until the desired depth of soil media is achieved.   

Mulch: 

 

The shredded hardwood will prevent the soil media from being transported out of the basin 

by wind erosion and provide an appropriate environment for beneficial microbes.  Once 

formal approval has been granted that the site meets the design criteria (i.e. depth, hydraulic 

conductivity), the mulch may be applied.  The mulch should not exceed a depth of two (2) 

inches.  If bare soil is exposed in any part of the application area it must be recovered with 

mulch.  Additional techniques may need to be employed if it is determined that the mulch is 

not providing adequate wind erosion protection.   
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October 03, 2013

LIMS USE: FR - TONY LIEBERMAN
LIMS OBJECT ID: 92172683

92172683
Project:
Pace Project No.:

RE:

Mr. Tony Lieberman
Solutions-IES
1101 Nowell Rd
Raleigh, NC 27607

Piney Island Wastewater Sample

Dear Mr. Lieberman:
Enclosed are the analytical results for sample(s) received by the laboratory on September 18, 2013.
The results relate only to the samples included in this report.  Results reported herein conform to the
most current TNI standards and the laboratory's Quality Assurance Manual, where applicable, unless
otherwise noted in the body of the report.

Analyses were performed at the Pace Analytical Services location indicated on the sample analyte
page for analysis unless otherwise footnoted.

If you have any questions concerning this report, please feel free to contact me.

Sincerely,

Angela Baioni

angela.baioni@pacelabs.com
Project Manager

Enclosures

cc: Dawn Marshall, Solutions-IES

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

MPRP/14235
EPA 200.7

EPA 200.7
200.7 MET

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1051731

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Calcium ug/L ND 100 09/24/13 20:14
Hardness, Calcium ug/L ND 250 09/24/13 20:14
Total Hardness ug/L ND 662 09/24/13 20:14

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1051732LABORATORY CONTROL SAMPLE:
LCSSpike

Calcium ug/L 48805000 98 85-115
Hardness, Calcium ug/L 12200
Total Hardness ug/L 32700

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1051733MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173085005

1051734

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Calcium ug/L 5000 101 70-13096 1500024000 29100 28800
Hardness, Calcium ug/L 160000 72600 72000
Total Hardness ug/L 1135000 167000 166000

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1051735MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172882001

1051736

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Calcium ug/L 5000 98 70-13099 050001.8
mg/L

6730 6760

Hardness, Calcium ug/L 04.6
mg/L

16800 16900

Total Hardness ug/L 06.1
mg/L

37800 37900

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

RWET/4781
SM 5210B

SM 5210B
5210B BOD, 5 day RAL

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1049932

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

BOD, 5 day mg/L ND 2.0 09/24/13 10:00

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1049933LABORATORY CONTROL SAMPLE:
LCSSpike

BOD, 5 day mg/L 187198 94 84.5-115.4

Parameter Units
Dup

Result QualifiersRPDResult
92172588001

1049934SAMPLE DUPLICATE:

BOD, 5 day mg/L 488 R164250

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WET/27244
SM 2320B

SM 2320B
2320B Alkalinity

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1052715

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Alkalinity, Total as CaCO3 mg/L ND 5.0 09/24/13 14:39

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1052716LABORATORY CONTROL SAMPLE:
LCSSpike

Alkalinity, Total as CaCO3 mg/L 47.450 95 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1052717MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172907001

1052718

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Alkalinity, Total as CaCO3 mg/L 50 97 75-12596 1505.0J 53.3 52.8

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1052719MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173192008

1052720

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Alkalinity, Total as CaCO3 mg/L M150 32 75-12530 15067.6 83.4 82.6

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WET/27249
SM 2540C

SM 2540C
2540C Total Dissolved Solids

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1052999

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Total Dissolved Solids mg/L ND 25.0 09/24/13 15:55

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1053000LABORATORY CONTROL SAMPLE:
LCSSpike

Total Dissolved Solids mg/L 256250 102 80-120

Parameter Units
Dup

Result QualifiersRPDResult
92172683001

1053001SAMPLE DUPLICATE:

Total Dissolved Solids mg/L 820 0818

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WET/27234
SM 2540D

SM 2540D
2540D Total Suspended Solids

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1052049

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Total Suspended Solids mg/L ND 2.5 09/23/13 09:59

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1052050LABORATORY CONTROL SAMPLE:
LCSSpike

Total Suspended Solids mg/L 232250 93 80-120

Parameter Units
Dup

Result QualifiersRPDResult
92173047001

1052051SAMPLE DUPLICATE:

Total Suspended Solids mg/L 260 8282

Parameter Units
Dup

Result QualifiersRPDResult
92172871001

1052052SAMPLE DUPLICATE:

Total Suspended Solids mg/L NDND

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921

Page 10 of 22



#=QC#

QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16576
EPA 300.0

EPA 300.0
300.0 IC Anions

Associated Lab Samples: 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1055325

Associated Lab Samples: 92172683002

Matrix: Water

Analyzed

Sulfate mg/L ND 2.0 09/27/13 23:30

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1055326LABORATORY CONTROL SAMPLE:
LCSSpike

Sulfate mg/L 19.220 96 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1055327MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173339001

1055328

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Sulfate mg/L M120 89 90-11089 020ND 17.8 17.8

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1055329MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173339011

1055330

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Sulfate mg/L 20 97 90-11096 02014.2 33.5 33.4

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.

Asheville, NC 28804

(828)254-7176

Pace Analytical Services, Inc.
205 East Meadow Road - Suite A

Eden, NC 27288

(336)623-8921
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16527
EPA 350.1

EPA 350.1
350.1 Ammonia

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1051882

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Nitrogen, Ammonia mg/L ND 0.10 09/21/13 13:25

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1051883LABORATORY CONTROL SAMPLE:
LCSSpike

Nitrogen, Ammonia mg/L 5.15 102 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1051884MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173047002

1051885

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, Ammonia mg/L 5 105 90-110104 05ND 5.3 5.3

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1051886MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172749002

1051887

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, Ammonia mg/L 5 103 90-110100 1513.3 18.5 18.3

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM

Pace Analytical Services, Inc.
9800 Kincey Ave.  Suite 100

Huntersville, NC 28078

(704)875-9092

Pace Analytical Services, Inc.
2225 Riverside Dr.
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(828)254-7176

Pace Analytical Services, Inc.
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16572
EPA 351.2

EPA 351.2
351.2 TKN

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1055251

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Nitrogen, Kjeldahl, Total mg/L ND 0.50 09/27/13 11:22

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1055252LABORATORY CONTROL SAMPLE:
LCSSpike

Nitrogen, Kjeldahl, Total mg/L 9.110 91 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1055253MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173569001

1055254

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, Kjeldahl, Total mg/L M150 81 90-11075 35049.0 89.5 86.7

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1055255MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173569002

1055256

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, Kjeldahl, Total mg/L 10 103 90-11093 8101.8 12.0 11.1

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16583
EPA 353.2

EPA 353.2
353.2 Nitrate + Nitrite, preserved

Associated Lab Samples: 92172683001

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1056264

Associated Lab Samples: 92172683001

Matrix: Water

Analyzed

Nitrogen, NO2 plus NO3 mg/L ND 0.020 09/27/13 23:18

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1056265LABORATORY CONTROL SAMPLE:
LCSSpike

Nitrogen, NO2 plus NO3 mg/L 2.52.5 99 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1056266MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173097001

1056267

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, NO2 plus NO3 mg/L 2.5 84 75-12584 02.52.7 4.8 4.8

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1056268MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172346001

1056269

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, NO2 plus NO3 mg/L M12.5 71 75-12571 02.53.6 5.4 5.4

REPORT OF LABORATORY ANALYSIS
This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..Date: 10/03/2013 10:17 AM
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16614
EPA 353.2

EPA 353.2
353.2 Nitrate + Nitrite, preserved

Associated Lab Samples: 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1057923

Associated Lab Samples: 92172683002

Matrix: Water

Analyzed

Nitrogen, NO2 plus NO3 mg/L ND 0.020 10/01/13 22:51

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1057924LABORATORY CONTROL SAMPLE:
LCSSpike

Nitrogen, NO2 plus NO3 mg/L 2.52.5 100 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1057925MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172683002

1057926

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, NO2 plus NO3 mg/L 2.5 117 75-125110 02.540.2 43.1 42.9

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1057927MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172702001

1057928

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Nitrogen, NO2 plus NO3 mg/L M62.5 163 75-125160 02.523.4 27.5 27.4
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16587
EPA 365.1

EPA 365.1
365.1 Phosphorus, Total

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1056292

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Phosphorus mg/L ND 0.050 09/29/13 11:59

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1056293LABORATORY CONTROL SAMPLE:
LCSSpike

Phosphorus mg/L 2.62.5 103 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1056294MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173754004

1056295

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Phosphorus mg/L 2.5 102 90-110101 12.50.89 3.4 3.4

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1056296MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172747001

1056297

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Phosphorus mg/L M12.5 123 90-110118 12.56.6 9.6 9.5
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16613
SM 4500-Cl-E

SM 4500-Cl-E
4500 Chloride

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1057915

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Chloride mg/L ND 1.0 10/01/13 19:18

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1057916LABORATORY CONTROL SAMPLE:
LCSSpike

Chloride mg/L 20.520 103 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1057917MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172516004

1057918

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Chloride mg/L 20 119 75-125118 0202.8 26.5 26.4

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1057919MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172516005

1057920

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Chloride mg/L 20 97 75-125100 3204.2 23.6 24.2
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QUALITY CONTROL DATA

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

QC Batch:
QC Batch Method:

Analysis Method:
Analysis Description:

WETA/16547
SM 5220D

SM 5220D
5220D COD

Associated Lab Samples: 92172683001, 92172683002

Parameter Units
Blank
Result

Reporting
Limit Qualifiers

METHOD BLANK: 1053056

Associated Lab Samples: 92172683001, 92172683002

Matrix: Water

Analyzed

Chemical Oxygen Demand mg/L ND 25.0 09/25/13 17:00

Parameter Units
LCS

Result
% Rec
Limits Qualifiers% RecConc.

1053057LABORATORY CONTROL SAMPLE:
LCSSpike

Chemical Oxygen Demand mg/L 753750 100 90-110

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1053058MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92173046001

1053059

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Chemical Oxygen Demand mg/L 75000 95 75-12598 27500031900 103000 105000

Parameter Units
MS

Result
% Rec
Limits Qual% RecConc.

1053060MATRIX SPIKE & MATRIX SPIKE DUPLICATE:

MSSpike
Result

92172698008

1053061

MSD
Result

MSD
% Rec RPD

MSDMS
Spike
Conc.

Chemical Oxygen Demand mg/L 750 86 75-12587 0750784 1430 1440
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QUALIFIERS

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

DEFINITIONS

DF - Dilution Factor, if reported, represents the factor applied to the reported data due to changes in sample preparation, dilution of
the sample aliquot, or moisture content.
ND - Not Detected at or above adjusted reporting limit.
J - Estimated concentration above the adjusted method detection limit and below the adjusted reporting limit.
MDL - Adjusted Method Detection Limit.
PRL - Pace Reporting Limit.
RL - Reporting Limit.
S - Surrogate
1,2-Diphenylhydrazine (8270 listed analyte) decomposes to Azobenzene.
Consistent with EPA guidelines, unrounded data are displayed and have been used to calculate % recovery and RPD values.
LCS(D) - Laboratory Control Sample (Duplicate)
MS(D) - Matrix Spike (Duplicate)
DUP - Sample Duplicate
RPD - Relative Percent Difference
NC - Not Calculable.
SG - Silica Gel - Clean-Up
U - Indicates the compound was analyzed for, but not detected.
N-Nitrosodiphenylamine decomposes and cannot be separated from Diphenylamine using Method 8270.  The result reported for
each analyte is a combined concentration.
Acid preservation may not be appropriate for 2-Chloroethylvinyl ether, Styrene, and Vinyl chloride.
Pace Analytical is TNI accredited. Contact your Pace PM for the current list of accredited analytes.
TNI - The NELAC Institute.

LABORATORIES

Pace Analytical Services - AshevillePASI-A
Pace Analytical Services - RaleighPASI-R

ANALYTE QUALIFIERS

Matrix spike recovery exceeded QC limits.  Batch accepted based on laboratory control sample (LCS) recovery.M1
Matrix spike and Matrix spike duplicate recovery not evaluated against control limits due to sample dilution.M6
RPD value was outside control limits.R1
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QUALITY CONTROL DATA CROSS REFERENCE TABLE

Pace Project No.:
Project:

92172683
Piney Island Wastewater Sample

Lab ID Sample ID QC Batch Method QC Batch Analytical Method
Analytical
Batch

92172683001 MPRP/14235 ICP/12953Septic Tank EPA 200.7 EPA 200.7
92172683002 MPRP/14235 ICP/12953Post-Sand EPA 200.7 EPA 200.7

92172683001 RWET/4781 RWET/4792Septic Tank SM 5210B SM 5210B
92172683002 RWET/4781 RWET/4792Post-Sand SM 5210B SM 5210B

92172683001 WET/27244Septic Tank SM 2320B
92172683002 WET/27244Post-Sand SM 2320B

92172683001 WET/27249Septic Tank SM 2540C
92172683002 WET/27249Post-Sand SM 2540C

92172683001 WET/27234Septic Tank SM 2540D
92172683002 WET/27234Post-Sand SM 2540D

92172683001 WET/27331Septic Tank 40CFR PART 432.2
92172683002 WET/27331Post-Sand 40CFR PART 432.2

92172683002 WETA/16576Post-Sand EPA 300.0

92172683001 WETA/16527Septic Tank EPA 350.1
92172683002 WETA/16527Post-Sand EPA 350.1

92172683001 WETA/16572Septic Tank EPA 351.2
92172683002 WETA/16572Post-Sand EPA 351.2

92172683001 WETA/16583Septic Tank EPA 353.2

92172683002 WETA/16614Post-Sand EPA 353.2

92172683001 WETA/16587Septic Tank EPA 365.1
92172683002 WETA/16587Post-Sand EPA 365.1

92172683001 WETA/16613Septic Tank SM 4500-Cl-E
92172683002 WETA/16613Post-Sand SM 4500-Cl-E

92172683001 WETA/16547Septic Tank SM 5220D
92172683002 WETA/16547Post-Sand SM 5220D
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Repair Wastewater System BT-11 WO6474600

SECTION 02 41 00

DEMOLITION
05/10

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)

ASSE/SAFE A10.6 (2006) Safety Requirements for Demolition 
Operations

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

40 CFR 61 National Emission Standards for Hazardous 
Air Pollutants

1.2   PROJECT DESCRIPTION

1.2.1   Demolition/Deconstruction Plan

Prepare a Demolition Plan  and submit demolition,  and removal procedures 
for approval before work is started.  Include in the plan a disconnection 
schedule of utility services, a detailed description of methods and 
equipment to be used for each operation and of the sequence of operations.  
Coordinate with Waste Management Plan. Plan shall be approved by  
Contracting Officer prior to work beginning.

1.2.2   General Requirements

Do not begin demolition until authorization is received from the 
Contracting Officer.  Remove rubbish and debris from the  project site. The 
work includes demolition, and removal of resulting rubbish and debris.    

1.3   ITEMS TO REMAIN IN PLACE

Take necessary precautions to avoid damage to existing items to remain in 
place, to be reused, or to remain the property of the Government.  Repair 
or replace damaged items as approved by the Contracting Officer.  
Coordinate the work of this section with all other work indicated.  
Construct and maintain dewatering operations around the new storage tanks 
until the concrete footing projections have been constructed.    

1.3.1   Existing Construction Limits and Protection

Do not disturb existing construction beyond the extent indicated or 
necessary for installation of new construction.  

1.3.2   Utility Service

Maintain existing utilities indicated to stay in service and protect 
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against damage during demolition and deconstruction operations.  

1.4   BURNING

The use of burning at the project site for the disposal of refuse and 
debris will not be permitted

1.5   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-01 Preconstruction Submittals

Demolition Plan; 
Deconstruction Plan; 
Existing Conditions

SD-07 Certificates

Notification; 

SD-11 Closeout Submittals

Receipts

1.6   QUALITY ASSURANCE

Submit timely notification of demolition projects to Federal, State, 
regional, and local authorities in accordance with 40 CFR 61, Subpart M.  
Notify the  Contracting Officer in writing 10 working days prior to the 
commencement of work in accordance with 40 CFR 61, Subpart M.  Comply with 
federal, state, and local hauling and disposal regulations.  In addition to 
the requirements of the "Contract Clauses," conform to the safety 
requirements contained in ASSE/SAFE A10.6.  Comply with the Environmental 
Protection Agency requirements specified.  Use of explosives will be 
permitted.

1.7   PROTECTION

1.7.1   Protection of Personnel

Before, during and after the demolition work continuously evaluate the 
condition of the structure being demolished and take immediate action to 
protect all personnel working in and around the project site.  

1.8   EXISTING CONDITIONS

Before beginning any demolition or deconstruction work, survey the site and 
examine the drawings and specifications to determine the extent of the 
work.  Record existing conditions in the presence of the Contracting Officer
's Representative showing the condition of structures and other facilities 
adjacent to areas of alteration or removal.  Photographs sized 4 inch will 
be acceptable as a record of existing conditions.  
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PART 2   PRODUCTS

PART 3   EXECUTION

3.1   EXISTING FACILITIES TO BE REMOVED

3.1.1   Utilities and Related Equipment

3.1.1.1   Disconnecting Existing Utilities

Remove existing utilities , as indicated and terminate in a manner 
conforming to the nationally recognized code covering the specific utility 
and approved by the Contracting Officer.  When utility lines are 
encountered but are not indicated on the drawings, notify the Contracting 
Officer's Representative prior to further work in that area.  Remove meters 
and related equipment and deliver to a location  in accordance with 
instructions of the Contracting Officer's Representative.

3.1.2   Concrete Slabs

Remove sawcut concrete slabs as indicated.  Provide neat sawcuts at limits 
of slab removal as indicated.  Slabs not to be used in this project shall 
be removed from the Installation at Contractor's expense.

3.2   DISPOSITION OF MATERIAL

3.2.1   Title to Materials

All materials and equipment removed and not reused or salvaged, shall 
become the property of the Contractor and shall be removed from Government 
property.  Title to materials resulting from demolition and deconstruction, 
and materials and equipment to be removed, is vested in the Contractor upon 
approval by the Contracting Officer of the Contractor's demolition, 
deconstruction, and removal procedures, and authorization by the 
Contracting Officer to begin demolition and deconstruction.  The Government 
will not be responsible for the condition or loss of, or damage to, such 
property after contract award.  Showing for sale or selling materials and 
equipment on site is prohibited.

3.3   DISPOSAL OF REMOVED MATERIALS

3.3.1   Regulation of Removed Materials

Dispose of debris, rubbish, scrap, and other nonsalvageable materials 
resulting from removal operations with all applicable federal, state and 
local regulations as contractually specified in the Waste Management Plan.  
Storage of removed materials on the project site is prohibited.

3.3.2   Burning on Government Property

Burning of materials removed from demolished and deconstructed structures 
will not be permitted on Government property.

3.3.3   Removal from Government Property

Transport waste materials removed from demolished and deconstructed 
structures, except waste soil, from Government property for legal 
disposal.  Dispose of waste soil as directed.
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       -- End of Section --
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SECTION 03 30 00

CAST-IN-PLACE CONCRETE
05/14

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN CONCRETE INSTITUTE INTERNATIONAL (ACI)

ACI 117 (2010; Errata 2011) Specifications for 
Tolerances for Concrete Construction and 
Materials and Commentary

ACI 211.1 (1991; R 2009) Standard Practice for 
Selecting Proportions for Normal, 
Heavyweight and Mass Concrete

ACI 301 (2010; ERTA 2015) Specifications for 
Structural Concrete

ACI 302.1R (2015) Guide for Concrete Floor and Slab 
Construction

ACI 304R (2000; R 2009) Guide for Measuring, 
Mixing, Transporting, and Placing Concrete

ACI 305R (2010) Guide to Hot Weather Concreting

ACI 306.1 (1990; R 2002) Standard Specification for 
Cold Weather Concreting

ACI 306R (2010) Guide to Cold Weather Concreting

ACI 318 (2014; Errata 1-2 2014; Errata 3-5 2015; 
Errata 6 2016) Building Code Requirements 
for Structural Concrete and Commentary

ACI 347 (2004; Errata 2008; Errata 2012) Guide to 
Formwork for Concrete

ACI SP-66 (2004) ACI Detailing Manual

AMERICAN WELDING SOCIETY (AWS)

AWS D1.4/D1.4M (2011) Structural Welding Code - 
Reinforcing Steel

ASTM INTERNATIONAL (ASTM)

ASTM A1064/A1064M (2016a) Standard Specification for 
Carbon-Steel Wire and Welded Wire 
Reinforcement, Plain and Deformed, for 
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Concrete

ASTM A615/A615M (2016) Standard Specification for Deformed 
and Plain Carbon-Steel Bars for Concrete 
Reinforcement

ASTM A767/A767M (2009; R 2015) Standard Specification for 
Zinc-Coated (Galvanized) Steel Bars for 
Concrete Reinforcement

ASTM A934/A934M (2016) Standard Specification for 
Epoxy-Coated Prefabricated Steel 
Reinforcing Bars

ASTM A955/A955M (2016) Standard Specification for Deformed 
and Plain Stainless-Steel Bars for 
Concrete Reinforcement

ASTM A996/A996M (2016) Standard Specification for 
Rail-Steel and Axle-Steel Deformed Bars 
for Concrete Reinforcement

ASTM C1017/C1017M (2013; E 2015) Standard Specification for 
Chemical Admixtures for Use in Producing 
Flowing Concrete

ASTM C1077 (2016) Standard Practice for Laboratories 
Testing Concrete and Concrete Aggregates 
for Use in Construction and Criteria for 
Laboratory Evaluation

ASTM C1107/C1107M (2014a) Standard Specification for 
Packaged Dry, Hydraulic-Cement Grout 
(Nonshrink)

ASTM C1240 (2014) Standard Specification for Silica 
Fume Used in Cementitious Mixtures

ASTM C1260 (2014) Standard Test Method for Potential 
Alkali Reactivity of Aggregates 
(Mortar-Bar Method)

ASTM C143/C143M (2015a) Standard Test Method for Slump of 
Hydraulic-Cement Concrete

ASTM C150/C150M (2016) Standard Specification for Portland 
Cement

ASTM C1567 (2013) Standard Test Method for Potential 
Alkali-Silica Reactivity of Combinations 
of Cementitious Materials and Aggregate 
(Accelerated Mortar-Bar Method)

ASTM C1602/C1602M (2012) Standard Specification for Mixing 
Water Used in Production of Hydraulic 
Cement Concrete

ASTM C172/C172M (2014a) Standard Practice for Sampling 
Freshly Mixed Concrete
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ASTM C173/C173M (2016) Standard Test Method for Air 
Content of Freshly Mixed Concrete by the 
Volumetric Method

ASTM C192/C192M (2016) Standard Practice for Making and 
Curing Concrete Test Specimens in the 
Laboratory

ASTM C231/C231M (2014) Standard Test Method for Air 
Content of Freshly Mixed Concrete by the 
Pressure Method

ASTM C295/C295M (2012) Petrographic Examination of 
Aggregates for Concrete

ASTM C31/C31M (2015a; E 2016) Standard Practice for 
Making and Curing Concrete Test Specimens 
in the Field

ASTM C311/C311M (2013) Sampling and Testing Fly Ash or 
Natural Pozzolans for Use as a Mineral 
Admixture in Portland-Cement Concrete

ASTM C33/C33M (2016) Standard Specification for Concrete 
Aggregates

ASTM C39/C39M (2016) Standard Test Method for 
Compressive Strength of Cylindrical 
Concrete Specimens

ASTM C42/C42M (2013) Standard Test Method for Obtaining 
and Testing Drilled Cores and Sawed Beams 
of Concrete

ASTM C494/C494M (2015a) Standard Specification for 
Chemical Admixtures for Concrete

ASTM C618 (2012a) Standard Specification for Coal 
Fly Ash and Raw or Calcined Natural 
Pozzolan for Use in Concrete

ASTM C920 (2014a) Standard Specification for 
Elastomeric Joint Sealants

ASTM C94/C94M (2016) Standard Specification for 
Ready-Mixed Concrete

ASTM C989/C989M (2014) Standard Specification for Slag 
Cement for Use in Concrete and Mortars

ASTM D1751 (2004; E 2013; R 2013) Standard 
Specification for Preformed Expansion 
Joint Filler for Concrete Paving and 
Structural Construction (Nonextruding and 
Resilient Bituminous Types)

ASTM D1752 (2004a; R 2013) Standard Specification for 
Preformed Sponge Rubber Cork and Recycled 
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PVC Expansion

ASTM D412 (2015a) Standard Test Methods for 
Vulcanized Rubber and Thermoplastic 
Elastomers - Tension

ASTM D471 (2016) Standard Test Method for Rubber 
Property - Effect of Liquids

ASTM D5759 (2012) Characterization of Coal Fly Ash 
and Clean Coal Combustion Fly Ash for 
Potential Uses

ASTM D6690 (2015) Standard Specification for Joint 
and Crack Sealants, Hot Applied, for 
Concrete and Asphalt Pavements

CONCRETE REINFORCING STEEL INSTITUTE (CRSI)

CRSI 10MSP (2009; 28th Ed) Manual of Standard Practice

U.S. ARMY CORPS OF ENGINEERS (USACE)

COE CRD-C 513 (1974) Corps of Engineers Specifications 
for Rubber Waterstops

COE CRD-C 572 (1974) Corps of Engineers Specifications 
for Polyvinylchloride Waterstops

1.2   DEFINITIONS

a.  "Cementitious material" as used herein must include all portland 
cement, pozzolan, fly ash, ground granulated blast-furnace slag, and 
silica fume.

b.  "Exposed to public view" means situated so that it can be seen from eye 
level from a public location after completion of the building.  A 
public location is accessible to persons not responsible for operation 
or maintenance of the building.

c.  "Chemical admixtures" are materials in the form of powder or fluids 
that are added to the concrete to give it certain characteristics not 
obtainable with plain concrete mixes.

d.  "Supplementary cementing materials" (SCM) include coal fly ash, silica 
fume, granulated blast-furnace slag, natural or calcined pozzolans, and 
ultra-fine coal ash when used in such proportions to replace the 
portland cement that result in improvement to sustainability and 
durability and reduced cost.

e.  "Design strength" (f'c) is the specified compressive strength of 
concrete at time(s) specified in this section to meet structural design 
criteria. 

f.  "Mass Concrete" is any concrete system that approaches a maximum 
temperature of 158 degrees F within the first 72 hours of placement. In 
addition, it includes all concrete elements with a section thickness of 
3 feet or more regardless of temperature.
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g.  "Mixture proportioning" is the process of designing concrete mixture 
proportions to enable it to meet the strength, service life and 
constructability requirements of the project while minimizing the 
initial and life-cycle cost.

h.  "Mixture proportions" are the masses or volumes of individual 
ingredients used to make a unit measure (cubic meter or cubic yard) of 
concrete.

i.  "Pozzolan" is a siliceous or siliceous and aluminous material, which in 
itself possesses little or no cementitious value but will, in finely 
divided form and in the presence of moisture, chemically react with 
calcium hydroxide at ordinary temperatures to form compounds possessing 
cementitious properties.

j.  "Workability (or consistence)" is the ability of a fresh (plastic) 
concrete mix to fill the form/mould properly with the desired work 
(vibration) and without reducing the concrete's quality.  Workability 
depends on water content, chemical admixtures, aggregate (shape and 
size distribution), cementitious content and age (level of hydration).

1.3   SUBMITTALS

 Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Reinforcing Steel; 

SD-03 Product Data

Joint Sealants;

Joint Filler; 

Cementitious Materials; 

Reinforcement; 

Admixtures

Mechanical Reinforcing Bar Connectors

Waterstops

SD-05 Design Data

Concrete Mix Design; 

SD-06 Test Reports

Concrete Mix Design; 

Fly Ash

Pozzolan

Ground Granulated Blast-Furnace Slag
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Aggregates

Compressive Strength Tests; 

Air Content

Slump Tests

Water

SD-07 Certificates

Reinforcing Bars

Material Safety Data Sheets

1.4   MODIFICATION OF REFERENCES

Accomplish work in accordance with ACI publications except as modified 
herein.  Consider the advisory or recommended provisions to be mandatory.  
Interpret reference to the "Building Official," the "Structural Engineer," 
and the "Architect/Engineer" to mean the Contracting Officer.

1.5   DELIVERY, STORAGE, AND HANDLING

Follow ACI 301, ACI 304R and ASTM A934/A934M requirements and 
recommendations.  Do not deliver concrete until vapor retarder, vapor 
barrier, forms, reinforcement, embedded items, and chamfer strips are in 
place and ready for concrete placement.  Do not store concrete curing 
compounds or sealers with materials that have a high capacity to adsorb 
volatile organic compound (VOC) emissions.  Do not store concrete curing 
compounds or sealers in occupied spaces.

1.5.1   Reinforcement

Store reinforcement of different sizes and shapes in separate piles or 
racks raised above the ground to avoid excessive rusting.  Protect from 
contaminants such as grease, oil, and dirt.  Ensure bar sizes can be 
accurately identified after bundles are broken and tags removed.

1.6   QUALITY ASSURANCE

1.6.1   Design Data

1.6.1.1   Concrete Mix Design

Sixty days minimum prior to concrete placement, submit a mix design for 
each strength and type of concrete.  Submit a complete list of materials 
including type; brand; source and amount of cement, complementary 
cementitious materials, , and admixtures; and applicable reference 
specifications.  Submit mill test and all other test for cement, 
complementary cementitious materials,  aggregates, and admixtures.  Provide 
documentation of maximum nominal aggregate size, gradation analysis, 
percentage retained and passing sieve, and a graph of percentage retained 
verses sieve size.  Provide mix proportion data using at least three 
different water-cementitious material ratios for each type of mixture, 
which produce a range of strength encompassing those required for each type 
of concrete required.  If source material changes, resubmit mix proportion 
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data using revised source material.  Provide only materials that have been 
proven by trial mix studies to meet the requirements of this specification, 
unless otherwise approved in writing by the Contracting Officer.  Indicate 
clearly in the submittal where each mix design is used when more than one 
mix design is submitted.  Resubmit data on concrete components if the 
qualities or source of components changes.  For previously approved 
concrete mix designs used within the past twelve months, the previous mix 
design may be re-submitted without further trial batch testing if 
accompanied by material test data conducted within the last six months.  
Obtain mix design approval from the contracting officer prior to concrete 
placement.

1.6.2   Shop Drawings

1.6.2.1   Reinforcing Steel

ACI SP-66.  Indicate bending diagrams, assembly diagrams, splicing and laps 
of bars, shapes, dimensions, and details of bar reinforcing, accessories, 
and concrete cover.  Do not scale dimensions from structural drawings to 
determine lengths of reinforcing bars.  Reproductions of contract drawings 
are unacceptable.

1.6.3   Control Submittals

1.6.3.1   Material Safety Data Sheets

Submit Material Safety Data Sheets (MSDS) for all materials that are 
regulated for hazardous health effects.  MSDS must be readily accessible 
during each work shift to employees when they are at the construction site.

1.6.4   Test Reports

1.6.4.1   Fly Ash and Pozzolan

Submit test results in accordance with ASTM C618 for fly ash and pozzolan.  
Submit test results performed within 6 months of submittal date.

1.6.4.2   Ground Granulated Blast-Furnace Slag

Submit test results in accordance with ASTM C989/C989M for ground 
granulated blast-furnace slag.  Submit test results performed within 6 
months of submittal date.

1.6.4.3   Aggregates

ASTM C1260 for potential alkali-silica reactions, ASTM C295/C295M for 
petrographic analysis.

1.6.5   Laboratory Qualifications for Concrete Qualification Testing

The concrete testing laboratory must have the necessary equipment and 
experience to accomplish required testing. The laboratory must meet the 
requirements of ASTM C1077 and be Cement and Concrete Reference Laboratory 
(CCRL) inspected.
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PART 2   PRODUCTS

2.1   FORM TIES AND ACCESSORIES

Provide a form tie system that does not leave mild steel after break-off or 
removal any closer than 2 inches from the exposed surface. Do not use wire 
alone. Form ties and accessories must not reduce the effective cover of the 
reinforcement.

2.1.1   Waterstops

2.1.1.1   PVC Waterstop

Polyvinylchloride waterstops must conform to COE CRD-C 572.

2.1.1.2   Rubber Waterstop

Rubber waterstops must conform to COE CRD-C 513.

2.1.1.3   Thermoplastic Elastomeric Rubber Waterstop

Thermoplastic elastomeric rubber waterstops must conform to ASTM D471.

2.1.1.4   Hydrophilic Waterstop

Swellable strip type compound of polymer modified chloroprene rubber that 
swells upon contact with water must conform to ASTM D412 as follows:  
Tensile strength 420 psi minimum; ultimate elongation 600 percent minimum.  
Hardness must be 50 minimum on the type A durometer and the volumetric 
expansion ratio in distilled water at 70 degrees F must be 3 to 1 minimum.

2.1.2   Dovetail Anchor Slot

Preformed metal slot approximately 1 inch by 1 inch of not less than 22 
gage galvanized steel cast in concrete.  Coordinate actual size and throat 
opening with dovetail anchors and provide with removable filler material.

2.2   CONCRETE MIX DESIGN

2.2.1   Contractor-Furnished Mix Design

ACI 211.1, ACI 301, and ACI 318   except as otherwise specified.  Indicate 
the compressive strength (f'c) of the concrete for each portion of the 
structure(s) as specified below.  Where faster set time is required, use 
Type III cement before using calcium chloride with approval from the 
contracting officer.

2.2.1.1   Slab-on-Grade

Proportion normal-weight concrete mixture as follows:

a.   Minimum Compressive Strength:  4000 psi at 28  days.

b.   Maximum Water-Cementitious Materials Ratio: 0.45.

c.   Slump Limit:  4 inches, plus or minus 1 inch.

d.   Air Content: 5.5 percent, plus or minus 1.5 percent at point of 
delivery for 1-1/2 inch nominal maximum aggregate size.
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f.   Air Content: Do not allow air content of trowel-finished floors to 
exceed 3 percent.

2.2.1.2   Mix Proportions for Normal Weight Concrete

Trial design batches, mixture proportioning studies, and testing 
requirements for various classes and types of concrete specified are the 
responsibility of the Contractor.  Base mixture proportions on compressive 
strength as determined by test specimens fabricated in accordance with 
ASTM C192/C192M and tested in accordance with ASTM C39/C39M.  Samples of 
all materials used in mixture proportioning studies must be representative 
of those proposed for use in the project and must be accompanied by the 
manufacturer's or producer's test report indicating compliance with these 
specifications.  Base trial mixtures having proportions, consistencies, and 
air content suitable for the work on methodology described in ACI 211.1.  
In the trial mixture, use at least three different water-cementitious 
material ratios for each type of mixture, which must produce a range of 
strength encompassing those required for each class and type of concrete 
required on the project.  The maximum water-cementitious material ratio 
allowed must be based on equivalent water-cementitious material ratio 
calculations as determined by the conversion from the weight ratio of water 
to cement plus pozzolan by weight equivalency method.  Design laboratory 
trial mixture for maximum permitted slump and air content.  Each 
combination of material proposed for use must have separate trial mixture, 
except for accelerator or retarder use can be provided without separate 
trial mixture.  Report the temperature of concrete in each trial batch.  
For each water-cementitious material ratio, at least three test cylinders 
for each test age must be made and cured in accordance with ASTM C192/C192M 
and tested in accordance with ASTM C39/C39M for 7, 28,  days.  From these 
results, plot a curve showing the relationship between water-cementitious 
material ratio and strength for each set of trial mix studies.  In 
addition, plot a curve showing the relationship between 7 and 28  day 
strengths.

2.2.1.3   Required Average Strength of Mix Design

The selected mixture must produce an average compressive strength exceeding 
the specified strength by the amount indicated in ACI 301, but may not 
exceed the specified strength at the same age by more than 20 percent.  
When a concrete production facility has a record of at least 15 consecutive 
tests, the standard deviation must be calculated and the required average 
compressive strength must be determined in accordance with ACI 301.

2.2.2   Ready-Mix Concrete

Provide concrete that meets the requirements of ASTM C94/C94M.

Ready-mixed concrete manufacturer must provide duplicate delivery tickets 
with each load of concrete delivered.  Provide delivery tickets with the 
following information in addition to that required by ASTM C94/C94M:

Type and brand cement

Cement and complementary cementitious materials content in 94-pound bags 
per cubic yard of concrete

Maximum size of aggregate
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Amount and brand name of admixtures

Total water content expressed by water cementitious material ratio

2.3   MATERIALS

2.3.1   Cementitious Materials

For exposed concrete, use one manufacturer and one source for each type of 
cement, ground slag, fly ash, and pozzolan.

2.3.1.1   Fly Ash

ASTM C618, Class F, except that the maximum allowable loss on ignition must 
not exceed 6 percent.  Class F fly ash for use in mitigating Alkali-Silica 
Reactivity must have a Calcium Oxide (CaO) content of less than 8 percent 
and a total equivalent alkali content less than 1.5 percent.

Add with cement.  Fly ash content must be a minimum of 40 percent by weight 
of cementitious material, provided the fly ash does not reduce the amount 
of cement in the concrete mix below the minimum requirements of local 
building codes.  Where the use of fly ash cannot meet the minimum level, 
provide the maximum amount of fly ash permittable that meets the code 
requirements for cement content.  Report the chemical analysis of the fly 
ash in accordance with ASTM C311/C311M.  Evaluate and classify fly ash in 
accordance with ASTM D5759.

2.3.1.2   Raw or Calcined Natural Pozzolan

Natural pozzolan must be raw or calcined and conform to ASTM C618, Class N, 
including the optional requirements for uniformity and effectiveness in 
controlling Alkali-Silica reaction and must have an ignition loss not 
exceeding 3 percent. Class N pozzolan for use in mitigating Alkali-Silica 
Reactivity must have a Calcium Oxide (CaO) content of less than 13 percent 
and total equivalent alkali content less than 3 percent.

2.3.1.3   Ultra Fine Fly Ash and Ultra Fine Pozzolan

Ultra Fine Fly Ash (UFFA) and Ultra Fine Pozzolan (UFP) must conform to 
ASTM C618, Class F or N, and the following additional requirements:

a. The strength activity index at 28 days of age must be at least 95 
percent of the control specimens.

b. The average particle size must not exceed 6 microns.

c. The sum of SiO2 + Al2O3 + Fe2O3 must be greater than 77 percent.

2.3.1.4   Ground Granulated Blast-Furnace Slag

ASTM C989/C989M, Grade 100 .  Slag content must be a minimum of 50 percent 
by weight of cementitious material.

2.3.1.5   Silica Fume
Silica fume must conform to ASTM C1240, including the optional limits on 
reactivity with cement alkalis. Silica fume may be furnished as a dry, 
densified material or as slurry. Proper mixing is essential to accomplish 
proper distribution of the silica fume and avoid agglomerated silica fume 
which can react with the alkali in the cement resulting in premature and 
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extensive concrete damage. Supervision at the batch plant, finishing, and 
curing is essential. Provide at the Contractor's expense the services of a 
manufacturer's technical representative, experienced in mixing, 
proportioning, placement procedures, and curing of concrete containing 
silica fume. This representative must be present on the project prior to 
and during at least the first 4 days of concrete production and placement 
using silica fume. A High Range Water Reducer (HRWR) must be used with 
silica fume.

2.3.1.6   Portland Cement

Provide cement that conforms to ASTM C150/C150M, Type I,  with tri-calcium 
aluminates (C3A) content less than 10 percent and a maximum cement-alkali 
content of 0.80 percent Na2Oe (sodium oxide) equivalent..  Use one brand 
and type of cement for formed concrete having exposed-to-view finished 
surfaces.

2.3.2   Water

Water must comply with the requirements of ASTM C1602/C1602M.  Minimize the 
amount of water in the mix.  Improve workability by adjusting the grading 
rather than by adding water.  Water must be potable; free from injurious 
amounts of oils, acids, alkalis, salts, organic materials, or other 
substances deleterious to concrete.  Submit test report showing water 
complies with ASTM C1602/C1602M.

2.3.3   Aggregates

ASTM C33/C33M, except as modified herein.  Furnish aggregates for exposed 
concrete surfaces from one source.  Provide aggregates that do not contain 
any substance which may be deleteriously reactive with the alkalies in the 
cement.  Submit test report showing compliance with ASTM C33/C33M.

Fine and coarse aggregates must show expansions less than 0.08 percent at 
28 days after casting when testing in accordance with ASTM C1260.  Should 
the test data indicate an expansion of 0.08 percent or greater, reject the 
aggregate(s) or perform additional testing using ASTM C1567 using the 
Contractor's proposed mix design.  In this case, include the mix design low 
alkali portland cement and one of the following supplementary cementitious 
materials:

1.  GGBF slag at a minimum of 40 percent of total cementitious

2.  Fly ash or natural pozzolan at a minimum of total cementitious of
a.  30 percent if (SiO2 plus Al2O3 plus Fe2O3) is 65 percent or more,
b.  25 percent if (SiO2 plus Al2O3 plus Fe2O3) is 70 percent or more,
c.  20 percent if (SiO2 plus Al2O3 plus Fe2O3) is 80 percent or more,
d.  15 percent if (SiO2 plus Al2O3 plus Fe2O3) is 90 percent or more.

3.  Silica fume at a minimum of 7 percent of total cementitious.

If a combination of these materials is chosen, the minimum amount must be a 
linear combination of the minimum amounts above.  Include these materials 
in sufficient proportion to show less than 0.08 percent expansion at 28 
days after casting when tested in accordance with ASTM C1567.

Aggregates must not possess properties or constituents that are known to 
have specific unfavorable effects in concrete when tested in accordance 
with ASTM C295/C295M.
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2.3.4   Nonshrink Grout

ASTM C1107/C1107M.

2.3.5   Admixtures

ASTM C494/C494M: Type A, water reducing; Type B, retarding; Type C, 
accelerating; Type D, water-reducing and retarding; and Type E, 
water-reducing and accelerating admixture.  Do not use calcium chloride 
admixtures.  Submit product data for admixtures used in concrete.

2.3.5.1   High Range Water Reducer (HRWR) (Superplasticizers)

ASTM C494/C494M, Type F  and ASTM C1017/C1017M.  Silica fume and HRWR must 
come from the same manufacturer.

2.3.6   Expansion/Contraction Joint Filler

ASTM D1751 or ASTM D1752 Type I or II.  Material must be 1/2 inch thick, 
unless otherwise indicated.

2.3.7   Joint Sealants

2.3.7.1   Horizontal Surfaces, 3 Percent Slope, Maximum

ASTM D6690 or ASTM C920, Type M, Class 25, Use T.

2.3.7.2   Vertical Surfaces Greater Than 3 Percent Slope

ASTM C920, Type M, Grade NS, Class 25, Use T ..

2.4   REINFORCEMENT

2.4.1   Reinforcing Bars

ACI 301 unless otherwise specified.  ASTM A615/A615M with the bars marked 
A, Grade 60; or ASTM A996/A996M with the bars marked R, Grade 60, or marked 
A, Grade  60.   Submit mill certificates for reinforcing bars.

2.4.1.1   Galvanized Reinforcing Bars

Provide galvanized reinforcing bars that conform to ASTM A767/A767M, Class 
II with galvanizing after fabrication.

2.4.1.2   Stainless Steel Reinforcing Bars

ASTM A955/A955M.

2.4.2   Mechanical Reinforcing Bar Connectors

ACI 301.  Provide 125 percent minimum yield strength of the reinforcement 
bar.

2.4.3   Wire

2.4.3.1   Welded Wire Reinforcement

ASTM A1064/A1064M.    Provide flat sheets of welded wire reinforcement for 
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slabs and toppings.

2.4.3.2   Steel Wire

Wire must conform to ASTM A1064/A1064M.

2.4.4   Reinforcing Bar Supports

Supports include bolsters, chairs, spacers, and other devices necessary for 
proper spacing, supporting, and fastening reinforcing bars and welded wire 
reinforcement in place.  

Provide wire bar type supports of coated or non-corrodible material 
conforming to ACI SP-66 and CRSI 10MSP.  

Legs of supports in contact with formwork must be hot-dip galvanized, or 
plastic coated after fabrication, or stainless-steel bar supports.

PART 3   EXECUTION

3.1   EXAMINATION

Do not begin installation until substrates have been properly constructed; 
verify that substrates are level.

If substrate preparation is the responsibility of another installer, notify 
Contracting Officer of unsatisfactory preparation before processing.

Check field dimensions before beginning installation.  If dimensions vary 
too much from design dimensions for proper installation, notify Contracting 
Officer and wait for instructions before beginning installation.

3.2   PREPARATION

Determine quantity of concrete needed and minimize the production of excess 
concrete.  Designate locations or uses for potential excess concrete before 
the concrete is poured.

3.2.1   General

Surfaces against which concrete is to be placed must be free of debris, 
loose material, standing water, snow, ice, and other deleterious substances 
before start of concrete placing.

Remove standing water without washing over freshly deposited concrete.  
Divert flow of water through side drains provided for such purpose.

3.2.2   Subgrade Under Slabs on Ground

Before construction of slabs on ground, have underground work on pipes and 
conduits completed and approved.

Previously constructed subgrade or fill must be cleaned of foreign 
materials.

Finish surface of capillary water barrier under interior slabs on ground 
must not show deviation in excess of 1/4 inch when tested with a 10-foot 
straightedge parallel with and at right angles to building lines.
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Finished surface of subgrade or fill under exterior slabs on ground must 
not be more than 0.02-foot above or 0.10-foot below elevation indicated.

3.2.3   Edge Forms and Screed Strips for Slabs

Set edge forms or bulkheads and intermediate screed strips for slabs to 
obtain indicated elevations and contours in finished slab surface and must 
be strong enough to support vibrating bridge screeds or roller pipe screeds 
if nature of specified slab finish requires use of such equipment.  Align 
concrete surface to elevation of screed strips by use of strike-off 
templates or approved compacting-type screeds.

3.2.4   Reinforcement and Other Embedded Items

Secure reinforcement, joint materials, and other embedded materials in 
position, inspected, and approved before start of concrete placing.

3.3   FORMS

Provide forms, shoring, and scaffolding for concrete placementin accordance 
with ACI 301 Section 2 and 5 and ACI 347.  Set forms mortar-tight and true 
to line and grade.  Chamfer above grade exposed joints, edges, and external 
corners of concrete 0.75 inch unless otherwise indicated. Provide formwork 
with clean-out openings to permit inspection and removal of debris.

3.3.1   Coating

Before concrete placement, coat the contact surfaces of forms with a form 
release agent.

3.3.2   Reshoring

Reshore concrete elements in accordance with ACI 301 Section 2.

3.3.3   Reuse

Reuse forms providing the structural integrity of concrete and the 
aesthetics of exposed concrete are not compromised.  Wood forms must not be 
clogged with paste and must be capable of absorbing high water-cementitious 
material ratio paste.

3.3.4   Forms for Standard Rough Form Finish

Provide formwork in accordance with ACI 301 Section 5 with a surface 
finish, SF-1.0, for formed surfaces that are to be concealed by other 
construction.

3.3.5   Forms for Standard Smooth Form Finish

Provide formwork in accordance with ACI 301 Section 5 with a surface 
finish, SF-3.0, for formed surfaces that are exposed to view.  

3.3.6   Form Ties

Provide ties in accordance with ACI 301 section 2.

3.3.7   Tolerances for Form Construction

Construct formwork to ensure that after removal of forms and prior to 
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patching and finishing of formed surfaces, provide concrete surfaces in 
accordance with tolerances specified in ACI 301 Section 5 and ACI 117.

3.3.8   Removal of Forms and Supports

After placing concrete, removal of forms must be in accordance with ACI 301 
Section 2 except as modified by approved form removal schedule.

3.4   WATERSTOP INSTALLATION AND SPLICES

Provide waterstops in construction joints as indicated.

Install waterstops to form a continuous diaphragm in each joint.  Make 
adequate provisions to support and protect waterstops during progress of 
work.  Protect waterstops protruding from joints from damage.

3.4.1   PVC Waterstop

Make splices by heat sealing the adjacent waterstop edges together using a 
thermoplastic splicing iron utilizing a non-stick surface specifically 
designed for waterstop welding.  Reform waterstops at splices with a 
remolding iron with ribs or corrugations to match the pattern of the 
waterstop.  The spliced area, when cooled, must show no signs of 
separation, holes, or other imperfections when bent by hand in as sharp an 
angle as possible.

3.4.2   Rubber Waterstop

Rubber waterstops must be spliced using cold bond adhesive as recommended 
by the manufacturer.

3.4.3   Thermoplastic Elastomeric Rubber Waterstop

Fittings must be shop made using a machine specifically designed to 
mechanically weld the waterstop.  A portable power saw must be used to 
miter or straight cut the ends to be joined to ensure good alignment and 
contact between joined surfaces.  Maintain continuity of the characteristic 
features of the cross section of the waterstop (for example ribs, tabular 
center axis, and protrusions) across the splice.

3.4.4   Hydrophilic Waterstop

Miter cut ends to be joined with sharp knife or shears.  The ends must be 
adhered with adhesive.

3.5   PLACING REINFORCEMENT AND MISCELLANEOUS MATERIALS

ACI 301 and ACI SP-66.  Provide bars, welded wire reinforcement, wire ties, 
supports, and other devices necessary to install and secure reinforcement.  
Reinforcement must not have rust, scale, oil, grease, clay, or foreign 
substances that would reduce the bond.  Rusting of reinforcement is a basis 
of rejection if the effective cross-sectional area or the nominal weight 
per unit length has been reduced.  Remove loose rust prior to placing 
steel.  Tack welding is prohibited.

3.5.1   General

Provide details of reinforcement that are in accordance with ACI 301 and 
ACI SP-66 and as specified.
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3.5.2   Reinforcement Supports

Support reinforcement in accordance with ACI 301 Section 3.  Supports for 
coated or galvanized bars must also be coated with electrically compatible 
material for a distance of at least 2 inches beyond the point of contact 
with the bars.

3.5.3   Splicing

As indicated.  For splices not indicated ACI 301.  Do not splice at points 
of maximum stress.  Overlap welded wire reinforcement the spacing of the 
cross wires, plus 2 inches.  

3.5.4   Future Bonding

Plug exposed, threaded, mechanical reinforcement bar connectors with a 
greased bolt.  Provide bolt threads that match the connector.  Countersink 
the connector in the concrete.  Caulk the depression after the bolt is 
installed.

3.5.5   Setting Miscellaneous Material

Place and secure anchors and bolts, pipe sleeves, conduits, and other such 
items in position before concrete placement and support against 
displacement.  Plumb anchor bolts and check location and elevation.  
Temporarily fill voids in sleeves with readily removable material to 
prevent the entry of concrete.

3.5.6   Fabrication

Shop fabricate reinforcing bars to conform to shapes and dimensions 
indicated for reinforcement, and as follows:

Provide fabrication tolerances that are in accordance with ACI 318 and 
ACI SP-66.

Provide hooks and bends that are in accordance with ACI 318 and ACI SP-66.

Reinforcement must be bent cold to shapes as indicated.  Bending must be 
done in the shop.  Rebending of a reinforcing bar that has been bent 
incorrectly is not be permitted.  Bending must be in accordance with 
standard approved practice and by approved machine methods.

Tolerance on nominally square-cut, reinforcing bar ends must be in 
accordance with ACI SP-66.

Deliver reinforcing bars bundled, tagged, and marked.  Tags must be metal 
with bar size, length, mark, and other information pressed in by machine.  
Marks must correspond with those used on the placing drawings.

Do not use reinforcement that has any of the following defects:

a. Bar lengths, depths, and bends beyond specified fabrication tolerances

b. Bends or kinks not indicated on drawings or approved shop drawings

c. Bars with reduced cross-section due to rusting or other cause
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Replace defective reinforcement with new reinforcement having required 
shape, form, and cross-section area.

3.5.7   Placing Reinforcement

Place reinforcement in accordance with ACI 301 and ACI SP-66.

For slabs on grade (over earth or over capillary water barrier) and for 
footing reinforcement, support bars or welded wire reinforcement on precast 
concrete blocks, spaced at intervals required by size of reinforcement, to 
keep reinforcement the minimum height specified above the underside of slab 
or footing.

For slabs other than on grade, supports for which any portion is less than 
1 inch from concrete surfaces that are exposed to view or to be painted 
must be of precast concrete units, plastic-coated steel, or stainless steel 
protected bar supports.  Precast concrete units must be wedge shaped, not 
larger than 3-1/2 by 3-1/2 inches, and of thickness equal to that indicated 
for concrete protection of reinforcement.  Provide precast units that have 
cast-in galvanized tie wire hooked for anchorage and blend with concrete 
surfaces after finishing is completed.

Provide reinforcement that is supported and secured together to prevent 
displacement by construction loads or by placing of wet concrete, and as 
follows:

Provide supports for reinforcing bars that are sufficient in number and 
have sufficient strength to carry the reinforcement they support, and in 
accordance with ACI 318, ACI SP-66 and CRSI 10MSP.  Do not use supports to 
support runways for concrete conveying equipment and similar construction 
loads.

Equip supports on ground and similar surfaces with sand-plates.

Support welded wire reinforcement as required for reinforcing bars.

Secure reinforcements to supports by means of tie wire. Wire must be black, 
soft iron wire, not less than 16 gage.

Reinforcement must be accurately placed, securely tied at intersections, 
and held in position during placing of concrete by spacers, chairs, or 
other approved supports.  Point wire-tie ends away from the form.  
Unless otherwise indicated, numbers, type, and spacing of supports must 
conform to ACI SP-66.

Bending of reinforcing bars partially embedded in concrete is permitted 
only as specified in ACI SP-66 and ACI 318.

3.5.8   Spacing of Reinforcing Bars

Spacing must be as indicated.  If not indicated, spacing must be in 
accordance with the ACI 318 and ACI SP-66.

Reinforcing bars may be relocated to avoid interference with other 
reinforcement, or with conduit, pipe, or other embedded items.  If any 
reinforcing bar is moved a distance exceeding one bar diameter or specified 
placing tolerance, resulting rearrangement of reinforcement is subject to 
preapproval by the Contracting Officer.
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3.5.9   Concrete Protection for Reinforcement

Concrete protection must be in accordance with the ACI 318 and ACI SP-66.

3.5.10   Welding

Welding must be in accordance with AWS D1.4/D1.4M.

3.6   BATCHING, MEASURING, MIXING, AND TRANSPORTING CONCRETE

ASTM C94/C94M, ACI 301, ACI 302.1R and ACI 304R, except as modified 
herein.  Batching equipment must be such that the concrete ingredients are 
consistently measured within the following tolerances: 1 percent for cement 
and water, 2 percent for aggregate, and 3 percent for admixtures.  Furnish 
mandatory batch ticket information for each load of ready mix concrete.

3.6.1   Measuring

Make measurements at intervals as specified in paragraphs SAMPLING and 
TESTING.

3.6.2   Mixing

ASTM C94/C94M, ACI 301 and ACI 304R.  Machine mix concrete.  Begin mixing 
within 30 minutes after the cement has been added to the aggregates.  Place 
concrete within 90 minutes of either addition of mixing water to cement and 
aggregates or addition of cement to aggregates if the air temperature is 
less than 84 degrees F.  Reduce mixing time and place concrete within 60 
minutes if the air temperature is greater than 84 degrees F except as 
follows:  if set retarding admixture is used and slump requirements can be 
met, limit for placing concrete may remain at 90 minutes.  Additional water 
may be added, provided that both the specified maximum slump and 
water-cementitious material ratio are not exceeded and the required 
concrete strength is still met.  When additional water is added, an 
additional 30 revolutions of the mixer at mixing speed is required.  If the 
entrained air content falls below the specified limit, add a sufficient 
quantity of admixture to bring the entrained air content within the 
specified limits. Dissolve admixtures in the mixing water and mix in the 
drum to uniformly distribute the admixture throughout the batch.  Do not 
reconstitute concrete that has begun to solidify.

3.6.3   Transporting

Transport concrete from the mixer to the forms as rapidly as practicable. 
Prevent segregation or loss of ingredients.  Clean transporting equipment 
thoroughly before each batch.  Do not use aluminum pipe or chutes.  Remove 
concrete which has segregated in transporting and dispose of as directed.

3.7   PLACING CONCRETE

Place concrete in accordance with ACI 301 Section 5.

3.7.1   Cold Weather

ACI 306.1.  Do not allow concrete temperature to decrease below 50 degrees F.  
Obtain approval prior to placing concrete when the ambient temperature is 
below 40 degrees F or when concrete is likely to be subjected to freezing 
temperatures within 24 hours.  Cover concrete and provide sufficient heat 
to maintain 50 degrees F minimum adjacent to both the formwork and the 
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structure while curing.  Limit the rate of cooling to 37 degrees F in any 1 
hour and 50 degrees F per 24 hours after heat application.

3.7.2   Hot Weather

Maintain required concrete temperature using Figure 4.2 in ACI 305R to 
prevent the evaporation rate from exceeding 0.2 pound of water per square 
foot of exposed concrete per hour.  Cool ingredients before mixing or use 
other suitable means to control concrete temperature and prevent rapid 
drying of newly placed concrete.  Shade the fresh concrete as soon as 
possible after placing.  Start curing when the surface of the fresh 
concrete is sufficiently hard to permit curing without damage.  Provide 
water hoses, pipes, spraying equipment, and water hauling equipment, where 
job site is remote to water source, to maintain a moist concrete surface 
throughout the curing period.  Provide burlap cover or other suitable, 
permeable material with fog spray or continuous wetting of the concrete 
when weather conditions prevent the use of either liquid membrane curing 
compound or impervious sheets.  For vertical surfaces, protect forms from 
direct sunlight and add water to top of structure once concrete is set.

3.7.3   Bonding

Surfaces of set concrete at joints, must be roughened and cleaned of 
laitance, coatings, loose particles, and foreign matter.  Roughen surfaces 
in a manner that exposes the aggregate uniformly and does not leave 
laitance, loosened particles of aggregate, nor damaged concrete at the 
surface.

Obtain bonding of fresh concrete that has set as follows:

At joints between footings and walls or columns, between walls or columns 
and the beams or slabs they support, and elsewhere unless otherwise 
specified; roughened and cleaned surface of set concrete must be 
dampened, but not saturated, immediately prior to placing of fresh 
concrete.

At joints in exposed-to-view work; at vertical joints in walls; at joints 
near midpoint of span in girders, beams, supported slabs, other 
structural members; in work designed to contain liquids; the roughened 
and cleaned surface of set concrete must be dampened but not saturated 
and covered with a cement grout coating.

Provide cement grout that consists of equal parts of portland cement and 
fine aggregate by weight with not more than 6 gallons of water per sack 
of cement.  Apply cement grout with a stiff broom or brush to a minimum 
thickness of 1/16 inch.  Deposit fresh concrete before cement grout has 
attained its initial set.

3.8   WASTE MANAGEMENT

Provide as specified in the Waste Management Plan and as follows.

3.8.1   Mixing Equipment

Before concrete pours, designate Contractor-owned site meeting 
environmental standards for cleaning out concrete mixing trucks.  Minimize 
water used to wash equipment.
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3.8.2   Reinforcing Steel

Collect reinforcing steel and place in designated area for recycling.

3.8.3   Other Waste

Identify concrete manufacturer's or supplier's policy for collection or 
return of construction waste, unused material, deconstruction waste, and/or 
packaging material.

3.9   SURFACE FINISHES EXCEPT FLOOR, SLAB, AND PAVEMENT FINISHES

3.9.1   Defects

Repair surface defects in accordance with ACI 301 Section 5.

3.9.2   Not Against Forms (Top of Walls)

Surfaces not otherwise specified must be finished with wood floats to even 
surfaces.  Finish must match adjacent finishes.

3.9.3   Formed Surfaces

3.9.3.1   Tolerances

ACI 117 and as indicated.

3.9.3.2   As-Cast Rough Form

Provide for surfaces not exposed to public view a surface finish SF-1.0.  
Patch holes and defects in accordance with ACI 301.

3.9.3.3   Standard Smooth Finish

Provide for surfaces exposed to public view a surface finish SF-3.0. Patch 
holes and defects in accordance with ACI 301.

3.10   FLOOR, SLAB, AND PAVEMENT FINISHES AND MISCELLANEOUS CONSTRUCTION

ACI 301 and ACI 302.1R, unless otherwise specified.  Slope floors uniformly 
to drains where drains are provided.    Where straightedge measurements are 
specified, Contractor must provide straightedge.

3.10.1   Finish

Place, consolidate, and immediately strike off concrete to obtain proper 
contour, grade, and elevation before bleedwater appears.  Permit concrete 
to attain a set sufficient for floating and supporting the weight of the 
finisher and equipment.  If bleedwater is present prior to floating the 
surface, drag the excess water off or remove by absorption with porous 
materials.  Do not use dry cement to absorb bleedwater.

3.10.1.1   Scratched

Use for surfaces intended to receive bonded applied cementitious 
applications.  Finish concrete in accordance with ACI 301 Section 5 for a 
scratched finish.
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3.10.1.2   Floated

Use for exterior slabs where not otherwise specified.  Finish concrete in 
accordance with ACI 301 Section 5 for a floated finish.

3.10.1.3   Concrete Containing Silica FumeFinish using magnesium floats or 
darbies.

3.10.1.4   Broomed

Use on surfaces of exterior walks, platforms, patios, and ramps, unless 
otherwise indicated.  Finish concrete in accordance with ACI 301 Section 5 
for a broomed finish.

3.10.2   Pits and Trenches

Place bottoms and walls monolithically or provide waterstops and keys.

3.11   JOINTS

3.11.1   Construction Joints

Make and locate joints not indicated so as not to impair strength and 
appearance of the structure, as approved. Joints must be perpendicular to 
main reinforcement. Reinforcement must be continued and developed across 
construction joints.  Locate construction joints as follows:

3.11.1.1   Maximum Allowable Construction Joint Spacing

a. In walls at not more than 60 feet in any horizontal direction. 

b. In slabs on ground, so as to divide slab into areas not in excess of 
1,200 square feet.

3.11.1.2   Construction Joints for Constructability Purposes

a.  In walls, at top of footing; at top of slabs on ground; at top and 
bottom of door and window openings or where required to conform to 
architectural details; and at underside of deepest beam or girder 
framing into wall.

b. In columns or piers, at top of footing; at top of slabs on ground; and 
at underside of deepest beam or girder framing into column or pier.

c. Near midpoint of spans for supported slabs, beams, and girders unless a 
beam intersects a girder at the center, in which case construction 
joints in girder must offset a distance equal to twice the width of the 
beam.  Make transfer of shear through construction joint by use of 
inclined reinforcement.

Provide keyways at least 1-1/2-inches deep in construction joints in walls 
and slabs and between walls and footings; approved bulkheads may be used 
for slabs.

3.11.2   Isolation Joints in Slabs on Ground

Provide joints at points of contact between slabs on ground and vertical 
surfaces, such as column pedestals, foundation walls, grade beams, and 
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elsewhere as indicated.

Fill joints with premolded joint filler strips 1/2 inch thick, extending 
full slab depth.  Install filler strips at proper level below finish floor 
elevation with a slightly tapered, dress-and-oiled wood strip temporarily 
secured to top of filler strip to form a groove not less than 3/4 inch in 
depth where joint is sealed with sealing compound and not less than 1/4 inch
 in depth where joint sealing is not required.  Remove wood strip after 
concrete has set.  Contractor must clean groove of foreign matter and loose 
particles after surface has dried.

3.11.3   Contraction Joints in Slabs on Ground

Provide joints to form panels as indicated.

Under and on exact line of each control joint, cut 50 percent of welded 
wire reinforcement before placing concrete.

Sawcut contraction joints into slab on ground in accordance with ACI 301 
Section 5.

3.11.4   Sealing Joints in Slabs on Ground

Contraction and control joints which are to receive finish flooring 
material must be sealed with joint sealing compound after concrete curing 
period.  Slightly underfill groove with joint sealing compound to prevent 
extrusion of compound.  Remove excess material as soon after sealing as 
possible.

Sealed groove must be left ready to receive filling material that is 
provided as part of finish floor covering work.

3.12   CURING AND PROTECTION

ACI 301 Section 5, unless otherwise specified.  Begin curing immediately 
following form removal.  Avoid damage to concrete from vibration created by 
blasting, pile driving, movement of equipment in the vicinity, disturbance 
of formwork or protruding reinforcement, and any other activity resulting 
in ground vibrations.  Protect concrete from injurious action by sun, rain, 
flowing water, frost, mechanical injury, tire marks, and oil stains.  Do 
not allow concrete to dry out from time of placement until the expiration 
of the specified curing period.  Do not use membrane-forming compound on 
surfaces where appearance would be objectionable, on any surface to be 
painted, where coverings are to be bonded to the concrete, or on concrete 
to which other concrete is to be bonded.  If forms are removed prior to the 
expiration of the curing period, provide another curing procedure specified 
herein for the remaining portion of the curing period.  Provide moist 
curing for those areas receiving liquid chemical sealer-hardener or epoxy 
coating.  Allow curing compound/sealer installations to cure prior to the 
installation of materials that adsorb VOCs.

3.12.1   Requirements for Type III, High-Early-Strength Portland Cement

The curing periods are required to be not less than one-fourth of those 
specified for portland cement, but in no case less than 72 hours.

3.12.2   Curing Periods

ACI 301 Section 5, except 10 days for retaining walls, pavement or 

SECTION 03 30 00  Page 22



Repair Wastewater System BT-11 WO6474600

chimneys.  Begin curing immediately after placement.  Protect concrete from 
premature drying, excessively hot temperatures, and mechanical injury; and 
maintain minimal moisture loss at a relatively constant temperature for the 
period necessary for hydration of the cement and hardening of the 
concrete.  The materials and methods of curing are subject to approval by 
the Contracting Officer.

3.12.3   Curing Formed Surfaces

Accomplish curing of formed surfaces, including undersurfaces of girders, 
beams, supported slabs, and other similar surfaces by moist curing with 
forms in place for full curing period or until forms are removed.  If forms 
are removed before end of curing period, accomplish final curing of formed 
surfaces by any of the curing methods specified above, as applicable.

3.12.4   Curing Unformed Surfaces

Accomplish initial curing of unformed surfaces, such as monolithic slabs, 
floor topping, and other flat surfaces, by membrane curing.

Unless otherwise specified, accomplish final curing of unformed surfaces by 
any of curing methods specified, as applicable.

Accomplish final curing of concrete surfaces to receive liquid floor 
hardener of finish flooring by moisture-retaining cover curing.

3.12.5   Temperature of Concrete During Curing

When temperature of atmosphere is 41 degrees F and below, maintain 
temperature of concrete at not less than 55 degrees F throughout concrete 
curing period or 45 degrees F when the curing period is measured by 
maturity.  When necessary, make arrangements before start of concrete 
placing for heating, covering, insulation, or housing as required to 
maintain specified temperature and moisture conditions for concrete during 
curing period.

When the temperature of atmosphere is 80 degrees F and above or during 
other climatic conditions which cause too rapid drying of concrete, make 
arrangements before start of concrete placing for installation of wind 
breaks, of shading, and for fog spraying, wet sprinkling, or 
moisture-retaining covering of light color as required to protect concrete 
during curing period.

Changes in temperature of concrete must be uniform and not exceed 37 
degrees F in any 1 hour nor 80 degrees F in any 24-hour period.

3.12.6   Protection from Mechanical Injury

During curing period, protect concrete from damaging mechanical 
disturbances, particularly load stresses, heavy shock, and excessive 
vibration and from damage caused by rain or running water.

3.12.7   Protection After Curing

Protect finished concrete surfaces from damage by construction operations.
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3.13   FIELD QUALITY CONTROL

3.13.1   Sampling

ASTM C172/C172M.  Collect samples of fresh concrete to perform tests 
specified.  ASTM C31/C31M for making test specimens.

3.13.2   Testing

3.13.2.1   Slump Tests

ASTM C143/C143M.  Take concrete samples during concrete placement/discharge.
  The maximum slump may be increased as specified with the addition of an 
approved admixture provided that the water-cementitious material ratio is 
not exceeded. Perform tests at commencement of concrete placement, when 
test cylinders are made, and for each batch (minimum) or every 20 cubic 
yards (maximum) of concrete.

3.13.2.2   Temperature Tests

Test the concrete delivered and the concrete in the forms.  Perform tests 
in hot or cold weather conditions (below 50 degrees F and above 80 degrees F
) for each batch (minimum) or every 20 cubic yards (maximum) of concrete, 
until the specified temperature is obtained, and whenever test cylinders 
and slump tests are made.

3.13.2.3   Compressive Strength Tests

ASTM C39/C39M.  Make six  6 inch by 12 inch test cylinders for each set of 
tests in accordance with ASTM C31/C31M, ASTM C172/C172M and applicable 
requirements of ACI 305R and ACI 306R.  Take precautions to prevent 
evaporation and loss of water from the specimen.  Test two cylinders at 7 
days, two cylinders at 28 days,  and hold two cylinder in reserve.  Take 
samples for strength tests of each  concrete placed each day not less than 
once a day, nor less than once for each 100 cubic yards of concrete for the 
first 500 cubic yards, then every 500 cubic yards thereafter, nor less than 
once for each 5400 square feet of surface area for slabs or walls.  For the 
entire project, take no less than five sets of samples and perform strength 
tests for each mix design of concrete placed.  Each strength test result 
must be the average of two cylinders from the same concrete sample tested 
at 28 days.  Concrete compressive tests must meet the requirements of 
ACI 318 Section 5.6.  Retest locations represented by erratic core 
strengths.  Where retest does not meet concrete compressive strength 
requirements submit a mitigation or remediation plan for review and 
approval by the contracting officer.  Repair core holes with nonshrink 
grout.  Match color and finish of adjacent concrete.

3.13.2.4   Air Content

ASTM C173/C173M or ASTM C231/C231M for normal weight concrete .  Test 
air-entrained concrete for air content at the same frequency as specified 
for slump tests.

3.13.2.5   Strength of Concrete Structure

The strength of the concrete structure will be considered to be deficient 
if any of the following conditions are identified:

Failure to meet compressive strength tests as evaluated
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Reinforcement not conforming to requirements specified

Concrete which differs from required dimensions or location in such a 
manner as to reduce strength

Concrete curing and protection of concrete against extremes of temperature 
during curing, not conforming to requirements specified

Concrete subjected to damaging mechanical disturbances, particularly load 
stresses, heavy shock, and excessive vibration

Poor workmanship likely to result in deficient strength

Where the strength of the concrete structure is considered deficient submit 
a mitigation or remediation plan for review and approval by the contracting 
officer.

3.13.2.6   Non-Conforming Materials

Factors that indicate that there are non-conforming materials include (but 
not limited to) excessive compressive strength, inadequate compressive 
strength, excessive slump, excessive voids and honeycombing, concrete 
delivery records that indicate excessive time between mixing and placement, 
or excessive water was added to the mixture during delivery and placement. 
Any of these indicators alone are sufficient reason for the Contracting 
Officer to request additional sampling and testing.

Investigations into non-conforming materials must be conducted at the 
Contractor's expense. The Contractor must be responsible for the 
investigation and must make written recommendations to adequately mitigate 
or remediate the non-conforming material. The Contracting Officer may 
accept, accept with reduced payment, require mitigation, or require removal 
and replacement of non-conforming material at no additional cost to the 
Government.

3.13.2.7   Testing Concrete Structure for Strength

When there is evidence that strength of concrete structure in place does 
not meet specification requirements or there are non-conforming materials, 
make cores drilled from hardened concrete for compressive strength 
determination in accordance with ASTM C42/C42M, and as follows:

Take at least three representative cores from each member or area of 
concrete-in-place that is considered potentially deficient.  Location 
of cores will be determined by the Contracting Officer.

Test cores after moisture conditioning in accordance with ASTM C42/C42M if 
concrete they represent is more than superficially wet under service.

Air dry cores, (60 to 80 degrees F with relative humidity less than 60 
percent) for 7 days before test and test dry if concrete they represent 
is dry under service conditions.

Strength of cores from each member or area are considered satisfactory if 
their average is equal to or greater than 85 percent of the 28-day 
design compressive strength of the class of concrete.
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Fill core holes solid with patching mortar and finished to match adjacent 
concrete surfaces.

Correct concrete work that is found inadequate by core tests in a manner 
approved by the Contracting Officer.

3.14   REPAIR, REHABILITATION AND REMOVAL

Before the Contracting Officer accepts the structure the Contractor must 
inspect the structure for cracks, damage and substandard concrete 
placements that may adversely affect the service life of the structure. A 
report documenting these defects must be prepared which includes 
recommendations for repair, removal or remediation must be submitted to the 
Contracting Officer for approval before any corrective work is accomplished.

3.14.1   Crack Repair

Prior to final acceptance, all cracks in excess of 0.02 inches wide must be 
documented and repaired. The proposed method and materials to repair the 
cracks must be submitted to the Contracting Officer for approval. The 
proposal must address the amount of movement expected in the crack due to 
temperature changes and loading.

3.14.2   Repair of Weak Surfaces

Weak surfaces are defined as mortar-rich, rain-damaged, uncured, or 
containing exposed voids or deleterious materials. Concrete surfaces with 
weak surfaces less than 1/4 inch thick must be diamond ground to remove the 
weak surface. Surfaces containing weak surfaces greater than 1/4 inch thick 
must be removed and replaced or mitigated in a manner acceptable to the 
Contracting Officer.

3.14.3   Failure of Quality Assurance Test Results

Proposed mitigation efforts by the Contractor must be approved by the 
Contracting Officer prior to proceeding.

        -- End of Section --
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SECTION 03 42 13.00 10

PLANT-PRECAST CONCRETE PRODUCTS FOR BELOW GRADE CONSTRUCTION
05/16

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN CONCRETE INSTITUTE INTERNATIONAL (ACI)

ACI 211.1 (1991; R 2009) Standard Practice for 
Selecting Proportions for Normal, 
Heavyweight and Mass Concrete

ACI 305R (2010) Guide to Hot Weather Concreting

ACI 306.1 (1990; R 2002) Standard Specification for 
Cold Weather Concreting

ACI 318 (2014; Errata 1-2 2014; Errata 3-5 2015; 
Errata 6 2016) Building Code Requirements 
for Structural Concrete and Commentary

AMERICAN CONCRETE PIPE ASSOCIATION (ACPA)

ACPA 01-102 (2000) Concrete Pipe Handbook

ACPA 01-110 (1984) Design Manual for Sulfide and 
Corrosion Prediction and Control

ACPA QPC (202016) QCast Plant Certification Manual

AMERICAN WELDING SOCIETY (AWS)

AWS D1.1/D1.1M (2015; Errata 1 2015; Errata 2 2016) 
Structural Welding Code - Steel

AWS D1.4/D1.4M (2011) Structural Welding Code - 
Reinforcing Steel

ASTM INTERNATIONAL (ASTM)

ASTM A1064/A1064M (2016a) Standard Specification for 
Carbon-Steel Wire and Welded Wire 
Reinforcement, Plain and Deformed, for 
Concrete

ASTM A153/A153M (2016) Standard Specification for Zinc 
Coating (Hot-Dip) on Iron and Steel 
Hardware

ASTM A36/A36M (2014) Standard Specification for Carbon 
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Structural Steel

ASTM A615/A615M (2016) Standard Specification for Deformed 
and Plain Carbon-Steel Bars for Concrete 
Reinforcement

ASTM A706/A706M (2016) Standard Specification for 
Low-Alloy Steel Deformed and Plain Bars 
for Concrete Reinforcement

ASTM A767/A767M (2009; R 2015) Standard Specification for 
Zinc-Coated (Galvanized) Steel Bars for 
Concrete Reinforcement

ASTM A775/A775M (2016) Standard Specification for 
Epoxy-Coated Steel Reinforcing Bars

ASTM A884/A884M (2014) Standard Specification for 
Epoxy-Coated Steel Wire and Welded Wire 
Reinforcement

ASTM C1064/C1064M (2011) Standard Test Method for 
Temperature of Freshly Mixed 
Hydraulic-Cement Concrete

ASTM C1107/C1107M (2014a) Standard Specification for 
Packaged Dry, Hydraulic-Cement Grout 
(Nonshrink)

ASTM C1244 (2011) Standard Test Method for Concrete 
Sewer Manholes by the Negative Air 
Pressure (Vacuum) Test Prior to Backfill

ASTM C138/C138M (2016) Standard Test Method for Density 
("Unit Weight"), Yield, and Air Content 
(Gravimetric) of Concrete

ASTM C143/C143M (2015a) Standard Test Method for Slump of 
Hydraulic-Cement Concrete

ASTM C1478 (2008; R 2013) Standard Specification for 
Storm Drain Resilient Connectors Between 
Reinforced Concrete Storm Sewer 
Structures, Pipes and Laterals

ASTM C171 (2016) Standard Specification for Sheet 
Materials for Curing Concrete

ASTM C173/C173M (2016) Standard Test Method for Air 
Content of Freshly Mixed Concrete by the 
Volumetric Method

ASTM C192/C192M (2016) Standard Practice for Making and 
Curing Concrete Test Specimens in the 
Laboratory

ASTM C231/C231M (2014) Standard Test Method for Air 
Content of Freshly Mixed Concrete by the 
Pressure Method
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ASTM C309 (2011) Standard Specification for Liquid 
Membrane-Forming Compounds for Curing 
Concrete

ASTM C31/C31M (2015a; E 2016) Standard Practice for 
Making and Curing Concrete Test Specimens 
in the Field

ASTM C39/C39M (2016) Standard Test Method for 
Compressive Strength of Cylindrical 
Concrete Specimens

ASTM C443 (2011) Standard Specification for Joints 
for Concrete Pipe and Manholes, Using 
Rubber Gaskets

ASTM C857 (2014) Standard Practice for Minimum 
Structural Design Loading for Underground 
Precast Concrete Utility Structures

ASTM C858 (2010; E 2012) Standard Specification for 
Underground Precast Concrete Utility 
Structures

ASTM C877 (2008) External Sealing Bands for Concrete 
Pipe, Manholes, and Precast Box Sections

ASTM C891 (2011) Installation of Underground Precast 
Concrete Utility Structures

ASTM C920 (2014a) Standard Specification for 
Elastomeric Joint Sealants

ASTM C923 (2008; R 2013; E 2016) Standard 
Specification for Resilient Connectors 
Between Reinforced Concrete Manhole 
Structures, Pipes and Laterals

ASTM C990 (2009; R 2014) Standard Specification for 
Joints for Concrete Pipe, Manholes and 
Precast Box Sections Using Preformed 
Flexible Joint Sealants

CSA GROUP (CSA)

CSA A23.4 (2016) Precast Concrete - Materials and 
Construction

NATIONAL PRECAST CONCRETE ASSOCIATION (NPCA)

NPCA QC Manual (2012) Quality Control Manual for Precast 
and Prestressed Concrete Plants

1.2   SUBMITTALS

  Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:
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SD-01 Preconstruction Submittals

Quality Control Procedures

SD-02 Shop Drawings

Standard Precast Units; 
Custom-Made Precast Units; 

SD-03 Product Data

Standard Precast Units
Proprietary Precast Units
Embedded Items
Accessories

SD-05 Design Data

Design Calculations; 
Concrete Mix Proportions

SD-06 Test Reports

Test Reports

SD-07 Certificates

Quality Control Procedures

1.3   QUALITY ASSURANCE

Demonstrate adherence to the standards set forth in NPCA QC Manual or 
ACPA QPC.  Meet requirements written in the subparagraphs below.

1.3.1   NPCA and ACPA Plant Certification

The precast concrete producer must be certified by the National Precast 
Concrete Association's or the American Concrete Pipe Association's Plant 
Certification Program prior to and during production of the products for 
this project.

1.3.2   Qualifications, Quality Control and Inspection

1.3.2.1   Qualifications

Select a precast concrete producer that has been in the business of 
producing precast concrete units similar to those specified for a minimum 
of 3 years.  The precast concrete producer must maintain a permanent 
quality control department or retain an independent testing agency on a 
continuing basis.

1.3.2.2   Quality Control Procedures

Submit quality control procedures established by the precast manufacturer 
in accordance with NPCA QC Manual and ACPA QPC.  Show that the following QC 
tests are performed as required and in accordance with the ASTM standards 
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indicated.

1.3.2.2.1   Slump

Perform a slump test for each 150 cu yd of concrete produced, or once a 
day, whichever comes first.  Perform slump tests in accordance with 
ASTM C143/C143M.

1.3.2.2.2   Temperature

Measure the temperature of fresh concrete when slump or air content tests 
are made and when compressive test specimens are made in accordance with 
ASTM C1064/C1064M.

1.3.2.2.3   Compressive Strength

Make at least four compressive strength specimens for each 150 cubic yards 
of concrete of each mix in accordance with the following Standards: 
ASTM C31/C31M, ASTM C192/C192M, ASTM C39/C39M.

1.3.2.2.4   Air Content

Perform tests for air content on air-entrained, wet-cast concrete for each 
150 cu yd of concrete, but not less often than once each day when 
air-entrained concrete is used.  Determine the air content in accordance 
with either ASTM C231/C231M or ASTM C173/C173M for normal weight aggregates 
and ASTM C173/C173M for lightweight aggregates.

1.3.2.2.5   Unit Weight

Perform tests for unit weight a minimum of once per week to verify the 
yield of batch mixes.  Perform unit weight tests for each 100 cu yd of 
lightweight concrete in accordance with ASTM C138/C138M.

1.3.2.3   Inspection

The Contracting Officer may place an inspector in the plant when the units 
covered by this specification are being manufactured.  The burden of 
payment for plant inspection will be clearly detailed in the 
specification.  The precast concrete producer must give notice 14 days 
prior to the time the units will be available for plant inspection.  
Neither the exercise nor waiver of inspection at the plant will affect the 
Government's right to enforce contractual provisions after units are 
transported or erected.

1.3.2.4   Test Reports

Submit the following:

1.3.2.4.1    Material Certifications or Laboratory Test Reports

Include mill tests and all other test data, for portland cement, blended 
cement, pozzolans, ground granulated blast furnace slag, silica fume, 
aggregate, admixtures, and curing compound proposed for use on this project.

1.3.2.4.2   Mix Test

Submit reports showing that the mix has been successfully tested to produce 
concrete with the properties specified and will be suitable for the job 
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conditions.  Such tests may include compressive strength, flexural 
strength, plastic or hardened air content, freeze thaw durability, abrasion 
and absorption.  Clearly detail in the specifications special tests for 
precast concrete or cast-in items.

1.3.2.4.3   Self-Consolidating Concrete

Submit sufficient documentation, when the use of self-consolidating 
concrete (SCC) is proposed, showing a minimum of 30-days production track 
records demonstrating that SCC is appropriate for casting of the product.

1.3.2.4.4   In-Plant QA/QC Inspection Reports

Submit inspection reports upon the request of the Contracting Officer.

1.4   DELIVERY, STORAGE, AND HANDLING

1.4.1   Delivery

Deliver precast units to the site in accordance with the delivery schedule 
to avoid excessive build-up of units in storage at the site.  Upon delivery 
to the jobsite, all precast concrete units will be inspected by the 
Contracting Officer for quality and final acceptance.

1.4.2   Storage

Store units off the ground or in a manner that minimizes potential damage.

1.4.3   Handling

Handle, transport, and store products in a manner to minimize damage.  
Lifting devices or holes must be consistent with industry standards.  
Perform lifting with methods or devices intended for this purpose as 
indicated on shop drawings.

PART 2   PRODUCTS

2.1   SYSTEM DESCRIPTION

Furnish precast concrete units designed and fabricated by an experienced 
and acceptable precast concrete manufacturer who has been, for at least 
three years, regularly and continuously engaged in the manufacture of 
precast concrete work similar to that indicated on the drawings.  
Coordinate precast work with the work of other trades.   Below grade 
structures must comply with ASTM C858.

2.1.1   Standard Precast Units

Design standard precast concrete units to withstand indicated design load 
conditions in accordance with applicable industry design standards ACI 318, 
ASTM C857.  Design must also consider stresses induced during handling, 
shipping and installation as to avoid product cracking or other handling 
damage.  Indicate design loads for precast concrete units on the shop 
drawings.  Submit drawings for standard precast concrete units furnished by 
the precast concrete producer for approval by the Contracting Officer.  
These drawings must demonstrate that the applicable industry design 
standards have been met.  Include installation and construction information 
on shop drawings.  Include details of steel reinforcement size and 
placement as well as supporting design calculations, if appropriate.  
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Produce precast concrete units in accordance with the approved drawings.  
Submit cut sheets, for standard precast concrete units, showing conformance 
to project drawings and requirements, and to applicable industry design 
standards listed in this specification.

2.1.2   Custom-Made Precast Units

Submit design calculations for custom-made precast units, prepared and 
sealed by a registered professional engineer, for approval prior to 
fabrication.  Include in the calculations the analysis of units for lifting 
stresses and the sizing of lifting devices.  Submit drawings furnished by 
the precast concrete producer for approval by the Contracting Officer.  
Show on these drawings complete design, installation, and construction 
information in such detail as to enable the Contracting Officer to 
determine the adequacy of the proposed units for the intended purpose.  
Include details of steel reinforcement size and placement as well as 
supporting design calculations, if appropriate.  Produce precast concrete 
units in accordance with the approved drawings.

2.1.3   Proprietary Precast Units

Products manufactured under franchise arrangements must conform to all the 
requirements specified by the franchiser.  Items not included in the 
franchise specification, but included in this specification, must conform 
to the requirements in this specification.  Submit standard plans or 
informative literature, for proprietary precast concrete units.  Make 
available supporting calculations and design details upon request.  Provide 
sufficient information as to demonstrate that such products will perform 
the intended task.

2.1.4   Joints and Sealants

Provide joints and sealants between adjacent units of the type and 
configuration indicated on shop drawings meeting specified design and 
performance requirements.

2.1.5   Concrete Mix Design

2.1.5.1   Concrete Mix Proportions

Base selection of proportions for concrete on the methodology presented in 
ACI 211.1 for normal weight concrete.  Develop the concrete proportions 
using the same type and brand of cement, the same type and brand of 
pozzolan, the same type and gradation of aggregates, and the same type and 
brand of admixture that will be used in the manufacture of precast concrete 
units for the project.  Do not use calcium chloride in precast concrete 
containing reinforcing steel or other embedded metal items.  At a minimum 
of thirty days prior to precast concrete unit manufacturing, the precast 
concrete producer will submit a mix design and proportions for each 
strength and type of concrete that will be used.  Furnish a complete list 
of materials, including quantity, type, brand and applicable data sheets 
for all mix design constituents as well as applicable reference 
specifications.  The use of self-consolidating concrete is permitted, 
provided that mix design proportions and constituents meet the requirements 
of this specification.

2.1.5.2   Concrete Strength

Provide precast concrete units with a 28-day compressive strength (f'c) of 
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5000 psi.

2.1.5.3   Water-to-Cement Ratio

Where exposed to freezing and thawing, furnish concrete containing 
entrained air and with a water-cementitious ratio of 0.45 or less.  Where 
not exposed to freezing, but required to have a low permeability, furnish 
concrete with a water-cementitious ratio of 0.48 or less.  Where exposed to 
deicer salts, brackish water, or seawater, furnish concrete with a 
water-cementitious ratio of 0.40 or less, for corrosion protection.

2.1.5.4   Air Content

The air content of concrete that will be exposed to freezing conditions 
must be within the limits given below.

AIR CONTENT PERCENT

NOMINAL MAXIMUM AGGREGATE SIZE EXPOSURE CLASS F1 EXPOSURE CLASSES
F2 and F3

3/8 inch 6.0 7.5

1/2 inch 5.5 7.0

3/4 inch 5.0 6.0

1.0 inch 4.5 6.0

1.5 inch 4.5 5.5

Note:  For specified compressive strengths greater than 5000 psi, air 
content may be reduced 1 percent

2.1.5.5   Corrosion Control for Sanitary Sewer Systems

Follow design recommendations outlined in Chapter 7 of ACPA 01-102 or the 
ACPA 01-110 when hydrogen sulfide is indicated as a potential problem.

2.2   MATERIALS

Except as otherwise specified in the following paragraphs, conform material 
to Section 03 30 00 CAST-IN-PLACE CONCRETE.

2.2.1   Reinforcement

2.2.1.1   Reinforcing Bars

a.  Deformed Billet-steel: ASTM A615/A615M

b.  Deformed Low-alloy steel: ASTM A706/A706M

2.2.1.2   Reinforcing Wire

a.  Plain Wire: ASTM A1064/A1064M
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b.  Deformed Wire: ASTM A1064/A1064M

2.2.1.3   Welded Wire Reinforcement

a.  Plain Wire: ASTM A1064/A1064M

b.  Deformed Wire: ASTM A1064/A1064M

2.2.1.4   Epoxy Coated Reinforcement

a.  Reinforcing Bars: ASTM A775/A775M

b.  Wires and Welded Wire: ASTM A884/A884M

2.2.1.5   Galvanized Reinforcement

Provide galvanized reinforcement conforming to ASTM A767/A767M.

2.2.2   Inserts and Embedded Metal

All items embedded in concrete must be of the type required for the 
intended task, and meet the following standards.

a.  Structural Steel Plates, Angles, etc.: ASTM A36/A36M

b.  Hot-dipped Galvanized: ASTM A153/A153M

c.  Proprietary Items: In accordance with manufacturers published literature

2.2.3   Accessories

Submit proper installation instructions and relevant product data for items 
including, but not limited to, sealants, gaskets, connectors, steps, cable 
racks and other items installed before or after delivery.

a.  Rubber Gaskets for Circular Concrete Sewer Pipe and Culvert Pipe:  
ASTM C443.

b.  External Sealing Bands for Noncircular Sewer, Storm Drain and Culvert 
Pipe:  ASTM C877.

c.  Preformed Flexible Joint Sealants for Concrete Pipe, Manholes, and 
Manufactured Box Sections:  ASTM C990.

d.  Elastomeric Joint Sealants: ASTM C920

2.2.4   Pipe Entry Connectors

Pipe entry connectors must conform to ASTM C923 or ASTM C1478.

2.2.5   Grout

Nonshrink Grout must conform to ASTM C1107/C1107M.  Cementitious grout must 
be a mixture of portland cement, sand, and water.  Proportion one part 
cement to approximately 2.5 parts sand, with the amount of water based on 
placement method.  Provide air entrainment for grout exposed to the weather.
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PART 3   EXECUTION

3.1   FABRICATION AND PLACEMENT

Perform fabrication in accordance with NPCA QC Manual or ACPA QPC unless 
specified otherwise.

3.1.1   Forms

Use forms, for manufacturing precast concrete products, of the type and 
design consistent with industry standards and practices.  They should be 
capable of consistently providing uniform products and dimensions.  
Construct forms so that the forces and vibrations to which the forms will 
be subjected can cause no product damage.  Clean forms of concrete build-up 
after each use.  Apply form release agents according to the manufacturers 
recommendations and do not allow to build up on the form casting surfaces.

3.1.2   Reinforcement

Follow applicable ASTM Standard or ACI 318 for placement and splicing.  
Fabricate cages of reinforcement either by tying the bars, wires or welded 
wire reinforcement into rigid assemblies or by welding, where permissible, 
in accordance with AWS D1.4/D1.4M.  Position reinforcing as specified by 
the design and so that the concrete cover conforms to requirements.  The 
tolerance on concrete cover must be one-third of that specified but not 
more than 1/2 inch.  Provide concrete cover not less than 1/2 inch.  Take 
positive means to assure that the reinforcement does not move significantly 
during the casting operations.

3.1.3   Embedded Items

Position embedded items at locations specified in the design documents.  
Perform welding in accordance with AWS D1.1/D1.1M when necessary.  Hold 
rigidly in place inserts, plates, weldments, lifting devices and other 
items to be imbedded in precast concrete products so that they do not move 
significantly during casting operations.  Submit product data sheets and 
proper installation instruction for anchors, lifting inserts and other 
devices.  Clearly indicate the products dimensions and safe working load.

3.2   CONCRETE

3.2.1   Concrete Mixing

Mixing operations must produce batch-to-batch uniformity of strength, 
consistency, and appearance.

3.2.2   Concrete Placing

Deposit concrete into forms as near to its final location as practical.  
Keep the free fall of the concrete to a minimum.  Consolidate concrete in 
such a manner that segregation of the concrete is minimized and honeycombed 
areas are kept to a minimum.  Use vibrators to consolidate concrete with 
frequencies and amplitudes sufficient to produce well consolidated concrete.

3.2.2.1   Cold Weather Concreting

Perform cold weather concreting in accordance with ACI 306.1.

a.  Provide adequate equipment for heating concrete materials and 
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protecting concrete during freezing or near-freezing weather.

b.  All concrete materials, reinforcement, forms, fillers, and ground with 
which concrete is to come in contact must be free from frost.

c.  Do not use frozen materials or materials containing ice.

d.  In cold weather the temperature of concrete at the time of placing must 
not be below 45 degrees F.  Discard concrete that freezes before its 
compressive strength reaches 500 psi.

3.2.2.2   Hot Weather Concreting

Follow recommendations for hot weather concreting in ACI 305R.  During hot 
weather, give proper attention to constituents, production methods, 
handling, placing, protection, and curing to prevent excessive concrete 
temperatures or water evaporation that could impair required strength or 
serviceability of the member or structure.  The temperature of concrete at 
the time of placing must not exceed 90 degrees F.

3.2.3   Concrete Curing

Commence curing immediately following the initial set and completion of 
surface finishing.

3.2.3.1   Curing by Moisture Retention

Prevent moisture evaporation from exposed surfaces until adequate strength 
for stripping is reached by one of the following methods:

a.  Cover with polyethylene sheets a minimum of 6 mils thick in accordance 
with ASTM C171.

b.  Cover with burlap or other absorptive material and keep continually 
moist.

c.  Use a membrane-curing compound, conforming to ASTM C309 and applied at 
a rate not less than 200 square ft/gallon, or in accordance with 
manufacturers' recommendations.

3.2.3.2   Curing with Heat and Moisture

Do not subject concrete to steam or hot air until after the concrete has 
attained its initial set.  Apply steam, if used, within a suitable 
enclosure, which permits free circulation of the steam in accordance with 
CSA A23.4.  If hot air is used for curing, take precautions to prevent 
moisture loss from the concrete.  The temperature of the concrete must not 
be permitted to exceed 150 degrees F.  These requirements do not apply to 
products cured with steam under pressure in an autoclave.

3.2.4   Surface Finish

Finish unformed surfaces of wet-cast precast concrete products as 
specified.  If no finishing procedure is specified, finish such surfaces 
using a strike-off to level the concrete with the top of the form.

3.2.4.1   Formed Non-Architectural Surfaces

Cast surfaces against approved forms following industry practices in 
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cleaning forms, designing concrete mixes, placing and curing concrete.  
Normal color variations, form joint marks, small surface holes caused by 
air bubbles, and minor chips and spalls will be accepted but no major 
imperfections, honeycombs or other major defects will be permitted.

3.2.4.2   Unformed Surfaces

Finish unformed surfaces with a vibrating screed, or by hand with a float.  
Normal color variations, minor indentations, minor chips and spalls will be 
accepted.  Major imperfections, honeycombs, or other major defects are not 
permitted.

3.2.4.3   Special Finishes

Troweled, broom or other finishes must be according to the requirements of 
project documents and performed in accordance with industry standards or 
supplier specifications.  Submit finishes for approval when required by the 
project documents.  The sample finishes must be approved prior to the start 
of production.

3.2.5   Stripping Products from Forms

Do not remove products from the forms until the concrete reaches the 
compressive strength for stripping required by the design.  If no such 
requirement exists, products may be removed from the forms after the final 
set of concrete provided that stripping damage is minimal.

3.2.6   Patching and Repair

No repair is required to formed surfaces that are relatively free of air 
voids and honeycombed areas, unless the surfaces are required by the design 
to be finished.

3.2.6.1   Repairing Minor Defects

Defects that will not impair the functional use or expected life of a 
precast concrete product may be repaired by any method that does not impair 
the product.

3.2.6.2   Repairing Honeycombed Areas

When honeycombed areas are to be repaired, remove all loose material and 
cut back the areas into essentially horizontal or vertical planes to a 
depth at which coarse aggregate particles break under chipping rather than 
being dislodged.  Use proprietary repair materials in accordance with the 
manufacturer's instructions.  If a proprietary repair material is not used, 
saturate the area with water.  Immediately prior to repair, the area should 
be damp, but free of excess water.  Apply a cement-sand grout or an 
approved bonding agent to the chipped surfaces, followed immediately by 
consolidating an appropriate repair material into the cavity.

3.2.6.3   Repairing Major Defects

Evaluate, by qualified personnel, defects in precast concrete products 
which impair the functional use or the expected life of products to 
determine if repairs are feasible and, if so, to establish the repair 
procedure.
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3.2.7   Shipping Products

Do not ship products until they are at least five days old, unless it can 
be shown that the concrete strength has reached at least 75 percent of the 
specified 28-day strength, or that damage will not result, impairing the 
performance of the product.

3.3   INSTALLATION

3.3.1   Site Access

It is the Contractor's responsibility to provide adequate access to the 
site to facilitate hauling, storage and proper handling of the precast 
concrete products.

3.3.2   General Requirements

a.  Install precast concrete products to the lines and grades shown in the 
contract documents or otherwise specified.

b.  Lift products by suitable lifting devices at points provided by the 
precast concrete producer.

c.  Install products in accordance with the precast concrete producer's 
instructions.  In the absence of such instructions, install underground 
utility structures in accordance with ASTM C891.  Install pipe and 
manhole sections in accordance with the procedures outlined by the 
American Concrete Pipe Association.

d.  Field modifications to the product will relieve the precast producer of 
liability even if such modifications result in the failure of the 
product.

3.3.3   Water Tightness

Where water tightness is a necessary performance characteristic of the 
precast concrete product's end use, watertight joints, connectors and 
inserts should be used to ensure the integrity of the entire system.

3.4   FIELD QUALITY CONTROL

3.4.1   Site Tests

When water tightness testing is required for an underground product, use 
one of the following methods:

3.4.2   Vacuum Testing

Prior to backfill vacuum test system according to ASTM C1244.

3.4.3   Water Testing

Perform water testing according to the contract documents and precast 
concrete producer's recommendations.

       -- End of Section --
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SECTION 09 90 00

PAINTS AND COATINGS
05/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)

ACGIH 0100 (2015) Documentation of the Threshold 
Limit Values and  Biological Exposure 
Indices

ASME INTERNATIONAL (ASME)

ASME A13.1 (2015) Scheme for the Identification of 
Piping Systems

ASTM INTERNATIONAL (ASTM)

ASTM D235 (2002; R 2012) Mineral Spirits (Petroleum 
Spirits) (Hydrocarbon Dry Cleaning Solvent)

ASTM D4214 (2007; R 2015) Standard Test Method for 
Evaluating the Degree of Chalking of 
Exterior Paint Films

ASTM D4263 (1983; R 2012) Indicating Moisture in 
Concrete by the Plastic Sheet Method

ASTM D6386 (2010) Standard Practice for Preparation 
of Zinc (Hot-Dip Galvanized) Coated Iron 
and Steel Product and Hardware Surfaces 
for Painting

ASTM F1869 (2016) Measuring Moisture Vapor Emission 
Rate of Concrete Subfloor Using Anhydrous 
Calcium Chloride

MASTER PAINTERS INSTITUTE (MPI)

MPI 107 (Oct 2009) Rust Inhibitive Primer 
(Water-Based)

SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC PA 1 (2000; E 2004) Shop, Field, and 
Maintenance Painting of Steel

SSPC PA Guide 3 (1982; E 1995) A Guide to Safety in Paint 
Application
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SSPC SP 1 (2015) Solvent Cleaning

SSPC SP 2 (1982; E 2000; E 2004) Hand Tool Cleaning

SSPC SP 3 (1982; E 2004) Power Tool Cleaning

SSPC VIS 3 (2004) Guide and Reference Photographs for 
Steel Surfaces Prepared by Hand and Power 
Tool Cleaning

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2014) Safety and Health Requirements 
Manual

U.S. GENERAL SERVICES ADMINISTRATION (GSA)

FED-STD-313 (2014; Rev E) Material Safety Data, 
Transportation Data and Disposal Data for 
Hazardous Materials Furnished to 
Government Activities

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910.1000 Air Contaminants

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Coating; 

Manufacturer's Technical Data Sheets

Sealant

SD-08 Manufacturer's Instructions

Application instructions

Mixing

  Detailed mixing instructions, minimum and maximum application 
temperature and humidity, potlife, and curing and drying times 
between coats.

Manufacturer's Safety Data Sheets

  Submit manufacturer's Safety Data Sheets for coatings, solvents, 
and other potentially hazardous materials, as defined in 
FED-STD-313.
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1.3   REGULATORY REQUIREMENTS

1.3.1   Environmental Protection

In addition to requirements specified elsewhere for environmental 
protection, provide coating materials that conform to the restrictions of 
the local Air Pollution Control District and  regional jurisdiction.  
Notify Contracting Officer of any paint specified herein which fails to 
conform.

1.3.2   Lead Content

Do not use coatings having a lead content over 0.06 percent by weight of 
nonvolatile content.

1.3.3   Chromate Content

Do not use coatings containing zinc-chromate or strontium-chromate.

1.3.4   Asbestos Content

Materials shall not contain asbestos.

1.3.5   Mercury Content

Materials shall not contain mercury or mercury compounds.

1.3.6   Human Carcinogens

Materials shall not contain ACGIH 0100 confirmed human carcinogens (A1) or 
suspected human carcinogens (A2).

1.4   PACKAGING, LABELING, AND STORAGE

Paints shall be in sealed containers that legibly show the contract 
specification number, designation name, formula or specification number, 
batch number, color, quantity, date of manufacture, manufacturer's 
formulation number, manufacturer's directions including any warnings and 
special precautions, and name and address of manufacturer.  Pigmented 
paints shall be furnished in containers not larger than 5 gallons.  Paints 
and thinners shall be stored in accordance with the manufacturer's written 
directions, and as a minimum, stored off the ground, under cover, with 
sufficient ventilation to prevent the buildup of flammable vapors, and at 
temperatures between 40 to 95 degrees F.

1.5   SAFETY AND HEALTH

Apply coating materials using safety methods and equipment in accordance 
with the following:

Work shall comply with applicable Federal, State, and local laws and 
regulations, and with the ACCIDENT PREVENTION PLAN, including the Activity 
Hazard Analysis as specified in Section 01 35 26 GOVERNMENT SAFETY 
REQUIREMENTS and in Appendix A of EM 385-1-1.  The Activity Hazard Analysis 
shall include analyses of the potential impact of painting operations on 
painting personnel and on others involved in and adjacent to the work zone.
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1.5.1   Safety Methods Used During Coating Application

Comply with the requirements of SSPC PA Guide 3.

1.5.2   Toxic Materials

To protect personnel from overexposure to toxic materials, conform to the 
most stringent guidance of:

a.  The applicable manufacturer's Material Safety Data Sheets (MSDS) or 
local regulation.  

b.  29 CFR 1910.1000.

c.  ACGIH 0100, threshold limit values.

1.6   ENVIRONMENTAL CONDITIONS

Comply, at minimum, with manufacturer recommendations for space ventilation 
during and after installation.  

1.6.1   Coatings

Do not apply coating when air or substrate conditions are:

a.  Less than 5 degrees F above dew point;

b.  Below 50 degrees F  or over 95 degrees F, unless specifically 
pre-approved by the Contracting Officer and the product manufacturer.  
Under no circumstances shall application conditions exceed manufacturer 
recommendations.

1.7   COLOR SELECTION

Colors of finish coats shall be as indicated or specified.  Where not 
indicated or specified, colors shall be selected by the Contracting 
Officer.  Manufacturers' names and color identification are used for the 
purpose of color identification only.  Named products are acceptable for 
use only if they conform to specified requirements.  Products of other 
manufacturers are acceptable if the colors approximate colors indicated and 
the product conforms to specified requirements.

Tint each coat progressively darker to enable confirmation of the number of 
coats.

1.8   LOCATION AND SURFACE TYPE TO BE PAINTED

1.8.1   Painting Included

Where a space or surface is indicated to be painted, include the following 
unless indicated otherwise.

a.  Surfaces behind portable objects and surface mounted articles readily 
detachable by removal of fasteners, such as screws and bolts.

b.  New factory finished surfaces that require identification or color 
coding and factory finished surfaces that are damaged during 
performance of the work.
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c.  Existing coated surfaces that are damaged during performance of the 
work.

1.8.1.1   Exterior Painting

Includes new surfaces and existing uncoated surfaces, of the  
appurtenances.  Also included are existing coated surfaces made bare by 
cleaning operations.

1.8.1.2   Interior Painting

Includes new surfaces and existing coated surfaces of the appurtenances as 
indicated and existing coated surfaces made bare by cleaning operations.  
Where a space or surface is indicated to be painted, include the following 
items, unless indicated otherwise.

a.  Exposed piping, valves, and appurtenances; and

b.  Other contiguous surfaces.

1.8.2   Painting Excluded

Do not paint the following unless indicated otherwise.

a.  Surfaces concealed and made inaccessible by panelboards, fixed 
ductwork, machinery, and equipment fixed in place.

b.  Steel to be embedded in concrete.

c.  Copper, stainless steel, aluminum, brass, and lead except existing 
coated surfaces.

d.  Hardware, fittings, and other factory finished items.

1.8.3   Mechanical and Electrical Painting

Includes field coating of interior and exterior new and existing surfaces.

a.  Do not paint the following, unless indicated otherwise:

(1)  New zinc-coated, aluminum, and copper surfaces under insulation

(2)  New aluminum jacket on piping

1.8.4   Exterior Painting of Site Work Items

Field coat the following items:

          New Surfaces                  

      a.  Piping                           

      b.  Valves                           

      c.  Bollards                         

      d.   Miscellaneous Items
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1.8.5   Definitions and Abbreviations

1.8.5.1   Coating

A film or thin layer applied to a base material called a substrate.  A 
coating may be a metal, alloy, paint, or solid/liquid suspensions on 
various substrates (metals, plastics, wood, paper, leather, cloth, etc.).  
They may be applied by electrolysis, vapor deposition, vacuum, or 
mechanical means such as brushing, spraying, calendaring, and roller 
coating.  A coating may be applied for aesthetic or protective purposes or 
both.  The term "coating" as used herein includes emulsions, enamels, 
stains, varnishes, sealers, epoxies, and other coatings, whether used as 
primer, intermediate, or finish coat.  The terms paint and coating are used 
interchangeably.

1.8.5.2   DFT or dft

Dry film thickness, the film thickness of the fully cured, dry paint or 
coating.

1.8.5.3   micron / microns

The metric measurement for 0.001 mm or one/one-thousandth of a millimeter.

1.8.5.4   mil / mils

The English measurement for 0.001 in or one/one-thousandth of an inch, 
equal to 25.4 microns or 0.0254 mm.

1.8.5.5   mm

The metric measurement for millimeter, 0.001 meter or one/one-thousandth of 
a meter.

1.8.5.6   Paint

See Coating definition.

PART 2   PRODUCTS

2.1   MATERIALS

Conform to the coating specifications and standards referenced in PART 3.  
Submit manufacturer's technical data sheets for specified coatings and 
solvents.    Comply with applicable regulations regarding toxic and 
hazardous materials.

PART 3   EXECUTION

3.1   PROTECTION OF AREAS AND SPACES NOT TO BE PAINTED

Prior to surface preparation and coating applications, remove, mask, or 
otherwise protect, hardware, hardware accessories, machined surfaces, 
radiator covers, plates, lighting fixtures, public and private property, 
and other such items not to be coated that are in contact with surfaces to 
be coated.  Following completion of painting, workmen skilled in the trades 
involved shall reinstall removed items.  Restore surfaces contaminated by 
coating materials, to original condition and repair damaged items.
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3.2   SURFACE PREPARATION

Remove dirt, splinters, loose particles, grease, oil, disintegrated 
coatings, and other foreign matter and substances deleterious to coating 
performance as specified for each substrate before application of paint or 
surface treatments.  Oil and grease shall be removed prior to mechanical 
cleaning.  Cleaning shall be programmed so that dust and other contaminants 
will not fall on wet, newly painted surfaces.  Exposed ferrous metals such 
as nail heads on or in contact with surfaces to be painted with 
water-thinned paints, shall be spot-primed with a suitable 
corrosion-inhibitive primer capable of preventing flash rusting and 
compatible with the coating specified for the adjacent areas.

3.2.1   Additional Requirements for Preparation of Surfaces With Existing 
Coatings

Before application of coatings, perform the following on surfaces covered 
by soundly-adhered coatings, defined as those which cannot be removed with 
a putty knife:

a.  Test existing finishes for lead before sanding, scraping, or removing.  
If lead is present, refer to paragraph Toxic Materials.

b.  Wipe previously painted surfaces to receive solvent-based coatings, 
except stucco and similarly rough surfaces clean with a clean, dry 
cloth saturated with mineral spirits, ASTM D235.  Allow surface to 
dry.  Wiping shall immediately precede the application of the first 
coat of any coating, unless specified otherwise.

c.  Sand existing glossy surfaces to be painted to reduce gloss. Brush, and 
wipe clean with a damp cloth to remove dust.

d.  The requirements specified are minimum.  Comply also with the 
application instructions of the paint manufacturer.

e.  Previously painted surfaces specified to be repainted shall be 
thoroughly cleaned of all grease, dirt, dust or other foreign matter.

f.  Blistering, cracking, flaking and peeling or other deteriorated 
coatings shall be removed.

g.  Chalk shall be removed so that when tested in accordance with ASTM D4214, 
the chalk resistance rating is no less than 8.

h.  Slick surfaces shall be roughened. Damaged areas such as, but not 
limited to, nail holes, cracks, chips, and spalls shall be repaired 
with suitable material to match adjacent undamaged areas.

i.  Edges of chipped paint shall be feather edged and sanded smooth.

j.  Rusty metal surfaces shall be cleaned as per SSPC requirements.  
Solvent, mechanical, or chemical cleaning methods shall be used to 
provide surfaces suitable for painting.

k.  New, proposed coatings shall be compatible with existing coatings.

3.2.2   Removal of Existing Coatings

Remove existing coatings from the following surfaces:
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a.  Surfaces containing large areas of minor defects;

b.  Surfaces containing more than 20 percent peeling area; and

c.  Surfaces designated by the Contracting Officer, such as surfaces where 
rust shows through existing coatings.

3.3   PREPARATION OF METAL SURFACES

3.3.1   Existing and New Ferrous Surfaces

a.  Ferrous Surfaces including Shop-coated Surfaces and Small Areas That 
Contain Rust, Mill Scale and Other Foreign Substances:  Solvent clean or
 detergent wash in accordance with SSPC SP 1 to remove oil and grease.  
Where shop coat is missing or damaged, clean according to SSPC SP 2.  
Use inhibitor as recommended by coating manufacturer to prevent 
premature rusting.  Shop-coated ferrous surfaces shall be protected 
from corrosion by treating and touching up corroded areas immediately 
upon detection.

3.3.2   Final Ferrous Surface Condition:

For tool cleaned surfaces, the requirements are stated in SSPC SP 2 and 
SSPC SP 3.  As a visual reference, cleaned surfaces shall be similar to 
photographs in SSPC VIS 3.

3.3.3   Galvanized Surfaces

a.  New or Existing Galvanized Surfaces With Only Dirt and Zinc Oxidation 
Products:  Clean with solvent, or non-alkaline detergent solution in 
accordance with SSPC SP 1.    New galvanized steel to be coated shall 
not be "passivated" or "stabilized"  If the absence of hexavalent stain 
inhibitors is not documented, test as described in ASTM D6386, Appendix 
X2, and remove by one of the methods described therein.

3.3.4   Non-Ferrous Metallic Surfaces

Aluminum and aluminum-alloy, lead, copper, and other nonferrous metal 
surfaces.

Surface Cleaning:  Solvent clean in accordance with SSPC SP 1 and wash with 
mild non-alkaline detergent to remove dirt and water soluble contaminants.

3.3.5   Terne-Coated Metal Surfaces

Solvent clean surfaces with mineral spirits, ASTM D235.  Wipe dry with 
clean, dry cloths.

3.3.6   Existing Surfaces with a Bituminous or Mastic-Type Coating

Remove chalk, mildew, and other loose material by washing with a solution of
 1/2 cup trisodium phosphate, 1/4 cup household detergent, one quart 5 
percent sodium hypochlorite solution and  3 quarts of warm water.
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3.4   PREPARATION OF CONCRETE AND CEMENTITIOUS SURFACE

3.4.1   Concrete and Masonry

a.  Curing:  Concrete, stucco and masonry surfaces shall be allowed to cure 
at least 30 days before painting, except concrete slab on grade, which 
shall be allowed to cure 90 days before painting.

b.  Surface Cleaning:  Remove the following deleterious substances.

(1)  Dirt, Chalking, Grease, and Oil:  Wash new and existing uncoated 
surfaces with a solution composed of 1/2 cup trisodium phosphate, 
1/4 cuphousehold detergent, and  4 quarts of warm water.  Then 
rinse thoroughly with fresh water.  Wash existing coated surfaces 
with a suitable detergent and rinse thoroughly.  For large areas, 
water blasting may be used.

(2)  Fungus and Mold:  Wash new , existing coated, and existing 
uncoated surfaces with a solution composed of 1/2 cup trisodium 
phosphate, 1/4 cup household detergent, 1 quart 5 percent sodium 
hypochlorite solution and 3 quarts of warm water.  Rinse 
thoroughly with fresh water.

(3)  Paint and Loose Particles:  Remove by wire brushing.

(4)  Efflorescence:  Remove by scraping or wire brushing followed by 
washing with a 5 to 10 percent by weight aqueous solution of 
hydrochloric (muriatic) acid.  Do not allow acid to remain on the 
surface for more than five minutes before rinsing with fresh 
water.  Do not acid clean more than 4 square feet of surface, per 
workman, at one time.

c.  Cosmetic Repair of Minor Defects:  Repair or fill mortar joints and 
minor defects, including but not limited to spalls, in accordance with 
manufacturer's recommendations and prior to coating application.

d.  Allowable Moisture Content:  Latex coatings may be applied to damp 
surfaces, but not to surfaces with droplets of water.  Do not apply 
epoxies to damp vertical surfaces as determined by ASTM D4263 or 
horizontal surfaces that exceed 3 lbs of moisture per 1000 square feet 
in 24 hours as determined by ASTM F1869.  In all cases follow 
manufacturers recommendations.  Allow surfaces to cure a minimum of 30 
days before painting.

3.5   APPLICATION

3.5.1   Coating Application

Painting practices shall comply with applicable federal, state and local 
laws enacted to insure compliance with Federal Clean Air Standards.  Apply 
coating materials in accordance with SSPC PA 1.  SSPC PA 1 methods are 
applicable to all substrates, except as modified herein.  

At the time of application, paint shall show no signs of deterioration.  
Uniform suspension of pigments shall be maintained during application.  

Unless otherwise specified or recommended by the paint manufacturer, paint 
may be applied by brush, roller, or spray.  Use trigger operated spray 
nozzles for water hoses.  Rollers for applying paints and enamels shall be 
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of a type designed for the coating to be applied and the surface to be 
coated.  Wear protective clothing and respirators when applying oil-based 
paints or using spray equipment with any paints.

Paints, except water-thinned types, shall be applied only to surfaces that 
are completely free of moisture as determined by sight or touch.

Thoroughly work coating materials into joints, crevices, and open spaces.  
Special attention shall be given to insure that all edges, corners, 
crevices, welds, and rivets receive a film thickness equal to that of 
adjacent painted surfaces.  

Each coat of paint shall be applied so dry film shall be of uniform 
thickness and free from runs, drops, ridges, waves, pinholes or other 
voids, laps, brush marks, and variations in color, texture, and finish.  
Hiding shall be complete.  

Touch up damaged coatings before applying subsequent coats.

a.  Drying Time:  Allow time between coats, as recommended by the coating 
manufacturer, to permit thorough drying, but not to present topcoat 
adhesion problems.  Provide each coat in specified condition to receive 
next coat.

b.  Primers, and Intermediate Coats:  Do not allow primers or intermediate 
coats to dry more than 30 days, or longer than recommended by 
manufacturer, before applying subsequent coats. Follow manufacturer's 
recommendations for surface preparation if primers or intermediate 
coats are allowed to dry longer than recommended by manufacturers of 
subsequent coatings.  Each coat shall cover surface of preceding coat 
or surface completely, and there shall be a visually perceptible 
difference in shades of successive coats.

c.  Finished Surfaces:  Provide finished surfaces free from runs, drops, 
ridges, waves, laps, brush marks, and variations in colors.

d.  Thermosetting Paints:  Topcoats over thermosetting paints (epoxies and 
urethanes) should be applied within the overcoating window recommended 
by the manufacturer.

3.5.2   Mixing and Thinning of Paints

Reduce paints to proper consistency by adding fresh paint, except when 
thinning is mandatory to suit surface, temperature, weather conditions, 
application methods, or for the type of paint being used.  Obtain written 
permission from the Contracting Officer to use thinners.  The written 
permission shall include quantities and types of thinners to use.

When thinning is allowed, paints shall be thinned immediately prior to 
application with not more than 1 pint of suitable thinner per gallon.  The 
use of thinner shall not relieve the Contractor from obtaining complete 
hiding, full film thickness, or required gloss.  Thinning shall not cause 
the paint to exceed  limits on volatile organic compounds.  Paints of 
different manufacturers shall not be mixed.

3.5.3   Two-Component Systems

Two-component systems shall be mixed in accordance with manufacturer's 
instructions.  Any thinning of the first coat to ensure proper penetration 
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and sealing shall be as recommended by the manufacturer for each type of 
substrate.

3.5.4   Coating Systems

a.  Systems by Substrates:  Apply coatings that conform to the respective 
specifications listed in the following Tables:

          
   Table

          Division 3.  Exterior Concrete Paint Table
          Division 4.  Exterior Concrete Masonry Units Paint Table
          Division 5.  Exterior Metal, Ferrous and Non-Ferrous Paint Table
          Division 6.  Exterior Wood; Dressed Lumber, Paneling, Decking,
                        Shingles Paint Table
          Division 9:  Exterior Stucco Paint Table
          Division 10. Exterior Cloth Coverings and Bituminous Coated 
                        Surfaces Paint Table

          Division 3.  Interior Concrete Paint Table
          Division 4.  Interior Concrete Masonry Units Paint Table
          Division 5.  Interior Metal, Ferrous and Non-Ferrous Paint Table
          Division 6.  Interior Wood Paint Table 
          Division 9:  Interior Plaster, Gypsum Board, Textured Surfaces 
                        Paint Table
    
b.  Minimum Dry Film Thickness (DFT):  Apply paints, primers, varnishes, 

enamels, undercoats, and other coatings to a minimum dry film thickness 
of 1.5 mil each coat unless specified otherwise in the Tables.  Coating 
thickness where specified, refers to the minimum dry film thickness.

c.  Coatings for Surfaces Not Specified Otherwise:  Coat surfaces which 
have not been specified, the same as surfaces having similar conditions 
of exposure.

d.  Existing Surfaces Damaged During Performance of the Work, Including New 
Patches In Existing Surfaces:  Coat surfaces with the following:

(1)  One coat of primer.

(2)  One coat of undercoat or intermediate coat.

(3)  One topcoat to match adjacent surfaces.

e.  Existing Coated Surfaces To Be Painted:  Apply coatings conforming to 
the respective specifications listed in the Tables herein, except that 
pretreatments, sealers and fillers need not be provided on surfaces 
where existing coatings are soundly adhered and in good condition.  Do 
not omit undercoats or primers.

3.6   COATING SYSTEMS FOR METAL

Apply coatings of Tables in Division 5 for Exterior and Interior.

a.  Apply specified ferrous metal primer on the same day that surface is 
cleaned, to surfaces that meet all specified surface preparation 
requirements at time of application.

b.  Inaccessible Surfaces:  Prior to erection, use one coat of specified 
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primer on metal surfaces that will be inaccessible after erection.

c.  Shop-primed Surfaces:  Touch up exposed substrates and damaged coatings 
to protect from rusting prior to applying field primer.

d.  Surface Previously Coated with Epoxy or Urethane:  Apply MPI 101, 1.5 
mils DFT immediately prior to application of epoxy or urethane coatings.

e.  Pipes and Tubing:  The semitransparent film applied to some pipes and 
tubing at the mill is not to be considered a shop coat, but shall be 
overcoated with the specified ferrous-metal primer prior to application 
of finish coats.

f.  Exposed Nails, Screws, Fasteners, and Miscellaneous Ferrous Surfaces.  
On surfaces to be coated with water thinned coatings, spot prime 
exposed nails and other ferrous metal with latex primer MPI 107.

3.7   COATING SYSTEMS FOR CONCRETE AND CEMENTITIOUS SUBSTRATES

Apply coatings of Tables in Division 3, 4 and 9 for Exterior and Interior.

3.8   PIPING IDENTIFICATION

Piping Identification, Including Surfaces In Concealed Spaces:  Provide in 
accordance with ASME A13.1.  Place stenciling in clearly visible 
locations.  On piping not covered by ASME A13.1, stencil approved names or 
code letters, in letters a minimum of 1/2 inch high for piping and a 
minimum of 2 inches high elsewhere.  Stencil arrow-shaped markings on 
piping to indicate direction of flow using black stencil paint.

3.9   INSPECTION AND ACCEPTANCE

In addition to meeting previously specified requirements, demonstrate 
mobility of moving components, including swinging and sliding doors, 
cabinets, and windows with operable sash, for inspection by the Contracting 
Officer.  Perform this demonstration after appropriate curing and drying 
times of coatings have elapsed and prior to invoicing for final payment.

3.10   WASTE MANAGEMENT

As specified in the Waste Management Plan and as follows.  Do not use 
kerosene or any such organic solvents to clean up water based paints.  
Properly dispose of paints or solvents in designated containers. Close and 
seal partially used containers of paint to maintain quality as necessary 
for reuse.  Store in protected, well-ventilated, fire-safe area at moderate 
temperature.  Place materials defined as hazardous or toxic waste in 
designated containers.  Set aside extra paint for future color matches or 
reuse by the Government.  

        -- End of Section --
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SECTION 13 42 00

MAGNETIC FLOW METERS
02/17

PART 1   GENERAL

1.1   SUMMARY

The Contractor shall furnish all labor, materials, tools, equipment and all 
else required for and to install the magnetic flow meters in the meter 
vault as shown on the Contract Drawings.  All piping, conduit, wiring, 
electrical work and all else required to provide a functioning metering 
system shall be furnished and installed.

The discharge magnetic flow meters shall suitable for metering raw 
wastewater in a closed pipe and under pressure.  The metering system shall 
be complete with magnetic flow meter, converter, grounding rings, 
interconnecting cable, conduit and all else required for a complete 
installation.  

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Magnetic Flow Meter
Wiring Diagram   

SD-03 Product Data

Magnetic Flow Meter

SD-04 Samples

Operation and Maintenance Data
          Operation and Maintenance Manual

1.2.1   Shop Drawings

a. Drawing showing location of meter in pipe system.
     b. Wiring diagram between meter and converter.

1.2.2   Product Data

a. Catalog cuts and manufacturer's specification for each meter and 
converter.
b. Standard wiring diagrams.

1.2.3   Operation and Maintenance (O&M) Data

a. Hydraulic calibration results including printout of actual calibration 
data giving indicated vs. actual flows at minimum of 1 foot per second flow 
rate for each meter.  List test results by serial number of meter. 
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1.3   DELIVERY, STORAGE, AND HANDLING

Protect from the weather, excessive humidity and excessive temperature 
variation; and dirt, dust, or other contaminants all equipment delivered 
and placed in storage.

PART 2   PRODUCTS

2.1   METER

Each meter shall be a velocity sensing electromagnetic type flanged tube 
meter with sealed housing for 150 pounds per square inch (PSI) working 
pressure.  The meter shall be a 4-inch with a digital indicator having a 
range of 0 to 1,140 gallons per minute (gpm).  The meter shall be equipped 
with a 9 digit digital totalizer reading in units of gallons and shall be 
accurate within 0.5% of actual flow.  The meter assembly shall operate 
within a range of 0.2 to 32 feet per second.

2.2   METER TUBE (SENSOR)

a.   Each meter tube shall be fabricated stainless steel pipe and use 150 
lb. AWWA Class "D" flat face steel flanges.  The internal and external of 
the meter tube shall be blasted and lined with a NSF approved fusion bonded 
epoxy.  Meter tubes shall have a constant nominal inside diameter offering 
no obstruction to the flow.  Electrodes shall be 316 stainless steel.

b.   A shield shall be welded to the tube providing a completely sealed 
environment for all coils, electrode connections and wiring harness capable 
of NEMA 6P/IP68 operation (protection against long durable periods of 
immersion in water).

2.3   SIGNAL CONVERTER

a.   The signal converter shall be pulsed DC coil excitation type with auto 
zeroing.  The converter shall provide a flow rate indication and a 
totalization of flow volume.  The totalizers shall be electronically 
resettable.  The flow meter converter shall be microprocessor based with a 
keypad for instrument set up and LCD displays for totalized flow, flow rate 
engineering units and velocity.  The converter shall power the flow sensing 
element and provide galvanically isolated dual 4-20mA outputs.  The 
converter shall operate on 120 volts AC, 60 Hz power.

b.   The converter shall periodically perform self-diagnostics and display 
and resulting error messages. All set up and data and totalizer values may 
be protected by a password.

c.   The converter shall be remotely mounted from the sensor, and shall be 
supplied in a sealed IP67 rated enclosure.  The power supplied between the 
converter and the meter tube (sensor) and signal between the meter tube and 
the converter shall be isolated and placed in separate submersible cables.  
Provide sufficient length (approximately 50 feet) of manufacturers standard 
cables to connect meter primary element and the converter that is located 
in the MCC Building without splices.

d.   Each converter shall be remotely mounted in a separate NEMA 4X 
stainless steel enclosure at a location shown on the Contract Drawings.  
Equipment within the enclosure shall include: 2-15amp breakers, 120V surge 
arrestor, 4-20mA surge arrestor, terminal blocks and grounding bar.  The 
enclosure shall include the option for a padlock kit for security.
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e.   Provide identification tags and markers with equipment name and tag 
number.

f.   Grounding rings shall be 316 stainless steel and shall be supplied 
with the meter tube.

2.4   GROUNDING RINGS

Grounding rings shall be 316 stainless steel and shall be supplied with the 
meter tube.

PART 3   EXECUTION

3.1   INSTALLATION

a.   Install in accordance with manufacturer's written instructions and 
approved submittals.

b.   Locate meter as recommended by manufacturer with respect to other 
piping components to ensure meter will meet specified accuracy.

3.2   FIELD QUALITY CONTROL

3.2.1   Manufacturer Field Service

a.   Supplier's or manufacturer's technician for equipment specified herein 
shall be present at job site for 8-hours, travel time excluded, for 
assistance during startup, equipment calibration, and training of the 
Government's personnel for operation.  

b.   Supplier or manufacturer shall direct services to system and equipment 
operation, maintenance, and troubleshooting and system related areas other 
than process design and philosophy.

c.   Field calibrate under operating conditions.

        -- End of Section --

SECTION 13 42 00  Page 3



Repair Wastewater System BT-11 WO6474600

SECTION 22 13 29

SANITARY SEWERAGE PUMPS
02/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN BEARING MANUFACTURERS ASSOCIATION (ABMA)

ABMA 11 (2014) Load Ratings and Fatigue Life for 
Roller Bearings

ABMA 9 (2015) Load Ratings and Fatigue Life for 
Ball Bearings

ASME INTERNATIONAL (ASME)

ASME B40.100 (2013) Pressure Gauges and Gauge 
Attachments

ASTM INTERNATIONAL (ASTM)

ASTM A153/A153M (2016) Standard Specification for Zinc 
Coating (Hot-Dip) on Iron and Steel 
Hardware

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA ICS 1 (2000; R 2015) Standard for Industrial 
Control and Systems: General Requirements

NEMA MG 1 (2014) Motors and Generators

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2014; AMD 1 2013; Errata 1 2013; AMD 2 
2013; Errata 2 2013; AMD 3 2014; Errata 
3-4 2014; AMD 4-6 2014) National 
Electrical Code

1.2   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Equipment Installation;
SD-03 Product Data

Materials and Equipment
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Framed Instructions
Spare Parts

SD-06 Test Reports

Field Testing and Adjusting Equipment

SD-10 Operation and Maintenance Data

Operating and Maintenance Manuals; 

1.3   DELIVERY, STORAGE, AND HANDLING

Protect from the weather, excessive humidity and excessive temperature 
variation; and dirt, dust, or other contaminants all equipment delivered 
and placed in storage.

1.4   EXTRA MATERIALS

Submit spare parts data for each different item of material and equipment 
specified, after approval of the related submittals, and not later than 2 
months prior to the date of beneficial occupancy.  Include in the data a 
complete list of parts and supplies, with current unit prices and source of 
supply 

PART 2   PRODUCTS

2.1   MATERIALS AND EQUIPMENT

Provide materials and equipment which are the standard products of a 
manufacturer regularly engaged in the manufacture of such products and that 
essentially duplicate items that have been in satisfactory use for at least 
2 years prior to bid opening.  Equipment shall be supported by a service 
organization that is, in the opinion of the Contracting Officer, reasonably 
convenient to the site.  Pump casings shall be constructed of cast iron of 
uniform quality and free from blow holes, porosity, hard spots, shrinkage 
defects, cracks, and other injurious defects.  Impellers shall be cast iron.

2.1.1   Nameplates

Provide each major item of equipment with the manufacturer's name, address, 
type or style, model or serial number, and catalog number on a plate 
secured to the item of equipment.

2.1.2   Equipment Guards

Enclose or guard belts, pulleys, chains, gears, projecting setscrews, keys, 
and other rotating parts so located that any person may come in close 
proximity thereto.

2.1.3   Special Tools

Provide one set of special tools, calibration devices, and instruments 
required for operation, calibration, and maintenance of the equipment.

2.1.4   Electric Motors

Motors shall conform to NEMA MG 1.
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2.1.5   Motor Controls

Controls shall conform to NEMA ICS 1.

2.1.6   Bolts, Nuts, Anchors, and Washers

Bolts, nuts, anchors, and washers shall be steel; galvanized in accordance 
with ASTM A153/A153M.

2.1.7   Pressure Gauges

Compound gauges shall be provided on the suction side of pumps and standard 
pressure gauges on the discharge side of pumps.  Gauges shall comply with 
ASME B40.100.  Gauge ranges shall be as appropriate for the particular 
installation.

2.2   SUBMERSIBLE CENTRIFUGAL PUMPS

Submersible centrifugal pumps shall be centrifugal type pumps designed to 
pump solids up to 1.5 inches in diameter and shall be capable of 
withstanding submergence as required for the particular installation.

2.2.1   Pump Characteristics

Pump numbers 2 installed located in the existing wet well shall have the 
following operating characteristics:

Pump Service Raw Wastewater

Design Operating Point 75 gpm flow, 20 feet head, 53 
percent efficiency

Impeller Type Non Clog

Operating Speed 1750 rpm

Depth of Submergence 3 feet

Motor Type Explosion Proof

Electrical Characteristics 120/208 volts ac, 3 phase, 60  Hz

Maximum Horsepower 1.5

Pump Control Timer with low level pump off 
float; hand off.

2.2.2   Pump Casing

The casing shall be capable of withstanding operating pressures 50 percent 
greater than the maximum operating pressures.  The volute shall have smooth 
passages which provide unobstructed flow through the pump.

2.2.3   Mating Surfaces

Mating surfaces where watertight seal is required, including seal between 
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discharge connection elbow and pump, shall be machined and fitted with 
nitrile rubber O-rings.  Fitting shall be such that sealing is accomplished 
by metal-to-metal contact between mating surfaces, resulting in proper 
compression of the O-rings without the requirement of specific torque 
limits.

2.2.4   Coatings

Exterior surfaces of the casing in contact with sewage shall be protected 
by a sewage resistant coal tar epoxy coating.  All exposed nuts and bolts 
shall be stainless steel.

2.2.5   Impeller

The impeller shall be of the single shrouded non-clogging design to 
minimize clogging of solids, fibrous materials, heavy sludge, or other 
materials found in sewage.  The impeller shall be statically, dynamically, 
and hydraulically balanced within the operating range and to the first 
critical speed at 150 percent of the maximum operating speed.  The impeller 
shall be securely keyed to the shaft with a locking arrangement whereby the 
impeller cannot be loosened by torque from either forward or reverse 
direction.

2.2.6   Wearing Rings

Wearing rings, when required, shall be renewable type and shall be provided 
on the impeller and casing and shall have wearing surfaces normal to the 
axis of rotation.  Material for wear rings shall be standard of pump 
manufacturer.  Wearing rings shall be designed for ease of maintenance and 
shall be adequately secured to prevent rotation.

2.2.7   Pump Shaft

The pump shaft shall be of high grade alloy steel and shall be of adequate 
size and strength to transmit the full driver horsepower with a liberal 
safety factor.

2.2.8   Seals

A tandem mechanical shaft seal system running in an oil bath shall be 
provided.  Seals shall be of Tungsten carbide with each interface held in 
contact by its own spring system.  

2.2.9   Bearings

Pump bearings shall be ball or roller type designed to handle all thrust 
loads in either direction.  Pumps depending only on hydraulic balance end 
thrust will not be acceptable.  Bearings shall have an ABEMA L-10 life of 
50,000 hours minimum, as specified in ABMA 9 or ABMA 11.

2.2.10   Motor

The electrical power available at the project site is 120/208 volts, 3-phase, 
60 hertz. Control voltage shall not exceed 132 volts.

The submersible pump motors shall be either UL or FM approved, rated for 
explosion proof. The pump motor shall have Class F insulation, NEMA B design, 
in accordance with NEMA MG 1, and shall be watertight.  The motor shall be 
either oil filled, air filled with a water jacket, or air filled with 
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cooling fins which encircles the stator housing.

2.2.11   Power Cable

The power cable shall comply with NFPA 70, Type SO, and shall be of 
standard construction for submersible pump applications.  The power cable 
shall enter the pump through a heavy duty entry assembly provided with an 
internal grommet assembly to prevent leakage.  The cable entry junction 
chamber and motor shall be separated by a stator lead sealing gland or 
terminal board which shall isolate the motor interior from foreign material 
gaining access through the pump top.  

2.2.12   Installation Systems

2.2.12.1   Rail Mounted Systems

Rail mounted installation systems shall consist of guide rails, a sliding 
bracket, and a discharge connection elbow.  Guide rails shall be of the 
size and type standard with the manufacturer, shall not support any portion 
of the weight of the pump, and shall be Schedule 40 stainless steel.  The 
sliding guide bracket shall be an integral part of the pump unit.  The 
discharge connection elbow shall be permanently installed in the wet well 
along with the discharge piping.  The pump shall be automatically connected 
to the discharge connection elbow when lowered into place and shall be 
easily removed for inspection and service without entering the pump well.

2.2.12.2   Bolt Down Systems

The pump mount system shall include a base designed to support the weight 
of the pump.  The base shall be capable of withstanding all stresses 
imposed upon it by vibration, shock, and direct and eccentric loads. All 
bolts, machine screws, nuts, washers, and lockwashers required for a 
complete assembly of the guide rails, and discharge elblow shall be 304 
stainless steel.

2.2.12.3   Lifting Chain

Lifting chain to raise and lower the pump through the limits indicated 
shall be provided.  The chain shall be stainless steel and shall be capable 
of supporting the pump.

2.3   PUMP CONTROLLER COMPONENTS

2.3.1   PUMP CONTROL SYSTEM

The control panel shall consist of a circuit breaker and a full voltage 
non-reversing type starter for each pump motor actuated by a float switch 
liquid level control system.  The pump motor shall be housed in a NEMA 4X 
stainless steel enclosure. Intrinsically safe relays shall be provided for 
the float switches.  The control assembly shall provide means to operate 
each pump manually, or with an adjustable timer (automatic mode).  The 
length of each pumping cycle shall be controlled by an adjustable run-time 
timer(10-15 minutes).  The frequency of each cycle shall be controlled by a 
separate cycle-time timer that is also adjustable (0-60 minutes). When in 
the timer mode the start of each pumping cycle shall be initiated by the 
adjustable cycle-time timer.  A low level pump-off float shall be provided 
and shall be capable of stopping each pump at low water level.  This timer 
mode of operation will allow the recirculation filter to remain moist and 
thus feeding the bacteria. A pump-on float switch shall be provided that 
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will cut one pump-on, and a separate pump-off float (above the low level 
pump-off float) shall allow the pumps to operate between the float on and 
off positions. This will allow water to flow to the chlorine basin. When 
operating in the timer mode, the controls shall provide means to manually 
select or automatically alternate the position of the lead pump after each 
pumping cycle.

2.3.1.1   Mounting

All pump controller components shall be of the highest industrial quality, 
securely fastened to a removable sub-plate with screws and lockwashers.  
The sub-plate shall be tapped to accept all mounting screws.  Self-tapping 
screws shall not be used to mount any component.

2.3.1.2   Circuit Breakers and Operating Mechanisms

A properly sized heavy-duty air circuit breaker shall be furnished for each 
pump motor, and shall have a symmetrical RMS interrupting rating of 18,000 
amperes at 208 volts.  All circuit breakers shall be sealed by the 
manufacturer after calibration to prevent tampering.

A padlocking operating mechanism shall be installed on each motor circuit 
breaker.  Operator handles for the mechanisms shall be located on the inner 
door, with padlocks which permit the inner door to be opened only when 
circuit breakers are in the "OFF" position.

2.3.1.3   Motor Starters

An open frame, full voltage non-reversing motor starter shall be furnished 
for each pump motor in accordance with other sections of these 
Specifications.  All motor starters shall be equipped to provide 
under-voltage release and over-voltage protection on all three phases.

2.3.1.4   Overload Relays

Overload relays shall be of block-type, utilizing melting alloy type 
spindles, and shall have visual trip indication with trip free operation.  
Pressing the overload-reset lever shall not actuate the control contact 
until such time as the overload spindle has reset.  Resetting of the 
overload reset lever will cause a snap-action control contact to reset, 
thus re-establishing a control circuit.  Overload relays shall be of manual 
reset only and not convertible to automatic reset.  Trip settings shall be 
determined by the heater element only and not by adjustable settings.  
Heater elements shall provide NEMA class 10 trip times and shall be 
selected in accordance with the actual motor nameplate data.

An overload-reset pushbutton shall be mounted through the door of the 
control panel in such a manner as to permit resetting the overload relays 
without opening the control panel door.

2.3.1.5   Pump Motor Protection

The pump control panel shall be equipped to terminate pump operation due to 
high motor winding temperature or the presence of moisture in the motor 
housing.  If either event should occur, the motor starter will drop out and 
a mechanical indicator, visible on the inner door, shall indicate the pump 
motor has been shutdown.  Auxiliary contacts shall be provided for SCADA 
indication of each shutdown condition.  The pump motor shall remain locked 
out until the condition has been corrected and the circuit manually reset.  
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Automatic reset shall not be acceptable.

2.3.1.6   Pilot and Indicating Lights

Provide 7-element LED cluster light module rated 120 volts and fitted with 
glass or plastic jewels. Jewels for use with switches controlling motors 
shall be in accordance with NEMA ICS 2, jewels for other purposes shall be 
red.

2.3.1.7   Hand-Off Automatic Selector Switch

Provide switches with voltage and ampere ratings, and contact arrangements 
suitable for the intended use. Contacts shall be non-shorting and rated in 
accordance with NEMA ICS 2.  Provide legend plates with wording as 
indicated on the drawings.

2.3.1.8   Runtime Meters

Provide an elapsed running time meter, totalizing type to register total 
"on" time in hours, for each pump in the lift station.

2.3.1.9   Audio Visual Alarm

Provide an audio/visual alarm mounted on the outside of the control 
cabinet. The horn shall be rated at 90-100 dB SPL at 1220 mm, 4-feet on 
axis with an output frequency between 1000 and 2000 hz built per NEMA ICS 
2.212, as indicated and necessary. Provide a flashing red light with long 
life bulb in guarded enclosure.

2.3.2   Wiring

The control panel as furnished by the manufacturer shall be completely 
wired.  The contractor shall field connect the power feeder lines to the 
branch circuit breakers, final connections to the remote alarm devices, and 
the connections between the pump and the pump motor control.

All wiring, workmanship, and schematic wiring diagrams shall be in compliance 
with applicable standards and specifications set forth by the National 
Electric Code (NEC).

2.3.2.1   Wire Indication and Sizing

Control circuit wiring inside the panel, with the exception of internal 
wiring of individual components, shall be of 16-gauge minimum, type MTW or 
THW, 600 volts.  Wiring in the conduit shall be 14-gauge minimum.  Motor 
branch wiring shall be 10-gauge minimum.

Motor branch conductors and other power conductors shall not be loaded 
above 60 degrees C temperature rating, on circuits of 100 amperes or less.  
On circuits over 100 amperes, the load shall not exceed 75 degrees C 
temperature rating.  Wires shall be clearly numbered at each end in 
accordance with the key shown on the electrical diagram.  All wire 
connectors in the control panel shall be of the ring tongue type with nylon 
insulated shanks.  All wires on the sub-plate shall be bundled and tied or 
enclosed in control panel plastic raceway.

2.3.2.2   Wire Bundles

Wires connected to components mounted on the enclosure door shall be 

SECTION 22 13 29  Page 7



Repair Wastewater System BT-11 WO6474600

bundled and tied in accordance with good commercial practice.  Bundles 
shall be made flexible at the hinged side of the enclosure.  Adequate 
length and flex shall be provided to allow the door to swing to its full 
open position without undue stress or abrasion on the wire or insulation.  
Bundles shall be held in place on each side of the hinge by mechanical 
fastening devices.

2.3.2.3   Grounding

The pump control manufacturer shall provide a main ground lug and power 
type terminal block for each pump motor on the enclosure back plate.  The 
mounting surface of all ground connections shall have any paint removed 
before making final connections.

The contractor shall make the field connections to the main ground lug and 
each pump motor in accordance with the National Electric Code.

2.3.3   EQUIPMENT MARKING

A permanent corrosion resistant name plate(s) shall be attached to the 
control and include the following information:

a)   Equipment Serial Number
b)   Supply voltage, phase, and frequency
c)   Current rating of the minimum main conductor
d)   Electrical wiring diagram number
e)   Motor horsepower and full load current
f)   Motor overload heater element
g)   Motor circuit breaker trip current rating
h)   Name and location of equipment manufacturer

Control components shall be permanently marked using the same 
identification shown on the electrical diagram.  Identification label shall 
be mounted adjacent to the device.

Switches, indicators, and instruments shall be plainly marked to indicate 
function, position, etc.  Marking shall be mounted adjacent to and above 
the device.

2.4   LIQUID LEVEL SYSTEM (FLOATS)

2.4.1   TYPE

The level control system shall be of the float switch type.  The floats 
shall be constructed of polypropylene, with PVC cable and hermetically 
sealed mechanical switch, mercury free, to operate in conjunction with the 
water level setpoints and pump controller.

2.4.2   FLOAT SWITCH ASSEMBLY

One "high level alarm" float switch, one "normal water level lead pump on" 
float switch, one "low level pumps off" float switch, and one "emergency 
high water level lag pump on" float switch shall be provided. Floats, 
supports, and alarm shall be provided.  Metal parts, if used, shall be of 
stainless steel or equivalent corrosion resistant material. The pump low 
and high level switches shall be connected such that one pump turns on at 
"normal high level" and off at "low level." The second "emergency high 
level" switch shall turn on the second pump. All pumps shall run until 
turned off the "low level" switch. The "high level" alarm switch shall 
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actuate the high level alarm. Pumps shall alternate between lead and lag.

2.4.3   FLOAT SWITCH

The device shall be a direct acting float switch consisting of a normally 
open mercury free, mechanical switch enclosed in a float.  Switches shall 
be epoxy resin potted in a solid polyurethane or polypropylene float.  
Floats shall be attached to the support pole using reinforcing sleeve and 
plastic selflocking tie, support pole shall be 1 5/8-inch stainless steel 
electrical channel.  A junction box shall be provided to connect the float 
assembly. The box shall be provided to connect the float and conduit 
entrance pipe threaded opening.  The floats shall be mounted at fixed 
elevations as shown on the Contract Drawings.  When the liquid level being 
sensed rises or falls past the float, the floats shall tilt and operate 
their switches.

PART 3   EXECUTION

3.1   EXAMINATION

After becoming familiar with all details of the work, verify all dimensions 
in the field, and advise the Contracting Officer of any discrepancy before 
performing the work.

3.2   EQUIPMENT INSTALLATION

Submit Drawings containing complete wiring and schematic diagrams and any 
other details required to demonstrate that the system has been coordinated 
and will properly function as a unit.  Show on the Drawings proposed layout 
and anchorage of equipment and appurtenances, and equipment relationship to 
other parts of the work including clearances for maintenance and operation.

3.2.1   Pump Installation

Install pumping equipment and appurtenances in the position indicated and 
in accordance with the manufacturer's written instructions.  Provide all 
appurtenances required for a complete and operating pumping system, 
including such items as piping, conduit, valves, wall sleeves, anchors, 
grouting, pumps, drivers, power supply, and controls.

3.3   PAINTING

Pumps and motors shall be thoroughly cleaned, primed, and given two finish 
coats of paint at the factory in accordance with the recommendations of the 
manufacturer.  Field painting required for ferrous surfaces not finished at 
the factory is specified in Section 09 90 00 PAINTS AND COATINGS.

3.4   FIELD TESTING AND ADJUSTING EQUIPMENT

3.4.1   Operational Test

Prior to acceptance, an operational test of all pumps, drivers, and control 
systems shall be performed to determine if the installed equipment meets 
the purpose and intent of the specifications.  Tests shall demonstrate that 
the equipment is not electrically, mechanically, structurally, or otherwise 
defective; is in safe and satisfactory operating condition; and conforms 
with the specified operating characteristics.  Prior to applying electrical 
power to any motor driven equipment, the drive train shall be rotated by 
hand to demonstrate free operation of all mechanical parts.  Tests shall 
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include checks for excessive vibration, leaks in all piping and seals, 
correct operation of control systems and equipment, proper alignment, 
excessive noise levels, and power consumption.

3.4.2   Retesting

If any deficiencies are revealed during any test, such deficiencies shall 
be corrected and the tests shall be reconducted.

3.4.3   Performance Test Reports

Submit performance test reports in booklet form showing all field tests 
performed to adjust each component and all field tests performed to prove 
compliance with the specified performance criteria, upon completion and 
testing of the installed system.  In each test report indicate the final 
position of controls.

3.5   MANUFACTURER'S SERVICES

Provide the services of a manufacturer's representative who is experienced 
in the installation, adjustment, and operation of the equipment specified.  
The representative shall supervise the installation, adjustment, and 
testing of the equipment.

3.6   FIELD TRAINING

Provide a field training course for designated operating and maintenance 
staff members.  Training shall be provided for a total period of 8 hours of 
normal working time and shall start after the system is functionally 
complete but prior to final acceptance tests.  Field training shall cover 
all of the items contained in the operating and maintenance manuals.  
Submit six copies of operation and six copies of maintenance manuals for 
the equipment furnished.  One complete set prior to performance testing and 
the remainder upon acceptance.  Operation manuals shall detail the 
step-by-step procedures required for system startup, operation, and 
shutdown.  Include in the operation manuals the manufacturer's name, model 
number, parts list, and brief description of all equipment and their basic 
operating features.  List in the maintenance manuals routine maintenance 
procedures, possible breakdowns and repairs, and troubleshooting guides.  
Maintenance manuals shall include piping and equipment layout and 
simplified wiring and control diagrams of the system as installed.  Manuals 
shall be approved prior to the field training course.

        -- End of Section --

SECTION 22 13 29  Page 10



Repair Wastewater System BT-11 WO6474600

SECTION 26 20 00

INTERIOR DISTRIBUTION SYSTEM
02/14

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM B1 (2013) Standard Specification for 
Hard-Drawn Copper Wire

ASTM B8 (2011) Standard Specification for 
Concentric-Lay-Stranded Copper Conductors, 
Hard, Medium-Hard, or Soft

ASTM D709 (2016) Standard Specification for 
Laminated Thermosetting Materials

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE 100 (2000; Archived) The Authoritative 
Dictionary of IEEE Standards Terms

IEEE 81 (2012) Guide for Measuring Earth 
Resistivity, Ground Impedance, and Earth 
Surface Potentials of a Ground System

IEEE C2 (2017) National Electrical Safety Code

INTERNATIONAL ELECTRICAL TESTING ASSOCIATION (NETA)

NETA ATS (2013) Standard for Acceptance Testing 
Specifications for Electrical Power 
Equipment and Systems

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

ANSI C80.1 (2005) American National Standard for 
Electrical Rigid Steel Conduit (ERSC)

ANSI C80.5 (2015) American National Standard for 
Electrical Rigid Aluminum Conduit

NEMA 250 (2014) Enclosures for Electrical Equipment 
(1000 Volts Maximum)

NEMA FU 1 (2012) Low Voltage Cartridge Fuses

NEMA ICS 1 (2000; R 2015) Standard for Industrial 
Control and Systems: General Requirements
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NEMA ICS 2 (2000; R 2005; Errata 2008) Standard for 
Controllers, Contactors, and Overload 
Relays Rated 600 V

NEMA ICS 4 (2015) Terminal Blocks

NEMA ICS 6 (1993; R 2011) Enclosures

NEMA KS 1 (2013) Enclosed and Miscellaneous 
Distribution Equipment Switches (600 V 
Maximum)

NEMA MG 1 (2016) Motors and Generators

NEMA MG 10 (2013) Energy Management Guide for 
Selection and Use of Fixed Frequency 
Medium AC Squirrel-Cage Polyphase 
Induction Motors

NEMA MG 11 (1977; R 2012) Energy Management Guide for 
Selection and Use of Single Phase Motors

NEMA RN 1 (2005; R 2013) Polyvinyl-Chloride (PVC) 
Externally Coated Galvanized Rigid Steel 
Conduit and Intermediate Metal Conduit

NEMA ST 20 (1992; R 1997) Standard for Dry-Type 
Transformers for General Applications

NEMA TC 2 (2013) Standard for Electrical Polyvinyl 
Chloride (PVC) Conduit

NEMA TC 3 (2015) Standard for Polyvinyl Chloride 
(PVC) Fittings for Use With Rigid PVC 
Conduit and Tubing

NEMA TP 1 (2002) Guide for Determining Energy 
Efficiency for Distribution Transformers

NEMA WD 1 (1999; R 2015) Standard for General Color 
Requirements for Wiring Devices

NEMA WD 6 (2016) Wiring Devices Dimensions 
Specifications

NEMA Z535.4 (2011) American National Standard for 
Product Safety Signs and Labels

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2017) National Electrical Code

NFPA 70E (2015; ERTA 1 2015) Standard for 
Electrical Safety in the Workplace

UNDERWRITERS LABORATORIES (UL)

UL 1 (2005; Reprint Jul 2012) Standard for 
Flexible Metal Conduit
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UL 1063 (2006; Reprint Jul 2012) Machine-Tool 
Wires and Cables

UL 1203 (2013; Reprint Apr 2015) UL Standard for 
Safety Explosion-Proof and 
Dust-Ignition-Proof Electrical Equipment 
for Use in Hazardous (Classified) Locations

UL 1242 (2006; Reprint Mar 2014) Standard for 
Electrical Intermediate Metal Conduit -- 
Steel

UL 1449 (2014; Reprint Mar 2016) UL Standard for 
Safety Surge Protective Devices

UL 1660 (2014) Liquid-Tight Flexible Nonmetallic 
Conduit

UL 198M (2003; Reprint Feb 2013) Standard for 
Mine-Duty Fuses

UL 20 (2010; Reprint Feb 2012) General-Use Snap 
Switches

UL 360 (2013; Reprint Jan 2015) Liquid-Tight 
Flexible Steel Conduit

UL 4248-1 (2007; Reprint Oct 2013) UL Standard for 
Safety Fuseholders - Part 1: General 
Requirements

UL 4248-12 (2007; Reprint Dec 2012) UL Standard for 
Safety Fuseholders - Part 12: Class R

UL 44 (2014; Reprint Feb 2015) 
Thermoset-Insulated Wires and Cables

UL 467 (2013) Grounding and Bonding Equipment

UL 486A-486B (2013; Reprint Jan 2016) Wire Connectors

UL 486C (2013; Reprint Jan 2016) Splicing Wire 
Connectors

UL 489 (2013; Reprint Mar 2014) Molded-Case 
Circuit Breakers, Molded-Case Switches, 
and Circuit-Breaker Enclosures

UL 498 (2012; Reprint Jul 2016) UL Standard for 
Safety Attachment Plugs and Receptacles

UL 50 (2007; Reprint Apr 2012) Enclosures for 
Electrical Equipment, Non-environmental 
Considerations

UL 506 (2008; Reprint Oct 2013) Specialty 
Transformers
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UL 508 (1999; Reprint Oct 2013) Industrial 
Control Equipment

UL 510 (2005; Reprint Jul 2013) Polyvinyl 
Chloride, Polyethylene and Rubber 
Insulating Tape

UL 514B (2012; Reprint Nov 2014) Conduit, Tubing 
and Cable Fittings

UL 6 (2007; Reprint Nov 2014) Electrical Rigid 
Metal Conduit-Steel

UL 651 (2011; Reprint Jun 2016) UL Standard for 
Safety Schedule 40 and 80 Rigid PVC 
Conduit and Fittings

UL 67 (2009; Reprint Jun 2016) UL Standard for 
Safety Panelboards

UL 674 (2011; Reprint Jul 2013) Electric Motors 
and Generators for Use in Division 1 
Hazardous (Classified) Locations

UL 6A (2008; Reprint Nov 2014) Electrical Rigid 
Metal Conduit - Aluminum, Red Brass, and 
Stainless Steel

UL 83 (2014) Thermoplastic-Insulated Wires and 
Cables

UL 869A (2006) Reference Standard for Service 
Equipment

UL 870 (2016) UL Standard for Safety Wireways, 
Auxiliary Gutters, and Associated Fittings

UL 943 (2016) UL Standard for Safety Ground-Fault 
Circuit-Interrupters

UL 984 (1996; Reprint Sep 2005) Hermetic 
Refrigerant Motor-Compressors

1.2   DEFINITIONS

Unless otherwise specified or indicated, electrical and electronics terms 
used in these specifications, and on the drawings, are as defined in 
IEEE 100.

1.3   SUBMITTALS

Submit the following in accordance with Section 01 33 00.

SD-02 Shop Drawings

Panelboards; 

Transformers; 
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Include wiring diagrams and installation details of equipment 
indicating proposed location, layout and arrangement, control 
panels, accessories, piping, ductwork, and other items that must 
be shown to ensure a coordinated installation.  Identify circuit 
terminals on wiring diagrams and indicate the internal wiring for 
each item of equipment and the interconnection between each item 
of equipment.  Indicate on the drawings adequate clearance for 
operation, maintenance, and replacement of operating equipment 
devices.

Wireways; 

SD-03 Product Data

Receptacles; 

Circuit breakers; 

Switches; 

Transformers; 

Enclosed circuit breakers; 

Motor controllers; 

Surge protective devices; 

Include performance and characteristic curves.

SD-06 Test Reports

600-volt wiring test; 

Transformer tests; 

Ground-fault receptacle test; 

SD-07 Certificates

Fuses; 

SD-09 Manufacturer's Field Reports

Transformer factory tests

Submit operation and maintenance data in accordance with Section 
01 78 23, OPERATION AND MAINTENANCE DATA and as specified herein.

1.4   QUALITY ASSURANCE

1.4.1   Fuses

Submit coordination data as specified in paragraph, FUSES of this section.

1.4.2   Regulatory Requirements

In each of the publications referred to herein, consider the advisory 
provisions to be mandatory, as though the word, "shall" or "must" had been 
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substituted for "should" wherever it appears.  Interpret references in 
these publications to the "authority having jurisdiction," or words of 
similar meaning, to mean the Contracting Officer.  Provide equipment, 
materials, installation, and workmanship in accordance with the mandatory 
and advisory provisions of NFPA 70 unless more stringent requirements are 
specified or indicated.

1.4.3   Standard Products

Provide materials and equipment that are products of manufacturers 
regularly engaged in the production of such products which are of equal 
material, design and workmanship and:

a.  Have been in satisfactory commercial or industrial use for 2 years 
prior to bid opening including applications of equipment and materials 
under similar circumstances and of similar size.  

b.  Have been on sale on the commercial market through advertisements, 
manufacturers' catalogs, or brochures during the 2-year period.

c.  Where two or more items of the same class of equipment are required, 
provide products of a single manufacturer; however, the component parts 
of the item need not be the products of the same manufacturer unless 
stated in this section.

1.4.3.1   Alternative Qualifications

Products having less than a 2-year field service record will be acceptable 
if a certified record of satisfactory field operation for not less than 
6000 hours, exclusive of the manufacturers' factory or laboratory tests, is 
furnished.

1.4.3.2   Material and Equipment Manufacturing Date

Products manufactured more than 3 years prior to date of delivery to site 
are not acceptable.

1.5   WARRANTY

Provide equipment items  supported by service organizations that are 
reasonably convenient to the equipment installation in order to render 
satisfactory service to the equipment on a regular and emergency basis 
during the warranty period of the contract.

PART 2   PRODUCTS

2.1   MATERIALS AND EQUIPMENT

As a minimum, meet requirements of UL, where UL standards are established 
for those items, and requirements of NFPA 70 for all materials, equipment, 
and devices.

2.2   CONDUIT AND FITTINGS

Conform to the following:
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2.2.1   Rigid Metallic Conduit

2.2.1.1   Rigid, Threaded Zinc-Coated Steel Conduit

ANSI C80.1, UL 6.

2.2.1.2   Rigid Aluminum Conduit

ANSI C80.5, UL 6A.

2.2.2   Rigid Nonmetallic Conduit

PVC Type EPC-40, and EPC-80 in accordance with NEMA TC 2,UL 651.

2.2.3   Intermediate Metal Conduit (IMC)

UL 1242, zinc-coated steel only.

2.2.4   Plastic-Coated Rigid Steel and IMC Conduit

NEMA RN 1, Type 40( 40 mils thick).

2.2.5   Flexible Metal Conduit

UL 1.

2.2.5.1   Liquid-Tight Flexible Metal Conduit, Steel

UL 360.

2.2.6   Fittings for Metal Conduit, EMT, and Flexible Metal Conduit

UL 514B.  Ferrous fittings:  cadmium- or zinc-coated in accordance with 
UL 514B.

2.2.6.1   Fittings for Rigid Metal Conduit and IMC

Threaded-type.  Split couplings unacceptable.

2.2.7   Fittings for Rigid Nonmetallic Conduit

NEMA TC 3 for PVC, and UL 514B.

2.2.8   Liquid-Tight Flexible Nonmetallic Conduit

UL 1660.

2.3   CABINETS, JUNCTION BOXES, AND PULL BOXES

Volume greater than 100 cubic inches, UL 50, hot-dip, zinc-coated, if sheet 
steel.

2.4   WIRES AND CABLES

Provide wires and cables in accordance applicable requirements of NFPA 70 
and UL for type of insulation, jacket, and conductor specified or 
indicated.  Do not use wires and cables manufactured more than 12 months 
prior to date of delivery to site.
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2.4.1   Conductors

Provide the following:

a.  Conductor sizes and capacities shown are based on copper, unless 
indicated otherwise.

b.  Conductors No. 8 AWG and larger diameter:  stranded.

c.  Conductors No. 10 AWG and smaller diameter:  solid.

d.  Conductors for remote control, alarm, and signal circuits, classes 1, 
2, and 3:  stranded unless specifically indicated otherwise.

e.  All conductors:  copper.2.4.1.1   Minimum Conductor Sizes

Provide minimum conductor size in accordance with the following:

a.  Branch circuits:  No. 12 AWG. 

b.  Class 1 remote-control and signal circuits:  No. 14 AWG.

c.  Class 2 low-energy, remote-control and signal circuits:  No. 16 AWG. 

d.  Class 3 low-energy, remote-control, alarm and signal circuits:  No. 22 
AWG.

2.4.2   Color Coding

Provide color coding for service, feeder, branch, control, and signaling 
circuit conductors.  

2.4.2.1   Ground and Neutral Conductors

Provide color coding of ground and neutral conductors as follows:

a.  Grounding conductors:  Green.

b.  Neutral conductors:  White.

c.  Exception, where neutrals of more than one system are installed in same 
raceway or box, other neutrals color coding:  white with a different 
colored (not green) stripe for each.

2.4.2.2   Ungrounded Conductors

Provide color coding of ungrounded conductors in different voltage systems 
as follows:

a.  208/120 volt, three-phase

(1)  Phase A - black

(2)  Phase B - red

(3)  Phase C - blue

b.  480/277 volt, three-phase
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(1)  Phase A - brown

(2)  Phase B - orange

(3)  Phase C - yellow

c.  120/240 volt, single phase:  Black and red

d.  On three-phase, four-wire delta system, high leg:  orange, as required 
by NFPA 70.

2.4.3   Insulation

Unless specified or indicated otherwise or required by NFPA 70, provide 
power and lighting wires rated for 600-volts, Type THWN/THHN conforming to 
UL 83, except that grounding wire may be type TW conforming to UL 83; 
remote-control and signal circuits:  Type TW or TF, conforming to UL 83.  
Where lighting fixtures require 90-degree Centigrade (C) conductors, 
provide only conductors with 90-degree C insulation or better.

2.4.4   Bonding Conductors

ASTM B1, solid bare copper wire for sizes No. 8 AWG and smaller diameter; 
ASTM B8, Class B, stranded bare copper wire for sizes No. 6 AWG and larger 
diameter.

2.5   SPLICES AND TERMINATION COMPONENTS

UL 486A-486B for wire connectors and UL 510 for insulating tapes.  
Connectors for No. 10 AWG and smaller diameter wires:  insulated, 
pressure-type in accordance with UL 486A-486B or UL 486C (twist-on splicing 
connector).  Provide solderless terminal lugs on stranded conductors.

2.6   DEVICE PLATES

Provide the following:

a.  UL listed, one-piece device plates for outlets to suit the devices 
installed.

b.  For metal outlet boxes, plates on unfinished walls:  zinc-coated sheet 
steel or cast metal having round or beveled edges.  

c.  For nonmetallic boxes and fittings, other suitable plates may be 
provided.

f.  Screws:  machine-type with countersunk heads in color to match finish 
of plate.

g.  Sectional type device plates are not be permitted.

h.  Plates installed in wet locations:  gasketed and UL listed for "wet 
locations."

2.7   SWITCHES

2.7.1   Toggle Switches

NEMA WD 1, UL 20, single pole, totally enclosed with bodies of 
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thermoplastic or thermoset plastic and mounting strap with grounding 
screw.  Include the following:

a.  Handles:  ivory thermoplastic.

b.  Wiring terminals:  screw-type, side-wired.

c.  Contacts:  silver-cadmium and contact arm - one-piece copper alloy.

d.  Switches:  rated quiet-type ac only, 120/277 volts, with current rating 
and number of poles indicated.

2.7.2   Disconnect Switches

NEMA KS 1.  Provide heavy duty-type switches where indicated, where 
switches are rated higher than 240 volts, and for double-throw switches.  
Utilize Class R fuseholders and fuses for fused switches, unless indicated 
otherwise.  Provide horsepower rated for switches serving as the 
motor-disconnect means.  Provide switches in NEMA, enclosure per NEMA ICS 6.

2.8   FUSES

NEMA FU 1.  Provide complete set of fuses for each fusible switch.  
Coordinate time-current characteristics curves of fuses serving motors or 
connected in series with circuit breakers for proper operation. Submit 
coordination data for approval.  Provide fuses with a voltage rating not 
less than circuit voltage.

2.8.1   Fuseholders

Provide in accordance with UL 4248-1.

2.8.2   Cartridge Fuses, Current Limiting Type (Class R)

UL 198M, Class RK-5.  Provide only Class R  associated fuseholders in 
accordance with UL 4248-12.

2.8.3   Cartridge Fuses, High-Interrupting Capacity, Current Limiting Type 
(Classes J, L, and CC)

2.9   RECEPTACLES

Provide the following:

a.  UL 498, hard use (also designated heavy-duty), grounding-type.

b.  Ratings and configurations:  as indicated.

c.  Bodies:  ivory as per NEMA WD 1.

d.  Face and body:  thermoplastic supported on a metal mounting strap.

e.  Dimensional requirements:  per NEMA WD 6.

f.  Screw-type, side-wired wiring terminals or of the solderless pressure 
type having suitable conductor-release arrangement.
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g.  Grounding pole connected to mounting strap.

h.  The receptacle:  containing triple-wipe power contacts and double or 
triple-wipe ground contacts.

2.9.1   Weatherproof Receptacles

Provide receptacles, UL listed for use in "wet locations".  Include cast 
metal box with gasketed, hinged, lockable and weatherproof while-in-use, 
polycarbonate, UV resistant/stabilized cover plate.  

2.9.2   Ground-Fault Circuit Interrupter Receptacles

UL 943, duplex type for mounting in standard outlet box.  Provide device 
capable of detecting current leak of 6 milliamperes or greater and tripping 
per requirements of UL 943 for Class A ground-fault circuit interrupter 
devices.  Provide screw-type, side-wired wiring terminals or pre-wired 
(pigtail) leads.

2.10   PANELBOARDS

Provide panelboards in accordance with the following:

a.  UL 67 and UL 50 having a short-circuit current rating as indicated.

b.  Panelboards for use as service disconnecting means:  additionally 
conform to UL 869A.  

c.  Panelboards:  circuit breaker-equipped.

d.  Designed such that individual breakers can be removed without 
disturbing adjacent units or without loosening or removing supplemental 
insulation supplied as means of obtaining clearances as required by UL.

e.  "Specific breaker placement" is required in panelboards to match the 
breaker placement indicated in the panelboard schedule on the drawings.

f.  Use of "Subfeed Breakers" is not acceptable unless specifically 
indicated otherwise.  

g.  Main breaker:  "separately" mounted "above" branch breakers.   

h.  Where "space only" is indicated, make provisions for future 
installation of breakers.  

i.  Directories:  indicate load served by each circuit in panelboard. 

j.  Directories:  indicate source of service to panelboard (e.g., Panel PA 
served from Panel MDP).

l.  Type directories and mount in holder behind transparent protective 
covering.

n.  Panelboard nameplates:  provided in accordance with paragraph FIELD 
FABRICATED NAMEPLATES.

2.10.1   Enclosure

Provide panelboard enclosure in accordance with the following:
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a.  UL 50.

b.  Cabinets mounted outdoors or flush-mounted:  hot-dipped galvanized 
after fabrication.  

c.  Cabinets:  painted in accordance with paragraph PAINTING.

d.  Outdoor cabinets:  NEMA 3R raintight, or as indicated on drawings, with 
a removable steel plate 1/4 inch thick in the bottom for field drilling 
for conduit connections.

e.  Front edges of cabinets:  form-flanged or fitted with structural shapes 
welded or riveted to the sheet steel, for supporting the panelboard 
front.

f.  All cabinets:  fabricated such that no part of any surface on the 
finished cabinet deviates from a true plane by more than 1/8 inch.

g.  Holes:  provided in the back of indoor surface-mounted cabinets, with 
outside spacers and inside stiffeners, for mounting the cabinets with a 
1/2 inch clear space between the back of the cabinet and the wall 
surface.

h.  Flush doors:  mounted on hinges that expose only the hinge roll to view 
when the door is closed.

i.  Each door:  fitted with a combined catch and lock, except that doors 
over 24 inches long provided with a three-point latch having a knob 
with a T-handle, and a cylinder lock.

j.  Keys:  two provided with each lock, with all locks keyed alike.

k.  Finished-head cap screws:  provided for mounting the panelboard fronts 
on the cabinets.

2.10.2   Panelboard Buses

Support bus bars on bases independent of circuit breakers.  Design main 
buses and back pans so that breakers may be changed without machining, 
drilling, or tapping.  Provide isolated neutral bus in each panel for 
connection of circuit neutral conductors.  Provide separate ground bus 
identified as equipment grounding bus per UL 67 for connecting grounding 
conductors; bond to steel cabinet.2.10.3   Circuit Breakers

UL 489, thermal magnetic-type having a minimum short-circuit current rating 
equal to the short-circuit current rating of the panelboard in which the 
circuit breaker will be mounted.  Breaker terminals:  UL listed as suitable 
for type of conductor provided.  Series rated circuit breakers and plug-in 
circuit breakers are unacceptable.

2.10.3.1   Multipole Breakers

Provide common trip-type with single operating handle.  Design breaker such 
that overload in one pole automatically causes all poles to open.  Maintain 
phase sequence throughout each panel so that any three adjacent breaker 
poles are connected to Phases A, B, and C, respectively.
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2.10.3.2   Circuit Breaker With Ground-Fault Circuit Interrupter

UL 943 and NFPA 70.  Provide with "push-to-test" button, visible indication 
of tripped condition, and ability to detect and trip on current imbalance 
of 6 milliamperes or greater per requirements of UL 943 for Class A 
ground-fault circuit interrupter.

2.10.3.3   Circuit Breakers for HVAC Equipment

Provide circuit breakers for HVAC equipment having motors (group or 
individual) marked for use with HACR type and UL listed as HACR type.

2.11   ENCLOSED CIRCUIT BREAKERS

UL 489.  Individual molded case circuit breakers with voltage and 
continuous current ratings, number of poles, overload trip setting, and 
short circuit current interrupting rating as indicated.  Enclosure type as 
indicated.

2.12   MOTOR SHORT-CIRCUIT PROTECTOR (MSCP)

Motor short-circuit protectors, also called motor circuit protectors 
(MCPs):  UL 508 and UL 489, and provided as shown.  Provide MSCPs that 
consist of an adjustable instantaneous trip circuit breaker used only in 
conjunction with a combination motor controller which provides coordinated 
motor branch-circuit overload and short-circuit protection.  Rate MSCPs in 
accordance with the requirements of NFPA 70.

2.13   TRANSFORMERS

Provide transformers in accordance with the following:

a.  NEMA ST 20, general purpose, dry-type, self-cooled, unventilated.  

b.  Provide transformers in NEMA 3R enclosure.  

c.  Transformer insulation system: 

(1) 220 degrees C insulation system for transformers 15 kVA and 
greater, with temperature rise not exceeding 150 degrees C under 
full-rated load in maximum ambient of 40 degrees C.

(2) 180 degrees C insulation for transformers rated 10 kVA and less, 
with temperature rise not exceeding 150 degrees C under full-rated 
load in maximum ambient of 40 degrees C.

d.  Transformer of 150 degrees C temperature rise:  capable of carrying 
continuously 100 percent of nameplate kVA without exceeding insulation 
rating.

2.13.1   Specified Transformer Efficiency

Transformers, indicated and specified with:  480V primary, 80 degrees C or 
115 degrees C temperature rise, kVA ratings of 37.5 to 100 for single phase 
or 30 to 500 for three phase, energy efficient type.  Minimum efficiency, 
based on factory test results:  not be less than NEMA Class 1 efficiency as 
defined by NEMA TP 1.
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2.14   MOTORS

Provide motors in accordance with the following:

a.  NEMA MG 1 FIRE PUMPS.

b.  Hermetic-type sealed motor compressors:  Also comply with UL 984.

c.  Provide the size in terms of HP, or kVA, or full-load current, or a 
combination of these characteristics, and other characteristics, of 
each motor as indicated or specified.  

d.  Determine specific motor characteristics to ensure provision of 
correctly sized starters and overload heaters.

e.  Rate motors for operation on 208-volt, 3-phase circuits with a terminal 
voltage rating of 200 volts, and those for operation on 480-volt, 
3-phase circuits with a  terminal voltage rating of 460 volts.  

f.  Use motors designed to operate at full capacity with voltage variation 
of plus or minus 10 percent of motor voltage rating.  

g.  Unless otherwise indicated, use continuous duty type motors if rated 1 
HP and above.

h.  Where fuse protection is specifically recommended by the equipment 
manufacturer, provide fused switches in lieu of non-fused switches 
indicated.

2.14.1   High Efficiency Single-Phase Motors

Single-phase fractional-horsepower alternating-current motors:  high 
efficiency types corresponding to the applications listed in NEMA MG 11.  
In exception, for motor-driven equipment with a minimum seasonal or overall 
efficiency rating, such as a SEER rating, provide equipment with motor to 
meet the overall system rating indicated.

2.14.2   Premium Efficiency Polyphase Motors

Select polyphase motors based on high efficiency characteristics relative 
to typical characteristics and applications as listed in NEMA MG 10.  In 
addition, continuous rated, polyphase squirrel-cage medium induction motors 
must meet the requirements for premium efficiency electric motors in 
accordance with NEMA MG 1, including the NEMA full load efficiency 
ratings.  In exception, for motor-driven equipment with a minimum seasonal 
or overall efficiency rating, such as a SEER rating, provide equipment with 
motor to meet the overall system rating indicated.

2.14.3   Motor Sizes

Provide size for duty to be performed, not exceeding the full-load 
nameplate current rating when driven equipment is operated at specified 
capacity under most severe conditions likely to be encountered.  When motor 
size provided differs from size indicated or specified, make adjustments to 
wiring, disconnect devices, and branch circuit protection to accommodate 
equipment actually provided.  Provide controllers for motors rated 1-hp and 
above with electronic phase-voltage monitors designed to protect motors 
from phase-loss, undervoltage, and overvoltage.  Provide protection for 
motors from immediate restart by a time adjustable restart relay.
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2.14.4   Wiring and Conduit

Provide internal wiring for components of packaged equipment as an integral 
part of the equipment.  Provide power wiring and conduit for 
field-installed equipment as specified herein.  Power wiring and conduit:  
conform to the requirements specified herein.  Control wiring:  provided 
under, and conform to, the requirements of the section specifying the 
associated equipment.

2.15   MOTOR CONTROLLERS

Provide motor controllers in accordance with the following:

a.  UL 508, NEMA ICS 1, and NEMA ICS 2,.

b.  Provide controllers with thermal overload protection in each phase, and 
one spare normally open auxiliary contact, and one spare normally 
closed auxiliary contact.

c.  Provide controllers for motors rated 1-hp and above with electronic 
phase-voltage monitors designed to protect motors from phase-loss, 
undervoltage, and overvoltage.

d.  Provide protection for motors from immediate restart by a time 
adjustable restart relay.

e.  When used with pressure, float, or similar automatic-type or 
maintained-contact switch, provide a hand/off/automatic selector switch 
with the controller.

f.  Connections to selector switch:  wired such that only normal automatic 
regulatory control devices are bypassed when switch is in "hand" 
position.

g.  Safety control devices, such as low and high pressure cutouts, high 
temperature cutouts, and motor overload protective devices:  connected 
in motor control circuit in "hand" and "automatic" positions.

h.  Control circuit connections to hand/off/automatic selector switch or to 
more than one automatic regulatory control device:  made in accordance 
with indicated or manufacturer's approved wiring diagram.

j.  Provide a disconnecting means, capable of being locked in the open 
position, for the motor that is located in sight from the motor 
location and the driven machinery location.  As an alternative, provide 
a motor controller disconnect, capable of being locked in the open 
position, to serve as the disconnecting means for the motor if it is in 
sight from the motor location and the driven machinery location.

l.  Overload protective devices:  provide adequate protection to motor 
windings; be thermal inverse-time-limit type; and include manual 
reset-type pushbutton on outside of motor controller case. 

m.  Cover of combination motor controller and manual switch or circuit 
breaker:  interlocked with operating handle of switch or circuit 
breaker so that cover cannot be opened unless handle of switch or 
circuit breaker is in "off" position.
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2.15.1   Control Wiring

Provide control wiring in accordance with the following:

a.  All control wire:  stranded tinned copper switchboard wire with 
600-volt flame-retardant insulation Type SIS meeting UL 44, or Type MTW 
meeting UL 1063, and passing the VW-1 flame tests included in those 
standards.

b.  Hinge wire:  Class K stranding.  

c.  Current transformer secondary leads:  not smaller than No. 10 AWG.

d.  Control wire minimum size:  No. 14 AWG.

e.  Power wiring for 480-volt circuits and below:  the same type as control 
wiring with No. 12 AWG minimum size.

f.  Provide wiring and terminal arrangement on the terminal blocks to 
permit the individual conductors of each external cable to be 
terminated on adjacent terminal points.

2.15.2   Control Circuit Terminal Blocks

Provide control circuit terminal blocks in accordance with the following:

a.  NEMA ICS 4.

b.  Control circuit terminal blocks for control wiring:  molded or 
fabricated type with barriers, rated not less than 600 volts.

c.  Provide terminals with removable binding, fillister or washer head 
screw type, or of the stud type with contact and locking nuts.

d.  Terminals:  not less than No. 10 in size with sufficient length and 
space for connecting at least two indented terminals for 10 AWG 
conductors to each terminal.

e.  Terminal arrangement:  subject to the approval of the Contracting 
Officer with not less than four (4) spare terminals or 10 percent, 
whichever is greater, provided on each block or group of blocks.

f.  Modular, pull apart, terminal blocks are acceptable provided they are 
of the channel or rail-mounted type.

g.  Submit data showing that any proposed alternate will accommodate the 
specified number of wires, are of adequate current-carrying capacity, 
and are constructed to assure positive contact between current-carrying 
parts.

2.15.2.1   Types of Terminal Blocks

a.  Short-Circuiting Type:  Short-circuiting type terminal blocks:  
furnished for all current transformer secondary leads with provision 
for shorting together all leads from each current transformer without 
first opening any circuit.  Terminal blocks:  comply with the 
requirements of paragraph CONTROL CIRCUIT TERMINAL BLOCKS above.

b.  Load Type:  Load terminal blocks rated not less than 600 volts and of 
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adequate capacity:  provided for the conductors for NEMA Size 3 and 
smaller motor controllers and for other power circuits, except those 
for feeder tap units.  Provide terminals of either the stud type with 
contact nuts and locking nuts or of the removable screw type, having 
length and space for at least two indented terminals of the size 
required on the conductors to be terminated.  For conductors rated more 
than 50 amperes, provide screws with hexagonal heads.  Conducting parts 
between connected terminals must have adequate contact surface and 
cross-section to operate without overheating.  Provide eEach connected 
terminal with the circuit designation or wire number placed on or near 
the terminal in permanent contrasting color.

2.15.3   Control Circuits

Control circuits:  maximum voltage of 120 volts derived from control 
transformer in same enclosure.  Transformers:  conform to UL 506, as 
applicable.  Transformers, other than transformers in bridge circuits:  
provide primaries wound for voltage available and secondaries wound for 
correct control circuit voltage.  Size transformers so that 80 percent of 
rated capacity equals connected load.  Provide disconnect switch on primary 
side.  Provide fuses in each ungrounded primary feeder.  Provide one fused 
secondary lead with the other lead grounded.

2.15.4   Enclosures for Motor Controllers

NEMA ICS 6.

2.15.5   Multiple-Speed Motor Controllers and Reversible Motor Controllers

Across-the-line-type, electrically and mechanically interlocked.  
Multiple-speed controllers:  include compelling relays and multiple-button, 
station-type with pilot lights for each speed.

2.15.6   Pushbutton Stations

Provide with "start/stop" momentary contacts having one normally open and 
one normally closed set of contacts, and red lights to indicate when motor 
is running.  Stations:  heavy duty, oil-tight design.

2.15.7   Pilot and Indicating Lights

Provide LED cluster lamps.

2.16   GROUNDING AND BONDING EQUIPMENT

2.16.1   Ground Rods

UL 467.  Ground rods:   copper-clad steel, with minimum diameter of 3/4 inch
 and minimum length 10 feet.  Sectional ground rods are permitted.

2.17   HAZARDOUS LOCATIONS

Electrical materials, equipment, and devices for installation in hazardous 
locations, as defined by NFPA 70:  specifically approved by Underwriters' 
Laboratories, Inc., or Factory Mutual for particular "Class," "Division," 
and "Group" of hazardous locations involved.  Boundaries and 
classifications of hazardous locations:  as indicated.  Equipment in 
hazardous locations:  comply with UL 1203 for electrical equipment and 
industrial controls and UL 674 for motors.
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2.18   MANUFACTURER'S NAMEPLATE

Provide on each item of equipment a nameplate bearing the manufacturer's 
name, address, model number, and serial number securely affixed in a 
conspicuous place; the nameplate of the distributing agent will not be 
acceptable.

2.19   FIELD FABRICATED NAMEPLATES

Provide field fabricated nameplates in accordance with the following:

a.  ASTM D709.

b.  Provide laminated plastic nameplates for each equipment enclosure, 
relay, switch, and device; as specified or as indicated on the drawings.

c.  Each nameplate inscription:  identify the function and, when 
applicable, the position.

d.  Nameplates:  melamine plastic, 0.125 inch thick, white with black 
center core.

f.  Surface:  matte finish.  Corners:  square.  Accurately align lettering 
and engrave into the core.

g.  Minimum size of nameplates:   one by 2.5 inches.

h.  Lettering size and style:  a minimum of 0.25 inch high normal block 
style.

2.20   WARNING SIGNS

Provide warning signs for flash protection in accordance with NFPA 70E and 
NEMA Z535.4 for switchboards, panelboards, industrial control panels, and 
motor control centers that are in other than dwelling occupancies and are 
likely to require examination, adjustment, servicing, or maintenance while 
energized.  Provide field installed signs to warn qualified persons of 
potential electric arc flash hazards when warning signs are not provided by 
the manufacturer.  Provide marking that is clearly visible to qualified 
persons before examination, adjustment, servicing, or maintenance of the 
equipment.

2.21   WIREWAYS

UL 870.  Material:  steel epoxy painted 16 gauge for heights and depths up 
to 6 by 6 inches, and 14 gauge for heights and depths up to 12 by 12 inches.  
Provide in length required for the application with hinged- cover NEMA 4X 
enclosure per NEMA ICS 6.

2.22   SURGE PROTECTIVE DEVICES

Provide parallel type surge protective devices (SPD) which comply with 
UL 1449 at the service entrance , panelboards .  Provide surge protectors 
in a NEMA4X enclosure per NEMA ICS 6.  Use Type 1 or Type 2 SPD and connect 
on the load side of a dedicated circuit breaker.

Provide the following modes of protection:
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      FOR SINGLE PHASE AND THREE PHASE WYE CONNECTED SYSTEMS-
            Phase to phase ( L-L )
            Each phase to neutral ( L-N )
            Neutral to ground ( N-G )
            Phase to ground ( L-G )
SPDs at the service entrance:  provide with a minimum surge current rating 
of 80,000 amperes for L-L mode minimum and 40,000 amperes for other modes 
(L-N, L-G, and N-G) and downstream SPDs rated 40,000 amperes for L-L mode 
minimum and 20,000 amperes for other modes (L-N, L-G, and N-G).

The minimum MCOV (Maximum Continuous Operating Voltage) rating for L-N and 
L-G modes of operation:  120% of nominal voltage for 240 volts and below; 
115% of nominal voltage above 240 volts to 480 volts.

2.23   FACTORY APPLIED FINISH

Provide factory-applied finish on electrical equipment in accordance with 
the following:            

a.  NEMA 250 corrosion-resistance test and the additional requirements as 
specified herein.

b.  Interior and exterior steel surfaces of equipment enclosures:  
thoroughly cleaned followed by a rust-inhibitive phosphatizing or 
equivalent treatment prior to painting.

c.  Exterior surfaces:  free from holes, seams, dents, weld marks, loose 
scale or other imperfections.

d.  Interior surfaces:  receive not less than one coat of 
corrosion-resisting paint in accordance with the manufacturer's 
standard practice.

e.  Exterior surfaces:  primed, filled where necessary, and given not less 
than two coats baked enamel with semigloss finish.

f.  Equipment located indoors:  ANSI Light Gray, and equipment located 
outdoors:  ANSI Light Gray.

g.  Provide manufacturer's coatings for touch-up work and as specified in 
paragraph FIELD APPLIED PAINTING.

2.24   SOURCE QUALITY CONTROL

2.24.1   Transformer Factory Tests

Submittal:  include routine NEMA ST 20 transformer test results on each 
transformer and also provide the results of NEMA "design" and "prototype" 
tests that were made on transformers electrically and mechanically equal to 
those specified.

PART 3   EXECUTION

3.1   INSTALLATION

Electrical installations, including weatherproof and hazardous locations 
and ducts, plenums and other air-handling spaces:  conform to requirements 
of NFPA 70 and IEEE C2 and to requirements specified herein.
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3.1.1   Hazardous Locations

Perform work in hazardous locations, as defined by NFPA 70, in strict 
accordance with NFPA 70 for particular "Class," "Division," and "Group" of 
hazardous locations involved.  Provide conduit and cable seals where 
required by NFPA 70.  Provide conduit with tapered threads.

3.1.2   Wiring Methods

Provide insulated conductors installed in rigid steel conduit, IMC, rigid 
nonmetallic conduit, or EMT, except where specifically indicated or 
specified otherwise or required by NFPA 70 to be installed otherwise.  
Grounding conductor:  separate from electrical system neutral conductor.  
Provide insulated green equipment grounding conductor for circuit(s) 
installed in conduit and raceways.  Minimum conduit size:   1/2 inch in 
diameter for low voltage lighting and power circuits.  Vertical 
distribution in multiple story buildings:  made with metal conduit in 
fire-rated shafts, with metal conduit extending through shafts for minimum 
distance of 6 inches.  

3.1.2.1   Pull Wire

Install pull wires in empty conduits.  Pull wire:  plastic having minimum 
200-pound force tensile strength.  Leave minimum 36 inches of slack at each 
end of pull wire.

3.1.3   Conduit Installation

Unless indicated otherwise, conceal conduit under floor slabs and within 
finished walls, ceilings, and floors.  Keep conduit minimum  6 inches away 
from parallel runs of flues and steam or hot water pipes.  Install conduit 
parallel with or at right angles to ceilings, walls, and structural members 
where located above accessible ceilings and where conduit will be visible 
after completion of project.

3.1.3.1   Restrictions Applicable to Aluminum Conduit

a.  Do not install underground or encase in concrete or masonry.

b.  Do not use brass or bronze fittings.

c.  Do not use when the enclosed conductors must be shielded from the 
effects of High-altitude Electromagnetic Pulse (HEMP).

3.1.3.2   Restrictions Applicable to Nonmetallic Conduit

a.  PVC Schedule 40 and PVC Schedule 80

(1)  Do not use in areas where subject to severe physical damage, 
including but not limited to, mechanical equipment rooms, 
electrical equipment rooms, hospitals, power plants, missile 
magazines, and other such areas.

(2)  Do not use in hazardous (classified) areas.

(3)  Do not use in fire pump rooms.

(4)  Do not use in penetrating fire-rated walls or partitions, or 
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fire-rated floors.

(5)  Do not use above grade, except where allowed in this section for 
rising through floor slab or indicated otherwise.

(6)  Do not use when the enclosed conductors must be shielded from the 
effects of High-altitude Electromagnetic Pulse (HEMP).

3.1.3.3   Restrictions Applicable to Flexible Conduit

Use only as specified in paragraph FLEXIBLE CONNECTIONS.  Do not use when 
the enclosed conductors must be shielded from the effects of High-altitude 
Electromagnetic Pulse (HEMP).

3.1.3.4   Underground Conduit

Plastic-coated rigid steel;  PVC, Type EPC-40.  Convert nonmetallic 
conduit, other than PVC Schedule 40 or 80, to plastic-coated rigid,  before 
rising through floor slab.  Plastic coating:  extend minimum 6 inches above 
floor.

3.1.3.5   Stub-Ups

Provide conduits stubbed up through concrete floor for connection to 
free-standing equipment with adjustable top or coupling threaded inside for 
plugs, set flush with finished floor.  Extend conductors to equipment in 
rigid steel conduit, except that flexible metal conduit may be used 6 inches
 above floor.  Where no equipment connections are made, install 
screwdriver-operated threaded flush plugs in conduit end.

3.1.3.6   Conduit Support

Support conduit by pipe straps, wall brackets, threaded rod conduit 
hangers, or ceiling trapeze. Fasten by wood screws to wood; by toggle bolts 
on hollow masonry units; by concrete inserts or expansion bolts on concrete 
or brick; and by machine screws, welded threaded studs, or spring-tension 
clamps on steel work. Threaded C-clamps may be used on rigid steel conduit 
only.  Do not weld conduits or pipe straps to steel structures.  Do not 
exceed one-fourth proof test load for load applied to fasteners.  Provide 
vibration resistant and shock-resistant fasteners attached to concrete 
ceiling.  Do not cut main reinforcing bars for any holes cut to depth of 
more than 1 1/2 inches in reinforced concrete beams or to depth of more than
 3/4 inch in concrete joints.  Fill unused holes.  In partitions of light 
steel construction, use sheet metal screws.  In suspended-ceiling 
construction, run conduit above ceiling.  Do not support conduit by ceiling 
support system.  Conduit and box systems:  supported independently of both 
(a) tie wires supporting ceiling grid system, and (b) ceiling grid system 
into which ceiling panels are placed.  Do not share supporting means 
between electrical raceways and mechanical piping or ducts.  Coordinate 
installationwith above-ceiling mechanical systems to assure maximum 
accessibility to all systems.  Spring-steel fasteners may be used for 
lighting branch circuit conduit supports in suspended ceilings in dry 
locations. Where conduit crosses building expansion joints, provide suitable
 watertight expansion fitting that maintains conduit electrical continuity 
by bonding jumpers or other means.  For conduits greater than 2 1/2 inches 
inside diameter, provide supports to resist forces of 0.5 times the 
equipment weight in any direction and 1.5 times the equipment weight in the 
downward direction.
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3.1.3.7   Directional Changes in Conduit Runs

Make changes in direction of runs with symmetrical bends or cast-metal 
fittings.  Make field-made bends and offsets with hickey or conduit-bending 
machine.  Do not install crushed or deformed conduits.  Avoid trapped 
conduits.  Prevent plaster, dirt, or trash from lodging in conduits, boxes, 
fittings, and equipment during construction.  Free clogged conduits of 
obstructions.

3.1.3.8   Locknuts and Bushings

Fasten conduits to sheet metal boxes and cabinets with two locknuts where 
required by NFPA 70, where insulated bushings are used, and where bushings 
cannot be brought into firm contact with the box; otherwise, use at least 
minimum single locknut and bushing.  Provide locknuts with sharp edges for 
digging into wall of metal enclosures.  Install bushings on ends of 
conduits, and provide insulating type where required by NFPA 70.

3.1.3.9   Flexible Connections

Provide flexible steel conduit between 3 and 6 feet in length  for 
equipment subject to vibration, noise transmission, or movement; and for 
motors.  Install flexible conduit to allow 20 percent slack.  Minimum 
flexible steel conduit size:   1/2 inch diameter.  Provide liquidtight 
flexible nonmetallic conduit in wet and damp locations for equipment 
subject to vibration, noise transmission, movement or motors.  Provide 
separate ground conductor across flexible connections.

3.1.4   Boxes, Outlets, and Supports

Provide boxes in wiring and raceway systems wherever required for pulling 
of wires, making connections, and mounting of devices or fixtures.  Boxes 
for metallic raceways:  cast-metal, hub-type when located in wet locations, 
when surface mounted on outside of exterior surfaces, or when installed in 
hazardous areas and when specifically indicated.  Boxes in other 
locations:  sheet steel, except that aluminum boxes may be used with 
aluminum conduit, and nonmetallic boxes may be used with nonmetallic 
conduit system.  Provide each box with volume required by NFPA 70 for 
number of conductors enclosed in box.  Boxes for mounting lighting 
fixtures:  minimum 4 inches square, or octagonal, except that smaller boxes 
may be installed as required by fixture configurations, as approved.  Boxes 
for use in masonry-block or tile walls:  square-cornered, tile-type, or 
standard boxes having square-cornered, tile-type covers.  Provide gaskets 
for cast-metal boxes installed in wet locations and boxes installed flush 
with outside of exterior surfaces.  Provide separate boxes for flush or 
recessed fixtures when required by fixture terminal operating temperature; 
provide readily removable fixturesfor access to boxes unless ceiling access 
panels are provided.  Support boxes and pendants for surface-mounted 
fixtures on suspended ceilings independently of ceiling supports.  Fasten 
boxes and supports with wood screws on wood, with bolts and expansion 
shields on concrete or brick, with toggle bolts on hollow masonry units, 
and with machine screws or welded studs on steel.   When penetrating 
reinforced concrete members, avoid cutting reinforcing steel.

3.1.4.1   Boxes

Boxes for use with raceway systems:  minimum 1 1/2 inches deep, except 
where shallower boxes required by structural conditions are approved.  
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Boxes for other than lighting fixture outlets:  minimum 4 inches square, 
except that 4 by 2 inch boxes may be used where only one raceway enters 
outlet.    Mount outlet boxes flush in finished walls.

3.1.4.2   Pull Boxes

Construct of at least minimum size required by NFPA 70 of code-gauge  
galvanized sheet steel,  and compatible with nonmetallic raceway systems, 
except where cast-metal boxes are required in locations specified herein.  
Provide boxes with screw-fastened covers.  Where several feeders pass 
through common pull box, tag feeders to indicate clearly electrical 
characteristics, circuit number, and panel designation.

3.1.5   Mounting Heights

Mount panelboards, enclosed circuit breakers, and disconnecting switches so 
height of operating handle at its highest position is maximum 78 inches 
above floor.  Mount lighting switches 48 inches above finished floor.  
Mount receptacles 18 inches above finished floor, unless otherwise indicated.

3.1.6   Conductor Identification

Provide conductor identification within each enclosure where tap, splice, 
or termination is made.  For conductors No. 6 AWG and smaller diameter, 
provide color coding by factory-applied, color-impregnated insulation.  For 
conductors No. 4 AWG and larger diameter, provide color coding by 
plastic-coated, self-sticking markers; colored nylon cable ties and plates; 
or heat shrink-type sleeves.  

3.1.6.1   Marking Strips

Provide marking strips in accordance with the following:

a.  Provide white or other light-colored plastic marking strips, fastened 
by screws to each terminal block, for wire designations.

b.  Use permanent ink for the wire numbers

c.  Provide reversible marking strips to permit marking both sides, or 
provide two marking strips with each block.

d.  Size marking strips to accommodate the two sets of wire numbers.

e.  Assign a device designation in accordance with NEMA ICS 1 to each 
device to which a connection is made.  Mark each device terminal to 
which a connection is made with a distinct terminal marking 
corresponding to the wire designation used on the Contractor's 
schematic and connection diagrams.

f.  The wire (terminal point) designations used on the Contractor's wiring 
diagrams and printed on terminal block marking strips may be according 
to the Contractor's standard practice; however, provide additional wire 
and cable designations for identification of remote (external) circuits 
for the Government's wire designations.

g.  Prints of the marking strips drawings submitted for approval will be so 
marked and returned to the Contractor for addition of the designations 
to the terminal strips and tracings, along with any rearrangement of 
points required.
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3.1.7   Splices

Make splices in accessible locations.  Make splices in conductors No. 10 
AWG and smaller diameter with insulated, pressure-type connector.  Make 
splices in conductors No. 8 AWG and larger diameter with solderless 
connector, and cover with insulation material equivalent to conductor 
insulation.

3.1.8   Covers and Device Plates

Install with edges in continuous contact with finished wall surfaces 
without use of mats or similar devices.  Plaster fillings are not 
permitted.  Install plates with alignment tolerance of 1/16 inch.  Use of 
sectional-type device plates are not permitted.  Provide gasket for plates 
installed in wet locations.

3.1.9   Grounding and Bonding

Provide in accordance with NFPA 70.  Ground exposed, non-current-carrying 
metallic parts of electrical equipment, metallic raceway systems, grounding 
conductor in metallic and nonmetallic raceways, and neutral conductor of 
wiring systems. Make ground connection to driven ground rods on exterior of 
building. 

3.1.9.1   Ground Rods

Provide cone pointed ground rods.  Measure the resistance to ground using 
the fall-of-potential method described in IEEE 81.  Do not exceed 25 ohms 
under normally dry conditions for the maximum resistance of a driven 
ground.  If this resistance cannot be obtained with a single rod,add 
additional rods, spaced on center, not less than twice the distance of the 
length of the rod.  If the resultant resistance exceeds 25 ohms measured 
not less than 48 hours after rainfall, notify the Contracting Officer who 
will decide on the number of ground rods to add.

 3.1.9.2   Grounding Connections

Make grounding connections which are buried or otherwise normally 
inaccessible, excepting specifically those connections for which access for 
periodic testing is required, by exothermic weld or compression connector.

a.  Make exothermic welds strictly in accordance with the weld 
manufacturer's written recommendations.  Welds which are "puffed up" or 
which show convex surfaces indicating improper cleaning are not 
acceptable.  Mechanical connectors are not required at exothermic welds.

b.  Make compression connections using a hydraulic compression tool to 
provide the correct circumferential pressure.  Provide tools and dies 
as recommended by the manufacturer.  Use an embossing die code or other 
standard method to provide visible indication that a connector has been 
adequately compressed on the ground wire.

3.1.10   Equipment Connections

Provide power wiring for the connection of motors and control equipment 
under this section of the specification.  Except as otherwise specifically 
noted or specified, automatic control wiring, control devices, and 
protective devices within the control circuitry are not included in this 
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section of the specifications and are provided under the section specifying 
the associated equipment.

3.1.11   Surge Protective Devices

Connect the surge protective devices in parallel to the power source, 
keeping the conductors as short and straight as practically possible.  
Maximum allowed lead length is 3 feet.

3.2   FIELD FABRICATED NAMEPLATE MOUNTING

Provide number, location, and letter designation of nameplates as 
indicated.  Fasten nameplates to the device with a minimum of two 
sheet-metal screws or two rivets.

3.3   WARNING SIGN MOUNTING

Provide the number of signs required to be readable from each accessible 
side.  Space the signs in accordance with NFPA 70E.

3.4   FIELD APPLIED PAINTING

Paint electrical equipment as required to match finish of adjacent surfaces 
or to meet the indicated or specified safety criteria.  Painting:  as 
specified in Section 09 90 00 PAINTS AND COATINGS.Where field painting of 
enclosures for panelboards, load centers or the like is specified to match 
adjacent surfaces, to correct damage to the manufacturer's factory applied 
coatings, or to meet the indicated or specified safety criteria, provide 
manufacturer's recommended coatings and apply in accordance to 
manufacturer's instructions.

3.5   FIELD QUALITY CONTROL

Furnish test equipment and personnel and submit written copies of test 
results.  Give Contracting Officer 5 working days notice prior to each test.

3.5.1   Devices Subject to Manual Operation

Operate each device subject to manual operation at least five times, 
demonstrating satisfactory operation each time.

3.5.2   600-Volt Wiring Test

Test wiring rated 600 volt and less to verify that no short circuits or 
accidental grounds exist.  Perform insulation resistance tests on wiring 
No. 6 AWG and larger diameter using instrument which applies voltage of 
approximately 500 volts to provide direct reading of resistance.  Minimum 
resistance:  250,000 ohms.

3.5.3   Transformer Tests

Perform the standard, not optional, tests in accordance with the Inspection 
and Test Procedures for transformers, dry type, air-cooled, 600 volt and 
below; as specified in NETA ATS.  Measure primary and secondary voltages 
for proper tap settings.  Tests need not be performed by a recognized 
independent testing firm or independent electrical consulting firm.
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3.5.4   Ground-Fault Receptacle Test

Test ground-fault receptacles with a "load" (such as a plug in light) to 
verify that the "line" and "load" leads are not reversed.

3.5.5   Grounding System Test

Test grounding system to ensure continuity, and that resistance to ground 
is not excessive.  Test each ground rod for resistance to ground before 
making connections to rod; tie grounding system together and test for 
resistance to ground.  Make resistance measurements in dry weather, not 
earlier than 48 hours after rainfall.  Submit written results of each test 
to Contracting Officer, and indicate location of rods as well as resistance 
and soil conditions at time measurements were made.

        -- End of Section --
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SECTION 31 00 00

EARTHWORK
08/08

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO T 180 (2015) Standard Method of Test for 
Moisture-Density Relations of Soils Using 
a 4.54-kg (10-lb) Rammer and a 457-mm 
(18-in.) Drop

AASHTO T 224 (2010) Standard Method of Test for 
Correction for Coarse Particles in the 
Soil Compaction Test

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA C600 (2010) Installation of Ductile-Iron Water 
Mains and Their Appurtenances

ASTM INTERNATIONAL (ASTM)

ASTM C136/C136M (2014) Standard Test Method for Sieve 
Analysis of Fine and Coarse Aggregates

ASTM D1140 (2014) Amount of Material in Soils Finer 
than the No. 200 (75-micrometer) Sieve

ASTM D1557 (2012; E 2015) Standard Test Methods for 
Laboratory Compaction Characteristics of 
Soil Using Modified Effort (56,000 
ft-lbf/ft3) (2700 kN-m/m3)

ASTM D2487 (2011) Soils for Engineering Purposes 
(Unified Soil Classification System)

ASTM D4318 (2010; E 2014) Liquid Limit, Plastic 
Limit, and Plasticity Index of Soils

1.2   DEFINITIONS

1.2.1   Satisfactory Materials

Satisfactory materials comprise any materials classified by ASTM D2487 as 
GW, GP, GM, GP-GM, GW-GM, GC, GP-GC, GM-GC, SW, SP, SM, SW-SM, SC, SW-SC, 
SP-SM, SP-SC, .  Satisfactory materials for grading comprise stones less 
than 8 inches, except for fill material for pavements and railroads which 
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comprise stones less than 3 inches in any dimension.

1.2.2   Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory 
materials are unsatisfactory.  Unsatisfactory materials also include 
man-made fills; trash; refuse; backfills from previous construction; and 
material classified as satisfactory which contains root and other organic 
matter or frozen material.  Notify the Contracting Officer when 
encountering any contaminated materials.

1.2.3   Cohesionless and Cohesive Materials

Cohesionless materials include materials classified in ASTM D2487 as GW, 
GP, SW, and SP.  Cohesive materials include materials classified as GC, SC, 
ML, CL, MH, and CH.  Materials classified as GM and SM will be identified 
as cohesionless only when the fines are nonplastic.  Perform testing, 
required for classifying materials, in accordance with ASTM D4318, 
ASTM C136/C136M and ASTM D1140.

1.2.4   Degree of Compaction

Degree of compaction required, except as noted in the second sentence, is 
expressed as a percentage of the maximum density obtained by the test 
procedure presented in ASTM D1557 abbreviated as a percent of laboratory 
maximum density.  Since ASTM D1557 applies only to soils that have 30 
percent or less by weight of their particles retained on the 3/4 inch 
sieve, express the degree of compaction for material having more than 30 
percent by weight of their particles retained on the 3/4 inch sieve as a 
percentage of the maximum density in accordance with AASHTO T 180 and 
corrected with AASHTO T 224.  To maintain the same percentage of coarse 
material, use the "remove and replace" procedure as described in NOTE 8 of 
Paragraph 7.2 in AASHTO T 180.

1.2.5   Unstable Material

Unstable materials are too wet to properly support the utility pipe, 
conduit, or appurtenant structure.

1.2.6   Select Granular Material

1.2.6.1   General Requirements

Select granular material consist of materials classified as GW, GP, SW, SP, 
 by ASTM D2487 where indicated.  

1.2.7   Initial Backfill Material

Initial backfill consists of select granular material or satisfactory 
materials free from rocks 3 inches or larger in any dimension or free from 
rocks of such size as recommended by the pipe manufacturer, whichever is 
smaller.  

1.3   SYSTEM DESCRIPTION

1.3.1   Classification of Excavation

No consideration will be given to the nature of the materials, and all 
excavation will be designated as unclassified excavation.  
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1.3.2   Dewatering Work Plan

Submit procedures for accomplishing dewatering work.

1.4   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-01 Preconstruction Submittals

Dewatering Work Plan; 

SD-07 Certificates

Testing

PART 2   PRODUCTS

2.1   BURIED WARNING AND IDENTIFICATION TAPE

Provide metallic core or metallic-faced, acid- and alkali-resistant, 
polyethylene plastic warning tape manufactured specifically for warning and 
identification of buried utility lines.  Provide tape on rolls,  3 inches 
minimum width, color coded as specified below for the intended utility with 
warning and identification imprinted in bold black letters continuously 
over the entire tape length.  Warning and identification to read, "CAUTION, 
BURIED (intended service) LINE BELOW" or similar wording.  Provide 
permanent color and printing, unaffected by moisture or soil.

2.1.1   Warning Tape for Metallic Piping

Provide acid and alkali-resistant polyethylene plastic tape conforming to 
the width, color, and printing requirements specified above, with a minimum 
thickness of 0.003 inch and a minimum strength of 1500 psi lengthwise, and 
1250 psi crosswise, with a maximum 350 percent elongation.

2.1.2   Detectable Warning Tape for Non-Metallic Piping

Provide polyethylene plastic tape conforming to the width, color, and 
printing requirements specified above, with a minimum thickness of 0.004 
inch, and a minimum strength of 1500 psi lengthwise and 1250 psi 
crosswise.  Manufacture tape with integral wires, foil backing, or other 
means of enabling detection by a metal detector when tape is buried up to 3 
feet deep.  Encase metallic element of the tape in a protective jacket or 
provide with other means of corrosion protection.

2.2   DETECTION WIRE FOR NON-METALLIC PIPING

Insulate a single strand, solid copper detection wire with a minimum of 12 
AWG.
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PART 3   EXECUTION

3.1   GENERAL EXCAVATION

3.1.1   Dewatering

Control groundwater flowing toward or into excavations to prevent sloughing 
of excavation slopes and walls, boils, uplift and heave in the excavation 
and to eliminate interference with orderly progress of construction.  Do 
not permit French drains, sumps, ditches or trenches within 3 feet of the 
foundation of any structure, except with specific written approval, and 
after specific contractual provisions for restoration of the foundation 
area have been made.  Take control measures by the time the excavation 
reaches the water level in order to maintain the integrity of the in situ 
material.  While the excavation is open, maintain the water level 
continuously, at least one (1) feet below the working level.  Operate 
dewatering system continuously until construction work below existing water 
levels is complete.  Submit performance records weekly. 

3.1.2   Trench Excavation Requirements

Excavate the trench as recommended by the manufacturer of the pipe to be 
installed.  Slope trench walls below the top of the pipe, or make vertical, 
and of such width as recommended in the manufacturer's printed installation 
manual.  Provide vertical trench walls where no manufacturer's printed 
installation manual is available.  Shore trench walls more than 4 feet 
high, cut back to a stable slope, or provide with equivalent means of 
protection for employees who may be exposed to moving ground or cave in.   
Excavate trench walls which are cut back to at least the angle of repose of 
the soil.  Give special attention to slopes which may be adversely affected 
by weather or moisture content.  Do not exceed the trench width below the 
pipe top of 24 inches plus pipe outside diameter (O.D.) for pipes of less 
than 24 inches inside diameter.  Where recommended trench widths are 
exceeded, provide redesign, stronger pipe, or special installation 
procedures by the Contractor.  The Contractor is responsible for the cost 
of redesign, stronger pipe, or special installation procedures without any 
additional cost to the Government.

3.1.2.1   Bottom Preparation

Grade the bottoms of trenches accurately to provide uniform bearing and 
support for the bottom quadrant of each section of the pipe.  Excavate bell 
holes to the necessary size at each joint or coupling to eliminate point 
bearing.  Remove stones of 3 inch or greater in any dimension, or as 
recommended by the pipe manufacturer, whichever is smaller, to avoid point 
bearing.

3.1.2.2   Removal of Unstable Material

Where unstable material is encountered in the bottom of the trench, remove 
such material to the depth directed and replace it to the proper grade with 
select granular material as provided in paragraph BACKFILLING AND 
COMPACTION.  When removal of unstable material is required due to the 
Contractor's fault or neglect in performing the work, the Contractor is 
responsible for excavating the resulting material and replacing it without 
additional cost to the Government.
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3.1.2.3   Excavation for Appurtenances

Provide excavation for manholes, catch-basins, inlets, or similar 
structures sufficient to leave at least 12 inches clear between the outer 
structure surfaces and the face of the excavation or support members. Clean 
rock or loose debris and cut to a firm surface either level, stepped, or 
serrated, as shown or as directed.  Remove loose disintegrated rock and 
thin strata.  Specify removal of unstable material.  When concrete or 
masonry is to be placed in an excavated area, take special care not to 
disturb the bottom of the excavation.  Do not excavate to the final grade 
level until just before the concrete or masonry is to be placed.

3.1.3   Underground Utilities

The Contractor is responsible for movement of construction machinery and 
equipment over pipes and utilities during construction.  Excavation made 
with power-driven equipment is not permitted within 2 feet of known 
Government-owned utility or subsurface construction.  For work immediately 
adjacent to or for excavations exposing a utility or other buried 
obstruction, excavate by hand.  Start hand excavation on each side of the 
indicated obstruction and continue until the obstruction is uncovered or 
until clearance for the new grade is assured.  Support uncovered lines or 
other existing work affected by the contract excavation until approval for 
backfill is granted by the Contracting Officer.  Report damage to utility 
lines or subsurface construction immediately to the Contracting Officer.

3.2   BURIED TAPE AND DETECTION WIRE

3.2.1   Buried Warning and Identification Tape

Provide buried utility lines with utility identification tape.  Bury tape 
12 inches below finished grade; under pavements and slabs, bury tape 6 
inches below top of subgrade.

3.2.2   Buried Detection Wire

Bury detection wire directly above non-metallic piping at a distance not to 
exceed 12 inches above the top of pipe.  Extend the wire continuously and 
unbroken, from manhole to manhole.  Terminate the ends of the wire inside 
the manholes at each end of the pipe, with a minimum of 3 feet of wire, 
coiled, remaining accessible in each manhole.  Furnish insulated wire over 
it's entire length.  Install wires at manholes between the top of the 
corbel and the frame, and extend up through the chimney seal between the 
frame and the chimney seal.  For force mains, terminate the wire in the 
valve pit at the pump station end of the pipe.

3.3   BACKFILLING AND COMPACTION

3.3.1   Trench Backfill

Backfill trenches to the grade shown.  Do not backfill the trench until all 
specified tests are performed.

3.3.1.1   Replacement of Unstable Material

Replace unstable material removed from the bottom of the trench or 
excavation with select granular material placed in layers not exceeding 6 
inches loose thickness.
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3.3.1.2   Bedding and Initial Backfill

  Place initial backfill material and compact it with approved tampers to a 
height of at least one foot above the utility pipe or conduit.  Bring up 
the backfill evenly on both sides of the pipe for the full length of the 
pipe.  Take care to ensure thorough compaction of the fill under the 
haunches of the pipe.  Except as specified otherwise in the individual 
piping section, provide bedding for buried piping in accordance with 
AWWA C600, Type 4 for DIP and C605 for PVC pipe.

3.3.1.3   Final Backfill

Fill the remainder of the trench, except for special materials for 
roadways, railroads and airfields, with satisfactory material.  Place 
backfill material and compact as follows:

3.3.2   Backfill for Appurtenances

After the manhole, catchbasin, inlet, or similar structure has been 
constructed , place backfill in such a manner that the structure is not be 
damaged by the shock of falling earth.  Deposit the backfill material, 
compact it as specified for final backfill, and bring up the backfill 
evenly on all sides of the structure to prevent eccentric loading and 
excessive stress.

3.4   SPECIAL REQUIREMENTS

Special requirements for both excavation and backfill relating to the 
specific utilities are as follows:

3.4.1   Electrical Distribution System

Provide a minimum cover of 24 inches from the finished grade to direct 
burial cable and conduit or duct line, unless otherwise indicated.

3.5   TESTING

Perform testing by a Corps validated commercial testing laboratory or the 
Contractor's validated testing facility.  Submit qualifications of the 
Corps validated commercial testing laboratory or the Contractor's validated 
testing facilities.  If the Contractor elects to establish testing 
facilities, do not permit work requiring testing until the Contractor's 
facilities have been inspected, Corps validated and approved by the 
Contracting Officer.

3.5.1   Displacement of Sewers

After other required tests have been performed and the trench backfill 
compacted to the finished grade surface, inspect the pipe to determine 
whether significant displacement has occurred.  Conduct this inspection in 
the presence of the Contracting Officer.  Inspect smaller diameter pipe by 
shining a light or laser between manholes or manhole locations.  If, in the 
judgment of the Contracting Officer, the interior of the pipe shows poor 
alignment or any other defects that would cause improper functioning of the 
system, replace or repair the defects as directed at no additional cost to 
the Government.
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3.6   DISPOSITION OF SURPLUS MATERIAL

Remove surplus material or other soil material not required or suitable for 
filling or backfilling, and brush, refuse, stumps, roots, and timber from 
Government property to an approved location  .

        -- End of Section --
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SOIL AUTHORIZATION FORM (SAF) 

Based upon Requirements for Off Site Soil (RFOSS) 

 

    Project Name: _______________________________________________________________ 

Project Number:   ____________________________________________________________ 

Base Contract Officer (e.g. ROICC/FSC):  _________________________________________ 

Company Name:  ____________________________________________________________ 

Amount of soil required (in cubic yards):  __________________________________________ 

 

--- Check the applicable box below and sign/date in the appropriate section --- 

Amount of soil needed for project is: 

  Up to 200 cubic yards (No analytical data required; Include NC mining permit) 

I _____________________________ certify the soil contains No apparent contamination 
                               (print name) 
as determined by visual or other indications of contamination including abnormal or 
unnatural color, chemical or petroleum odors, or saturation with a chemical or petroleum.    

________________________________________________________________________ 
            Signature                                                                                                                  Date 

 
 

 More than 200 to 1000 cubic yards. (Requires 1 representative sample) 

 More than 1000 to 3000 cubic yards. (Requires 2 representative samples)   

 More than 3000 to 5000 cubic yards. (Requires 3 representative samples)  

 More than 5000 cubic yards. (Requires 4 or more representative samples)  

 

I ________________________________ have enclosed analytical testing data, completed 
                                    (print name) 

SAF, an NC mining permit as outlined in the RFOSS and followed the guidance for proper 
sampling to ensure accurate data collection for the soil.  

________________________________________________________________________ 
            Signature                                                                                                                  Date 
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SECTION 32 92 23

SODDING
04/06

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM D4427 (2013) Peat Samples by Laboratory Testing

TURFGRASS PRODUCERS INTERNATIONAL (TPI)

TPI GSS (1995) Guideline Specifications to 
Turfgrass Sodding

1.2   DEFINITIONS

1.2.1   Stand of Turf

100 percent ground cover of the established species.

1.3   RELATED REQUIREMENTS

Section 31 00 00 EARTHWORK applies to this section for pesticide use and 
plant establishment requirements, with additions and modifications herein.

1.4   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Fertilizer

Include physical characteristics, and recommendations.

SD-06 Test Reports

Topsoil composition tests (reports and recommendations).

SD-07 Certificates

Sod farm certification for sods.  Indicate type of sod in 
accordance with TPI GSS.
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1.5   DELIVERY, STORAGE, AND HANDLING

1.5.1   Delivery

1.5.1.1   Sod Protection

Protect from drying out and from contamination during delivery, on-site 
storage, and handling.

1.5.1.2   Fertilizer Delivery

Deliver to the site in original, unopened containers bearing manufacturer's 
chemical analysis, name, trade name, trademark, and indication of 
conformance to state and federal laws.  

1.5.2   Storage

1.5.2.1   Sod Storage

Lightly sprinkle with water, cover with moist burlap, straw, or other 
approved covering; and protect from exposure to wind and direct sunlight 
until planted.  Provide covering that will allow air to circulate so that 
internal heat will not develop. Do not store sod longer than 24 hours. Do 
not store directly on concrete or bituminous surfaces.

1.5.2.2   Handling

Do not drop or dump materials from vehicles.

1.6   TIME RESTRICTIONS AND PLANTING CONDITIONS

1.6.1   Restrictions

Do not plant when the soil temperature is below 55 degrees Fahrenheit.

1.7   TIME LIMITATIONS

1.7.1   Sod

Place sod a maximum of thirty six hours after initial harvesting, in 
accordance with TPI GSS as modified herein.

PART 2   PRODUCTS

2.1   SODS

2.1.1   Classification

Machine cut sod at a uniform thickness of 3/4 inch within a tolerance of 
1/4 inch, excluding top growth and thatch.  Each individual sod piece shall 
be strong enough to support its own weight when lifted by the ends.  Broken 
pads, irregularly shaped pieces, and torn or uneven ends will be rejected.

2.1.2   Purity

Sod species shall be genetically pure, free of weeds, pests, and disease.
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2.1.3   Planting Dates

Lay sod from during warm season spring planting when the soil temperature 
exceeds 55 degrees Fahrenheit..

2.1.4   Composition

Sod shall be Coastal Bermudagrass.

2.2   SOIL CONDITIONERS

Add conditioners to topsoil.

2.2.1   Lime

Commercial grade  limestone.

2.2.2   Peat

Natural product of peat moss derived from a freshwater site and conforming 
to ASTM D4427.  Shred and granulate peat to pass a 1/2 inch mesh screen and 
condition in storage pile for minimum 6 months after excavation.

2.2.3   Composted Derivatives

Ground bark, nitrolized sawdust, humus or other green wood waste material 
free of stones, sticks, and soil stabilized with nitrogen and having the 
following properties:

2.2.3.1   Particle Size

Minimum percent by weight passing:

No. 4 mesh screen      95
No. 8 mesh screen      80

2.2.3.2   Nitrogen Content

Minimum percent based on dry weight:

Fir Sawdust            0.7
Fir or Pine Bark       1.0

2.3   FERTILIZER

2.3.1   Granular Fertilizer

Synthetic, granular controlled release fertilizer containing the following 
minimum percentages, by weight, of plant food nutrients:

5 percent available nitrogen
10 percent available phosphorus
10 percent available potassium 

2.4   WATER

Source of water shall be approved by Contracting Officer and of  suitable 
quality for irrigation containing no element toxic to plant life.
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PART 3   EXECUTION

3.1   PREPARATION

3.1.1   Extent Of Work

Provide soil preparation (including soil conditioners), fertilizing,  and 
sodding of all newly graded finished earth surfaces, unless indicated 
otherwise, and at all areas inside or outside the limits of construction 
that are disturbed by the Contractor's operations.

3.1.2   Soil Preparation

3.1.2.1   Soil Conditioner Application Rates

Apply soil conditioners at rates as determined by laboratory soil analysis 
of the soils at the job site. For bidding purposes only apply at rates for 
the following:

Lime 75 pounds per 1000 square feet.

Peat 2 cubic yards per 1000 square feet.

3.1.2.2   Fertilizer Application Rates

Apply fertilizer at rates as determined by laboratory soil analysis of the 
soils at the job site. For bidding purposes only apply at rates for the 
following:

Synthetic Granular Fertilizer 50 pounds per 1000 square feet.

3.2   SODDING

3.2.1   Finished Grade and Topsoil

Prior to the commencement of the sodding operation, the Contractor shall 
verify that finished grades are as indicated on drawings; the placing of 
topsoil, smooth grading, and compaction requirements have been completed in 
accordance with Section 31 00 00 EARTHWORK.

The prepared surface shall be a maximum 1 inch below the adjoining grade of 
any surfaced area.  New surfaces shall be blended to existing areas.  The 
prepared surface shall be completed with a light raking to remove from the 
surface debris and stones over a minimum 5/8 inch in any dimension.

3.2.2   Placing

Place sod a maximum of 36 hours after initial harvesting, in accordance 
with TPI GSS as modified herein.

3.2.3   Finishing

After completing sodding, blend edges of sodded area smoothly into 
surrounding area.  Air pockets shall be eliminated and a true and even 
surface shall be provided.  Frayed edges shall be trimmed and holes and 
missing corners shall be patched with sod.
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3.2.4   Rolling

Immediately after sodding, firm entire area except for slopes in excess of 
3 to 1 with a roller not exceeding 90 pounds for each foot of roller width.

3.2.5   Watering

Start watering areas sodded as required by daily temperature and wind 
conditions. Apply water at a rate sufficient to ensure thorough wetting of 
soil to minimum depth of 6 inches.  Run-off, puddling, and wilting shall be 
prevented.  Unless otherwise directed, watering trucks shall not be driven 
over turf areas.  Watering of other adjacent areas or plant material shall 
be prevented.

3.3   PROTECTION OF TURF AREAS

Immediately after turfing, protect area against traffic and other use.

        -- End of Section --
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SECTION 33 30 00

SANITARY SEWERS
04/08

PART 1   GENERAL

1.1   SUMMARY

1.1.1   Sanitary Sewer Gravity Pipeline

 Provide new and modify existing exterior sanitary gravity sewer piping and 
appurtenances.  Provide each system complete and ready for operation.  The 
exterior sanitary gravity sewer system includes equipment, materials, 
installation, and workmanship as specified herein.

1.1.2   Sanitary Sewer Pressure Lines

Provide pressure lines of polyvinyl chloride (PVC) plastic pressure pipe.

1.2   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA C104/A21.4 (2013) Cement-Mortar Lining for 
Ductile-Iron Pipe and Fittings for Water

AWWA C110/A21.10 (2012) Ductile-Iron and Gray-Iron Fittings 
for Water

AWWA C111/A21.11 (2012) Rubber-Gasket Joints for 
Ductile-Iron Pressure Pipe and Fittings

AWWA C153/A21.53 (2011) Ductile-Iron Compact Fittings for 
Water Service

AWWA C600 (2010) Installation of Ductile-Iron Water 
Mains and Their Appurtenances

AWWA C605 (2013) Underground Installation of 
Polyvinyl Chloride (PVC) Pressure Pipe and 
Fittings for Water

AWWA C900 (2007; Errata 2008) Polyvinyl Chloride 
(PVC) Pressure Pipe, and Fabricated 
Fittings, 4 In. Through 12 In. (100 mm 
Through 300 mm), for Water Distribution

AWWA M23 (2002; 2nd Ed) Manual:  PVC Pipe - Design 
and Installation
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ASTM INTERNATIONAL (ASTM)

ASTM A48/A48M (2003; R 2012) Standard Specification for 
Gray Iron Castings

ASTM A536 (1984; R 2014) Standard Specification for 
Ductile Iron Castings

ASTM C150/C150M (2016) Standard Specification for Portland 
Cement

ASTM C260/C260M (2010a) Standard Specification for 
Air-Entraining Admixtures for Concrete

ASTM C270 (2014a) Standard Specification for Mortar 
for Unit Masonry

ASTM C443 (2011) Standard Specification for Joints 
for Concrete Pipe and Manholes, Using 
Rubber Gaskets

ASTM C478 (2015a) Standard Specification for Precast 
Reinforced Concrete Manhole Sections

ASTM C478M (2015a) Standard Specification for Precast 
Reinforced Concrete Manhole Sections 
(Metric)

ASTM C923 (2008; R 2013; E 2016) Standard 
Specification for Resilient Connectors 
Between Reinforced Concrete Manhole 
Structures, Pipes and Laterals

ASTM C94/C94M (2016) Standard Specification for 
Ready-Mixed Concrete

ASTM C990 (2009; R 2014) Standard Specification for 
Joints for Concrete Pipe, Manholes and 
Precast Box Sections Using Preformed 
Flexible Joint Sealants

ASTM D1784 (2011) Standard Specification for Rigid 
Poly(Vinyl Chloride) (PVC) Compounds and 
Chlorinated Poly(Vinyl Chloride) (CPVC) 
Compounds

ASTM D1785 (2012) Standard Specification for 
Poly(Vinyl Chloride) (PVC), Plastic Pipe, 
Schedules 40, 80, and 120

ASTM D2241 (2015) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Pressure-Rated 
Pipe (SDR Series)

ASTM D2321 (2014; E 2014) Standard Practice for 
Underground Installation of Thermoplastic 
Pipe for Sewers and Other Gravity-Flow 
Applications
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ASTM D2466 (2015) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Plastic Pipe 
Fittings, Schedule 40

ASTM D2467 (2015) Standard Specification for 
Poly(Vinyl Chloride) (PVC) Plastic Pipe 
Fittings, Schedule 80

ASTM D2680 (2001; R 2014) Standard Specification for 
Acrylonitrile-Butadiene-Styrene (ABS) and 
Poly(Vinyl Chloride) (PVC) Composite Sewer 
Piping

ASTM D2751 (2005) Standard Specification for 
Acrylonitrile-Butadiene-Styrene (ABS) 
Sewer Pipe and Fittings

ASTM D3034 (2015; E 2016) Standard Specification for 
Type PSM Poly(Vinyl Chloride) (PVC) Sewer 
Pipe and Fittings

ASTM D3139 (1998; R 2011) Joints for Plastic Pressure 
Pipes Using Flexible Elastomeric Seals

ASTM F477 (2014) Standard Specification for 
Elastomeric Seals (Gaskets) for Joining 
Plastic Pipe

1.3   SUBMITTALS

Submit the following in accordance with Section 01 33 00 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Drawings

Frames, and Covers

SD-03 Product Data

Pipeline Materials

SD-06 Test Reports

Reports

SD-07 Certificates

Portland Cement

Gaskets

1.4   QUALITY ASSURANCE

1.4.1   Installer Qualifications

Install specified materials by a licensed underground utility Contractor 
licensed for such work in the state where the work is to be performed.  
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Installing Contractor's License shall be current and be state certified or 
state registered.

1.4.2   Drawings

Submit As-Built Drawings for the complete sanitary sewer system showing
complete detail with all dimensions, both above and below grade.

1.5   DELIVERY, STORAGE, AND HANDLING

1.5.1   Delivery and Storage

1.5.1.1   Piping

Inspect materials delivered to site for damage; store with minimum of 
handling.  Store materials on site in enclosures or under protective 
coverings.  Store plastic piping and jointing materials and rubber gaskets 
under cover out of direct sunlight.  Do not store materials directly on the 
ground.  Keep inside of pipes and fittings free of dirt and debris.

1.5.1.2   Cement, Aggregate, and Reinforcement

As specified in Section 03 30 00 CAST-IN-PLACE CONCRETE.

1.5.2   Handling

Handle pipe, fittings, and other accessories in such manner as to ensure 
delivery to the trench in sound undamaged condition.    Carry, do not drag, 
pipe to trench.

PART 2   PRODUCTS

2.1   PIPELINE MATERIALS

Pipe shall conform to the respective specifications and other requirements 
specified below.  Submit manufacturer's standard drawings or catalog cuts.

2.1.1   Ductile Iron

2.1.1.1   Ductile Iron Fittings

Fittings shall conform to AWWA C110/A21.10 or AWWA C153/A21.53.    Fittings 
shall have pressure rating at least equivalent to that of the pipe.  Ends of
 fittings shall be mechanical joint.  Fittings shall have cement-mortar 
lining conforming to AWWA C104/A21.4, standard thickness.

2.1.2   PVC Plastic Pressure Pipe and Associated Fittings

2.1.2.1   PVC Plastic Pressure Pipe and Fittings

2.1.2.1.1   Pipe and Fittings Less Than 4 inch Diameter

Pipe, couplings and fittings shall be manufactured of materials conforming 
to ASTM D1784, Class 12454B.

2.1.2.1.1.1   Push-On Joint

ASTM D3139, with ASTM F477 gaskets.  Fittings for push-on joints shall be 
iron conforming to AWWA C110/A21.10 or AWWA C111/A21.11.  Iron fittings and 
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specials shall be cement-mortar lined (standard thickness) in accordance 
with AWWA C104/A21.4.

2.1.2.1.1.2   Solvent Cement Joint

Pipe shall conform to dimensional requirements of ASTM D1785 or ASTM D2241 
with joints meeting the requirements of 150 psi working pressure and 200 psi
 hydrostatic test pressure.  Fittings for solvent cement jointing shall 
conform to ASTM D2466 or ASTM D2467.

2.1.2.1.2   Pipe and Fittings 4 inch Diameter to 12 inch

Pipe shall conform to AWWA C900 and shall be plain end or gasket bell end, 
Pressure Class 150 (DR 18), with cast-iron-pipe-equivalent OD.  Fittings 
shall be gray-iron or ductile-iron conforming to AWWA C110/A21.10 or 
AWWA C153/A21.53 and shall have cement-mortar lining conforming to 
AWWA C104/A21.4, standard thickness.  Fittings shall have  mechanical-joint 
ends.

2.1.2.2   PVC Plastic Pressure Joints and Jointing Material

Joints for pipe,  4 inch to 12 inch diameter, shall be push-on joints as 
specified in ASTM D3139.  Joints between pipe and fittings shall be push-on 
joints as specified in ASTM D3139 or shall be compression-type 
joints/mechanical-joints as respectively specified in ASTM D3139 and 
AWWA C111/A21.11.  Each joint connection shall be provided with an 
elastomeric gasket suitable for the bell or coupling with which it is to be 
used.  Gaskets for push-on joints for pipe shall conform to ASTM F477.  
Gaskets for push-on joints and compression-type joints/mechanical-joints 
for joint connections between pipe and fittings shall be as specified in 
AWWA C111/A21.11, respectively, for push-on joints and mechanical-joints.

2.2   CONCRETE MATERIALS

2.2.1   Cement Mortar

Cement mortar shall conform to ASTM C270, Type M with Type II cement.

2.2.2   Portland Cement

Submit certificates of compliance stating the type of cement used in 
manufacture of concrete pipe, fittings and precast manholes.  Portland 
cement shall conform to ASTM C150/C150M, Type II for concrete used in 
concrete pipe, concrete pipe fittings, and manholes and type optional with 
the Contractor for cement used in concrete cradle, concrete encasement, and 
thrust blocking.  Air-entraining admixture conforming to ASTM C260/C260M 
shall be used with Type V cement.  

2.2.3   Portland Cement Concrete

Portland cement concrete shall conform to ASTM C94/C94M, compressive 
strength of 4000 psi at 28 days, except for concrete cradle and encasement 
or concrete blocks for manholes.  Concrete used for cradle and encasement 
shall have a compressive strength of 2500 psi minimum at 28 days.  Concrete 
in place shall be protected from freezing and moisture loss for 7 days.
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2.3   MISCELLANEOUS MATERIALS

2.3.1   Gaskets and Connectors

Gaskets for joints between tank sections shall conform to ASTM C443.  
Resilient connectors for making joints between tank and pipes entering 
manhole shall conform to ASTM C923 or  ASTM C990.

2.3.2   External Preformed Rubber Joint Seals

An external preformed rubber joint seal shall be an accepted method of 
sealing cast iron covers to precast concrete sections to prevent ground 
water infiltration into sewer systems.  All finished and sealed manholes 
constructed in accordance with paragraph entitled "Manhole Construction" 
shall be tested for leakage in the same manner as pipelines as described in 
paragraph entitled "Leakage Tests."  The seal shall be multi-section with a 
neoprene rubber top section and all lower sections made of Ethylene 
Propylene Diene Monomer (EPDM) rubber with a minimum thickness of 60 mils.  
Each unit shall consist of a  top and bottom section and shall have mastic 
on the bottom of the bottom section and mastic on the top and bottom of the 
top section.  The mastic shall be a non-hardening butyl rubber sealant and 
shall seal to the cone/top slab of the manhole/catch basin and over the lip 
of the casting.  Extension sections shall cover up to two more adjusting 
rings.  Properties and values are listed in the following table:

2.3.3   Metal Items

2.3.3.1   Frames and Covers

  Frame and cover must be cast gray iron, ASTM A48/A48M, Class 35B, cast 
ductile iron, ASTM A536, Grade 65-45-12, or reinforced concrete, ASTM C478 
ASTM C478M.  Frames and covers must be circular without vent holes.  Size 
must be as indicated on the plans .  The words "Sanitary Sewer" shall be 
stamped or cast into covers so that it is plainly visible.

2.4   REPORTS

Compaction and density test shall be in accordance with Section 31 00 00 
EARTHWORK.  Submit Test Reports.  Submit Inspection Reports for daily 
activities during the installation of the sanitary system.  Information in 
the report shall be detailed enough to describe location of work and amount 
of pipe laid in place, measured in linear feet.

PART 3   EXECUTION

3.1   INSTALLATION OF PIPELINES AND APPURTENANT CONSTRUCTION

3.1.1   Connections to Existing Lines

Obtain approval from the Contracting Officer before making connection to 
existing line.  Conduct work so that there is minimum interruption of 
service on existing line.

Submit request for field support from the Installation's Utilities Field 
Support two weeks prior to making connection.  Submit request for 
pre-connection inspection to be conducted after trenching and layout is 
completed, but before the proposed service has been connected. 
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3.1.2   General Requirements for Installation of Pipelines

3.1.2.1   Earthwork

Perform earthwork operations in accordance with Section 31 00 00 EARTHWORK.

3.1.2.2   Pipe Laying and Jointing

Inspect each pipe and fitting before and after installation; replace those 
found defective and remove from site.  Provide proper facilities for 
lowering sections of pipe into trenches.  Lay nonpressure pipe with the 
bell or groove ends in the upgrade direction.  Adjust spigots in bells and 
tongues in grooves to give a uniform space all around.  Blocking or wedging 
between bells and spigots or tongues and grooves will not be permitted.  
Replace by one of the proper dimensions, pipe or fittings that do not allow 
sufficient space for installation of joint material.  At the end of each 
work day, close open ends of pipe temporarily with wood blocks or 
bulkheads.  Provide batterboards not more than 25 feet apart in trenches 
for checking and ensuring that pipe invert elevations are as indicated.  
Laser beam method may be used in lieu of batterboards for the same 
purpose.  Branch connections shall be made by use of regular fittings or 
solvent cemented saddles as approved.  Saddles for ABS and PVC composite 
pipe shall conform to Figure 2 of ASTM D2680; saddles for ABS pipe shall 
comply with Table 3 of ASTM D2751; and saddles for PVC pipe shall conform 
to Table 4 of ASTM D3034.

3.1.3   Special Requirements

3.1.3.1   Installation of PVC Plastic Piping

Install pipe and fittings in accordance with paragraph entitled "General 
Requirements for Installation of Pipelines" of this section and with the 
requirements of ASTM D2321 for laying and joining pipe and fittings.  Make 
joints with the gaskets specified for joints with this piping and assemble 
in accordance with the requirements of ASTM D2321 for assembly of joints.  
Make joints to other pipe materials in accordance with the recommendations 
of the plastic pipe manufacturer.

3.1.3.2   Installation of PVC Plastic Pressure Pipe and Fittings

Install pipe and fittings in accordance with the requirements of AWWA C605 
for laying of pipe, joining PVC pipe to fittings and accessories, valves, a
and with the recommendations for pipe joint assembly and appurtenance 
installation in AWWA M23, Chapter 7, "Installation."

3.1.3.2.1   Pipe Less Than 4 Inch Diameter

3.1.3.2.1.1   Push-On Joints

The ends of pipe for push-on joints shall be beveled to facilitate 
assembly.  Pipe shall be marked to indicate when the pipe is fully seated.  
The gasket shall be lubricated to prevent displacement.  Care shall be 
exercised to ensure that the gasket remains in proper position in the bell 
or coupling while making the joint.

3.1.3.2.1.2   Solvent-Weld Joints

Comply with the manufacturer's instructions.
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3.1.3.2.2   Pipe 4 Inch Diameter Joints

Make push-on joints with the elastomeric gaskets specified for this type 
joint, using either elastomeric-gasket bell-end pipe or elastomeric-gasket 
couplings.  For pipe-to-pipe push-on joint connections, use only pipe with 
push-on joint ends having factory-made bevel; for push-on joint connections 
to fittings, cut spigot end of pipe off square and re-bevel pipe end to a 
bevel approximately the same as that on ductile-iron pipe used for the same 
type of joint.  Use an approved lubricant recommended by the pipe 
manufacturer for push-on joints.  Assemble push-on joints for pipe-to-pipe 
joint connections in accordance with the requirements of AWWA C605 for 
laying the pipe and the recommendations in AWWA M23, Chapter 7, 
"Installation," for pipe joint assembly.  Assemble push-on joints for 
connection to fittings in accordance with the requirements of AWWA C605 for 
joining PVC pipe to fittings and accessories and with the applicable 
requirements of AWWA C600 for joint assembly.  Make compression-type 
joints/mechanical-joints with the gaskets, glands, bolts, nuts, and 
internal stiffeners specified for this type joint and assemble in 
accordance with the requirements of AWWA C605 for joining PVC pipe to 
fittings and accessories, with the applicable requirements of AWWA C600 for 
joint assembly, and with the recommendations of Appendix A to 
AWWA C111/A21.11.  Cut off spigot end of pipe for compression-type 
joint/mechanical-joint connections and do not re-bevel.

3.1.3.2.3   Pipe Anchorage

Provide concrete thrust blocks (reaction backing) for pipe anchorage.  Size 
and position thrust blocks as indicated.  Use concrete conforming to 
ASTM C94/C94M having a minimum compressive strength of 2,000 psi at 28 
days; or use concrete of a mix not leaner than one part cement, 2 1/2 parts 
sand, and 5 parts gravel, having the same minimum compressive strength.

3.1.4   Concrete Work

Cast-in-place concrete is included in Section 03 30 00 CAST-IN-PLACE 
CONCRETE.  The pipe shall be supported on a concrete cradle, or encased in 
concrete where indicated or directed.

3.1.5   Miscellaneous Construction and Installation

3.1.5.1   Metal Work

3.1.5.1.1   Field Painting

After installation, clean cast-iron frames, covers, gratings, and steps not 
buried in concrete to bare metal of mortar, rust, grease, dirt, and other 
deleterious materials and apply a coat of bituminous paint.  Do not paint 
surfaces subject to abrasion.

3.2   FIELD QUALITY CONTROL

3.2.1   Field Tests and Inspections

The Contracting Officer's Representative will conduct field inspections and 
witness field tests specified in this section.  Perform field tests and 
provide labor, equipment, and incidentals required for testing.  Be able to 
produce evidence, when required, that each item of work has been 
constructed in accordance with the drawings and specifications.
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3.2.2   Tests for Pressure Lines

Test pressure lines in accordance with the applicable standard specified in 
this paragraph, except for test pressures.  For hydrostatic pressure test, 
use a hydrostatic pressure 50 psi in excess of the maximum working pressure 
of the system, but not less than 100 psi, holding the pressure for a period 
of not less than one hour.  For leakage test, use a hydrostatic pressure 
not less than the maximum working pressure of the system.  Leakage test may 
be performed at the same time and at the same test pressure as the pressure 
test.  Test PVC plastic pressure lines in accordance with the requirements 
of AWWA C605 for pressure and leakage tests, using the allowable leakage 
given therein.

       -- End of Section --
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